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Annex B (informative):
Description of RRC state transitions

B.3.2.1
Transition from CELL_FACH to CELL_DCH state

A transition occurs, when a dedicated physical channel is established via explicit signalling (e.g. PHYSICAL CHANNEL RECONFIGURATION, Radio Bearer Reconfiguration, Radio Bearer Release, Radio Bearer Setup, , Transport Channel Reconfiguration, etc.). 
B.3.2.2
Transition from CELL_FACH to CELL_PCH state

The transition occurs when UTRAN orders the UE to move to CELL_PCH state, which is done via explicit signalling (e,g, CELL UPDATE CONFIRM, RADIO BEARER RECONFIGURATION, etc.). 
B.3.2.4
Transition from CELL_FACH to URA_PCH State

The transition occurs when UTRAN orders the UE to move to URA _PCH state, which is done via explicit signalling (e.g. URA UPDATE CONFIRM, RADIO BEARER RECONFIGURATION, etc.).

B.3.3.1
Transition from CELL_PCH to CELL_FACH state

The UE is transferred to CELL_FACH state:

a)
by paging from UTRAN ( PAGING TYPE1 message )

b) through any uplink access 
B.3.4.1
Transition from URA_PCH State to CELL_FACH State (URA_PCH)

Any activity causes the UE to be transferred to CELL_ FACH State.

a)
Uplink access is performed by RACH.

b)
by paging from UTRAN ( PAGING TYPE1 message ).
NOTE:
The release of an RRC connection is not possible in the URA_PCH State. The UE will first move to CELL_FACH State to perform the release signalling.
B.3.4.3
RRC Connection mobility tasks (URA_PCH)

In URA_PCH State the location of a UE is known on UTRAN Registration area level. 

In this state, the UE mobility is performed through URA reselection procedures, which may differ from the definitions in [4]. The UE performs cell reselection and upon selecting a new UTRA cell belonging to an URA which does not match the URA used by the UE, the UE moves to CELL_FACH state and initiates a URA update towards the network. After the URA update procedure has been performed, the UE changes its state back to URA_PCH state if neither the UE nor the network has any more data to transmit.
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