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10.2.8
CELL UPDATE CONFIRM

This message confirms the cell update procedure and can be used to reallocate new RNTI information for the UE valid in the new cell.


RLC-SAP: UM 


Logical channel: CCCH or DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE Information Elements
	
	
	
	

	U-RNTI
	CV-CCCH
	
	U-RNTI 10.3.3.47
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.10
	

	UTRAN DRX cycle length coefficient
	MD
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	Default value is the existing DRX cycle length coefficient

	RLC reset indicator (for C-plane) 
	MD
	
	RLC reset indicator 10.3.3.35
	

	RLC reset indicator (for U-plane) 
	MD
	
	RLC reset indicator 10.3.3.35
	

	CN Information Elements
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	

	UTRAN Information Elements
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	

	RB information elements
	
	
	
	

	RB information to release list
	OP
	1 to <maxRB>
	
	

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	

	RB information to reconfigure list
	OP
	1 to <maxRB>
	
	

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	

	RB information to be affected list
	OP
	1 to <maxRB>
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	

	RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

	>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	

	TrCH Information Elements
	
	
	
	

	Uplink transport channels
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	

	>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	

	CHOICE mode
	OP
	
	
	

	>FDD
	
	
	
	

	>>CPCH set ID
	OP
	
	CPCH set ID 10.3.5.3
	

	>>Added or Reconfigured TrCH 
information for DRAC list
	OP
	1 to <maxTrCH>
	
	

	>>>DRAC static information
	MP
	
	DRAC static information 10.3.5.7
	

	>TDD
	
	
	
	(no data)

	Downlink transport channels
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	

	>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	

	PhyCH information elements
	
	
	
	

	Frequency info
	MD
	
	Frequency info 10.3.6.36
	Default value is the existing value of frequency information

	Uplink radio resources
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power

	CHOICE channel requirement
	OP
	
	
	

	>Uplink DPCH info 
	
	
	Uplink DPCH info 10.3.6.88.
	

	>CPCH SET Info
	
	
	CPCH SET Info 10.3.6.13
	

	Downlink radio resources
	
	
	
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Downlink PDSCH information
	OP
	
	Downlink PDSCH information 10.3.6.30
	

	>TDD
	
	
	
	(no data)

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	


	Condition
	Explanation

	CCCH
	This IE is mandatory when CCCH is used and ciphering is not required. Otherwise it is absent.


10.2.50
TRANSPORT CHANNEL RECONFIGURATION

This message is used by UTRAN to configure the transport channel of a UE. This also includes a possible reconfiguration of physical channels. The message can also be used to assign a TFC subset and reconfigure physical channel.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE Information Elements
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.10
	

	UTRAN DRX cycle length coefficient
	MD
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	Default value is the existing value of UTRAN DRX cycle length coefficient

	CN Information Elements
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	

	UTRAN mobility information elements
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	

	RB information elements
	
	
	
	

	RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

	>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	

	TrCH Information Elements
	
	
	
	

	Uplink transport channels
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	

	CHOICE mode
	OP
	
	
	

	>FDD
	
	
	
	

	>>CPCH set ID
	OP
	
	CPCH set ID 10.3.5.3
	

	>> Added or Reconfigured TrCH
 information for DRAC list
	OP
	1 to <maxTrCH>
	
	

	>>>DRAC static information
	MP
	
	DRAC static information 10.3.5.7
	

	>TDD
	
	
	
	(no data)

	Downlink transport channels
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	

	PhyCH information elements
	
	
	
	

	Frequency info
	MD
	
	Frequency info 10.3.6.36
	Default value is the existing value of frequency information

	Uplink radio resources
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power

	CHOICE channel requirement
	OP
	
	
	

	>Uplink DPCH info 
	
	
	Uplink DPCH info 10.3.6.88
	

	>CPCH SET Info
	
	
	CPCH SET Info 10.3.6.13
	

	Downlink radio resources
	
	
	
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Downlink PDSCH information
	OP
	
	Downlink PDSCH information 10.3.6.30
	

	>TDD
	
	
	
	(no data)

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link 

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	


10.3.6.6
ASC setting

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Available signature Start Index
	MP
	
	Integer(0..15)
	

	Available signature End Index
	MP
	
	Integer(0..15)
	

	Assigned Sub-Channel Number
	MP
	
	Bitstring(4)
	See Note below.


The following description applies to FDD only.

The list of available signatures is renumbered from signature index 0 to signature index N-1, where N is the number of available signatures, starting with the lowest available signature number and continuing in sequence, in the order of increasing signature numbers.

-
List of available signatures : 16 or less signatures are available.

-
Ex : only signatures 0, 5, 10 and 15 are available, then :

-
Signature 0 is : available signature index 0

-
Signature 5 is : available signature index 1

-
Signature 10 is : available signature index 2

-
Signature 15 is : available signature index 3

NOTE:
The usage of this IE is conditional upon setting of IE "AICH transmission timing". In case that "AICH transmission timing" = 0, the leftmost bit shall be ignored. The 3 rightmost (least significant bits) shall be repeated 4 times to form a bitstring of length 12 bits. In case that "AICH transmission timing" = 1, the bitstring shall be repeated 3 times to form a bitstring of length 12 bits.


In both cases, for the resulting bitstring (that includes the repetitions) bit-wise logical AND operation with the IE "Available Sub Channel number" included in IE "PRACH info (for RACH)" shall be performed.


The resulting bitstring, after logical AND operation, indicates the sub-channels assigned to the respective ASC. This bitstring shall be interpreted by the UE in the same way as specified for the IE "Available Sub-Channel Number" , see subclause 10.3.6.61 (i.e. each bit set to 1 or 0 indicates availability or non-availability, respectively, of sub-channel number _x, x= 0 to 11, for the respective ASC).

10.3.6.45
PDSCH Power Control info

NOTE:
Only for TDD.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	TPC Step Size
	OP
	
	Integer 

(1, 2, 3)
	In dB

	UL CCTrCH TPC List
	OP
	1..<maxCCTrCH>
	
	UL CCTrCH identities for TPC commands associated with this DL CCTrCH 

	>UL TPC TFCS Identity
	MP
	
	Transport Format Combination Set Identity 10.3.5.21
	


10.3.6.53
PRACH partitioning

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE mode
	
	
	
	

	>FDD
	
	
	
	

	>>Access Service class
	MP
	1 to maxASC
	
	

	>>>ASC Setting
	MD
	
	ASC setting 10.3.6.6
	The default values are same as the previous ASC.

If the "default" is used for the first ASC, the default values are all available signatures

and "all available sub-channels".

	>>TDD
	
	
	
	

	>>>Access Service class List
	MP
	1 to maxASC
	
	List of Access Service classes

	>>>>Access service class Index
	MP
	
	Integer(1..8)
	

	>>>>Repetition Period
	MD
	
	Integer(1, 2, 4, 8)
	Default value is continuous. Value 1 indicates continuous allocation

	>>>>Offset
	MP
	
	Integer(0..Repetition Period - 1)
	Note that this is empty if repetition period is set to 1





















10.3.7.35
Intra-frequency measured results list

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Intra-frequency measurement results
	OP
	1 to <maxCellMeas>
	
	

	>Cell measured results
	MP
	
	Cell measured results 10.3.7.3
	


10.3.7.37
Intra-frequency measurement event results

This IE contains the measurement event results that are reported to UTRAN for intra-frequency measurements.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Intra-frequency event identity
	MP
	
	Intra-frequency event identity 10.3.7.34
	

	Cell measurement event results
	MP
	
	Cell measurement event results 10.3.7.4
	


11.3
Information element definitions

-- ***************************************************

--

--     MEASUREMENT INFORMATION ELEMENTS (10.3.7)

--

-- ***************************************************

CellSynchronisationInfo ::=


SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




countC-SFN-Frame-difference


CountC-SFN-Frame-difference

OPTIONAL,




tm








INTEGER(0..38399)




},



tdd








SEQUENCE {




countC-SFN-Frame-difference


CountC-SFN-Frame-difference

OPTIONAL


}


}








}
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