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This is the rapporteur's report on the progress made so far in RAN WG 1/3/4 on this Work Item (WI) “Terminal Power Saving Features” since a technical report TR 25.840 “Terminal Power Saving Features” was approved as version 2.1.0 in RAN1 meeting #18. TR 25.840 includes the requirements and detailed description of the gated DPCCH transmission (hereafter, “gating” is used interchangeably) to support terminal power saving features.

· RAN WG1
RAN WG1 leads this WI. Currently, gated DPCCH transmission for terminal power saving is conceptually agreed in TSG RAN WG1. During the last WG1 meeting #18 in Boston, TR 25.840 “Terminal Power Saving Features” has been revised to version 2.1.0 with the following changes:

- Include outer loop power control based on CRC attached to zero length transport block.

- Terminology is refined for the better understanding of the TR.

- Some clarifications are also made on the description of gating and the relation between gating and other features.

- Other minor editorial corrections are made.

It is expected that working CRs for “Terminal Power Saving Features” will be discussed and decision for those CRs will be made in the next WG1 meeting.
· RAN WG3
TR 25.938 “Terminal Power Saving Features (Iur/Iub Aspects)” aimed to the discussion on the WI “Terminal Power Saving Features” in RAN WG3 was approved at RAN meeting #9 as version 0.1.0. RAN WG3 meeting #17 has updated TR 25.938 as version 0.1.1 with text proposal containing requirements and signaling in Iur and Iub, and TR 25.938 v0.1.1 was presented to RAN meeting #10 for information. 
At the previous RAN3#18, TR 25.938 was approved as version v0.2.0 and additional text proposal was approved to be added in the TR. At the next RAN3#19 meeting, CRs for TS25.433 and TS 25.423 will be presented to be approved for RAN#11.

· RAN WG4
TR 25.840 v1.1.0 provided by RAN WG1 has been introduced during RAN WG4 meeting #14. It was principally agreed that the gated DPCCH transmission is included in Transmission time on/off mask as a possible case during RAN WG4 meeting #15 (R4-01-0010). For this coming RAN WG4 meeting #16 it is expected that CR to TS25.101 for transmission time on/off mask will be agreed and that a discussion and decision will be made for a test scenario to evaluate minimum performance requirements to support the gated DPCCH transmission.
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