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Reason for change:
(

This CR fixes a number of inconsistencies between the tabular and ASN.1 and also some minor errors.




Summary of change:
(

8.1.1.1.3

According to the text, only the segment combinations 1…9 are allowed. 

Combinations 10 and 11 should be added in the list.

10.2.48.1

According to chapter 8.1.1.1.3 and 10.2.48, segment combination 1 means ’No segment’. In chapter 10.2.48.1 it is said that ”First segment IE is used when the first segment fills the entire transport block (Combination 1)”.

Textual description should be corrected: Combination 1 -> Combination 2.

10.2.48.7

Textual description says that ‘Complete SIB (short)’ IE is used with   Combinations 6, 7, 8, 9 and 10.

Combination 10 should be deleted from this list because combination 10 uses ‘Complete SIB’ IE,10.2.48.6.

10.2.48.8.2, 10.2.48.8.3 and 11.3 (ASN.1)

In 'Scheduling Block 1' and  'Scheduling Block 2' tabular "References to other system information blocks" are MP, but in the ASN they are optional. ASN.1 should be corrected.



10.2.48.8.4 and 11.3 (ASN.1)
In 'System Information Block type 1', "UE Timers and constants in idle mode" and "UE Timers and constants in connected mode" are classified as MD but in ASN.1 they are not optional. ASN.1 should be corrected.



10.3.3.2 and 11.3 (ASN.1)

In 'Capability Update Requirement' IE tabular there are "UE radio access FDD capability update requirement" and "UE radio access TDD capability update requirement". In the corresponding ASN there are only "ue-RadioCapabilityUpdateRequirement". ASN.1 should be corrected.


10.3.3.10

"Indicates to a UE if DRX shall be used with Cell updating or URA updating or if no DRX at all shall be used." The explanation is outdated.


10.3.3.43 and 11.3 (ASN.1)

Timer T301 and constant N301 have been deleted from the specification.

They should be deleted also from the IE ‘UE timers and constants in connected mode’ in chapter 10.3.3.43 and from ASN.1.

10.3.4.20
‘Multibound’-definition in tabular seems to be irrelevant. 'MaxSetupRBcount' has no value. It is proposed to be removed.



10.3.4.24

The default-value definition for ‘RB identity’  IE in ‘Signalling RB information to setup ’ IE is wrong: The reference section should be 8.6.4.1, not 8.6.4.4.

10.3.7.42

In chapter 10.3.7.5, in ‘Cell Reporting Quantities’ sub-IE

"SFN-SFN observed time difference" -IE has been renamed as

"SFN-SFN observed time difference reporting indicator".

The similar kind of renaming is proposed for consistency reasons also to IE ‘Intra-frequency reporting Quantity for RACH Reporting’ in chapter 10.3.7.42.

10.3.8.18

’Segment index’ IE is defined as Integer (1..14) in tabular description, but as Integer (1..15) in the ASN.1. The tabular should be corrected.


11.3
- “OPTIONAL” was added to Polling Info in RLC Info for UL AM. 

- The maximum value of “Constant Value” is changed to –10.

- The maximum number of RLs that can be added/deleted by ACTIVE SET UPDATE is switched.(maxRL-1 for Addition, maxRL for deletion)

14.12.1

RRC information to target RNC: In the IE >>Inter System message (inter system classmark)  the reference 10.8.6 cannot be found.

The reference should probably be 10.3.8.8.





Consequences if 
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not approved:
Inconsistencies between tabular and ASN.1.
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8.1.1.1.3
Segmentation and concatenation of system information blocks

A generic SYSTEM INFORMATION message is used to convey the system information blocks on the BCCH. A given BCCH may be mapped onto either a BCH- or a FACH transport channel according to subclause 8.1.1.1.2. The size of the SYSTEM INFORMATION message shall fit the size of a BCH- or a FACH transport block.

The RRC layer in UTRAN performs segmentation and concatenation of encoded system information blocks. If the encoded system information block is larger than the size of a SYSTEM INFORMATION message, it will be segmented and transmitted in several messages. If the encoded system information block is smaller than a SYSTEM INFORMATION message, UTRAN may concatenate (parts of) several system information blocks, or the first segment or the last segment into the same message as specified in the remainder of this clause.

Four different segment types are defined:

-
First segment;

-
Subsequent segment;

-
Last segment;

-
Complete.

Each of the types - First, Subsequent and Last segment - are used to transfer segments of a master information block, scheduling block or a system information block. The segment type, Complete, is used to transfer a complete master information block, complete scheduling block or a complete system information block.

Each segment consists of a header and a data field. The data field carries the encoded system information elements. The header contains the following parameters:

-
The number of segments in the system information block (SEG_COUNT). This parameter is only included in the header if the segment type is "First segment".

-
SIB type. The SIB type uniquely identifies the master information block, scheduling block or a system information block.

-
Segment index. This parameter is only included in the header if the segment type is "Subsequent segment" or "Last segment".

UTRAN may combine one or several segments of variable length in the same SYSTEM INFORMATION message. The following combinations are allowed:

1.
No segment;

2.
First segment;

3.
Subsequent segment;

4.
Last segment;

5.
Last segment + First segment;

6.
Last segment + one or several Complete;

7.
Last segment + one or several Complete + First segment;

8.
One or several Complete;

9.
One or several Complete + First segment; 

10.
One Complete of size 215 to 226;

11.
Last segment of size 215 to 222. 

The "No segment" combination is used when there is no master information block, scheduling block or system information block scheduled for a specific BCH transport block.

UEs are not required to support the reception of multiple occurrences of a system information block type within one SYSTEM INFORMATION message.

NOTE:
Since the SIB type is the same for each occurrence of the system information block, the UE does not know the order in which the occurrences, scheduled for this SYSTEM INFORMATION message, appear. Therefore, the UE is unable to determine which scheduling information, e.g., value tag relates to which occurrence of the system information block.

10.2.48.1
First Segment

This segment type is used to transfer the first segment of a segmented system information block. The IE is used when the first segment fills the entire transport block (Combination 2).

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Other information elements





SIB type
MP

SIB Type, 10.3.8.21


SEG_COUNT
MP

SEG COUNT, 10.3.8.17


SIB data fixed
MP

SIB data fixed, 10.3.8.19


10.2.48.7
Complete SIB (short)

This segment type is used to transfer a non-segmented system information block. The IE is used when the complete SIB has a length, excluding length denominator, of up to 214 bits (Combination 6, 7, 8 and 9).

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Other information elements





SIB type
MP

SIB Type, 10.3.8.21


SIB data variable
MP

SIB data variable, 10.3.8.20


10.3.3.10
RRC State Indicator

Indicates to a UE the RRC state to be entered.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

RRC State indicator
MP

Enumerated(CELL_DCH, CELL_FACH, CELL_PCH, URA_PCH)


10.3.4.20
RB information to setup

Information Element/Group name
Need
Multi
Type and reference
Semantics description

RB identity
MP

RB identity 10.3.4.16


PDCP info
OP

PDCP info 10.3.4.2


CHOICE RLC info type
MP




>RLC info


RLC info 10.3.4.23


>Same as RB


RB identity 10.3.4.16
Identity of RB with exactly the same RLC info IE values

RB mapping info
MP

RB mapping info 10.3.4.21








NOTE

This information element is included within IE "Predefined RB configuration"
10.3.4.24
Signalling RB information to setup

Information Element/Group name
Need
Multi
Type and reference
Semantics description

RB identity

MD

RB identity 10.3.4.16
Default value is specified in subclause 8.6.4.1

RLC info
OP

RLC info 10.3.4.23


Same as RB


RB identity 10.3.4.16
Identity of RB with exactly the same RLC info IE values

RB mapping info
MP

RB mapping info 10.3.4.21


NOTE

This information element is included within IE "Predefined RB configuration"
10.3.7.42
Intra-frequency reporting quantity for RACH reporting

Contains the reporting quantity information for an intra-frequency measurement report, which is sent on the RACH.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

SFN-SFN observed time difference reporting indicator
MP

Enumerated(No report, type 1, type 2)


CHOICE mode
MP




>FDD





>>Reporting quantity
MP

Enumerated(CPICH Ec/N0, CPICH RSCP, Pathloss, No report)


>TDD





>>Reporting quantity list
MP
1 to 2



>>>Reporting quantity
MP

Enumerated(Timeslot ISCP, Primary CCPCH RSCP, No report)


10.3.8.18
Segment index

Each system information segment has an individual segment index. 

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Segment index
MP

Integer (1..15)
Segments of a system information block are numbered starting with 0 for the first segment and 1 for the next segment, which can be the first subsequent segment or a last segment.

-- ***************************************************

--

--     USER EQUIPMENT INFORMATION ELEMENTS (10.3.3)

--

-- ***************************************************

CapabilityUpdateRequirement ::=

SEQUENCE {


ue-RadioCapabilityFDDUpdateRequirement
BOOLEAN,


ue-RadioCapabilityTDDUpdateRequirement
BOOLEAN,


systemSpecificCapUpdateReqList

SystemSpecificCapUpdateReqList

OPTIONAL

}

-- ***************************************************

--

--     RADIO BEARER INFORMATION ELEMENTS (10.3.4)

--

-- ***************************************************

UL-AM-RLC-Mode ::=




SEQUENCE {


transmissionRLC-Discard



TransmissionRLC-Discard,


transmissionWindowSize



TransmissionWindowSize,


timerRST






TimerRST,


max-RST







MaxRST,


pollingInfo






PollingInfo


OPTIONAL
}

-- ***************************************************

--

--     PHYSICAL CHANNEL INFORMATION ELEMENTS (10.3.6)

--

-- ***************************************************

ConstantValue ::=




INTEGER (-35..-10)
RL-AdditionInformationList ::=

SEQUENCE (SIZE (1..maxRL-1)) OF











RL-AdditionInformation

RL-RemovalInformationList ::=

SEQUENCE (SIZE (1..maxRL)) OF











PrimaryCPICH-Info

-- ***************************************************

--

--     OTHER INFORMATION ELEMENTS (10.3.8)

--

-- ***************************************************

BCC ::=







INTEGER (0..7)

BCCH-ModificationInfo ::=


SEQUENCE {


mib-ValueTag





MIB-ValueTag,


bcch-ModificationTime



BCCH-ModificationTime



OPTIONAL

}

-- Actual value = IE value * 8

BCCH-ModificationTime ::=


INTEGER (0..511)

BSIC ::=






SEQUENCE {


ncc








NCC,


bcc








BCC

}

CBS-DRX-Level1Information ::=

SEQUENCE {


ctch-AllocationPeriod



INTEGER (1..256),


cbs-FrameOffset





INTEGER (0..255)

}

CDMA2000-Message ::=



SEQUENCE {


msg-Type






BIT STRING (SIZE (8)),


payload







BIT STRING (SIZE (1..512))

}

CDMA2000-MessageList ::=



SEQUENCE (SIZE (1..maxInterSysMessages)) OF












CDMA2000-Message

CDMA2000-UMTS-Frequency-List
::=

SEQUENCE (SIZE (1..maxNumCDMA2000Freqs)) OF












FrequencyInfoCDMA2000

CellValueTag ::=





INTEGER (1..4)

--Actual value = 2^(IE value) 

ExpirationTimerFactor


::=

INTEGER (1..8)

FDD-UMTS-Frequency-List


::=

SEQUENCE (SIZE (1..maxNumFDDFreqs)) OF












FrequencyInfoFDD

FrequencyInfoCDMA2000


::=

SEQUENCE {












band-Class

BIT STRING (SIZE (5)),












cdma-Freq

BIT STRING (SIZE(11))

}

GSM-BA-Range




::= 
SEQUENCE {












gsmLowRangeUARFCN

UARFCN,












gsmUpRangeUARFCN

UARFCN

}

GSM-BA-Range-List



::= 
SEQUENCE (SIZE (1..maxNumGSMFreqRanges)) OF












GSM-BA-Range

GSM-Classmark2::=




OCTET STRING (SIZE (5))

GSM-Classmark3::=




OCTET STRING

GSM-MessageList ::=




SEQUENCE (SIZE (1..maxInterSysMessages)) OF











BIT STRING (SIZE (1..512))

IdentificationOfReveivedMessage ::=
SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



receivedMessageType



ReceivedMessageType

}

InterRAT-ChangeFailureCause ::=

CHOICE {


configurationUnacceptable


NULL,


physicalChannelFailure



NULL,


protocolError





ProtocolErrorInformation,


unspecified






NULL,


spare1







NULL,


spare2







NULL,


spare3







NULL

}








InterRAT-UE-RadioAccessCapability ::= CHOICE {


gsm








SEQUENCE {



gsm-Classmark2





GSM-Classmark2,



gsm-Classmark3





GSM-Classmark3


},


cdma2000






SEQUENCE {



cdma2000-MessageList



CDMA2000-MessageList


}

}

InterRAT-UE-RadioAccessCapabilityList ::= 
SEQUENCE (SIZE(1..maxInterSysMessages)) OF












InterRAT-UE-RadioAccessCapability

InterRAT-HO-Failure ::=


SEQUENCE {


interRAT-HO-FailureCause


InterRAT-HO-FailureCause


OPTIONAL,


interRATMessage




InterRATMessage




OPTIONAL

}

InterRAT-HO-FailureCause ::=

CHOICE {


configurationUnacceptable


NULL,


physicalChannelFailure



NULL,


protocolError





ProtocolErrorInformation,


interRAT-ProtocolError



NULL,


unspecified






NULL,


spare1







NULL,


spare2







NULL,


spare3







NULL,


spare4







NULL

}








InterRATMessage ::=



CHOICE {


gsm








SEQUENCE {



gsm-MessageList





GSM-MessageList


},


cdma2000






SEQUENCE {



cdma2000-MessageList



CDMA2000-MessageList


}

}

InterRATMessageList
::= 

SEQUENCE (SIZE (1..maxSystemCapability)) OF












InterRATMessage

MasterInformationBlock ::=


SEQUENCE {



mib-ValueTag




MIB-ValueTag,



plmn-Type





PLMN-Type,



-- TABULAR: The PLMN identity and ANSI-41 core network information



-- are included in PLMN-Type.



sibSb-ReferenceList



SIBSb-ReferenceList,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

MIB-ValueTag ::=




INTEGER (1..8)

NCC ::=







INTEGER (0..7)

PLMN-ValueTag ::=




INTEGER (1..256)

PredefinedConfigIdentityAndValueTag ::=
SEQUENCE {


predefinedConfigIdentity



PredefinedConfigIdentity,


predefinedConfigValueTag



PredefinedConfigValueTag
OPTIONAL

}

ProtocolErrorInformation ::=

SEQUENCE {


diagnosticsType





CHOICE {



type1







SEQUENCE {




protocolErrorCause




ProtocolErrorCause



},



spare







NULL


}

}

ReceivedMessageType ::=



ENUMERATED {











activeSetUpdate,











cellUpdateConfirm,











counterCheck,











downlinkDirectTransfer,











interRATHandoverCommand,











measurementControl,











pagingType2,











physicalChannelReconfiguration,











physicalSharedChannelAllocation,











radioBearerReconfiguration,











radioBearerRelease,











radioBearerSetup,











rrcConnectionRelease,











rrcConnectionReject,











rrcConnectionSetup,











securityModeCommand,











signallingConnectionRelease,











transportChannelReconfiguration,











transportFormatCombinationControl,











ueCapabilityEnquiry,











ueCapabilityInformationConfirm,











uplinkPhysicalChannelControl,











uraUpdateConfirm,











utranMobilityInformation,











spare1, spare2, spare3, spare4,











spare5, spare6, spare7

}

Rplmn-Information



::=

SEQUENCE {












gsm-BA-Range-List

GSM-BA-Range-List
OPTIONAL,












fdd-UMTS-Frequency-List
FDD-UMTS-Frequency-List
OPTIONAL,












tdd-UMTS-Frequency-List
FDD-UMTS-Frequency-List
OPTIONAL,












cdma2000-UMTS-Frequency-List
CDMA2000-UMTS-Frequency-List
OPTIONAL

}

SchedulingInformation ::=


SEQUENCE {


scheduling






SEQUENCE {



segCount






SegCount



 

 DEFAULT 1,



sib-Pos







CHOICE {




-- The element name indicates the repetition period and the value




-- (multiplied by two) indicates the position of the first segment.




rep4







INTEGER (0..1),




rep8







INTEGER (0..3),




rep16







INTEGER (0..7),




rep32







INTEGER (0..15),




rep64







INTEGER (0..31),




rep128







INTEGER (0..63),




rep256







INTEGER (0..127),




rep512







INTEGER (0..255),




rep1024







INTEGER (0..511),




rep2048







INTEGER (0..1023),




rep4096







INTEGER (0..2047)



},



sib-PosOffsetInfo




SibOFF-List





OPTIONAL


}

}

SchedulingInformationSIB ::=


SEQUENCE {


sib-Type






SIB-TypeAndTag,


scheduling






SchedulingInformation

}

SchedulingInformationSIBSb ::=


SEQUENCE {


sibSb-Type






SIBSb-TypeAndTag,


scheduling






SchedulingInformation

}

SegCount ::=





INTEGER (1..16)

SegmentIndex ::=




INTEGER (1..15)

-- Actual value = 2 * IE value

SFN-Prime ::=





INTEGER (0..2047)

SIB-Data-fixed ::=




BIT STRING (SIZE (222))

SIB-Data-variable ::=



BIT STRING (SIZE (1..214))

SIB-ReferenceList ::=



SEQUENCE (SIZE (1..maxSIB)) OF











SchedulingInformationSIB

SIBSb-ReferenceList ::=



SEQUENCE (SIZE (1..maxSIB)) OF











SchedulingInformationSIBSb

SIB-ReferenceListFACH ::=


SEQUENCE (SIZE (1..maxSIB-FACH)) OF 











SchedulingInformationSIB

SIB-Type ::=





ENUMERATED {











masterInformationBlock,











systemInformationBlockType1,











systemInformationBlockType2,











systemInformationBlockType3,











systemInformationBlockType4,











systemInformationBlockType5,











systemInformationBlockType6,











systemInformationBlockType7,











systemInformationBlockType8,











systemInformationBlockType9,











systemInformationBlockType10,











systemInformationBlockType11,











systemInformationBlockType12,











systemInformationBlockType13,











systemInformationBlockType13-1,











systemInformationBlockType13-2,











systemInformationBlockType13-3,











systemInformationBlockType13-4,











systemInformationBlockType14,











systemInformationBlockType15,











systemInformationBlockType15-1,











systemInformationBlockType15-2,











systemInformationBlockType15-3,











systemInformationBlockType16,











systemInformationBlockType17,











spare1, spare2, spare3, spare4,











spare5, spare6, spare7 }

SIB-TypeAndTag ::=




CHOICE {


sysInfoType1





PLMN-ValueTag,


sysInfoType2





PLMN-ValueTag,


sysInfoType3





CellValueTag,


sysInfoType4





CellValueTag,


sysInfoType5





CellValueTag,


sysInfoType6





CellValueTag,


sysInfoType7





NULL,


sysInfoType8





CellValueTag,


sysInfoType9





NULL,


sysInfoType10





NULL,


sysInfoType11





CellValueTag,


sysInfoType12 





CellValueTag,


sysInfoType13





CellValueTag,


sysInfoType13-1





CellValueTag, 


sysInfoType13-2





CellValueTag,


sysInfoType13-3





CellValueTag,


sysInfoType13-4





CellValueTag,


sysInfoType14





NULL,


sysInfoType15





CellValueTag,


sysInfoType16





PredefinedConfigIdentityAndValueTag,


sysInfoType17





NULL

}

SIBSb-TypeAndTag ::=




CHOICE {


sysInfoType1





PLMN-ValueTag,


sysInfoType2





PLMN-ValueTag,


sysInfoType3





CellValueTag,


sysInfoType4





CellValueTag,


sysInfoType5





CellValueTag,


sysInfoType6





CellValueTag,


sysInfoType7





NULL,


sysInfoType8





CellValueTag,


sysInfoType9





NULL,


sysInfoType10





NULL,


sysInfoType11





CellValueTag,


sysInfoType12 





CellValueTag,


sysInfoType13





CellValueTag,


sysInfoType13-1





CellValueTag, 


sysInfoType13-2





CellValueTag,


sysInfoType13-3





CellValueTag,


sysInfoType13-4





CellValueTag,


sysInfoType14





NULL,


sysInfoType15





CellValueTag,


sysInfoType16





PredefinedConfigIdentityAndValueTag,


sysInfoType17





NULL,


sysInfoTypeSB1





CellValueTag,


sysInfoTypeSB2





CellValueTag

}

SibOFF ::=






ENUMERATED {











so2, so4, so6, so8, so10,











so12, so14, so16, so18,











so20, so22, so24, so26,











so28, so30, so32 }

SibOFF-List ::=





SEQUENCE (SIZE (1..15)) OF











SibOFF

SysInfoType1 ::=




SEQUENCE {


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,




cn-DomainSysInfoList


CN-DomainSysInfoList,


-- User equipment IEs



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants


OPTIONAL,



ue-IdleTimersAndConstants

UE-IdleTimersAndConstants


OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}


}

SysInfoType2 ::=




SEQUENCE {


-- UTRAN mobility IEs



ura-IdentityList



URA-IdentityList,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

}

SysInfoType3 ::=




SEQUENCE {



sib4indicator




BOOLEAN,


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfoSIB-3-4,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

}

SysInfoType4 ::=




SEQUENCE {


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfoSIB-3-4,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

}

SysInfoType5 ::=




SEQUENCE {



sib6indicator




BOOLEAN,


-- Physical channel IEs



pich-PowerOffset



PICH-PowerOffset,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





aich-PowerOffset



AICH-PowerOffset




},




tdd







SEQUENCE {





pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN

OPTIONAL,





pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN

OPTIONAL,





midambleConfiguration


MidambleConfiguration

OPTIONAL,





openLoopPowerControl-TDD

OpenLoopPowerControl-TDD


}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,



-- Conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

}

SysInfoType6 ::=




SEQUENCE {


-- Physical channel IEs



pich-PowerOffset



PICH-PowerOffset,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





aich-PowerOffset



AICH-PowerOffset,





csich-PowerOffset



CSICH-PowerOffset


OPTIONAL




},




tdd







SEQUENCE {





pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN

OPTIONAL,





pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN

OPTIONAL,





midambleConfiguration


MidambleConfiguration

OPTIONAL,





openLoopPowerControl-TDD

OpenLoopPowerControl-TDD




}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList


OPTIONAL,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList

OPTIONAL,



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,



-- Conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

}

SysInfoType7 ::=




SEQUENCE {


-- Physical channel IEs



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





ul-Interference




UL-Interference




},




tdd







NULL



},



prach-Information-SIB5-List

DynamicPersistenceLevelList,



prach-Information-SIB6-List

DynamicPersistenceLevelList


OPTIONAL,



expirationTimeFactor


ExpirationTimerFactor



OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}


}

SysInfoType8 ::=




SEQUENCE {


-- User equipment IEs



cpch-Parameters




CPCH-Parameters,


-- Physical channel IEs



cpch-SetInfoList



CPCH-SetInfoList,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

}

SysInfoType9 ::=




SEQUENCE {


-- Physical channel IEs



cpch-PersistenceLevelsList

CPCH-PersistenceLevelsList,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

}

SysInfoType10 ::=




SEQUENCE {


-- User equipment IEs



drac-SysInfoList



DRAC-SysInfoList,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}


}

SysInfoType11 ::=




SEQUENCE {



sib12indicator




BOOLEAN,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

}

SysInfoType12 ::=




SEQUENCE {


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

}

SysInfoType13 ::=




SEQUENCE {


-- Core network IEs



cn-DomainSysInfoList


CN-DomainSysInfoList,


-- User equipment IEs



ue-IdleTimersAndConstants

UE-IdleTimersAndConstants


OPTIONAL,



capabilityUpdateRequirement

CapabilityUpdateRequirement


OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

}

SysInfoType13-1 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-RAND-Information

ANSI-41-RAND-Information,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}


}

SysInfoType13-2 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-UserZoneID-Information
ANSI-41-UserZoneID-Information,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}


}

SysInfoType13-3 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-PrivateNeighbourListInfo ANSI-41-PrivateNeighbourListInfo,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}


}

SysInfoType13-4 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-GlobalServiceRedirectInfo











ANSI-41-GlobalServiceRedirectInfo,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}


}

SysInfoType14 ::=




SEQUENCE {


-- Physical channel IEs



individualTS-InterferenceList
IndividualTS-InterferenceList,



expirationTimeFactor


ExpirationTimerFactor



OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}


}

SysInfoType15 ::=




SEQUENCE {


-- Measurement IEs



up-GPS-Assistance



UP-Cipher-GPS-Data-Indicator

OPTIONAL,



up-OTDOA-Assistance


UP-OTDOA-AssistanceSIB



OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}


}

SysInfoType15-1 ::=




SEQUENCE {


-- DGPS corrections



up-DGPS-SIB-Data



UP-DGPS-SIB-Data

} 

SysInfoType15-2 ::=




SEQUENCE {

-- Ephemeris and clock corrections


up-Ephe-SIB-Data



UP-Ephe-SIB-Data

} 

SysInfoType15-3 ::=




SEQUENCE {


-- Almanac and other data



transmissionTOW




INTEGER (0..1048575),



satMask






BIT STRING (SIZE (1..32)),



lsbTOW






BIT STRING (SIZE (8)),



up-Alma-SIB-DataList


UP-Alma-SIB-DataList

} 

SysInfoType16 ::=




SEQUENCE {


-- Radio bearer IEs



preDefinedRadioConfiguration
PreDefRadioConfiguration,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}


}

SysInfoType17 ::=




SEQUENCE {


-- Physical channel IEs



pusch-SysInfoList



PUSCH-SysInfoList



OPTIONAL,



pdsch-SysInfoList



PDSCH-SysInfoList



OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

}

SysInfoTypeSB1 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

}

SysInfoTypeSB2 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

}

TDD-UMTS-Frequency-List
::= 


SEQUENCE (SIZE (1..maxNumTDDFreqs)) OF












FrequencyInfoTDD

14.12.1
RRC Information to target RNC

RRC Information to target RNC may either be sent from source RNC or from another RAT. In case of handover to UTRAN, this information originates from another RAT, while in case of SRNC relocation the RRC information originates from the source RNC. In case of SRNC information, the RRC information transferred specifies the configuration of RRC and the lower layers it controls, e.g., including the radio bearer and transport channel configuration. It is used by the target RNC to initialise RRC and the lower layer protocols to facilitate SRNC relocation in a manner transparent to the UE.

Information Element/Group Name
Need
Multi
Type and reference
Semantics description

Non RRC IEs





CHOICE case
MP




>Handover to UTRAN





>>UE radio access capability
OP

UE radio access capability 10.3.3.42


>>UE system specific capability
OP

 UE system specific capability 14.13.2.4


>>UE security information
OP

UE security information 14.13.2.2


>>Pre-defined configuration status information
OP

Pre-defined configuration status information 14.13.2.3


>SRNC relocation





>>State of RRC
MP

Enumerated (CELL_DCH, CELL_FACH,CELL_PCH, URA_PCH)


>>State of RRC procedure
MP

Enumerated (await no RRC message, Complete, await RB Setup Complete, await RB Reconfiguration Complete, await RB Release Complete, await Transport CH Reconfiguration Complete, await Physical CH Reconfiguration Complete, await Active Set Update Complete, await Handover Complete, send Cell Update Confirm, send URA Update Confirm,

, others)


Ciphering related information





>>Ciphering status
MP

Enumerated(Not started, Started)


>>Calculation time for ciphering related information
CV Ciphering


Time when the ciphering information of the message were calculated, relative to a cell of the target RNC

>>>Cell Identity
MP

Cell Identity 10.3.2.2
Identity of one of the cells under the target RNC and included in the active set of the current call

>>>SFN
MP

Integer(0..4095)


>>Ciphering info per radio bearer
OP
1 to <maxRB>



>>>RB identity
MP

RB identity

10.3.4.16


>>>Downlink START
MP

START

10.3.3.38


>>>Uplink START
MP

START

10.3.3.38


Integrity protection related information





>>Integrity protection status
MP

Enumerated(Not started, Started)


>>Signalling radio bearer specific integrity protection information
CV IP
4 to <maxSRBsetup>



RB identity
CV SRB5Plus

RB identity

10.3.4.16
For RB#0-4 the RB identity is not required

>>> Uplink RRC HFN
MP

Bitstring (28)


>>> Downlink RRC HFN
MP

Bitstring (28)


>>> Uplink RRC Message sequence number
MP

Integer (0..

15)


>>> Downlink RRC Message sequence number
MP

Integer (0..

15)


>>Implementation specific parameters
OP

Bitstring (1..512)


RRC IEs





UE Information elements





>>U-RNTI
MP

U-RNTI

10.3.3.47


>>C-RNTI
OP

C-RNTI

10.3.3.8


>>UE radio access Capability
MP

UE radio access capability

10.3.3.42


Other Information elements





>>Inter System message (inter system classmark)
OP

Inter-RAT message

10.3.8.8


UTRAN Mobility Information elements





>>URA Identifier
OP

URA identity

10.3.2.6


CN Information Elements





>>CN common GSM-MAP NAS system information
MP

NAS system information (GSM-MAP)

10.3.1.9


>>CN domain related information
OP
1 to <MaxCNdomains>

CN related information to be provided for each CN domain

>>>CN domain identity
MP




>>>CN domain specific GSM-MAP NAS system info
MP

NAS system information (GSM-MAP)

10.3.1.9


Measurement Related Information elements





>>For each ongoing measurement reporting
OP
1 to <MaxNoOfMeas>



>>>Measurement Identity
MP

Measurement identity 

10.3.7.48


>>>Measurement Command
MP

Measurement command

10.3.7.46


>>>Measurement Type
CV Setup

Measurement type

10.3.7.50


>>>Measurement Reporting Mode
OP

Measurement reporting mode

10.3.7.49


>>>Additional Measurements list
OP

Additional measurements list

10.3.7.1


>>>CHOICE Measurement
OP




>>>>Intra-frequency





>>>>>Intra-frequency cell info
OP

Intra-frequency cell info list

10.3.7.33


>>>>>Intra-frequency measurement
quantity 
OP

Intra-frequency measurement quantity

10.3.7.38


>>>>>Intra-frequency reporting quantity 
OP

Intra-frequency reporting quantity

10.3.7.41


>>>>>Reporting cell status
OP

Reporting cell status

10.3.7.61


>>>>>Measurement validity
OP

Measurement validity

10.3.7.51


>>>>>CHOICE report criteria
OP




>>>>>>Intra-frequency
measurement 
reporting criteria 


Intra-frequency measurement reporting criteria

10.3.7.39


>>>>>>Periodical reporting


Periodical reporting criteria

10.3.7.53


>>>>>>No reporting


NULL


>>>>Inter-frequency





>>>>>Inter-frequency cell info
OP

Inter-frequency cell info list

10.3.7.13


>>>>>Inter-frequency measurement
quantity 
OP

Inter-frequency measurement quantity

10.3.7.18


>>>>>Inter-frequency reporting quantity 
OP

Inter-frequency reporting quantity

10.3.7.21


>>>>>Reporting cell status
OP

Reporting cell status

10.3.7.61


>>>>>Measurement validity
OP

Measurement validity

10.3.7.51


>>>>>CHOICE report criteria
OP




>>>>>>Inter-frequency
measurement 
reporting criteria 


Inter-frequency measurement reporting criteria

10.3.7.19


>>>>>>Periodical reporting


Periodical reporting criteria

10.3.7.53


>>>>>>No reporting


NULL


>>>>Inter-RAT





>>>>>Inter-RAT cell info
OP

Inter-RAT cell info list

10.3.7.23


>>>>>Inter-RAT measurement
quantity 
OP

Inter-RAT measurement quantity

10.3.7.29


>>>>>Inter-RAT reporting quantity 
OP

Inter-RAT reporting quantity

10.3.7.32


>>>>>Reporting cell status
OP

Reporting cell status

10.3.7.61


>>>>>Measurement validity
OP

Measurement validity

10.3.7.51


>>>>>CHOICE report criteria
OP




>>>>>>Inter-RAT measurement 
reporting criteria 


Inter-RAT measurement reporting criteria

10.3.7.30


>>>>>>Periodical reporting


Periodical reporting criteria

10.3.7.53


>>>>>>No reporting


NULL


>>>>Traffic Volume





>>>>>Traffic volume measurement
Object
OP

Traffic volume measurement object

10.3.7.70


>>>>>Traffic volume measurement
quantity 
OP

Traffic volume measurement quantity

10.3.7.71


>>>>>Traffic volume reporting quantity 
OP

Traffic volume reporting quantity

10.3.7.74


>>>>>CHOICE report criteria
OP




>>>>>>Traffic volume measurement 
reporting criteria 


Traffic volume measurement reporting criteria

10.3.7.72


>>>>>>Periodical reporting


Periodical reporting criteria

10.3.7.53


>>>>>>No reporting


NULL


>>>>Quality





>>>>>Quality measurement
Object
OP

Quality measurement object


>>>>>CHOICE report criteria
OP




>>>>>>Quality measurement 
reporting criteria 


Quality measurement reporting criteria

10.3.7.58


>>>>>>Periodical reporting


Periodical reporting criteria

10.3.7.53


>>>>>>No reporting


NULL


>>>>UE internal





>>>>>UE internal measurement
quantity 
OP

UE internal measurement quantity

10.3.7.79


>>>>>UE internal reporting quantity 
OP

UE internal reporting quantity

10.3.7.82


>>>>>CHOICE report criteria
OP




>>>>>>UE internal measurement 
reporting criteria 


UE internal measurement reporting criteria

10.3.7.80


>>>>>>Periodical reporting


Periodical reporting criteria

10.3.7.53


>>>>>>No reporting


NULL


>>>>UP





>>>>>LCS reporting quantity
OP

LCS reporting quantity 10.3.7.111


>>>>>CHOICE report criteria
OP




>>>>>>LCS reporting criteria


LCS reporting criteria 10.3.7.110


>>>>>>Periodical reporting 


Periodical reporting criteria 10.3.7.53


>>>>>>No reporting





Radio Bearer Information Elements





>>Pre-defined configuration status information
OP

Pre-defined configuration status information 14.13.2.3


>>Signalling RB information list
MP
1 to <maxSRBsetup>

For each signalling radio bearer

>>>Signalling RB information
MP

Signalling RB information to setup 10.3.4.24


>>RAB information list
OP
1 to <maxRABsetup>

Information for each RAB

>>>RAB information
MP

RAB information to setup

10.3.4.10


Transport Channel Information Elements





Uplink transport channels





>>UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels

10.3.5.24


>>UL transport channel information list
OP
1 to <MaxTrCH>



>>>UL transport channel information
MP

Added or reconfigured UL TrCH information

10.3.5.2


>>CHOICE mode
OP




>>>FDD





>>>>CPCH set ID
OP

CPCH set ID

10.3.5.5


>>>>Transport channel information for DRAC list
OP
1 to <MaxTrCH>



>>>>>DRAC static information
MP

DRAC static information

10.3.5.7


>>>TDD



(no data)

Downlink transport channels





>>DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels

10.3.5.6


>>DL transport channel information list
OP
1 to <MaxTrCH>



>>>DL transport channel information
MP

Added or reconfigured DL TrCH information

10.3.5.1


>>Measurement report
OP

MEASUREMENT REPORT

10.2.17


>spare



(no data)

Criticality: reject

Multi Bound
Explanation

MaxNoOfMeas
Maximum number of active measurements, upper limit 16

Condition
Explanation

Setup
The IE is mandatory when the IE Measurement command has the value "Setup", otherwise the IE is not needed.

Ciphering
The IE is mandatory when the IE Ciphering Status has the value "started" and the ciphering counters need not be reinitialised, otherwise the IE is not needed.

IP
The IE is mandatory when the IE Integrity protection status has the value "started" and the ciphering counters need not be reinitialised, otherwise the IE is not needed.

SRB5Plus
The IE is mandatory when more than 5 signalling radio bearers are included

PDCP
The IE is mandatory when the PDCP Info IE is present, otherwise the IE is not needed.
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