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Introduction:

At TSG RAN#11, it was decided that the standardisation of new frequency bands may be independent of a specification release. This implies that it will be possible to implement a UE that conforms to release 99 of the specifications but supports a frequency band of operation that is introduced in a later release of the specifications.

Identification of the problem

In UTRAN release 99 two frequency bands, 2100MHz and 1900MHz are specified in 25.101 and 25.104. Thus the UE shall be able to indicate which one of this frequency bands is supporting. However in the RRC protocol specification the UE Radio Access Capability does not include any explicit indication of which frequency band is supported. The current specification implies that the RRC signalling is related to a single FDD frequency band. This may work since UTRAN FDD 2100MHz and 1900MHz are not colocated. However this ambiguity can raise some problems with UEs  when roaming from a region using 1900 MHz to another region using 2100 MHz. The same ambigous situation may occur also in case of inter-system handover. Also with the introduction of future frequency bands (e.g. 1800 MHz) and thereofre the need for multiple band handling the current situation is even more ambigous.

Proposed solution

It is proposed to introduce in UE Radio Access Capability an explicit indication of which frequency band is supported. This correction will aply to the RF Capability and to Measurement Capability.

In order to avoid interface breaking, this correction to R99 is using the extension mechanism but it applis to R99 also. It is proposed also that the corrected IE which are optional in the current specification shall not be sent by the UE and the UE shall send the extension IEs instead. This approach raise an issue of how to specify this kind of corrections.

The proposed change is future proof to the introduction of new frequency bands in the sense that the new frequency band is introduced in Frequency Band type IE instead of a spare value.

Conclusion

This contribution proposed a future proof mechanism for handling the UTRAN FDD bands in UE Radio Access Capability. The proposed changed is a correction to R99 using the extension mechanism.

A draft CR is proposed in the following.
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10.3.3.21
Measurement capability per frequency band
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	
	
	
	
	

	FDD measurements
	MP
	1 to <maxFrequencybands>
	
	

	>FDD Frequency band
	MP
	
	Enumerated(FDD2100, FDD1900)
	at least one spare value

	>Need for DL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on the FDD frequency band indicated by the IE "Frequency band"

	>Need for UL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on the FDD frequency band indicated by the IE "Frequency band"

	Need for downlink compressed mode
	
	
	
	

	TDD measurements
	CV

tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on TDD

	GSM 900 measurements
	CV

Gsm900_supM
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on GSM 900

	GSM 1800 measurements
	CV

Gsm1800_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on DCS 1800

	GSM 1900 measurements
	CV

Gsm1900_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on GSM 1900

	Multi-carrier measurement
	CV

mc_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on multi-carrier

	Need for uplink compressed mode
	
	
	
	

	
	
	
	
	

	TDD measurements
	CV

tdd_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on TDD

	GSM 900 measurements
	CV

Gsm900_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on GSM 900

	GSM 1800 measurements
	CV

Gsm1800_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on DCS 1800

	GSM 1900 measurements
	CV

Gsm1900_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on GSM 1900

	Multi-carrier measurement
	CV

mc_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on multi-carrier


	Condition
	Explanation

	tdd_sup
	Presence is mandatory if IE Multi-mode capability has the value "TDD" or "FDD/TDD". Otherwise this field is not needed in the message.

	Gsm900_sup
	Presence is mandatory if IE Support of GSM900 has the value TRUE. Otherwise this field is not needed in the message.

	Gsm1800_sup
	Presence is mandatory if IE Support of GSM1800 has the value TRUE. Otherwise this field is not needed in the message.

	Gsm1900_sup
	Presence is mandatory if IE Support of GSM1900 has the value TRUE. Otherwise this field is not needed in the message.

	mc_sup
	Presence is mandatory if IE Support of multi-carrier has the value TRUE. Otherwise this field is not needed in the message.


10.3.3.33
RF FDD capability

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	UE power class
	MP
	
	Enumerated(1..4)
	as defined in [21]

	Tx/Rx frequency separation
	MP
	
	Enumerated(190, 174.8-205.2, 134.8-245.2)
	In MHz

as defined in [21].

NOTE: Not applicable if UE is not operating in frequency band a (as defined in [21]).

	
	
	
	
	

	
	
	
	

	

	
	
	
	
	

	
	
	
	
	


	
	

	
	

	
	


10.3.3.33a
RF TDD capability

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	UE power class
	MP
	
	Enumerated

(1..4) 
	as defined in [22]

	Radio frequency bands
	MP
	
	Enumerated(a, b, c, a+b, a+c, b+c, a+b+c)
	as defined in [22]

	Chip rate capability
	MP
	
	Enumerated(3.84Mcps,1.28Mcps)
	as defined in [22]


10.3.3.42
UE radio access capability

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	ICS version
	MP
	
	Enumerated(R99)
	Indicates the release version of [42]-2 (Implementation Conformance Statement (ICS) proforma specification) that is applicable for the UE.

	PDCP capability
	MP
	
	PDCP capability 10.3.3.24
	

	RLC capability
	MP
	
	RLC capability 10.3.3.34
	

	Transport channel capability
	MP
	
	Transport channel capability 10.3.3.40
	

	
	
	
	
	

	TDD RF Capability
	CH-tdd_req_sup
	
	10.3.3.33a RF TDD capability
	

	Physical channel capability
	MP
	
	Physical channel capability 10.3.3.25
	

	UE multi-mode/multi-RAT capability
	MP
	
	UE multi-mode/multi-RAT capability 10.3.3.41
	

	Security capability
	MP
	
	Security capability 10.3.3.37
	

	UE positioning capability
	MP
	
	UE positioning capability 10.3.3.45
	

	
	
	
	
	

	FDD Frequency band dependent capability
	CH-fdd_req_sup
	
	10.3.3.XX FDD Frequency band dependent capability
	


	Condition
	Explanation

	fdd_req_sup
	Presence is mandatory if IE Multi-mode capability has the value "FDD" or "FDD/TDD" and a FDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	tdd_req_sup
	Presence is mandatory if IE Multi-mode capability has the value "TDD" or "FDD/TDD" and a TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.


10.3.3.XX
FDD Frequency band dependent capability

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Frequency band specific capability list
	MP
	1 to < maxFrequencybands >
	
	

	>Frequency band
	MP
	
	Enumerated(FDD2100, FDD1900)
	at least one spare value

	>FDD RF capability
	MD
	
	10.3.3.33 RF FDD capability
	the default values are the same values as in the immediately preceeding IE "FDD RF capability"; the first occurence is always present

	>Measurements capability
	MP
	
	10.3.3.21 Measurement capability per frequency band
	


10.3.10
Multiplicity values and type constraint values

The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

	Constant
	Explanation
	Value

	CN information
	
	

	maxCNdomains
	Maximum number of CN domains
	4

	UTRAN mobility information
	
	

	maxRAT
	Maximum number or Radio Access Technologies
	maxOtherRAT + 1

	maxOtherRAT
	Maximum number or other Radio Access Technologies
	15

	maxURA
	Maximum number of URAs in a cell
	8

	maxInterSysMessages
	Maximum number of Inter System Messages
	4

	maxRABsetup
	Maximum number of RABs to be established
	16

	UE information
	
	

	maxtransactions
	Maximum number of parallel RRC transactions in downlink
	25

	maxPDCPalgoType
	Maximum number of PDCP algorithm types
	8

	maxDRACclasses
	Maximum number of UE classes which would require different DRAC parameters
	8

	maxFrequencybands
	Maximum number of frequency bands supported by the UE as defined in 25.102
	8

	maxPage1
	Number of UEs paged in the Paging Type 1 message
	8

	maxSystemCapability
	Maximum number of system specific capabilities that can be requested in one message.
	16

	RB information
	
	

	maxPredefConfig
	Maximum number of predefined configurations
	16

	maxRB
	Maximum number of RBs
	32

	maxSRBsetup
	Maximum number of signalling RBs to be established 
	8

	maxRBperRAB
	Maximum number of RBs per RAB
	8

	maxRBallRABs
	Maximum number of non signalling RBs
	27

	maxRBMuxOptions
	Maximum number of RB multiplexing options
	8

	maxLoCHperRLC
	Maximum number of logical channels per RLC entity
	2

	TrCH information
	
	

	maxTrCH
	Maximum number of transport channels used in one direction (UL or DL)
	32

	maxTrCHpreconf
	Maximum number of preconfigured Transport channels, per direction
	16

	maxCCTrCH
	Maximum number of CCTrCHs
	8

	maxTF
	Maximum number of different transport formats that can be included in the Transport format set for one transport channel
	32

	maxTF-CPCH
	Maximum number of TFs in a CPCH set 
	16

	maxTFC
	Maximum number of Transport Format Combinations
	1024

	maxTFCI-1-Combs
	Maximum number of TFCI (field 1) combinations
	512

	maxTFCI-2-Combs
	Maximum number of TFCI (field 2) combinations
	512

	maxCPCHsets
	Maximum number of CPCH sets per cell
	16

	maxSIBperMsg
	Maximum number of complete system information blocks per SYSTEM INFORMATION message
	16

	maxSIB
	Maximum number of references to other system information blocks.
	32

	maxSIB-FACH
	Maximum number of references to system information blocks on the FACH
	8

	PhyCH information
	
	

	maxSubCh
	Maximum number of sub-channels on PRACH
	12

	maxPCPCH-APsubCH
	Maximum number of available sub-channels for AP signature on PCPCH
	12

	maxPCPCH-CDsubCH
	Maximum number of available sub-channels for CD signature on PCPCH
	12

	maxSig
	Maximum number of signatures on PRACH 
	16

	maxPCPCH-APsig
	Maximum number of available signatures for AP on PCPCH
	16

	maxPCPCH-CDsig
	Maximum number of available signatures for CD on PCPCH
	16

	maxAC
	Maximum number of access classes
	16

	maxASC
	Maximum number of access service classes
	8

	maxASCmap
	Maximum number of access class to access service classes mappings
	7

	maxASCpersist
	Maximum number of access service classes for which persistence scaling factors are specified
	6

	maxPRACH
	Maximum number of PRACHs in a cell
	16

	maxFACHPCH
	Maximum number of FACHs and PCHs mapped onto one secondary CCPCHs
	8

	maxRL
	Maximum number of radio links
	8

	maxSCCPCH
	Maximum number of secondary CCPCHs per cell
	16

	maxDPDCH-UL
	Maximum number of DPDCHs per cell
	6

	maxDPCH-DLchan
	Maximum number of channelisation codes used for DL DPCH

	8

	maxDPCHcodesPerTS
	Maximum number of codes for one timeslots (TDD)
	16

	maxPUSCH
	Maximum number of PUSCHs
	(8)

	maxPDSCH
	Maximum number of PDSCHs
	8

	maxPDSCHcodes
	Maximum number of codes for PDSCH
	16

	maxPDSCH-TFCIgroups
	Maximum number of TFCI groups for PDSCH
	256

	maxPDSCHcodeGroups
	Maximum number of code groups for PDSCH
	256

	maxPCPCHs
	Maximum number of PCPCH channels in a CPCH Set
	64

	maxPCPCH-SF
	Maximum number of available SFs on PCPCH
	7

	maxTS
	Maximum number of timeslots used in one direction (UL or DL)
	14

	HiPUSCHIdentities
	Maximum number of PDSCH Identities
	64

	HiPDSCHIdentities
	Maximum number of PDSCH Identities
	64

	Measurement information
	
	

	maxTGPS
	Maximum number of transmission gap pattern sequences 
	6

	maxAdditionalMeas
	Maximum number of additional measurements for a given measurement identity
	4

	maxMeasEvent
	Maximum number of events that can be listed in measurement reporting criteria
	8

	maxMeasParEvent
	Maximum number of measurement parameters (e.g. thresholds) per event
	2

	maxMeasIntervals
	Maximum number of intervals that define the mapping function between the measurements for the cell quality Q of a cell and the representing quality value
	1

	maxCellMeas
	Maximum number of cells to measure
	32

	maxReportedGSMCells
	Maximum number of GSM cells to be reported
	6

	maxFreq
	Maximum number of frequencies to measure
	8

	maxSat
	Maximum number of satellites to measure
	16

	HiRM
	Maximum number that could be set as rate matching attribute for a transport channel
	256

	Frequency information
	
	

	maxFDDFreqList
	Maximum number of FDD carrier frequencies to be stored in USIM
	4 

	maxTDDFreqList
	Maximum number of TDD carrier frequencies to be stored in USIM
	4

	maxFDDFreqCellList
	Maximum number of neighbouring FDD cells to be stored in USIM
	32

	maxTDDFreqCellList
	Maximum number of neighbouring TDD cells to be stored in USIM
	32

	maxGSMCellList
	Maximum number of GSM cells to be stored in USIM
	32

	Other information
	
	

	maxNumGSMFreqRanges
	Maximum number of GSM Frequency Ranges to store
	32

	maxNumFDDFreqs
	Maximum number of FDD centre frequencies to store
	8

	maxNumTDDFreqs
	Maximum number of TDD centre frequencies to store
	8

	maxNumCDMA200Freqs
	Maximum number of CDMA2000 centre frequencies to store
	8


11.2
PDU definitions

--**************************************************************
--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


NAS-Message,


PagingRecordTypeID,

-- UTRAN Mobility IEs :


URA-Identity,

-- User Equipment IEs :


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CellUpdateCause,


CipheringAlgorithm,


CipheringModeInfo,


EstablishmentCause,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,



InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


N-308,


PagingCause,


PagingRecordList,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


Rb-timer-indicator,


Re-EstablishmentTimer,


RedirectionInfo,


RejectionCause,


ReleaseCause,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


START-Value,


STARTList,


U-RNTI,


U-RNTI-Short,


UE-RadioAccessCapability,

UE-RadioAccessCapabBandFDDList

UE-ConnTimersAndConstants,


URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


PredefinedConfigIdentity,


RAB-Info,


RAB-Info-Post,


RAB-InformationList,


RAB-InformationReconfigList,


RAB-InformationSetupList,


RB-ActivationTimeInfo,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationReconfigList,


RB-InformationReleaseList,


RB-InformationSetupList,


RB-WithPDCP-InfoList,


SRB-InformationSetupList,


SRB-InformationSetupList2,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-CommonTransChInfo,


DL-DeletedTransChInfoList,


DRAC-StaticInformationList,


TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-CommonTransChInfo,


UL-DeletedTransChInfoList,

-- Physical Channel IEs :


AllocationPeriodInfo,


Alpha,


CCTrCH-PowerControlInfo,


ConstantValue,


CPCH-SetInfo,


DL-CommonInformation,


DL-CommonInformationPost,


DL-InformationPerRL,


DL-InformationPerRL-List,


DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-DPCH-PowerControlInfo,


DL-PDSCH-Information,


DPCH-CompressedModeStatusInfo,


FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


IndividualTS-InterferenceList,


MaxAllowedUL-TX-Power,


PDSCH-CapacityAllocationInfo,


PDSCH-Identity,


PDSCH-Info,


PRACH-RACH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-Identity,


RL-AdditionInformationList,


RL-RemovalInformationList,


SpecialBurstScheduling,


SSDT-Information,


TFC-ControlDuration,


TimeslotList,


TX-DiversityMode,


UL-ChannelRequirement,


UL-ChannelRequirementWithCPCH-SetID,


UL-DPCH-Info,


UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-TimingAdvance,


UL-TimingAdvanceControl,

-- Measurement IEs :


AdditionalMeasurementID-List,


Band-Indicator,


EventResults,


InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResultsList,


MeasuredResultsOnRACH,


MeasurementCommand,


MeasurementIdentity,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-OTDOA-AssistanceData,

-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


GSM-MessageList,


InterRAT-ChangeFailureCause,


InterRAT-HO-Failure,


InterRAT-UE-RadioAccessCapabilityList,



InterRAT-UE-SecurityCapList,


InterRATMessage,


IntraDomainNasNodeSelector,

ProtocolErrorInformation,


ProtocolErrorMoreInformation,


Rplmn-Information,


SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type

FROM InformationElements


maxSIBperMsg,


maxSystemCapability

FROM Constant-definitions;

-- ***************************************************

--

-- RRC CONNECTION SETUP COMPLETE

--

-- ***************************************************

RRCConnectionSetupComplete ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



startList





STARTList,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


--
Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,




nonCriticalExtensions


SEQUENCE {


ue-RadioAccessCapabBandFDDList
UE-RadioAccessCapabBandFDDList


OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

OPTIONAL



}

OPTIONAL

}

-- ***************************************************

--

-- UE CAPABILITY INFORMATION

--

-- ***************************************************

UECapabilityInformation ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier


OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList



OPTIONAL,




nonCriticalExtensions


SEQUENCE {


ue-RadioAccessCapabBandFDDList
UE-RadioAccessCapabBandFDDList


OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

OPTIONAL



}

OPTIONAL

}

11.3
Information element definitions

-- ***************************************************

--

--     USER EQUIPMENT INFORMATION ELEMENTS (10.3.3)

--

-- ***************************************************

ActivationTime ::=




INTEGER (0..255)

-- TABULAR : value 'now' always appear as default, and is encoded by absence of the field

BackoffControlParams ::=


SEQUENCE {


n-AP-RetransMax





N-AP-RetransMax,


n-AccessFails





N-AccessFails,


nf-BO-NoAICH





NF-BO-NoAICH,


ns-BO-Busy






NS-BO-Busy,


nf-BO-AllBusy





NF-BO-AllBusy,


nf-BO-Mismatch





NF-BO-Mismatch,


t-CPCH







T-CPCH

}

C-RNTI ::=






BIT STRING (SIZE (16))

CapabilityUpdateRequirement ::=

SEQUENCE {


ue-RadioCapabilityFDDUpdateRequirement
BOOLEAN,


ue-RadioCapabilityTDDUpdateRequirement
BOOLEAN,


systemSpecificCapUpdateReqList

SystemSpecificCapUpdateReqList

OPTIONAL

}

CellUpdateCause ::=




ENUMERATED { 











cellReselection,











periodicalCellUpdate,











uplinkDataTransmission,











utran-pagingResponse,











re-enteredServiceArea,











radiolinkFailure,











rlc-unrecoverableError,











spare1 }

ChipRateCapability ::=



ENUMERATED {











mcps3-84, mcps1-28 }

CipheringAlgorithm ::=



ENUMERATED {











uea0, uea1 }

CipheringModeCommand ::=


CHOICE {


startRestart





CipheringAlgorithm,


stopCiphering





NULL

}

CipheringModeInfo ::=



SEQUENCE {


cipheringModeCommand



CipheringModeCommand,


-- TABULAR: The ciphering algorithm is included in 


-- the CipheringModeCommand.


activationTimeForDPCH



ActivationTime





OPTIONAL,


rb-DL-CiphActivationTimeInfo

RB-ActivationTimeInfoList


OPTIONAL

}

CN-DRX-CycleLengthCoefficient ::=
INTEGER (6..9)

CN-PagedUE-Identity ::=



CHOICE {


imsi-GSM-MAP





IMSI-GSM-MAP,


tmsi-GSM-MAP





TMSI-GSM-MAP,


p-TMSI-GSM-MAP





P-TMSI-GSM-MAP,


imsi-DS-41






IMSI-DS-41,


tmsi-DS-41






TMSI-DS-41

}

CompressedModeMeasCapability ::= 
SEQUENCE {




-- TABULAR: The IEs below are made optional since they are conditional based


-- on another information element. Their absence corresponds to the case where


-- the condition is not true.


tdd-Measurements




BOOLEAN







OPTIONAL,


gsm-Measurements




GSM-Measurements




OPTIONAL,


multiCarrierMeasurements


BOOLEAN







OPTIONAL

}

CPCH-Parameters ::=




SEQUENCE {


initialPriorityDelayList


InitialPriorityDelayList


OPTIONAL,


backoffControlParams



BackoffControlParams,


powerControlAlgorithm



PowerControlAlgorithm,


-- TABULAR: TPC step size nested inside PowerControlAlgorithm


dl-DPCCH-BER





DL-DPCCH-BER

}

DL-DPCCH-BER ::=




INTEGER (0..63)

DL-PhysChCapabilityFDD ::=


SEQUENCE {


maxNoDPCH-PDSCH-Codes



INTEGER (1..8),


maxNoPhysChBitsReceived



MaxNoPhysChBitsReceived,


supportForSF-512




BOOLEAN,


supportOfPDSCH





BOOLEAN,


simultaneousSCCPCH-DPCH-Reception
SimultaneousSCCPCH-DPCH-Reception

}

DL-PhysChCapabilityTDD ::=


SEQUENCE {


maxTS-PerFrame





MaxTS-PerFrame,


maxPhysChPerFrame




MaxPhysChPerFrame,


minimumSF






MinimumSF-DL,


supportOfPDSCH





BOOLEAN,


maxPhysChPerTS





MaxPhysChPerTS


}

DL-TransChCapability ::=


SEQUENCE {


maxNoBitsReceived




MaxNoBits,


maxConvCodeBitsReceived



MaxNoBits,


turboDecodingSupport



TurboSupport,


maxSimultaneousTransChs



MaxSimultaneousTransChsDL,


maxSimultaneousCCTrCH-Count


MaxSimultaneousCCTrCH-Count,


maxReceivedTransportBlocks


MaxTransportBlocksDL,


maxNumberOfTFC-InTFCS



MaxNumberOfTFC-InTFCS-DL,


maxNumberOfTF





MaxNumberOfTF

}

DRAC-SysInfo ::=




SEQUENCE {


transmissionProbability



TransmissionProbability,


maximumBitRate





MaximumBitRate

}

DRAC-SysInfoList ::=



SEQUENCE (SIZE (1..maxDRACclasses)) OF











DRAC-SysInfo

ESN-DS-41 ::=





BIT STRING (SIZE (32))

EstablishmentCause ::=



ENUMERATED {











originatingConversationalCall,











originatingStreamingCall, 











originatingInteractiveCall,











originatingBackgroundCall,











originatingSubscribedTrafficCall,











terminatingConversationalCall,











terminatingStreamingCall,











terminatingInteractiveCall,











terminatingBackgroundCall,











emergencyCall,











interRAT-CellReselection,











interRAT-CellChangeOrder,











registration,











detach,











originatingHighPrioritySignalling,











originatingLowPrioritySignalling,











callRe-establishment,











terminatingHighPrioritySignalling,











terminatingLowPrioritySignalling,











terminatingCauseUnknown,











spare1 }

FailureCauseWithProtErr ::=


CHOICE {


configurationUnsupported


NULL,


physicalChannelFailure



NULL,


incompatibleSimultaneousReconfiguration











NULL,


compressedModeRuntimeError


TGPSI,


protocolError





ProtocolErrorInformation,


cellUpdateOccurred




NULL,


invalidConfiguration



NULL,


configurationIncomplete



NULL,


unsupportedMeasurement



NULL,


spare1







NULL,


spare2







NULL,


spare3







NULL,


spare4







NULL,


spare5







NULL,


spare6







NULL,


spare7







NULL

}

FailureCauseWithProtErrTrId ::=

SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier, 



failureCause




FailureCauseWithProtErr

}

FDD-CompressedModeMeasCapabList ::=
SEQUENCE (SIZE (1..maxFrequencybands)) OF











FDD-CompressedModeMeasCapab

FDD-CompressedModeMeasCapab ::=

SEQUENCE {


radioFrequencyBandFDD



RadioFrequencyBandFDD,


downlink-FddMeasurements


BOOLEAN,


uplink-FddMeasurements



BOOLEAN

}
GSM-Measurements ::=



SEQUENCE {


gsm900







BOOLEAN,


gsm1800







BOOLEAN,


gsm1900







BOOLEAN

}

ICS-Version ::=





ENUMERATED {











r99 }

IMSI-and-ESN-DS-41 ::=



SEQUENCE {


imsi-DS-41






IMSI-DS-41,


esn-DS-41






ESN-DS-41

}

IMSI-DS-41 ::=





OCTET STRING (SIZE (5..7))

InitialPriorityDelayList ::=

SEQUENCE (SIZE (maxASC)) OF











NS-IP

InitialUE-Identity ::=



CHOICE {


imsi







IMSI-GSM-MAP,


tmsi-and-LAI





TMSI-and-LAI-GSM-MAP,


p-TMSI-and-RAI





P-TMSI-and-RAI-GSM-MAP,


imei







IMEI,


esn-DS-41






ESN-DS-41,


imsi-DS-41






IMSI-DS-41,


imsi-and-ESN-DS-41




IMSI-and-ESN-DS-41,


tmsi-DS-41






TMSI-DS-41

}

IntegrityCheckInfo ::=



SEQUENCE {


messageAuthenticationCode


MessageAuthenticationCode,


rrc-MessageSequenceNumber


RRC-MessageSequenceNumber

}

IntegrityProtActivationInfo ::=

SEQUENCE {


rrc-MessageSequenceNumberList

RRC-MessageSequenceNumberList

}

IntegrityProtectionAlgorithm ::=
ENUMERATED {











uia1 }

IntegrityProtectionModeCommand ::= 
CHOICE {


startIntegrityProtection


SEQUENCE {



integrityProtInitNumber



IntegrityProtInitNumber


},


modify







SEQUENCE {



dl-IntegrityProtActivationInfo

IntegrityProtActivationInfo


}

}

IntegrityProtectionModeInfo ::=

SEQUENCE {


integrityProtectionModeCommand

IntegrityProtectionModeCommand,


-- TABULAR: DL integrity protection activation info and Integrity


-- protection intialisation number have been nested inside 


-- IntegrityProtectionModeCommand.


integrityProtectionAlgorithm

IntegrityProtectionAlgorithm

OPTIONAL


}

IntegrityProtInitNumber ::=


BIT STRING (SIZE (32))

MaxHcContextSpace ::=




ENUMERATED
{












by512, by1024, by2048, by4096, 












by8192 }

MaximumAM-EntityNumberRLC-Cap ::=
ENUMERATED {











am3, am4, am5, am6, 











am8, am16, am30 }

-- Actual value = IE value * 16

MaximumBitRate ::=




INTEGER (0..32)

MaximumRLC-WindowSize ::=


ENUMERATED { mws2047, mws4095 }

MaxNoDPDCH-BitsTransmitted ::=

ENUMERATED {











b600, b1200, b2400, b4800, 











b9600, b19200, b28800, b38400,











b48000, b57600 }

MaxNoBits ::=





ENUMERATED {











b640, b1280, b2560, b3840, b5120,











b6400, b7680, b8960, b10240,











b20480, b40960, b81920, b163840 }

MaxNoPhysChBitsReceived ::=


ENUMERATED {











b600, b1200, b2400, b3600, 











b4800, b7200, b9600, b14400, 











b19200, b28800, b38400, b48000, 











b57600, b67200, b76800 }

MaxNoSCCPCH-RL ::=




ENUMERATED {











rl1 }

MaxNumberOfTF ::=




ENUMERATED {











tf32, tf64, tf128, tf256,











tf512, tf1024 }

MaxNumberOfTFC-InTFCS-DL ::=

ENUMERATED {











tfc16, tfc32, tfc48, tfc64, tfc96, 











tfc128, tfc256, tfc512, tfc1024 }

MaxNumberOfTFC-InTFCS-UL ::=

ENUMERATED {











tfc4, tfc8, tfc16, tfc32, tfc48, tfc64, 











tfc96, tfc128, tfc256, tfc512, tfc1024 }

MaxPhysChPerFrame ::=



INTEGER (1..224)

MaxPhysChPerTimeslot ::=


ENUMERATED {











ts1, ts2 }

MaxPhysChPerTS ::=




INTEGER (1..16)

MaxSimultaneousCCTrCH-Count ::=

INTEGER (1..8)

MaxSimultaneousTransChsDL ::=

ENUMERATED {











e4, e8, e16, e32 }

MaxSimultaneousTransChsUL ::=

ENUMERATED {











e2, e4, e8, e16, e32 }

MaxTransportBlocksDL ::=


ENUMERATED {











tb4, tb8, tb16, tb32, tb48,











tb64, tb96, tb128, tb256, tb512 }

MaxTransportBlocksUL ::=


ENUMERATED {











tb2, tb4, tb8, tb16, tb32, tb48,











tb64, tb96, tb128, tb256, tb512 }

MaxTS-PerFrame ::=




INTEGER (1..14)

-- TABULAR: This IE contains dependencies to UE-MultiModeRAT-Capability,

-- the conditional fields have been left mandatory for now.

MeasurementCapability ::=


SEQUENCE {


downlinkCompressedMode



CompressedModeMeasCapability,


uplinkCompressedMode



CompressedModeMeasCapability


}

MeasurementCapabilityFDD ::= 

SEQUENCE{

fdd-CompressedModeMeasCapabList

FDD-CompressedModeMeasCapabList,

downlinkCompressedMode



CompressedModeMeasCapability,


uplinkCompressedMode



CompressedModeMeasCapability
MessageAuthenticationCode ::=

BIT STRING (SIZE (32))

MinimumSF-DL ::=




ENUMERATED {











sf1, sf16 }

MinimumSF-UL ::=




ENUMERATED {











sf1, sf2, sf4, sf8, sf16 }

MultiModeCapability ::=



ENUMERATED {











tdd, fdd, fdd-tdd }

MultiRAT-Capability ::=



SEQUENCE {


supportOfGSM





BOOLEAN,


supportOfMulticarrier



BOOLEAN

} 

N-300 ::=






INTEGER (0..7)

N-301 ::=






INTEGER (0..7)

N-302 ::=






INTEGER (0..7)

N-304 ::=






INTEGER (0..7)

N-308 ::=






INTEGER (1..8)

N-310 ::=






INTEGER (0..7)

N-312 ::=






ENUMERATED {











s1, s50, s100, s200, s400,











s600, s800, s1000 }

N-313 ::=






ENUMERATED {











s1, s2, s4, s10, s20,











 s50, s100, s200 }

N-315 ::=






ENUMERATED {











s1, s50, s100, s200, s400,











s600, s800, s1000 }

N-AccessFails ::=




INTEGER (1..64)

N-AP-RetransMax ::=




INTEGER (1..64)

NetworkAssistedGPS-Supported ::=
ENUMERATED {











networkBased, 











ue-Based,











bothNetworkAndUE-Based,











noNetworkAssistedGPS }

NF-BO-AllBusy ::=




INTEGER (0..31)

NF-BO-NoAICH ::=




INTEGER (0..31)

NF-BO-Mismatch ::=




INTEGER (0..127)

NS-BO-Busy ::=





INTEGER (0..63)

NS-IP ::=






INTEGER (0..28)

P-TMSI-and-RAI-GSM-MAP ::=


SEQUENCE {


p-TMSI







P-TMSI-GSM-MAP,


rai








RAI

}

PagingCause ::=





ENUMERATED {











terminatingConversationalCall,











terminatingStreamingCall,











terminatingInteractiveCall,











terminatingBackgroundCall,











terminatingHighPrioritySignalling,











terminatingLowPrioritySignalling,











terminatingCauseUnknown

 }

PagingRecord ::=




CHOICE {


cn-Identity






SEQUENCE {



pagingCause






PagingCause,



cn-DomainIdentity




CN-DomainIdentity,



cn-pagedUE-Identity




CN-PagedUE-Identity


},


utran-Identity





SEQUENCE {



u-RNTI







U-RNTI,



cn-OriginatedPage-connectedMode-UE
SEQUENCE {




pagingCause






PagingCause,




cn-DomainIdentity




CN-DomainIdentity,




pagingRecordTypeID




PagingRecordTypeID



}
















OPTIONAL


}

}

PagingRecordList ::=



SEQUENCE (SIZE (1..maxPage1)) OF











PagingRecord

PDCP-Capability ::=




SEQUENCE {


losslessSRNS-RelocationSupport

BOOLEAN,


supportForRfc2507




CHOICE {



notSupported





NULL,



supported






MaxHcContextSpace


}

}

PhysicalChannelCapability ::=

SEQUENCE {



fddPhysChCapability




SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityFDD,




uplinkPhysChCapability



UL-PhysChCapabilityFDD



}










OPTIONAL,



tddPhysChCapability




SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD,




uplinkPhysChCapability



UL-PhysChCapabilityTDD



}










OPTIONAL

}

ProtocolErrorCause ::=



ENUMERATED {











asn1-ViolationOrEncodingError,











messageTypeNonexistent,











messageNotCompatibleWithReceiverState,











ie-ValueNotComprehended,











conditionalInformationElementError,











messageExtensionNotComprehended,











spare1, spare2 }

ProtocolErrorIndicator ::=


ENUMERATED {











noError, errorOccurred }

ProtocolErrorIndicatorWithMoreInfo ::= 










CHOICE {


noError







NULL,


errorOccurred





SEQUENCE {





rrc-TransactionIdentifier


RRC-TransactionIdentifier, 



protocolErrorInformation


ProtocolErrorInformation


}

}

ProtocolErrorMoreInformation ::=
SEQUENCE {


diagnosticsType





CHOICE {



type1







CHOICE {




asn1-ViolationOrEncodingError

NULL,




messageTypeNonexistent



NULL,




messageNotCompatibleWithReceiverState













IdentificationOfReveivedMessage,




ie-ValueNotComprehended



IdentificationOfReveivedMessage,




conditionalInformationElementError
IdentificationOfReveivedMessage,




messageExtensionNotComprehended

IdentificationOfReveivedMessage,




spare1







NULL, 




spare2







NULL 



},



spare







NULL


}

}

RadioFrequencyBandFDD ::=


ENUMERATED {











fdd2100,











fdd1900,











spare2,











spare3,











spare4,











spare5,











spare6











spare7)
RadioFrequencyBandTDD ::=


ENUMERATED {











a, b, c, ab, ac, bc, abc }

Rb-timer-indicator ::=



SEQUENCE {


t314-expired





BOOLEAN,


t315-expired





BOOLEAN }

Re-EstablishmentTimer ::=


ENUMERATED {











useT314, useT315

}

RedirectionInfo ::=




CHOICE {


frequencyInfo





FrequencyInfo,


interRATInfo





InterRATInfo

}

RejectionCause ::=




ENUMERATED {











congestion,











unspecified }

ReleaseCause ::=




ENUMERATED {











normalEvent,











unspecified,











pre-emptiveRelease,











congestion,











re-establishmentReject,











directedsignallingconnectionre-establishment,










userInactivity }

RF-Capability ::=




SEQUENCE {
-- the element "fddRF-Capability" in RF-Cabality shall be absent, the element is included in " UE-RadioAccessCapabBandFDD"


fddRF-Capability



SEQUENCE {




ue-PowerClass




UE-PowerClass,




txRxFrequencySeparation


TxRxFrequencySeparation



}








OPTIONAL,



tddRF-Capability






SEQUENCE {




ue-PowerClass



UE-PowerClass,




radioFrequencyBandList

RadioFrequencyBandTDD,




chipRateCapability


ChipRateCapability



}








OPTIONAL

}

RLC-Capability ::=




SEQUENCE {


totalRLC-AM-BufferSize



TotalRLC-AM-BufferSize,


maximumRLC-WindowSize



MaximumRLC-WindowSize,


maximumAM-EntityNumber



MaximumAM-EntityNumberRLC-Cap

}

RRC-MessageSequenceNumber ::=

INTEGER (0..15)

RRC-MessageSequenceNumberList ::=
SEQUENCE (SIZE (4..5)) OF











RRC-MessageSequenceNumber

RRC-StateIndicator ::=



ENUMERATED {











cell-DCH, cell-FACH, cell-PCH, ura-PCH }

RRC-TransactionIdentifier ::=

INTEGER (0..3)

S-RNTI ::=






BIT STRING (SIZE (20))

S-RNTI-2 ::=





BIT STRING (SIZE (10))

SecurityCapability ::=



SEQUENCE {


cipheringAlgorithmCap




BIT STRING (SIZE (16)),


integrityProtectionAlgorithmCap

BIT STRING (SIZE (16))

}

SimultaneousSCCPCH-DPCH-Reception ::= CHOICE {


notSupported





NULL,


supported






SEQUENCE {



maxNoSCCPCH-RL





MaxNoSCCPCH-RL,



simultaneousSCCPCH-DPCH-DPDCH-Reception












BOOLEAN



-- The IE above is applicable only if IE Support of PDSCH = TRUE


}

}

SRNC-Identity ::=




BIT STRING (SIZE (12))

START-Value ::=





BIT STRING (SIZE (20))

STARTList ::=





SEQUENCE (SIZE (1..maxCNdomains)) OF











STARTSingle

STARTSingle ::=





SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


start-Value






START-Value




}

SystemSpecificCapUpdateReq ::=

ENUMERATED {











gsm }

SystemSpecificCapUpdateReqList ::= SEQUENCE (SIZE (1..maxSystemCapability)) OF 











SystemSpecificCapUpdateReq

T-300 ::=






ENUMERATED {











ms100, ms200, ms400, ms600, ms800,











ms1000, ms1200, ms1400, ms1600,











ms1800, ms2000, ms3000, ms4000,











ms6000, ms8000 }

T-301 ::=






ENUMERATED {











ms100, ms200, ms400, ms600, ms800,











ms1000, ms1200, ms1400, ms1600,











ms1800, ms2000, ms3000, ms4000,











ms6000, ms8000 }

T-302 ::=






ENUMERATED {











ms100, ms200, ms400, ms600, ms800,











ms1000, ms1200, ms1400, ms1600,











ms1800, ms2000, ms3000, ms4000,











ms6000, ms8000 }

T-304 ::=






ENUMERATED {











ms100, ms200, ms400, 











ms1000, ms2000, spare1, spare2, spare3 }

T-305 ::=






ENUMERATED {











noUpdate, m5, m10, m30,











m60, m120, m360, m720 }

T-307 ::=






ENUMERATED {











s5, s10, s15, s20,











s30, s40, s50 }

T-308 ::=






ENUMERATED {











ms40, ms80, ms160, ms320 }

T-309 ::=






INTEGER (1..8)

T-310 ::=






ENUMERATED {











ms40, ms80, ms120, ms160,











ms200, ms240, ms280, ms320 }

T-311 ::=






ENUMERATED {











ms250, ms500, ms750, ms1000,











ms1250, ms1500, ms1750, ms2000 }

T-312 ::=






INTEGER (0..15)

T-313 ::=






INTEGER (0..15)

T-314 ::=






ENUMERATED {











s0, s2, s4, s6, s8,











s12, s16, s20 }

T-315 ::=






ENUMERATED {











s0, s10, s30, s60, s180,











s600, s1200, s1800 }

T-316 ::=






ENUMERATED {











s0, s10, s20, s30, s40,











s50, s-inf }

T-317 ::=






ENUMERATED {











s0, s10, s30, s60, s180,











s600, s1200, s1800 }

T-CPCH ::=






ENUMERATED {











ct0, ct1 }

TMSI-and-LAI-GSM-MAP ::=


SEQUENCE {


tmsi







TMSI-GSM-MAP,


lai








LAI

}

TMSI-DS-41 ::=





OCTET STRING (SIZE (2..12))

TotalRLC-AM-BufferSize ::=


ENUMERATED {











kb2, kb10, kb50, kb100,











kb150, kb500, kb1000 }

-- Actual value = IE value * 0.125

TransmissionProbability ::=


INTEGER (1..8)

TransportChannelCapability ::=

SEQUENCE {


dl-TransChCapability



DL-TransChCapability,


ul-TransChCapability



UL-TransChCapability


}

TurboSupport ::=




CHOICE {


notSupported





NULL,


supported






MaxNoBits

}

TxRxFrequencySeparation ::=


ENUMERATED {











mhz190, mhz174-8-205-2,











mhz134-8-245-2 }

U-RNTI ::=






SEQUENCE {


srnc-Identity





SRNC-Identity,


s-RNTI







S-RNTI

}

U-RNTI-Short ::=




SEQUENCE {


srnc-Identity





SRNC-Identity,


s-RNTI-2






S-RNTI-2

}

UE-ConnTimersAndConstants ::=

SEQUENCE {

-- Optional is used also for parameters for which the default value is the last one read in SIB1

-- t-301 and n-301 should not be used by the UE in this release of the protocol


t-301







T-301







DEFAULT ms2000,


n-301







N-301







DEFAULT 2,


t-302







T-302







DEFAULT ms4000,


n-302







N-302







DEFAULT 3,


t-304







T-304







DEFAULT ms2000,


n-304







N-304







DEFAULT 2,


t-305







T-305







DEFAULT m30,


t-307







T-307







DEFAULT s30,


t-308







T-308







DEFAULT ms160,


t-309







T-309







DEFAULT 5,


t-310







T-310







DEFAULT ms160,


n-310







N-310







DEFAULT 4,


t-311







T-311







DEFAULT ms2000,


t-312







T-312







DEFAULT 1,


n-312







N-312







DEFAULT s1,


t-313







T-313







DEFAULT 3,


n-313







N-313







DEFAULT s20,


t-314







T-314







DEFAULT s12,


t-315







T-315







DEFAULT s180,


n-315







N-315







DEFAULT s1,


t-316







T-316







DEFAULT s30,


t-317







T-317







DEFAULT s180

}

UE-IdleTimersAndConstants ::=

SEQUENCE {


t-300







T-300,


n-300







N-300,


t-312







T-312,


n-312







N-312


}

UE-MultiModeRAT-Capability ::=

SEQUENCE {


multiRAT-CapabilityList



MultiRAT-Capability,


multiModeCapability




MultiModeCapability

}

UE-PowerClass ::=




INTEGER (1..4)

UE-RadioAccessCapability ::=

SEQUENCE {


ics-Version






ICS-Version,


pdcp-Capability





PDCP-Capability,


rlc-Capability





RLC-Capability,


transportChannelCapability


TransportChannelCapability,


rf-Capability





RF-Capability,


physicalChannelCapability


PhysicalChannelCapability,


ue-MultiModeRAT-Capability


UE-MultiModeRAT-Capability,


securityCapability




SecurityCapability,


ue-positioning-Capability


UE-Positioning-Capability,
-- the element "MeasurementCapability" shall be absent and shall be replaced with the element "MeasurementCapabilityFDD" 

measurementCapability



MeasurementCapability

OPTIONAL

}

UE-RadioAccessCapabBandFDDList ::=
SEQUENCE (SIZE (1..maxFrequencybands)) OF











UE-RadioAccessCapabBandFDD

UE-RadioAccessCapabBandFDD ::=

SEQUENCE

radioFrequencyBandFDD



RadioFrequencyBandFDD,

fddRF-Capability




SEQUENCE {



ue-PowerClass




UE-PowerClass,



txRxFrequencySeparation


TxRxFrequencySeparation


},

-- the element "MeasurementCapabilityFDD" shall replace the element "MeasurementCapability"


measurementCapabilityFDD


MeasurementCapabilityFDD

}
UL-PhysChCapabilityFDD ::=


SEQUENCE {


maxNoDPDCH-BitsTransmitted


MaxNoDPDCH-BitsTransmitted,


supportOfPCPCH





BOOLEAN


}

UL-PhysChCapabilityTDD ::=


SEQUENCE {


maxTS-PerFrame





MaxTS-PerFrame,


maxPhysChPerTimeslot



MaxPhysChPerTimeslot,


minimumSF






MinimumSF-UL,


supportOfPUSCH





BOOLEAN


}

UL-TransChCapability ::=


SEQUENCE {


maxNoBitsTransmitted



MaxNoBits,


maxConvCodeBitsTransmitted


MaxNoBits,


turboDecodingSupport



TurboSupport,


maxSimultaneousTransChs



MaxSimultaneousTransChsUL,


modeSpecificInfo




CHOICE {



fdd








NULL,



tdd








SEQUENCE {




maxSimultaneousCCTrCH-Count


MaxSimultaneousCCTrCH-Count



}


},


maxTransmittedBlocks



MaxTransportBlocksUL,


maxNumberOfTFC-InTFCS



MaxNumberOfTFC-InTFCS-UL,


maxNumberOfTF





MaxNumberOfTF

}

UE-Positioning-Capability ::=




SEQUENCE {


standaloneLocMethodsSupported

BOOLEAN,


ue-BasedOTDOA-Supported



BOOLEAN,


networkAssistedGPS-Supported

NetworkAssistedGPS-Supported,


gps-ReferenceTimeCapable


BOOLEAN,


supportForIDL





BOOLEAN

}

URA-UpdateCause ::=




ENUMERATED { 











changeOfURA, 











periodicURAUpdate, 











re-enteredServiceArea,











spare1 }

UTRAN-DRX-CycleLengthCoefficient ::= INTEGER (3..9)

WaitTime ::=





INTEGER (0..15)

11.4
Constant definitions

Constant-definitions DEFINITIONS AUTOMATIC TAGS ::=
BEGIN

hiPDSCHidentities


INTEGER ::= 64

hiPUSCHidentities


INTEGER ::= 64

hiRM





INTEGER
::= 256

maxAC





INTEGER ::= 16

maxAdditionalMeas 


INTEGER
::= 4

maxASC





INTEGER ::= 8

maxASCmap




INTEGER ::= 7

maxASCpersist



INTEGER ::= 6

maxCCTrCH




INTEGER
::= 8

maxCellMeas 



INTEGER
::= 32

maxCellMeas-1



INTEGER ::= 31

maxCNdomains



INTEGER
::= 4

maxCPCHsets




INTEGER
::= 16

maxDPCH-DLchan



INTEGER ::= 8

maxDPCHcodesPerTS


INTEGER
::= 16

-- **TODO**

maxDPDCH-UL




INTEGER
::= 6

maxDRACclasses



INTEGER
::= 8

-- **TODO**

maxFACH





INTEGER
::= 8

maxFreq





INTEGER
::= 8

maxFrequencybands


INTEGER
::= 8
maxInterSysMessages 

INTEGER
::= 4

maxLoCHperRLC



INTEGER ::= 2
maxMeasEvent



INTEGER
::= 8

maxMeasIntervals


INTEGER
::= 3

maxMeasParEvent



INTEGER ::= 2

maxNumCDMA2000Freqs


INTEGER
::=  8

maxNumGSMFreqRanges


INTEGER ::= 32

maxNumFDDFreqs



INTEGER
::=  8

maxNumTDDFreqs



INTEGER ::=  8
maxNoOfMeas




INTEGER ::= 16

maxOtherRAT




INTEGER
::= 15

maxPage1




INTEGER
::= 8

maxPCPCH-APsig



INTEGER ::= 16

maxPCPCH-APsubCh


INTEGER ::= 12

maxPCPCH-CDsig



INTEGER ::= 16

maxPCPCH-CDsubCh


INTEGER ::= 12

maxPCPCH-SF




INTEGER
::= 7

maxPCPCHs




INTEGER
::= 64

maxPDCPAlgoType



INTEGER
::= 8

maxPDSCH




INTEGER
::= 8

maxPDSCH-TFCIgroups
 

INTEGER
::= 256

maxPRACH




INTEGER
::= 16

maxPredefConfig



INTEGER
::= 16

maxPUSCH




INTEGER
::= 8

maxRABsetup




INTEGER
::= 16

maxRAT





INTEGER
::= 16

maxRB





INTEGER
::= 32

maxRBallRABs



INTEGER ::= 27

maxRBMuxOptions



INTEGER
::= 8

maxRBperRAB




INTEGER
::= 8

maxReportedGSMCells


INTEGER
::= 6

maxRL





INTEGER
::= 8

maxRL-1





INTEGER
::= 7

maxSat





INTEGER
::= 16

maxSCCPCH




INTEGER
::= 16

maxSIB





INTEGER
::= 32

-- **TODO**

maxSIB-FACH




INTEGER
::= 8

maxSIBperMsg



INTEGER ::= 16

maxSig





INTEGER
::= 16

maxSRBsetup




INTEGER
::= 8

maxSubCh




INTEGER
::= 12

maxSystemCapability


INTEGER
::= 16

maxTF





INTEGER
::= 32

maxTF-CPCH




INTEGER
::= 16

maxTFC





INTEGER
::= 1024

maxTFCI-2-Combs
 


INTEGER
::= 512

maxTGPS





INTEGER ::= 6

maxTrCH





INTEGER
::= 32

maxTrCHpreconf



INTEGER ::= 16

maxTS





INTEGER
::= 14

maxTS-1





INTEGER ::= 13 

maxURA





INTEGER
::= 8

END
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