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It was also further clarified that “BSIC re-confirmation” pattern can be switched on and off without affecting the other GSM measurements.
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14.3.2 GSM measurements in compressed mode

If the network does not provide parallel transmission gap pattern sequences for measurement purposes “GSM RSSI measurements” and “Initial BSIC identification” and the network requests measurements on a GSM cell with BSIC verified, the UE shall behave as follows: 

· The UE shall use the latest GSM RSSI measurements results available  (sorted by strength) while performing BSIC verification in “Initial BSIC identification” transmission gap pattern sequence. This is activated after the “GSM RSSI measurements” transmission gap pattern sequence had been stopped. 

· The UE shall perform event evaluation after requested BSICs has been verified for a GSM cell. The UE shall use the latest GSM RSSI measurements results available in event evaluation and reporting.  

14.3.2.1
GSM RSSI measurements

The UE shall perform GSM RSSI measurements in the gaps of compressed mode pattern sequence specified for GSM RSSI measurement purpose. The UE cannot be required to measure "Observed time difference to GSM" in gaps specified for this purpose.
14.3.2.2
Initial BSIC identification

The UE shall perform Initial BSIC identification in compressed mode pattern sequence specified for Initial BSIC identification measurement purpose.
The parameter "N identify abort" in the IE "DPCH compressed mode info" indicates the maximum number of patterns that the UE shall use to attempt to decode the unknown BSIC of the GSM cell in the initial BSIC identification procedure.
The UE shall be able to measure the "Observed time difference to GSM cell" during a compressed mode pattern sequence configured for this purpose.
14.3.2.3
BSIC re-confirmation

The UE shall perform BSIC re-confirmation in compressed mode pattern sequence specified for BSIC re-confirmation measurement purpose.
The parameter "T reconfirm abort" in the IE "DPCH compressed mode info" indicates the maximum time allowed for the re-confirmation of the BSIC of one GSM cell in the BSIC re-confirmation procedure.
The UE shall be able to measure the "Observed time difference to GSM cell" during a compressed mode pattern sequence configured for this purpose.
“BSIC re-confirmation” pattern can be switched on and off without affecting the other GSM measurements.
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