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8.6.6.28
Downlink DPCH info common for all radio links

If the IE "Downlink DPCH info common for all radio links" is included the UE shall:

-
perform actions for the IE "Timing indicator" and the IE "CFN-targetSFN frame offset" as specified in subclause 8.5.15.2;

-
if the IE choice "mode" is set to 'FDD':

-
if the IE "Downlink DPCH power control information" is included:

-
perform actions for the IE "DPC Mode" according to [29];



-
perform actions for the IE "spreading factor";

-
perform actions for the IE "Fixed or Flexible position";

-
perform actions for the IE "TFCI existence";

-
if the IE choice "SF" is set to 256:

-
store the value of the IE "Number of bits for pilot bits";

-
if the IE choice "SF" set to 128:

-
store the value of the IE "Number of bits for pilot bits";

-
if the IE choice "mode" is set to 'TDD':

-
perform actions for the IE "Common timeslot info".

If the IE "Downlink DPCH info common for all radio links " is included in a message used to perform a Timing re-initialised hard handover, and ciphering is active for any radio bearer using RLC-TM, the UE shall, after having activated the dedicated physical channels indicated by that IE:

-
increment HFN for RLC-TM by '1'.

10.3.6.18
Downlink DPCH info common for all RL
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Timing Indication
	MP
	
	Enumerated(Initialise, Maintain)
	

	CFN-targetSFN frame offset
	CV TimInd
	
	Integer(0..255)
	In frame

	
	
	
	
	

	
	
	
	
	

	>>Downlink DPCH power control information
	OP
	
	Downlink DPCH power control information 10.3.6.23
	

	>>Power offset P Pilot-DPDCH
	MP
	
	Integer(0..24)
	Power offset equals PPilot - PDPDCH, range 0..6 dB, in steps of 0.25 dB

	
	
	
	
	

	>>Spreading factor
	MP
	
	Integer(4, 8, 16, 32, 64, 128, 256, 512)
	

	>>Fixed or Flexible Position
	MP
	
	Enumerated (Fixed, Flexible)
	

	>>TFCI existence
	MP
	
	Boolean
	TRUE indicates that TFCI exists

	>>CHOICE SF
	MP
	
	
	

	>>>SF = 256
	
	
	
	

	>>>>Number of bits for Pilot bits
	MP
	
	Integer (2,4,8)
	In bits

 

	>>>SF = 128
	
	
	
	

	>>>>Number of bits for Pilot bits
	MP
	
	Integer(4,8)
	In bits

 

	>>>Otherwise
	
	
	
	(no data)

	>TDD
	
	
	
	

	>>Common timeslot info
	MD
	
	Common Timeslot Info 10.3.6.10
	Default is the current Common timeslot info


	CHOICE SF
	Condition under which the given SF is chosen

	SF=128
	"Spreading factor" is set to 128

	SF=256
	"Spreading factor" is set to 256

	Otherwise
	"Spreading factor" is set to a value distinct from 128 and 256


	Condition
	Explanation

	TimInd
	This IE is OPTIONAL if the IE "Timing Indication" is set to "Initialise". Otherwise it is absent.
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