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8.3.1.12
T302 expiry or cell reselection

If any or several of the following conditions are true:

-
expiry of timer T302;

-
reselection to another UTRA cell (including the previously serving cell) before completion of the cell update or URA update procedure;

the UE shall:

-
stop T302 if it is running;

-
if the UE was in CELL_DCH state prior to the initiation of the procedure; and

-
if timers T314 and T315 have elapsed while T302 was running:

-
enter idle mode.

-
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers. Other actions the UE shall perform when entering idle mode from connected mode are specified in subclause 8.5.2.

-
and the procedure ends.

-
if timer T314 has elapsed while T302 was running and,

-
if "T314 expired" in the variable RB_TIMER_INDICATOR is set to FALSE and

-
if T315 is still running:

-
release locally all radio bearers which are associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314";

-
indicate release of those radio access bearers to upper layers;

-
delete all information about those radio access bearers from the variable ESTABLISHED_RABS;

-
set "T314 expired" in the variable RB_TIMER_INDICATOR to TRUE;

-
if timer T315 has elapsed while T302 was running and,

-
if "T315 expired" in the variable RB_TIMER_INDICATOR is set to FALSE and,

-
if T314 is still running:

-
release locally all radio bearers which are associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315";

-
indicate release of those radio access bearers to upper layers;

-
delete all information about those radio access bearers from the variable ESTABLISHED_RABS;

-
set "T315 expired" in the variable RB_TIMER_INDICATOR to TRUE;

-
check whether it is still in "in service area" (see subclause 8.5.5.2);

-
if, caused by the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message the IE "Reconfiguration" in the variable CIPHERING_STATUS is set to TRUE and/or the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO is set to TRUE:

-
abort the ongoing integrity and/or ciphering reconfiguration;

-
if the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message contained the IE "Ciphering mode info":

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message contained the IE "Integrity protection mode info":

-
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

-
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
in case of a cell update procedure:

-
clear any entry for the CELL UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS;

-
in case of a URA update procedure:

-
clear any entry for the URA UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS;

If the UE detects "in service area" if it has not entered idle mode, and:

-
if V302 is equal to or smaller than N302, the UE shall:

-
if the UE performed cell re-selection:

-
delete its C-RNTI;

-
in case of a cell update procedure:

-
set the contents of the CELL UPDATE message according to subclause 8.3.1.3;

-
submit the CELL UPDATE message for transmission on the uplink CCCH;

-
in case of a URA update procedure:

-
set the contents of the URA UPDATE message according to subclause 8.3.1.3;

-
submit the URA UPDATE message for transmission on the uplink CCCH;

-
increment counter V302;

-
restart timer T302 when the MAC layer indicates success or failure to transmit the message;

-
if V302 is greater than N302, the UE shall:

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
clear the variable PDCP_SN_INFO;

-
in case of a cell update procedure:

-
clear the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

-
in case of a URA update procedure:

-
clear the entry for the URA UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

-
release all its radio resources;

-
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

-
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

-
clear the variable ESTABLISHED_RABS;

-
enter idle mode;

-
other actions the UE shall perform when entering idle mode from connected mode are specified in subclause 8.5.2;

-
And the procedure ends.

If the UE does not detect "in service area", it shall:

-
continue searching for "in service area".

8.5.5.3
T316 expiry

On T316 expiry the UE shall perform the following actions. The UE shall:

-
 if  “out of  service area” is detected, start timer T317;

· otherwise, initiate the cell update procedure using as cause "Re-entering service area" as specified in subclause 8.3.1.

13.1
Timers for UE

Timer
Start
Stop
At expiry

T300
Transmission of RRC CONNECTION REQUEST
Reception of RRC CONNECTION SETUP
Retransmit RRC CONNECTION REQUEST if V300 =< N300, else go to Idle mode

T302
Transmission of CELL UPDATE/URA UPDATE
Reception of CELL UPDATE CONFIRM/URA UPDATE CONFIRM 
Retransmit CELL UPDATE/URA UPDATE if V302 =< N302, else, go to Idle mode

T304
Transmission of UE CAPABILITY INFORMATION
Reception of UE CAPABILITY INFORMATION CONFIRM
Retransmit UE CAPABILITY INFORMATION if V304 =< N304, else initiate a cell update procedure

T305
Entering CELL_FACH or URA_PCH or CELL_PCH state. Reception of CELL UDPATE CONFIRM/URA UPDATE CONFIRM. 
Entering another state.
Transmit CELL UPDATE if T307 is not activated and the UE detects “in service area”. Otherwise, if T307 is not active, start T307.

T307
When the timer T305 has expired and the UE detects "out of service area".
When the UE detects "in service area".
Transit to idle mode

T308
Transmission of RRC CONNECTION RELEASE COMPLETE
Not stopped
Transmit RRC CONNECTION RELEASE COMPLETE if V308 <=N308, else go to idle mode. 

T309
Upon reselection of a cell belonging to another radio access system from connected mode
Successful establishment of a connection in the new cell 
Resume the connection to UTRAN

T310
Transmission of PUSCH CAPACITY REQUEST
Reception of PHYSICAL SHARED CHANNEL ALLOCATION
Transmit PUSCH CAPACITY REQUEST if V310 =< N310, else procedure stops.

T311
Reception of PHYSICAL SHARED CHANNEL ALLOCATION message with the CHOICE "PUSCH allocation" set to "PUSCH allocation pending".
Reception of PHYSICAL SHARED CHANNEL ALLOCATION message with CHOICE "PUSCH allocation" set to "PUSCH allocation assignment".
UE may initiate a PUSCH capacity request procedure.

T312
When the UE starts to establish dedicated CH
When the UE detects consecutive N312 "in sync" indication from L1. 
The criteria for physical channel establishment failure is fulfilled

T313
When the UE detects consecutive N313 "out of sync" indication from L1.
When the UE detects consecutive N315 "in sync" indication from L1.
The criteria for Radio Link failure is fulfilled

T314
When the criteria for radio link failure are fulfilled.

The timer is started only if radio bearer(s) that are associated with T314 exist.
When the Cell Update procedure has been completed.
See subclause 8.3.1.13

T315
When the criteria for radio link failure are fulfilled.

The timer is started only if radio bearer(s) that are associated with T315 exist.
When the Cell Update procedure has been completed.
See subclause 8.3.1.14

T316
When the UE detects "out of service area" in URA_PCH or CELL_PCH state
When the UE detects "in service area".
Initiate cell update procedure if in service area is detected otherwise start T317

T317
When the T316 expires or when in CELL_FACH state, the UE detects "out of service area".
When the UE detects "in service area".
Transit to idle mode

11.3
Information element definitions

CellSelectReselectInfoSIB-3-4 ::=
SEQUENCE {


mappingInfo






MappingInfo






OPTIONAL,


cellSelectQualityMeasure


CHOICE {



cpich-Ec-N0






SEQUENCE {




q-HYST-2-S






Q-Hyst-S




OPTIONAL




-- Default value for q-HYST-2-S is q-HYST-1-S



},



cpich-RSCP






NULL


},


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




s-Intrasearch





S-SearchQual



OPTIONAL,




s-Intersearch





S-SearchQual



OPTIONAL,




s-SearchHCS






S-SearchRXLEV



OPTIONAL,




rat-List






RAT-FDD-InfoList


OPTIONAL,




q-QualMin






Q-QualMin,




q-RxlevMin






Q-RxlevMin



},



tdd








SEQUENCE {




s-Intrasearch





S-SearchRXLEV



OPTIONAL,




s-Intersearch





S-SearchRXLEV



OPTIONAL,




s-SearchHCS






S-SearchRXLEV



OPTIONAL,




rat-List






RAT-TDD-InfoList


OPTIONAL,




q-RxlevMin






Q-RxlevMin



}


},



q-Hyst-l-S






Q-Hyst-S,


t-Reselection-S





T-Reselection-S,


hcs-ServingCellInformation


HCS-ServingCellInformation


OPTIONAL,


maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power

}

MeasurementControlSysInfo ::=

SEQUENCE {


use-of-HCS






CHOICE
{



hcs-not-used 




SEQUENCE
{




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-RSCP
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-RSCP
OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-ECN0

OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-ECN0
OPTIONAL





}




},




interRATMeasurementSysInfo

InterRATMeasurementSysInfo-HCS

OPTIONAL



},



hcs-used





SEQUENCE
{




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-RSCP


OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-RSCP


OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-ECN0


OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-ECN0


OPTIONAL



}




},




interRATMeasurementSysInfo

InterRATMeasurementSysInfo

OPTIONAL



}


},


trafficVolumeMeasSysInfo


TrafficVolumeMeasSysInfo


OPTIONAL,


ue-InternalMeasurementSysInfo

UE-InternalMeasurementSysInfo

OPTIONAL

}
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