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1. Overall Description:

TSG CN WG1 thank TSG RAN WG2 for their LS R2-010984 (N1-010767) dated 9th – 13th April 2001 on RRC establish cause mapping, and would like to inform RAN2 about the outcome of the discussion on this issue in CN1#17. 
It is CN1’s understanding that the mapping from PS NAS procedures and RRC establishment cause should be such that the MS shall:

1. at request to re-establish RABs, use either of RRC establishment causes: ‘Originating Conversational Call’/’Originating Streaming Call’/’Originating Interactive Call’/’Originating Background Call’ depending on the Traffic class in QoS of the most demanding PDP context for which the MS requests an re-establishment of the RAB.

2. at new PDP context activation, use either of RRC establishment causes:
‘Originating Conversational Call’/’Originating Streaming Call’/’Originating
 Interactive Call’/’Originating Background Call’; depending on the Traffic class in QoS of the most demanding active PDP context.If QoS is not available, e.g. if there is not any PDP context active,  then the MS shall use RRC establishment cause ‘Originating High Priority Signalling’.

3. at modification of an existing PDP context,  use either of RRC establishment causes:
‘Originating Conversational Call’/’Originating Streaming Call’/’Originating
 Interactive Call’/’Originating Background Call’; depending on the Traffic class in QoS of the most demanding active PDP context.

4. at deactivation of a PDP context, use RRC establishment cause ‘Originating High Priority Signalling’.

5. when performing a Routing Area Update in order to re-establish the signalling connection at RRC connection release with cause “Directed signalling connection re-establishment”, use RRC establishment cause ‘Call re-establsihment’,

NOTE: in 2. and 3. the term “active context” refer to already activated PDP contexts, meaning that either the QoS of the new context being activated, or the requested QoS for the context being modified shall not be taken into consideration.   

CN1 kindly ask RAN2 to indicate whether RAN2 agree with CN1 and share the same understanding. In such a case, a CR to 24.008 updating annex L could be agreed in CN1.

3. Date of Next CNx Meetings:

CN1_18
10th – 12th July 2001
Dresden, Germany.

CN1_19
27th – 31th August 2001
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