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Reason for change:
(

- The description about about the periodical reporting criteria is not clear. 

- The behavior of an UE, which is not able to report all results is not exactly descibed.

(See also R2-010915)

In cases of a complex list for measurements, it might happen that UEs are not capable of performing all requested measurements within the reporting intervall. It is currently not clearly specified how UEs shall cope with this situation. The CR proposes that the entries shall be omitted in the respective measurement report.

In case of the first measurement report it is clarified that UEs are not required to send the complete measurement report according to the configuration but send the first measurement report as soon as any measurement results are available.

The CR assures that a measurement report can be unambigously interpreted by the UTRAN. 

Backward Compatibility:

- It is assumed that many readers will use the same interpretation.

- UEs, which do not fullfill the proposed interpretation, might have a high delay for the first measurement report.

- UEs, which do not fullfill the proposed interpretation, might send the old measurement results.

However, different interpretation than provided in this CR will not jeopardize the functionality of the UE.

· Correction to a function where the specification was :

· ambiguous or not sufficiently explicit.

Would not affect implementations behaving like indicated in the CR, would affect implementations supporting the corrected functionality otherwise.




Summary of change:
(

Clause 8.6.7.8

- It clarified that the first Measurement Report is also transmitted in cases where parts of requested measurements are missing.

- requirements on measurement reporting are clarified




Consequences if 
(

not approved:
- Unclear interpretation of standard possible.
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Other comments:
(



8.6.7.8
Periodical Reporting Criteria

If the IE "Periodical Reporting Criteria" is received by the UE, the UE shall:

-
store the contents of the IE "Amount of Reporting" and IE "Reporting interval" in the variable MEASUREMENT_IDENTITY.

The UE shall:

-
send the first MEASUREMENT REPORT message as soon as the first measurement has been completed according to the requirements and the measurement capabilities set in [19] and [20]. 
If parts of the configured measurements according to the variable MEASUREMENT_IDENTITY are not available these entries shall be omitted in the MEASUREMENT REPORT.

and then

-
send the next MEASUREMENT REPORT messages with intervals specified by the IE "Reporting interval".
If parts of the configured measurements according to the variable MEASUREMENT_IDENTITY are not available these entries shall be omitted in the MEASUREMENT REPORT.
If a measurement result was reported in a previous MEASUREMENT REPORT and was not updated, this entry shall be omitted in the MEASUREMENT REPORT.
After the UE has sent a total number of MEASUREMENT REPORT messages, which equal the value indicated in the IE "Amount of reporting", the UE shall:

-
terminate measurement reporting; and

-
delete all measurement information linked with the "Measurement identity" of the ongoing measurement from the variable MEASUREMENT_IDENTITY.
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