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8.3.6
Inter-RAT handover to UTRAN
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Figure 52: Inter-RAT handover to UTRAN, successful case

8.3.6.1
General

The purpose of the inter-RAT handover procedure is to, under the control of the network, transfer a connection between the UE and another radio access technology (e.g. GSM) to UTRAN.

8.3.6.2
Initiation

The procedure is initiated when a radio access technology other than UTRAN, e.g. GSM, using system specific procedures, orders the UE to make a handover to UTRAN.

A Handover to UTRAN command message is sent to the UE via the radio access technology from which inter- system handover is performed.
The default value for the IE "activation time" should be used in the HANDOVER TO UTRAN COMMAND message.
In case UTRAN decides to uses a predefined or default radio configuration that is stored in the UE, it should include the following information in the Handover to UTRAN command message.

-
the IE "U-RNTI" to be assigned;

-
the IE "Predefined configuration identity", to indicate which pre-defined configuration of RB, transport channel and physical channel parameters shall be used; or

-
the IE "Default configuration mode" and IE "Default configuration identity", to indicate which default configuration of RB, transport channel and physical channel parameters shall be used;

-
PhyCH information elements.

NOTE:
When using a predefined or default configuration during handover to UTRAN, UTRAN can only assign values of IEs "U-RNTI" and "scrambling code" that are within the special subranges defined exclusively for this procedure. UTRAN may re- assign other values after completion of the handover procedure.

In case UTRAN does not use a predefined radio configuration that is stored in the UE, it should include the following information in the Handover to UTRAN command message.

-
the IE "U-RNTI" to be assigned;

-
the complete set of RB, TrCH and PhyCH information elements to be used.

8.3.6.3
Reception of Handover to UTRAN command message by the UE

The UE shall be able to receive a HANDOVER TO UTRAN COMMAND message and perform an inter-RAT handover, even if no prior UE measurements have been performed on the target UTRAN cell and/or frequency.

The UE shall act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following. The UE shall:
-
if the content of the IE "activation time" in the received HANDOVER TO UTRAN COMMAND message is different from the default value for this IE:

-
ignore the content of the IE "activation time" and apply the default value instead;
-
store a U-RNTI value (32 bits), which is derived by the IEs "SRNC identity" (12 bits) and "S-RNTI 2" (10 bits) included in IE "U-RNTI-short". In order to produce a full size U-RNTI value, a full size "S-RNTI" (20 bits) shall be derived by padding the IE "S-RNTI 2" with 10 zero bits in the most significant positions; and

-
initialise the variable ESTABLISHED_SIGNALLING_CONNECTIONS with the signalling connections that remains after the handover according to the specifications of the source RAT;

-
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Predefined configuration":

-
initiate the radio bearer and transport channel configuration in accordance with the predefined parameters identified by the IE "Predefined configuration identity";

-
initiate the physical channels in accordance with the predefined parameters identified by the IE "Predefined radio configuration identity" and the received physical channel information elements;

-
store information about the established radio access bearers and radio bearers according to the IE "Predefined configuration identity"; and

-
set the IE "RAB Info Post" in the variable ESTABLISHED_RABS and the IE "Re-establishment timer" in the IE "RAB Info" in the variable ESTABLISHED_RABS to "useT314";

-
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Default configuration":

-
initiate the radio bearer and transport channel configuration in accordance with the default parameters identified by the IE "Default configuration mode" and IE "Default configuration identity";

-
initiate the physical channels in accordance with the default parameters identified by the IE "Default configuration mode" and IE "Default configuration identity" and the received physical channel information elements;

NOTE
IE "Default configuration mode" specifies whether the FDD or TDD version of the default configuration shall be used

-
set the IE "RAB Info Post" in the variable ESTABLISHED_RABS and the IE "Re-establishment timer" in the IE "RAB Info" in the variable ESTABLISHED_RABS to "useT314";

-
if IE "Specification mode" is set to "Complete specification":

-
initiate the radio bearer, transport channel and physical channel configuration in accordance with the received radio bearer, transport channel and physical channel information elements;

-
perform an open loop estimation to determine the UL transmission power according to subclause 8.5.3;

-
apply the same ciphering (ciphered/unciphered, algorithm) as prior to inter--RAT handover, unless a change of algorithm is requested by means of the "Ciphering algorithm".
If the UE succeeds in establishing the connection to UTRAN, it shall:

-
transmit a HANDOVER TO UTRAN COMPLETE message on the uplink DCCH;

-
when the HANDOVER TO UTRAN COMPLETE message has been submitted to lower layers for transmission,:

-
if the IE "Transport format combination subset" was not included in the HANDOVER TO UTRAN COMMAND message or in the predefined parameters;

-
set the IE "Current TFC subset" in the variable TFS_SUBSET to "Full transport format combination set";

-
set the IE "Status" in the variable CIPHERING_STATUS to "Not started";

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE;

-
set the IE "Status" in the variable INTEGRITY_ PROTECTION_INFO to "Not started";

-
set the IE "Historical status" in the variable INTEGRITY_ PROTECTION_INFO to "Never been active";

-
set the IE "Reconfiguration" in the variable INTEGRITY_ PROTECTION _INFO to FALSE;

-
set the variable CELL_UPDATE_STARTED to FALSE;

-
set the variable ORDERED_RECONFIGURATION to FALSE;

-
set the variable FAILURE_INDICATOR to FALSE;

-
set the variable INCOMPATIBLE_SECURITY_RECONFIGURATION to FALSE;

-
set the variable INVALID_CONFIGURATION to FALSE;

-
set the variable PROTOCOL_ERROR_INDICATOR, TFC_SUBSET to FALSE;

-
set the variable PROTOCOL_ERROR_REJECT to FALSE;

-
set the variable TGSN_REPORTED to FALSE;

-
set the variable UNSUPPORTED_CONFIGURATION to FALSE;

-
clear all optional IEs in all variables, except those optional IEs that are set in this procedure;

-
And the procedure ends.

10.2.12
HANDOVER TO UTRAN COMMAND

This message is sent to the UE via other system to make a handover to UTRAN.


RLC-SAP: N/A (Sent through a different RAT)


Logical channel: N/A (Sent through a different RAT)


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	New U-RNTI
	MP
	
	U-RNTI Short 10.3.3.48
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"; no other value should be used for this IE

	Ciphering algorithm
	OP
	
	Ciphering algorithm 10.3.3.4
	

	CHOICE specification mode
	MP
	
	
	

	>Complete specification
	
	
	
	

	UE information elements
	
	
	
	

	RB information elements
	
	
	
	

	>>Signalling RB information to setup list
	MP
	1 to <maxSRBsetup>
	
	For each signalling radio bearer established

	>>>Signalling RB information to setup
	MP
	
	Signalling RB information to setup 10.3.4.24
	

	>>RAB information to setup list
	OP
	1 to <maxRABsetup>
	
	For each RAB established

	>>>RAB information for setup
	MP
	
	RAB information for setup 10.3.4.10
	

	Uplink transport channels
	
	
	
	

	>>UL Transport channel information common for all transport channels
	MP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	

	>>Added or Reconfigured TrCH information
	MP
	1 to <maxTrCH>
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	

	Downlink transport channels
	
	
	
	

	>>DL Transport channel information common for all transport channels
	MP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	

	>>Added or Reconfigured TrCH information
	MP
	1 to <maxTrCH>
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	

	Uplink radio resources
	
	
	
	

	>>Uplink DPCH info 
	MP
	
	Uplink DPCH info 10.3.6.88
	

	>>CHOICE mode
	MP
	
	
	

	>>>FDD
	
	
	
	

	>>>>CPCH SET Info
	OP
	
	CPCH SET Info 10.3.6.13
	

	Downlink radio resources
	
	
	
	

	>>>>Downlink PDSCH information
	OP
	
	Downlink PDSCH information

10.3.6.30
	

	>>>TDD
	
	
	
	(no data)

	>>Downlink information common for all radio links
	MP
	
	Downlink information common for all radio links

10.3.6.24
	

	>>Downlink information per radio link
	MP
	1 to <maxRL>
	
	

	>>>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	

	>Preconfiguration
	
	
	
	



	>>>Predefined configuration 
	MP
	
	Predefined configuration identity 10.3.4.5
	

	>>>Default configuration
	
	
	
	

	>>>>Default configuration mode
	MP
	
	Enumerated (FDD, TDD)
	Indicates whether the FDD or TDD version of the default configuration shall be used

	>>>>Default configuration identity
	MP
	
	Default configuration identity 10.3.4.0
	

	>>RAB info
	OP
	
	RAB info Post 10.3.4.9
	One RAB is established

	>>Uplink DPCH info 
	MP
	
	Uplink DPCH info Post 10.3.6.89
	

	Downlink radio resources
	
	
	
	

	>>CHOICE mode
	
	
	
	

	>>>FDD
	
	
	
	

	>>>>Downlink information common for all radio links
	
	
	Downlink information common for all radio links Post 10.3.6.25
	

	>>>TDD
	
	
	
	(no data)

	>>Downlink information per radio link
	MP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up.

In TDD MaxRL is 1.

	>>>Downlink information for each radio link
	MP
	
	Downlink information for each radio link Post

10.3.6.28
	

	Frequency info
	MP
	
	Frequency info

10.3.6.36
	

	Maximum allowed UL TX power
	MP
	
	Maximum allowed UL TX power
10.3.6.39
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	(no data)

	>TDD
	
	
	
	

	>>Primary CCPCH Tx Power
	MP
	
	Primary CCPCH Tx Power 10.3.6.59
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