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10.2.15
HANDOVER FROM UTRAN TO GSM COMMAND

This message is used for handover from UMTS to  GSM. One GSM message can be included in this message. This GSM message is  structured and coded according to GSM specification.


RLC-SAP: AM


Logical channel: DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE information elements
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"

	RB information elements
	
	
	
	

	RAB information list
	OP
	1 to <maxRABsetup>
	
	For each RAB to be handed over

	>RAB info
	MP
	
	RAB info 10.3.4.8
	

	Other information elements
	
	
	
	

	Band indicator
	MP
	
	Enumerated(GSM/DCS1800, GSM/PCS1900)
	this IE indicates which specification to apply to decode the transported messages

	GSM message
	MP
	
	Bitstring()
	Formatted and coded according to GSM specifications

	
	
	
	
	


10.2.15a
HANDOVER FROM UTRAN TO CDMA-2000 COMMAND

This message is used for handover from UMTS to CDMA-2000 system. One or several messages from the other system can be included in the Inter-RAT message information element in this message. These messages are structured and coded according to that systems specification.


RLC-SAP: AM


Logical channel: DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE information elements
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"

	RB information elements
	
	
	
	

	RAB information list
	OP
	1 to <maxRABsetup>
	
	For each RAB to be handed over

	>RAB info
	MP
	
	RAB info 10.3.4.8
	

	Other information elements
	
	
	
	

	cdma2000 message
	MP
	1.to.<maxInterSysMessages>
	
	

	>MSG_TYPE(s)
	MP
	
	Bitstring (8)
	Formatted and coded according to cdma2000 specifications

	>cdma2000Messagepayload(s)
	MP
	
	Bitstring (1..512)
	Formatted and coded according to cdma2000 specifications


10.3.8.8
(void) 
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