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***** NEXT MODIFIED SECTION *****

10.3.7.97
UE positioning GPS UTC model

The UTC Model field contains a set of parameters needed to relate GPS time to Universal Time Coordinate (UTC). 

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	A1
	MP
	
	Bit string(24)
	sec/sec [12]

	A0
	MP
	
	Bit string(32)
	seconds [12]

	tot
	MP
	
	Bit string(8)
	seconds [12]

	
	
	
	
	seconds [12]

	WNt
	MP
	
	Bit string(8)
	weeks [12]

	(tLS
	MP
	
	Bit string(8)
	seconds [12]

	WNLSF
	MP
	
	Bit string(8)
	weeks [12]

	DN
	MP
	
	Bit string(8)
	days [12]

	(tLSF
	MP
	
	Bit string(8)
	seconds [12]


Note: Here is what we have for ASN.1 in Section 11.3 (no changes below, just for reference only):

UE-Positioning-GPS-UTC-Model ::=



SEQUENCE {


a1








BIT STRING (SIZE (24)),


a0








BIT STRING (SIZE (32)),


t-ot







BIT STRING (SIZE (8)),


wn-t







BIT STRING (SIZE (8)),


delta-t-LS






BIT STRING (SIZE (8)),


wn-lsf







BIT STRING (SIZE (8)),


dn








BIT STRING (SIZE (8)),


delta-t-LSF






BIT STRING (SIZE (8))

}

***** NEXT MODIFIED SECTION *****

10.3.7.109
UE positioning position estimate info

The purpose of this IE is to provide the position estimate from the UE to the network, if the UE is capable of determining its own position.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	CHOICE mode
	
	
	
	

	>FDD
	
	
	
	

	>>Primary CPICH Info
	OP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GPS TOW-SFN relationship

	>TDD
	
	
	
	

	>>cell parameters id
	OP
	
	Cell parameters id 10.3.6.9
	Identifies the reference cell for the GPS TOW-SFN relationship

	Reference SFN
	CV-Capability and request
	
	Integer(0..4095)
	The SFN for which the location is valid

	GPS TOW msec
	CV-Capability and request
	
	Integer(0..6.048*108-1)
	GPS Time of Week in milliseconds (rounded down to the nearest millisecond unit). This time-stamps the beginning of the frame defined in Reference SFN

GPS Time of Week in microseconds = 1000 * GPS TOW msec + GPS TOW rem usec

	GPS TOW rem usec
	CV-Capability and request
	
	Integer(0..999)
	GPS Time of Week in microseconds MOD 1000.

	CHOICE Position estimate
	MP
	
	
	

	>Ellipsoid Point
	
	
	Ellipsoid Point; 10.3.8.4a
	

	>Ellipsoid point with uncertainty circle
	
	
	Ellipsoid point with uncertainty circle 10.3.8.4d
	

	>Ellipsoid point with uncertainty ellipse
	
	
	Ellipsoid point with uncertainty ellipse 10.3.8.4e
	

	>Ellipsoid point with altitude
	
	
	Ellipsoid point with altitude 10.3.8.4b
	

	>Ellipsoid point with altitude and uncertainty ellipsoid
	
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	


	Condition
	Explanation

	Capability and request
	This field is included only if the UE has this capability and if it was requested in the UE positioning reporting quantity and if the method was UE-based GPS
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