Page 1



3GPP TSG-RAN WG2 Meeting #23
Tdoc R2-011856

Helsinki, Finland, 27–31 August 2001

CR-Form-v4

CHANGE REQUEST



(

25.304
CR
079
(

rev
-
(

Current version:
3.7.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

(U)SIM

ME/UE
X
Radio Access Network
X
Core Network




Title:
(

Clarification to usage of measurement thresholds for HCS




Source:
(

SIEMENS AG




Work item code:
(



Date: (

27 August 2001







Category:
(

F

Release: (

R99


Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(

For measurement rules in HCS, it is currently specified that:

“If HCS is used and if Sintersearch is not sent for the serving cell, UE shall measure on all intra-frequency and inter-frequency cells.”

This is however only true for FDD cells, because Sintersearch is not used in HCS measurement rules for TDD.

Furthermore, UE behaviour is clarified if optional information element SSearchHCS is not sent for the serving cell.





Summary of change:
(

· Clarification that Sintersearch is not used for TDD HCS measurement thresholds.

· Clarification that UE shall measure on all intra- and inter-frequency cells if SSearchHCS is not sent for the serving cell.
Isolated Impact Analysis:

· Correction to a function where the specification was :

· ambiguous or not sufficiently explicit.

· Would not affect implementations behaving like indicated in the CR, would affect implementations supporting the corrected functionality otherwise. 

Affected function: HCS measurement rules for intra- and inter-frequency cells
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not approved:
  Ambiguous specification.
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5.2.6.1.2
Measurement rules for cell re-selection when HCS is used

If the system information broadcast in the serving cell indicates that HCS is used, then for intra-frequency and inter-frequency measurements, the UE shall:

1.
For intra-frequency and inter-frequency threshold-based measurement rules


use Squal for FDD cells and Srxlev for TDD cells for Sx and apply the following rules.

IF (Srxlevs <= SsearchHCS) or (if FDD and Sx <= Sintersearch) THEN


measure on all intra-frequency and inter-frequency cells

ELSE


IF (Sx > Sintrasearch) THEN


measure on all intra-frequency and inter-frequency cells, which have higher HCS priority level than the serving cell unless measurement rules for fast-moving UEs are triggered


ELSE


measure on all intra-frequency and inter-frequency cells, which have equal or higher HCS priority level than the serving cell unless measurement rules for fast-moving UEs are triggered


ENDIF


ENDIF


If HCS is used and if Sintrasearch or SsearchHCS or Sintersearch (in FDD) are not sent for the serving cell, UE shall:
· measure on all intra-frequency and inter-frequency cells.


2.
For intra-frequency and inter-frequency measurement rules for fast-moving UEs:


If the number of cell reselections during time period TCRmax exceeds NCR, high-mobility has been detected. In this high-mobility state, UE shall

-
measure intra-frequency and inter-frequency neighbouring cells, which have equal or lower HCS priority than serving cell.

-
prioritise re-selection of intra-frequency and inter-frequency neighbouring cells on lower HCS priority level before neighbouring cells on same HCS priority level.


When the number of cell reselections during time period TCRmax no longer exceeds NCR, UE shall

-
continue these measurements during time period TCrmaxHyst, and

-
revert to measurements according to the threshold based measurement rules.

When serving cell belongs to a hierarchical cell structure, the UE shall follow these rules for Inter-RAT measurements:

1.
Inter-RAT threshold-based measurement rules


use Squal for FDD cells and Srxlev for TDD cells for Sx and apply the following rules.


IF (Srxlevs <= SHCS,RATm) or (if FDD and Squal <= SSearchRATm) THEN


UE shall measure on all inter-RATm cells


ELSE


IF (Sx > Slimit,SearchRATm) THEN


UE need not measure neighbouring cells in RAT "m"

ELSE


UE shall measure on all neighbouring cells in RAT "m", which have equal or higher HCS priority level than the serving cell unless measurement rules for fast-moving UEs are triggered


ENDIF


ENDIF


If HCS is used and if SHCS,RATm is not sent for the serving cell, UE shall measure on all inter-RATm cells.

2.
Inter-RAT measurement rules for fast-moving UEs

-
If the number of cell reselections during time period TCRmax exceeds NCR, high-mobility has been detected. In this high-mobility state, UE shall

-
measure the neighbouring cells in RAT "m", which have an equal or lower HCS priority than the serving cell
-
prioritise re-selection of neighbouring cells in RAT "m" on lower HCS priority level before neighbouring cells in RAT "m" on same HCS priority level.


When the number of cell reselections during time interval TCRmax no longer exceeds NCR, UE shall

-
continue these measurements during time period TCrmaxHyst, and

-
revert to measure according to the threshold-based measurement rules.
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