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Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in [3] apply.

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ARQ
Automatic Repeat Request

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

C-
Control-

CC
Call Control

CCC
CPCH Control Command
CCCH
Common Control Channel

CCH
Control Channel

CCTrCH
Coded Composite Transport Channel

CN
Core Network

CRC
Cyclic Redundancy Check

DC
Dedicated Control (SAP)

DCA
Dynamic Channel Allocation

DCCH
Dedicated Control Channel

DCH
Dedicated Channel

DL
Downlink

DRNC
Drift Radio Network Controller

DSCH
Downlink Shared Channel

DTCH
Dedicated Traffic Channel

FACH
Forward Link Access Channel


FCS
Fame Check Sequence

FDD
Frequency Division Duplex

GC
General Control (SAP)

HO
Handover

ITU
International Telecommunication Union

kbps
kilo-bits per second

L1
Layer 1 (physical layer)

L2
Layer 2 (data link layer)

L3
Layer 3 (network layer)

LAC
Link Access Control

LAI
Location Area Identity

MAC
Medium Access Control

MM
Mobility Management

Nt
Notification (SAP)

PCCH
Paging Control Channel

PCH
Paging Channel

PDU
Protocol Data Unit

PHY
Physical layer

PhyCH
Physical Channels

RACH
Random Access Channel

RLC
Radio Link Control

RNC
Radio Network Controller

RNS
Radio Network Subsystem

RNTI
Radio Network Temporary Identity

RRC
Radio Resource Control

SAP
Service Access Point

SDU
Service Data Unit

SRNC
Serving Radio Network Controller

SRNS
Serving Radio Network Subsystem

TCH
Traffic Channel

TDD
Time Division Duplex

TFCI
Transport Format Combination Indicator

TFI
Transport Format Indicator

TMSI
Temporary Mobile Subscriber Identity

TPC
Transmit Power Control

U-
User-

UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunications System

URA
UTRAN Registration Area

UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network

**********************************************************************
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7.2
Types of Transport Channels

A general classification of transport channels is into two groups:

-
common channels; and

-
dedicated channels (where the UEs can be unambiguously identified by the physical channel, i.e. code and frequency).

Common transport channel types are:

1.
Random Access Channel(s) (RACH) characterised by:

-
existence in uplink only;

-
limited data field;

-
collision risk;

-
open loop power control.

2.
Forward Access Channel(s) (FACH) characterised by:

-
existence in downlink only;


-
possibility to use slow power control;

-
possibility to change rate fast (each 10ms);

-
lack of inner loop power control.
3.
Broadcast Channel (BCH) characterised by:

-
existence in downlink only;

-
low fixed bit rate; and

-
requirement to be broadcast in the entire coverage area of the cell.

4.
Paging Channel (PCH) characterised by:

-
existence in downlink only;

-
association with a physical layer signal, the Page Indicator, to support efficient sleep mode procedures; and

-
requirement to be broadcast in the entire coverage area of the cell.

5.
Downlink Shared Channel(s) (DSCH) characterised by:

-
existence in downlink only;

-
possibility to use beamforming;

-
possibility to use slow power control;

-
possibility to use inner loop power control, when associated with dedicated channel(s);

-
possibility to be broadcast in the entire cell;

-
always associated with another channel (DCH or FACH (TDD)).

6.
CPCH Channel characterised by:

-
existence in FDD only;

-
existence in uplink only;

-
inner loop power control on the message part;


-
possibility to change rate fast;

-
collision detection;

-
open loop power estimate for pre-amble power ramp-up.

7.
Uplink Shared channel (USCH) characterised by:

-
used in TDD only;

-
existence in uplink only;

-
possibility to use beam forming;

-
possibility to use power control;

· possibility to change rate fast;

· possibility to use Uplink Synchronisation;.
-     possibility to use Timing advance.
Dedicated transport channel types are:

1.
Dedicated Channel (DCH) characterised by:

-
existing in uplink or downlink;

-
possibility to use beam forming;

-
possibility to change rate fast (each 10ms);

-
inner loop power control;

-
possibility to use timing advance in uplink (TDD only).
-
possibility to use Uplink Synchronisation.






To each transport channel, there is an associated Transport Format (for transport channels with a fixed or slow changing rate) or an associated Transport Format Set (for transport channels with fast changing rate).

7.3
Compressed Mode

Compressed Mode is defined as the mechanism whereby certain idle periods are created in radio frames so that the UE can perform measurements during these periods (more details can be found in [3]).

Compressed Mode is obtained by layer 2 using transport channels provided by the layer 1 as follows:

-
compressed mode is controlled by the RRC layer, which configures the layer 2 and the physical layer;

-
the number of occurrences of compressed frames is controlled by RRC, and can be modified by RRC signalling;

-
it is under the responsibility of the layer 2 if necessary and if possible to either buffer some layer 2 PDUs (typically at the RLC layer for NRT services) or to rate-adapt the data flow (similarly to GSM) so that there is no loss of data because of compressed mode. This will be service dependent and controlled by the RRC layer.

For measurements in compressed mode, a transmission gap pattern sequence is defined. A transmission gap pattern sequence consists of alternating transmission gap patterns 1 and 2, and each of these patterns in turn consists of one or two transmission gaps. The transmission gap pattern structure, position and repetition are defined with physical channel parameters described in [6]. In addition, the UTRAN configures compressed mode pattern sequences with the following parameters:

-
TGMP: Transmission Gap pattern sequence Measurement Purpose: This parameter defines the purpose this transmission gap pattern sequence is intended for. The following values are used:

-
for TDD measurements, one compressed mode pattern sequence can be configured with purpose 'TDD measurement',

-
for FDD measurements, one compressed mode pattern sequence can be configured with purpose 'FDD measurement',

-
for GSM measurements, three simultaneous compressed mode pattern sequences can be configured with purposes 'GSM carrier RSSI measurement', 'Initial BSIC identification' and 'BSIC re-confirmation',

-
TGPSI: Transmission Gap Pattern Sequence Identifier selects the compressed mode pattern sequence for which the parameters are to be set. The range of TGPSI is [1 to <MaxTGPS>].

The UE shall support a total number of simultaneous compressed mode pattern sequences, which is determined by the UE's capability to support each of the measurement types categorised by the TGMP. For example, a UE supporting FDD and GSM shall support four simultaneous compressed mode pattern sequences and a UE supporting FDD and TDD shall support two simultaneous compressed mode pattern sequences.

When using simultaneous pattern sequences, it is the responsibility of the NW to ensure that the compressed mode gaps do not overlap and are not scheduled to overlap the same frame. Gaps exceeding the maximum gap length shall not be processed by the UE and shall interpreted as a faulty message. If the UE detects overlapping gaps, it shall process the gap from the pattern sequence having the lowest TGPSI.
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