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Reason for change:
(

The UE requirements for reception of RRC messages on non-dedicated logical control channels (such as CCCH, SHCCH and BCCH) mapped on FACH are not explicitely stated. 

For instance, whether the UE shall be capable of receiving RRC CONNECTION RELEASE on CCCH at any time in CELL_FACH state needs clarification.




Summary of change:
(

1. In clause 7, requirements on reception of logical channels are added for each state. For CELL_FACH, it is stated that the UE shall receive RRC messages on DCCH, CCCH, BCCH and SHCCH (TDD only). 
 

2. In the RRC connection release procedure, it is clarified that UTRAN should use DCCH to transmit the RRC CONNECTION RELEASE message when the UE is in CELL_FACH state, if the DCCH is available.


Isolated impact analysis:

Corrected functionality: RRC procedures (such as RRC connection release) that may use non-dedicated logical control channels (such as CCCH) in CELL_FACH state.

Corrections to a function where the specification was ambiguous or not sufficiently explicit. They would not affect implementations behaving like indicated in the CR, would affect implementations supporting the corrected functionality otherwise. 
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not approved:
Unclear UE behaviour and risk of interoperability problems.
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7.2.2.1
URA_PCH or CELL_PCH state

In the URA_PCH or CELL_PCH state the UE shall perform the following actions:

NOTE:
Neither DCCH nor DTCH are available in these states.
-
if the UE is "in service area":

-
maintain up-to-date system information as broadcast by the serving cell as specified in the sub-clause 8.1.1;

-
perform cell reselection process as specified in [4];

-
perform a periodic search for higher priority PLMNs as specified in [25];

-
monitor the paging occasions and PICH monitoring occasions determined according to subclause 8.6.3.1a and 8.6.3.2 and receive paging information on the PCH mapped on the S-CCPCH selected by the UE according to the procedure in subclause 8.5.19;

-
act on RRC messages received on PCCH and BCCH;

-
perform measurements process according to measurement control information as specified in subclause 8.4 and in subclause 14.4;

-
maintain up-to-date BMC data if it supports Cell Broadcast Service (CBS) as specified in [37];

-
run timer T305 for periodical URA update if the UE is in URA_PCH or for periodical cell update if the UE is in CELL_PCH;

-
if the UE is "out of service area":

-
perform cell reselection process as specified in [4];

-
run timer T316;

-
run timer T305

7.2.2.2
CELL_FACH state

In the CELL_FACH state the UE shall perform the following actions:

-
if the UE is "in service area":

NOTE:
DCCH and, if configured, DTCH are available in this state [Note to Hans: Paragraph type changed to “NO”]
-
maintain up-to-date system information as broadcast by the serving cell as specified in the sub-clause 8.1.1;

-
perform cell reselection process as specified in [4];

-
perform measurements process according to measurement control information as specified in subclause 8.4 and in subclause 14.4;

-
run timer T305 (periodical cell update);

-
listen to all FACH transport channels mapped on the S-CCPCH selected by the UE according to the procedure in subclause 8.5.19;

-
act on RRC messages received on BCCH, CCCH and DCCH;

-
act on RRC messages received on, if available, SHCCH (TDD only);
-
if the UE is "out of service area":

-
perform cell reselection process as specified in [4];

-
run timers T305 (periodical cell update), and T317 (cell update when re-entering "in service") or T307 (transition to Idle mode)

7.2.2.3
CELL_DCH state

In the CELL_DCH state the UE shall perform the following actions:

NOTE:
DCCH and, if configured, DTCH are available in this state [Note to Hans: Paragraph type changed to “NO”]
-
read system information broadcast on FACH as specified in subclause 8.1.1.3 (applicable only to UEs with certain capabilities and in FDD mode); [Note to Hans: Indentation changed to B1]
-
read the system information as specified in subclause 8.1.1 (for UEs in TDD mode); [Note to Hans: Indentation changed to B1]
-
perform measurements process according to measurement control information as specified in subclause 8.4 and in clause 14; [Note to Hans: Indentation changed to B1]
-
act on RRC messages received on DCCH;

-
act on RRC messages received on BCCH (applicable only to UEs with certain capabilities and in FDD mode);

-
act on RRC messages received on BCCH (TDD only) and, if available, SHCCH (TDD only);

8.1.4.2
Initiation

When the UE is in state CELL_DCH or CELL_FACH, the UTRAN may at anytime initiate an RRC connection release by transmitting an RRC CONNECTION RELEASE message using UM RLC.

When UTRAN transmits an RRC CONNECTION RELEASE message the downlink DCCH should be used, if available. If the downlink DCCH is not available in UTRAN and the UE is in CELL_FACH state, the downlink CCCH may be used.
UTRAN may transmit several RRC CONNECTION RELEASE messages to increase the probability of proper reception of the message by the UE. In such a case, the RRC SN for these repeated messages shall be the same. This shall also apply to the RRC CONNECTION RELEASE COMPLETE message. The number of repeated messages and the interval between the messages is a network option.

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 2

