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8.2
Radio Bearer control procedures

8.2.2.1
General

Reconfiguration procedures include the following procedures:

-
the radio bearer establishment procedure;

-
radio bearer reconfiguration procedure;

-
the radio bearer release procedure;

-
the transport channel reconfiguration procedure; and

-
the physical channel reconfiguration procedure.

The radio bearer establishment procedure is used to establish new radio bearer(s).

The radio bearer reconfiguration procedure is used to reconfigure parameters for a radio bearer.

The radio bearer release procedure is used to release radio bearer(s).

The transport channel reconfiguration procedure is used to reconfigure transport channel parameters.

The physical channel reconfiguration procedure is used to establish, reconfigure and release physical channels.

While performing any of the above procedures, these procedures may perform a hard handover - see subclause 8.3.5.

8.2.2.2
Initiation

To initiate any one of the reconfiguration procedures, UTRAN should:

-
configure new radio links in any new physical channel configuration;

-
start transmission and reception on the new radio links;

-
for a radio bearer establishment procedure:

-
transmit a RADIO BEARER SETUP message on the downlink DCCH using AM or UM RLC;

-
for a radio bearer reconfiguration procedure:

-
transmit a RADIO BEARER RECONFIGURATION message on the downlink DCCH using AM or UM RLC;

-
for a radio bearer release procedure:

-
transmit a RADIO BEARER RELEASE message on the downlink DCCH using AM or UM RLC;

-
for a transport channel reconfiguration procedure:

-
transmit a TRANSPORT CHANNEL RECONFIGURATION message on the downlink DCCH using AM or UM RLC;

-
for a physical channel reconfiguration procedure:

-
transmit a PHYSICAL CHANNEL RECONFIGURATION message on the downlink DCCH using AM or UM RLC;

-
if the reconfiguration procedure is simultaneous with SRNS relocation procedure:

-
include the IE “Downlink counter synchronization info”; and
-
if ciphering and/or integrity protection are activated:

-
include new ciphering and/or integrity protection configuration information to be used after reconfiguration;
-
use the downlink DCCH using AM RLC;

-
if transport channels are added, reconfigured or deleted in uplink and/or downlink:

-
set TFCS according to the new transport channel(s);
-
if transport channels are added or deleted in uplink and/or downlink, and RB Mapping Info applicable to the new configuration has not been previously provided to the UE, the UTRAN should:

-
send the RB Mapping Info for the new configuration.

In the Radio Bearer Reconfiguration procedure UTRAN may indicate that uplink transmission shall be stopped or continued on certain radio bearers. Uplink transmission on a signalling radio bearer used by the RRC signalling (signalling radio bearer RB1 or signalling radio bearer RB2) should not be stopped.

NOTE 1:

The RADIO BEARER RECONFIGURATION message always includes the IE "RB information to reconfigure", even if UTRAN does not require the reconfiguration of any RB. In these cases, UTRAN may include only the IE "RB identity" within the IE "RB information to reconfigure".

NOTE 2:

The RADIO BEARER RECONFIGURATION message always includes the IE "Downlink information per radio link list", even if UTRAN does not require the reconfiguration of any RL. In these cases, UTRAN may re-send the currently assigned values for the mandatory IEs included within the IE "Downlink information per radio link list ". Moreover, the RADIO BEARER RECONFIGURATION message always includes the IE "Primary CPICH Info" (FDD) or IE "Primary CCPCH Info" (TDD). This implies that in case UTRAN applies the RADIO BEARER RECONFIGURATION message to move the UE to CELL_FACH state, it has to indicate a cell. However, UTRAN may indicate any cell; the UE anyhow performs cell selection and notifies UTRAN if it selects another cell than indicated by UTRAN.

If the IE "Activation Time" is included, UTRAN should set it to a value taking the UE performance requirements into account.

UTRAN should take the UE capabilities into account when setting the new configuration.

If the message is used to initiate a transition from CELL_DCH to CELL_FACH state, the UTRAN may assign a common channel configuration of a given cell and C-RNTI to be used in that cell to the UE.

8.2.2.3
Reception of RADIO BEARER SETUP or RADIO BEARER RECONFIGURATION or RADIO BEARER RELEASE or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message by the UE

The UE shall be able to receive any of the following messages:

-
RADIO BEARER SETUP message; or

-
RADIO BEARER RECONFIGURATION message; or

-
RADIO BEARER RELEASE message; or

-
TRANSPORT CHANNEL RECONFIGURATION message; or

-
PHYSICAL CHANNEL RECONFIGURATION message

and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency.

If the UE receives:

-
a RADIO BEARER SETUP message; or

-
a RADIO BEARER RECONFIGURATION message; or

-
a RADIO BEARER RELEASE message; or

-
a TRANSPORT CHANNEL RECONFIGURATION message; or

-
a PHYSICAL CHANNEL RECONFIGURATION message

it shall:

-
set the variable ORDERED_RECONFIGURATION to TRUE;

-
perform the physical layer synchronisation procedure as specified in [29];

-
act upon all received information elements as specified in subclause 8.6, unless specified in the following and perform the actions below.

The UE may first release the physical channel configuration used at reception of the reconfiguration message. The UE shall then:

-
in FDD, if the IE "PDSCH code mapping" is included but the IE "PDSCH with SHO DCH Info" is not included and if the DCH has only one link in its active set:

-
act upon the IE "PDSCH code mapping" as specified in subclause 8.6 and:

-
infer that the PDSCH will be transmitted from the cell from which the downlink DPCH is transmitted;

-
enter a state according to subclause 8.6.3.3.

In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

-
handle the message as if IE "RB information to reconfigure" was absent.

NOTE:

The RADIO BEARER RECONFIGURATION message always includes the IE "RB information to reconfigure". UTRAN has to include it even if it does not require the reconfiguration of any RB.

If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

-
if the IE "UL DPCH Info" is absent, not change its current UL Physical channel configuration;

-
if the IE "DL DPCH Info for each RL" is absent, not change its current DL Physical channel configuration.

If after state transition the UE enters CELL_FACH state, the UE shall, after the state transition:

-
if the IE "Frequency info" is included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4] on that frequency;

-
if the IE "Frequency info" is not included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4];

-
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

-
when the cell update procedure completed successfully:

-
if the UE is in CELL_PCH or URA_PCH state:

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission";

-
proceed as below;

-
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in system information block type 1;

-
select PRACH according to subclause 8.5.17;

-
select Secondary CCPCH according to subclause 8.5.19;

-
use the transport format set given in system information;

-
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

-
ignore that IE and stop using DRX;

-
if the contents of the variable C_RNTI is empty:

-
perform a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

-
when the cell update procedure completed successfully:

-
if the UE is in CELL_PCH or URA_PCH state:

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission";

-
proceed as below;

The UE shall transmit a response message as specified in subclause 8.2.2.4, setting the information elements as specified below. The UE shall:

-
if the received reconfiguration message included the IE "Downlink counter synchronisation info":


-
re-establish RB2;
-
increment by one the downlink and uplink HFN values for RB2;
-
calculate the START value according to subclause 8.5.9;

-
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info";

-
if the received reconfiguration message did not include the IE "Downlink counter synchronisation info":

-
if the variable START_VALUE_TO_TRANSMIT is set:

-
include and set the IE "START" to the value of that variable;

-
if the variable START_VALUE_TO_TRANSMIT is not set and the IE "New U-RNTI" is included:

-
calculate the START value according to subclause 8.5.9;

-
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info";

-
if the received reconfiguration message contained the IE "Ciphering mode info":

-
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the received reconfiguration message contained the IE "Integrity protection mode info" with the IE "Integrity protection mode command" set to "Modify":

-
include and set the IE "Integrity protection activation info" to the value of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
if the received reconfiguration message did not contain the IE "Ciphering activation time for DPCH" in IE "Ciphering mode info":

-
if prior to this procedure there exist no transparent mode RLC radio bearers:

-
if, at the conclusion of this procedure, the UE will be in CELL_DCH state; and

-
if, at the conclusion of this procedure, at least one transparent mode RLC radio bearer exists:

-
include the IE "COUNT-C activation time" and specify a CFN value other than the default, "Now", for this IE;

-
if prior to this procedure there exists at least one transparent mode RLC radio bearer:

-
if, at the conclusion of this procedure, no transparent mode RLC radio bearers exist:

-
include the IE "COUNT-C activation time" in the response message and specify a CFN value other than the default, "Now", for this IE;
-
set the IE "RRC transaction identifier" to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
if the variable PDCP_SN_INFO is not empty:

-
include the IE "RB with PDCP information list" and set it to the value of the variable PDCP_SN_INFO;

-
in TDD, if the procedure is used to perform a handover to a cell where timing advance is enabled, and the UE can calculate the timing advance value in the new cell (i.e. in a synchronous TDD network):

-
set the IE "Uplink Timing Advance" to the calculated value;

-
if the IE "Integrity protection mode info" was present in the received reconfiguration message:

-
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted response message;

If after state transition the UE enters CELL_PCH or URA_PCH state, the UE shall, after the state transition and transmission of the response message:

-
if the IE "Frequency info" is included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4] on that frequency;

-
if the IE "Frequency info" is not included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4];

-
prohibit periodical status transmission in RLC;

-
remove any C-RNTI from MAC;

-
clear the variable C_RNTI;

-
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in system information block type 1;

-
select Secondary CCPCH according to subclause 8.5.19;

-
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

-
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2;

-
if the UE enters CELL_PCH state from CELL_DCH state, and the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "cell reselection";

-
when the cell update procedure completed successfully:

-
the procedure ends;

-
if the UE enters CELL_PCH state from CELL_FACH state, and the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE:
-
initiate a cell update procedure according to subclause 8.3.1 using the cause "cell reselection";
-
when the cell update procedure is successfully completed:
-
the procedure ends;
-
if the UE enters URA_PCH state, and after cell selection the criteria for URA update caused by "URA reselection" according to subclause 8.3.1 is fulfilled:

-
initiate a URA update procedure according to subclause 8.3.1 using the cause "URA reselection";

-
when the URA update procedure is successfully completed:

-
the procedure ends.

8.2.2.4
Transmission of a response message by the UE, normal case

In case the procedure was triggered by reception of a RADIO BEARER SETUP message, the UE shall:

-
transmit a RADIO BEARER SETUP COMPLETE as response message on the uplink DCCH using AM RLC;

In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

-
transmit a RADIO BEARER RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC;

In case the procedure was triggered by reception of a RADIO BEARER RELEASE message, the UE shall:

-
transmit a RADIO BEARER RELEASE COMPLETE as response message on the uplink DCCH using AM RLC;

In case the procedure was triggered by reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

-
transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC;

In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

-
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC;

If the new state is CELL_DCH or CELL_FACH, the response message shall be transmitted using the new configuration after the state transition, and the UE shall:

-
if the IE “Downlink counter synchronization info” was included in the reconfiguration message:

-
when RLC has confirmed the successful transmission of the response message:

-
re-establish all AM and UM RLC entities with RB identities larger than 3, and set the first 20 bits of all their HFN values to the START value included in the response message for the corresponding CN domain;
-
re-establish the RLC entities with RB identities 1 and 3, and set the first 20 bits of all their HFN values to the START value included in the response message for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN; 
-
set the remaining bits of the HFN values of all AM and UM RLC entities with RB identities different from 2 to zero;
-
if the variable PDCP_SN_INFO is empty:

-
if the received reconfiguration message contained the IE "Ciphering mode info":

-
when RLC has confirmed the successful transmission of the response message:

-
notify upper layers upon change of the security configuration;

-
perform the actions below;

-
if the received reconfiguration message did not contain the IE "Ciphering mode info":

-
when RLC has been requested to transmit the response message:

-
perform the actions below;

-
if the variable PDCP_SN_INFO is non-empty:

-
when RLC has confirmed the successful transmission of the response message:

-
for each radio bearer in the variable PDCP_SN_INFO:

-
if the IE "RB started" in the variable ESTABLISHED_RABS is set to "started":

-
configure the RLC entity for that radio bearer to "continue";

-
perform the actions below.

If the new state is CELL_PCH or URA_PCH, the response message shall be transmitted using the old configuration before the state transition, but the new C-RNTI shall be used if the IE "New C-RNTI" was included in the received reconfiguration message, and the UE shall:

-
when RLC has confirmed the successful transmission of the response message:

-
for each radio bearer in the variable PDCP_SN_INFO:

-
if the IE "RB started" in the variable ESTABLISHED_RABS is set to "started":

-
configure the RLC entity for that radio bearer to "continue";

-
enter the new state (CELL_PCH or URA_PCH, respectively);

-
perform the actions below.

The UE shall:

-
set the variable ORDERED_RECONFIGURATION to FALSE;

-
if the received reconfiguration message contained the IE "Ciphering mode info":

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the received reconfiguration message contained the IE "Integrity protection mode info":

-
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

-
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
clear the variable PDCP_SN_INFO;

-
clear the variable START_VALUE_TO_TRANSMIT.

8.2.2.5
Reception of a response message by the UTRAN, normal case

When UTRAN has received

-
the RADIO BEARER SETUP COMPLETE message; or

-
the RADIO BEARER RECONFIGURATION COMPLETE message; or

-
the RADIO BEARER RELEASE COMPLETE message; or

-
the TRANSPORT CHANNEL RECONFIGURATION COMPLETE message; or

-
the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message;

UTRAN may:

-
delete the old configuration.

If the procedure caused the UE to leave the CELL_FACH state, UTRAN may:

-
delete the C-RNTI of the UE.

If the IE "UL Timing Advance" is included, UTRAN shall:

-
evaluate the timing advance value that the UE has to use in the new cell after handover.

If the IE "START" or the IE "START list " is included, UTRAN should:

-
set the START value for each CN domain with the corresponding values as received in this response message;

-
consequently, then use the START values to initialise the hyper frame numbers, in the same way as specified for the UE in subclause 8.2.2.3, for any new radio bearers that are established.

For radio bearers using RLC-AM or RLC-UM, UTRAN should:

-
use the old ciphering configuration for received RLC PDUs with RLC sequence number less than the RLC sequence number indicated in the IE "Radio bearer uplink ciphering activation time info" sent by the UE;

-
use the new ciphering configuration for received RLC PDUs with RLC sequence number greater than or equal to the RLC sequence number indicated in the IE "Radio bearer uplink ciphering activation time info" sent by the UE;

-
if an RLC reset or re-establishment occurs after this response message has been received by UTRAN before the activation time for the new ciphering configuration has been reached:

-
ignore the activation time; and

-
apply the new ciphering configuration immediately after the RLC reset or RLC re-establishment.

For radio bearers using RLC-TM:

-
use the new ciphering configuration and only begin incrementing the COUNT-C at the CFN as indicated in:

-
the IE "Ciphering activation time for DPCH" in the IE "Ciphering mode info", if included in the message that triggered the radio bearer control procedure; or

-
the IE "COUNT-C activation time", if included in the response message for this procedure.

The procedure ends on the UTRAN side.

8.2.2.6
Unsupported configuration in the UE

If the UTRAN instructs the UE to use a configuration, which it does not support and/or if the received message causes the variable UNSUPPORTED_CONFIGURATION to be set to TRUE, the UE shall:

-
transmit a failure response as specified in subclause 8.2.2.9, setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "failure cause" to "configuration unsupported";

-
set the variable UNSUPPORTED_CONFIGURATION to FALSE;

-
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

The procedure ends.

8.2.2.7
Physical channel failure

A physical channel failure occurs in case the criteria defined in subclause 8.5.4 are not fulfilled.

If the received message caused the UE to be in CELL_DCH state and the UE failed to establish the dedicated physical channel(s) indicated in the received message the UE shall:

-
revert to the configuration prior to the reception of the message (old configuration);

-
if the old configuration includes dedicated physical channels (CELL_DCH state) and the UE is unable to revert to the old configuration:

-
select a suitable UTRA cell according to [4];

-
initiate a cell update procedure according to subclause 8.3.1, using the cause "radio link failure";

-
after the cell update procedure has completed successfully:

-
proceed as below;

-
if the old configuration does not include dedicated physical channels (CELL_FACH state):

-
select a suitable UTRA cell according to [4];

-
if the UE selects another cell than the cell the UE camped on upon reception of the reconfiguration message:

-
initiate a cell update procedure according to subclause 8.3.1, using the cause "Cell reselection";

-
after the cell update procedure has completed successfully:

-
proceed as below;

-
transmit a failure response message as specified in subclause 8.2.2.9, setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "failure cause" to "physical channel failure";

-
set the variable ORDERED_RECONFURATION to FALSE;

-
continue with any ongoing processes and procedures as if the reconfiguration message was not received;

The procedure ends.

8.2.2.8
Cell re-selection

If the UE performs cell re-selection during the reconfiguration procedure, the UE shall:

-
initiate a cell update procedure, as specified in subclause 8.3.1;

-
continue with the reconfiguration procedure.

8.2.2.9
Transmission of a response message by the UE, failure case

The UE shall:

-
in case of reception of a RADIO BEARER SETUP message:

-
if the radio bearer establishment procedure affects several radio bearers:

-
(may) include the identities of the radio bearers for which the procedure would have been successful into the RADIO BEARER SETUP FAILURE message;

-
transmit a RADIO BEARER SETUP FAILURE as response message on the DCCH using AM RLC;

-
in case of reception of a RADIO BEARER RECONFIGURATION message:

-
if the radio bearer reconfiguration procedure affects several radio bearers:

-
(may) include the identities of the radio bearers for which the procedure would have been successful into the RADIO BEARER RECONFIGURATION FAILURE message;

-
transmit a RADIO BEARER RECONFIGURATION FAILURE as response message on the DCCH using AM RLC;

-
in case of reception of a RADIO BEARER RELEASE message:

-
if the radio bearer release procedure affects several radio bearers:

-
(may) include the identities of the radio bearers for which the procedure would have been successful into the RADIO BEARER RELEASE FAILURE message;

-
transmit a RADIO BEARER RELEASE FAILURE as response message on the DCCH using AM RLC;


in case of reception of a TRANSPORT CHANNEL RECONFIGURATION message:

-
transmit a TRANSPORT CHANNEL RECONFIGURATION FAILURE as response message on the DCCH using AM RLC;


in case of reception of a PHYSICAL CHANNEL RECONFIGURATION message:

-
transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE as response message on the DCCH using AM RLC;

-
when the response message has been submitted to lower layers for transmission:

-
continue with any ongoing processes and procedures as if no reconfiguration attempt had occurred.

8.2.2.10
Reception of a response message by the UTRAN, failure case

When the UTRAN has received

-
the RADIO BEARER SETUP FAILURE message; or

-
the RADIO BEARER RECONFIGURATION FAILURE message; or

-
the RADIO BEARER RELEASE FAILURE message; or

-
the TRANSPORT CHANNEL RECONFIGURATION FAILURE message; or

-
the PHYSICAL CHANNEL RECONFIGURATION FAILURE message;

the UTRAN may restore the old and delete the new configuration. Upper layers should be notified of the failure.

The procedure ends on the UTRAN side.

8.2.2.11
Invalid configuration

If the variable INVALID_CONFIGURATION is set to TRUE the UE shall:

-
keep the configuration existing before the reception of the message;

-
transmit a failure response message as specified in subclause 8.2.2.9, setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "failure cause" to "invalid configuration";

-
set the variable INVALID_CONFIGURATION to FALSE;

-
continue with any ongoing processes and procedures as if the reconfiguration message was not received;

The procedure ends.

8.2.2.12
Incompatible simultaneous reconfiguration

If the table "Rejected transactions" in the variable TRANSACTIONS is set due to the received message and the variable PROTOCOL_ERROR_REJECT is set to FALSE, the UE shall:

-
not apply the configuration contained in the received reconfiguration message;

-
transmit a failure response message as specified in subclause 8.2.2.9, setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Rejected transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "failure cause" to "incompatible simultaneous reconfiguration";

-
continue with any ongoing processes and procedures as if the reconfiguration message was not received;

The procedure ends.

8.2.2.12a
Incompatible simultaneous security reconfiguration

If the variable INCOMPATIBLE_SECURITY_RECONFIGURATION is set to TRUE due to the received reconfiguration message, the UE shall:

-
transmit a failure response message as specified in subclause 8.2.2.9, setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "failure cause" to the cause value "incompatible simultaneous reconfiguration";

-
set the variable INCOMPATIBLE_SECURITY_RECONFIGURATION to FALSE;

-
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

The procedure ends.

8.2.2.12b
Cell update procedure during security reconfiguration

If:

-
a cell update procedure according to subclause 8.3.1 is initiated; and

-
the received reconfiguration message causes either,

-
the IE "Reconfiguration" in the variable CIPHERING_STATUS to be set to TRUE; and/or

-
the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to be set to TRUE;

the UE shall:

-
abort the ongoing integrity and/or ciphering reconfiguration;

-
resume data transmission on any suspended radio bearer and signalling radio bearer mapped on RLC-AM or RLC-UM;

-
transmit a failure response message as specified in subclause 8.2.2.9, setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "failure cause" to the cause value "cell update occurred";

-
if the received reconfiguration message contained the IE "Ciphering mode info":

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the received reconfiguration message contained the IE "Integrity protection mode info":

-
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

-
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

The procedure ends.

8.2.2.13
Invalid received message

If the received reconfiguration message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 9, the UE shall perform procedure specific error handling as follows. The UE shall:

-
transmit a failure response message as specified in subclause 8.2.2.9, setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Rejected transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "failure cause" to the cause value "protocol error";

-
include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION.

The procedure ends.

14.12.4.2
SRNS RELOCATION INFO
This RRC information container is sent between network nodes when preparing for an SRNS relocation.


Direction: source RAT(target RNC
	Information Element/Group Name
	Need
	Multi
	Type and reference
	Semantics description

	Non RRC IEs
	
	
	
	

	>State of RRC
	MP
	
	RRC state indicator, 10.3.3.10
	

	>State of RRC procedure
	MP
	
	Enumerated (await no RRC message, Complete, await RB Setup Complete, await RB Reconfiguration Complete, await RB Release Complete, await Transport CH Reconfiguration Complete, await Physical CH Reconfiguration Complete, await Active Set Update Complete, await Handover Complete, send Cell Update Confirm, send URA Update Confirm,

, others)
	

	Ciphering related information
	
	
	
	

	>Ciphering status
	MP
	
	Enumerated(Not started, Started)
	

	>Latest configured CN domain
	MP
	
	CN domain identity 10.3.1.1
	Value contained in the variable of the same name.

	>Calculation time for ciphering related information
	CV-Ciphering
	
	
	Time when the ciphering information of the message were calculated, relative to a cell of the target RNC

	>>Cell Identity
	MP
	
	Cell Identity 10.3.2.2
	Identity of one of the cells under the target RNC and included in the active set of the current call

	>>SFN
	MP
	
	Integer(0..4095)
	

	>COUNT-C list
	CV-Ciphering
	1 to <maxCNdomains>
	
	COUNT-C values for radio bearers using transparent mode RLC

	>>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	

	>>COUNT-C
	MP
	
	Bitstring(32)
	

	>Ciphering info per radio bearer
	OP
	1 to <maxRB>
	
	For signalling radio bearers this IE is mandatory.

	>>RB identity
	MP
	
	RB identity

10.3.4.16
	

	>>Downlink HFN 
	MP
	
	Bitstring(20..25)
	This IE is either RLC AM HFN (20 bits) or RLC UM HFN (25 bits)

	>>Uplink HFN 
	MP
	
	Bitstring(20..25)
	This IE is either RLC AM HFN (20 bits) or RLC UM HFN (25 bits)

	Integrity protection related information
	
	
	
	

	>Integrity protection status
	MP
	
	Enumerated(Not started, Started)
	

	>Signalling radio bearer specific integrity protection information
	CV-IP
	4 to <maxSRBsetup>
	
	

	>>Uplink RRC HFN
	MP
	
	Bitstring (28)
	

	>>Downlink RRC HFN
	MP
	
	Bitstring (28)
	

	>>Uplink RRC Message sequence number
	MP
	
	Integer (0..

15)
	

	>>Downlink RRC Message sequence number
	MP
	
	Integer (0..

15)
	

	>Implementation specific parameters
	OP
	
	Bitstring (1..512)
	

	RRC IEs
	
	
	
	

	UE Information elements
	
	
	
	

	>U-RNTI
	MP
	
	U-RNTI

10.3.3.47
	

	>C-RNTI
	OP
	
	C-RNTI

10.3.3.8
	

	>UE radio access Capability
	MP
	
	UE radio access capability

10.3.3.42
	

	>UE radio access capability extension
	OP
	
	UE radio access capability extension 10.3.3.42a
	

	>Last known UE position
	OP
	
	
	

	>>SFN
	MP
	
	Integer (0..4095)
	Time when position was estimated

	>>Cell ID
	MP
	
	Cell identity; 10.3.2.2
	Indicates the cell, the SFN is valid for.

	>>CHOICE Position estimate
	MP
	
	
	

	>>>Ellipsoid Point
	
	
	Ellipsoid Point; 10.3.8.4a
	

	>>>Ellipsoid point with uncertainty circle
	
	
	Ellipsoid point with uncertainty circle 10.3.8.4d
	

	>>>Ellipsoid point with uncertainty ellipse
	
	
	Ellipsoid point with uncertainty ellipse 10.3.8.4e
	

	>>>Ellipsoid point with altitude
	
	
	Ellipsoid point with altitude 10.3.8.4b
	

	>>>Ellipsoid point with altitude and uncertainty ellipsoid
	
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	

	Other Information elements
	
	
	
	

	>UE system specific capability
	OP
	1 to <maxSystemCapability>
	
	

	>>Inter-RAT UE radio access capability 
	MP
	
	Inter-RAT UE radio access capability 10.3.8.7
	

	UTRAN Mobility Information elements
	
	
	
	

	>URA Identifier
	OP
	
	URA identity

10.3.2.6
	

	CN Information Elements
	
	
	
	

	>CN common GSM-MAP NAS system information
	MP
	
	NAS system information (GSM-MAP)

10.3.1.9
	

	>CN domain related information
	OP
	1 to <MaxCNdomains>
	
	CN related information to be provided for each CN domain

	>>CN domain identity
	MP
	
	
	

	>>CN domain specific GSM-MAP NAS system info
	MP
	
	NAS system information (GSM-MAP)

10.3.1.9
	

	>>CN domain specific DRX cycle length coefficient
	MP
	
	CN domain specific DRX cycle length coefficient, 10.3.3.6
	

	Measurement Related Information elements
	
	
	
	

	>For each ongoing measurement reporting
	OP
	1 to <MaxNoOfMeas>
	
	

	>>Measurement Identity
	MP
	
	Measurement identity

10.3.7.48
	

	>>Measurement Command
	MP
	
	Measurement command

10.3.7.46
	

	>>Measurement Type
	CV-Setup
	
	Measurement type

10.3.7.50
	

	>>Measurement Reporting Mode
	OP
	
	Measurement reporting mode

10.3.7.49
	

	>>Additional Measurements list
	OP
	
	Additional measurements list

10.3.7.1
	

	>>CHOICE Measurement
	OP
	
	
	

	>>>Intra-frequency
	
	
	
	

	>>>>Intra-frequency cell info
	OP
	
	Intra-frequency cell info list

10.3.7.33
	

	>>>>Intra-frequency measurement
quantity 
	OP
	
	Intra-frequency measurement quantity

10.3.7.38
	

	>>>>Intra-frequency reporting quantity 
	OP
	
	Intra-frequency reporting quantity

10.3.7.41
	

	>>>>Reporting cell status
	OP
	
	Reporting cell status

10.3.7.61
	

	>>>>Measurement validity
	OP
	
	Measurement validity

10.3.7.51
	

	>>>>CHOICE report criteria
	OP
	
	
	

	>>>>>Intra-frequency
measurement 
reporting criteria 
	
	
	Intra-frequency measurement reporting criteria

10.3.7.39
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	

	>>>>>No reporting
	
	
	NULL
	

	>>>Inter-frequency
	
	
	
	

	>>>>Inter-frequency cell info
	OP
	
	Inter-frequency cell info list

10.3.7.13
	

	>>>>Inter-frequency measurement
quantity 
	OP
	
	Inter-frequency measurement quantity

10.3.7.18
	

	>>>>Inter-frequency reporting quantity 
	OP
	
	Inter-frequency reporting quantity

10.3.7.21
	

	>>>>Reporting cell status
	OP
	
	Reporting cell status

10.3.7.61
	

	>>>>Measurement validity
	OP
	
	Measurement validity

10.3.7.51
	

	>>>>CHOICE report criteria
	OP
	
	
	

	>>>>>Inter-frequency
measurement 
reporting criteria 
	
	
	Inter-frequency measurement reporting criteria

10.3.7.19
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	

	>>>>>No reporting
	
	
	NULL
	

	>>>Inter-RAT
	
	
	
	

	>>>>Inter-RAT cell info
	OP
	
	Inter-RAT cell info list

10.3.7.23
	

	>>>>Inter-RAT measurement
quantity 
	OP
	
	Inter-RAT measurement quantity

10.3.7.29
	

	>>>>Inter-RAT reporting quantity 
	OP
	
	Inter-RAT reporting quantity

10.3.7.32
	

	>>>>Reporting cell status
	OP
	
	Reporting cell status

10.3.7.61
	

	>>>>Measurement validity
	OP
	
	Measurement validity

10.3.7.51
	

	>>>>CHOICE report criteria
	OP
	
	
	

	>>>>>Inter-RAT measurement 
reporting criteria 
	
	
	Inter-RAT measurement reporting criteria

10.3.7.30
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	

	>>>>>No reporting
	
	
	NULL
	

	>>>Traffic Volume
	
	
	
	

	>>>>Traffic volume measurement
Object
	OP
	
	Traffic volume measurement object

10.3.7.70
	

	>>>>Traffic volume measurement
quantity 
	OP
	
	Traffic volume measurement quantity

10.3.7.71
	

	>>>>Traffic volume reporting quantity 
	OP
	
	Traffic volume reporting quantity

10.3.7.74
	

	>>>>CHOICE report criteria
	OP
	
	
	

	>>>>>Traffic volume measurement 
reporting criteria 
	
	
	Traffic volume measurement reporting criteria

10.3.7.72
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	

	>>>>>No reporting
	
	
	NULL
	

	>>>Quality
	
	
	
	

	>>>>Quality measurement
Object
	OP
	
	Quality measurement object
	

	>>>>CHOICE report criteria
	OP
	
	
	

	>>>>>Quality measurement 
reporting criteria 
	
	
	Quality measurement reporting criteria

10.3.7.58
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	

	>>>>>No reporting
	
	
	NULL
	

	>>>UE internal
	
	
	
	

	>>>>UE internal measurement
quantity 
	OP
	
	UE internal measurement quantity

10.3.7.79
	

	>>>>UE internal reporting quantity 
	OP
	
	UE internal reporting quantity

10.3.7.82
	

	>>>>CHOICE report criteria
	OP
	
	
	

	>>>>>UE internal measurement 
reporting criteria 
	
	
	UE internal measurement reporting criteria

10.3.7.80
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	

	>>>>>No reporting
	
	
	NULL
	

	>>>UE positioning
	
	
	
	

	>>>>LCS reporting quantity
	OP
	
	LCS reporting quantity 10.3.7.111
	

	>>>>CHOICE report criteria
	OP
	
	
	

	>>>>>LCS reporting criteria
	
	
	LCS reporting criteria 10.3.7.110
	

	>>>>>Periodical reporting 
	
	
	Periodical reporting criteria 10.3.7.53
	

	>>>>>No reporting
	
	
	
	

	Radio Bearer Information Elements
	
	
	
	

	>Pre-defined configuration status information
	OP
	
	Pre-defined configuration status information 14.13.2.3
	

	>Signalling RB information list
	MP
	1 to <maxSRBsetup>
	
	For each signalling radio bearer

	>>Signalling RB information
	MP
	
	Signalling RB information to setup 10.3.4.24
	

	>RAB information list
	OP
	1 to <maxRABsetup>
	
	Information for each RAB

	>>RAB information
	MP
	
	RAB information to setup

10.3.4.10
	

	Transport Channel Information Elements
	
	
	
	

	Uplink transport channels
	
	
	
	

	>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels

10.3.5.24
	

	>UL transport channel information list
	OP
	1 to <MaxTrCH>
	
	

	>>UL transport channel information
	MP
	
	Added or reconfigured UL TrCH information

10.3.5.2
	

	>CHOICE mode
	OP
	
	
	

	>>FDD
	
	
	
	

	>>>CPCH set ID
	OP
	
	CPCH set ID

10.3.5.5
	

	>>>Transport channel information for DRAC list
	OP
	1 to <MaxTrCH>
	
	

	>>>>DRAC static information
	MP
	
	DRAC static information

10.3.5.7
	

	>>TDD
	
	
	
	(no data)

	Downlink transport channels
	
	
	
	

	>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels

10.3.5.6
	

	>DL transport channel information list
	OP
	1 to <MaxTrCH>
	
	

	>>DL transport channel information
	MP
	
	Added or reconfigured DL TrCH information

10.3.5.1
	

	>Measurement report
	OP
	
	MEASUREMENT REPORT

10.2.17
	


	Multi Bound
	Explanation

	MaxNoOfMeas
	Maximum number of active measurements, upper limit 16


	Condition
	Explanation

	Setup
	The IE is mandatory when the IE Measurement command has the value "Setup", otherwise the IE is not needed.

	Ciphering
	The IE is mandatory when the IE Ciphering Status has the value "started" and the ciphering counters need not be reinitialised, otherwise the IE is not needed.

	IP
	The IE is mandatory when the IE Integrity protection status has the value "started" and the integrity protection counters need not be reinitialised, otherwise the IE is not needed.

	PDCP
	The IE is mandatory when the PDCP Info IE is present, otherwise the IE is not needed.


11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=
-- ***************************************************

--

--     CORE NETWORK INFORMATION ELEMENTS (10.3.1)

--

-- ***************************************************

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,


maxCNdomains,


maxCPCHsets,


maxDPCH-DLchan,


maxDPCHcodesPerTS,


maxDPDCH-UL,


maxDRACclasses,


maxFACHPCH,


maxFreq,


maxFreqBandsFDD,


maxFreqBandsTDD,


maxFreqBandsGSM,


maxInterSysMessages,


maxLoCHperRLC,


maxMeasEvent,


maxMeasIntervals,


maxMeasParEvent,


maxNumCDMA2000Freqs,

maxNumFDDFreqs,

maxNumGSMFreqRanges,

maxNumTDDFreqs,


maxOtherRAT,


maxPage1,


maxPCPCH-APsig,


maxPCPCH-APsubCh,


maxPCPCH-CDsig,


maxPCPCH-CDsubCh,


maxPCPCH-SF,


maxPCPCHs,


maxPDCPAlgoType,


maxPDSCH,


maxPDSCH-TFCIgroups,


maxPRACH,


maxPUSCH,


maxRABsetup,


maxRAT,


maxRB,


maxRBallRABs,


maxRBMuxOptions,


maxRBperRAB,


maxReportedGSMCells,


maxSRBsetup,


maxRL,


maxRL-1,


maxSCCPCH,


maxSat,


maxSIB,


maxSIB-FACH,


maxSig,


maxSubCh,


maxSystemCapability,


maxTF,


maxTF-CPCH,


maxTFC,


maxTFCI-2-Combs,


maxTGPS,


maxTrCH,


maxTS,


maxTS-1,


maxURA

FROM Constant-definitions;

Ansi-41-IDNNS ::=






BIT STRING (SIZE (14))

CN-DomainIdentity ::=



ENUMERATED {











cs-domain,











ps-domain }

11.5
RRC information between network nodes

[…]

-- ***************************************************

--

-- SRNC Relocation information

--

-- ***************************************************
SRNC-RelocationInfo ::= CHOICE {


r3







SEQUENCE {



sRNC-RelocationInfo-r3


SRNC-RelocationInfo-r3-IEs,




v380NonCriticalExtensions


SEQUENCE {





sRNC-RelocationInfo-v380ext
SRNC-RelocationInfo-v380ext-IEs,





-- Reserved for future non critical extension





nonCriticalExtensions


SEQUENCE {}
OPTIONAL




}

OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

SRNC-RelocationInfo-r3-IEs ::=



SEQUENCE {


-- Non-RRC IEs



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatus




CipheringStatus,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List



OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationList


OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList




OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList,



rab-InformationList



RAB-InformationSetupList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





transChDRAC-Info



DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList


OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL

}

SRNC-RelocationInfo-v380ext-IEs ::= SEQUENCE {


-- Ciphering related information IEs



cn-DomainIdentity




CN-DomainIdentity

}

-- IE definitions

CalculationTimeForCiphering ::=

SEQUENCE {


cell-Id







CellIdentity,


sfn








INTEGER (0..4095)

}

CipheringInfoPerRB ::=



SEQUENCE {


dl-HFN







BIT STRING (SIZE (20..25)),


ul-HFN







BIT STRING (SIZE (20..25))

}

-- TABULAR: Multiplicity value numberOfRadioBearers has been replaced

-- with maxRB.

CipheringInfoPerRB-List ::=


SEQUENCE (SIZE (1..maxRB)) OF











CipheringInfoPerRB

CipheringStatus ::=




ENUMERATED {











started, notStarted }

COUNT-C-List ::=





SEQUENCE (SIZE (1..maxCNdomains)) OF











COUNT-CSingle

COUNT-CSingle ::=





SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


count-C







BIT STRING (SIZE (32))




}

ImplementationSpecificParams ::=
BIT STRING (SIZE (1..512))

IntegrityProtectionStatus ::=

ENUMERATED {











started, notStarted }

MeasurementCommandWithType ::=

CHOICE {


setup







MeasurementType,


modify







NULL,


release







NULL

}

OngoingMeasRep ::=




SEQUENCE {


measurementIdentity


MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in the IE above.


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRepList ::=



SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep

PredefinedConfigStatusList ::=



SEQUENCE (SIZE (16)) OF












PredefinedConfigStatusInfo

PredefinedConfigStatusInfo::=

SEQUENCE {


predefinedConfigValueTag



PredefinedConfigValueTag
OPTIONAL


-- Absence of the IE indicates that the UE has not stored the corresponding preconfiguration

}

SRB-SpecificIntegrityProtInfo ::=
SEQUENCE {


ul-RRC-HFN






BIT STRING (SIZE (28)),


dl-RRC-HFN






BIT STRING (SIZE (28)),


ul-RRC-SequenceNumber



RRC-MessageSequenceNumber,


dl-RRC-SequenceNumber



RRC-MessageSequenceNumber

}

SRB-SpecificIntegrityProtInfoList ::= SEQUENCE (SIZE (4..maxSRBsetup)) OF











SRB-SpecificIntegrityProtInfo

StateOfRRC ::=





ENUMERATED {











cell-DCH, cell-FACH,











cell-PCH, ura-PCH }

StateOfRRC-Procedure ::=


ENUMERATED {











awaitNoRRC-Message,











awaitRRC-ConnectionRe-establishmentComplete,











awaitRB-SetupComplete,











awaitRB-ReconfigurationComplete,











awaitTransportCH-ReconfigurationComplete,











awaitPhysicalCH-ReconfigurationComplete,











awaitActiveSetUpdateComplete,











awaitHandoverComplete,











sendCellUpdateConfirm,











sendUraUpdateConfirm,











sendRrcConnectionReestablishment,











otherStates 

}

UE-Positioning-LastKnownPos ::=

SEQUENCE { 



sfn







INTEGER (0..4095),



cell-id






CellIdentity,



positionEstimate



PositionEstimate
}

 […]
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