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10.3.3.45
UE positioning capability

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Standalone location method(s) supported
	MP
	
	Boolean
	Defines if a UE can measure its location by some means unrelated to UTRAN

TRUE means supported

	UE based OTDOA supported
	MP
	
	Boolean
	TRUE means supported

	Network Assisted GPS support
	MP
	
	Enumerated ('Network based', 'UE based', 'Both', 'None')
	Defines if the UE supports network based or UE based GPS methods.

	GPS reference time capable
	MP
	
	Boolean
	Defines if a UE has the capability to measure GPS reference time as defined in [7].

TRUE means capable

	Support for IPDL
	MP
	
	Boolean
	Defines if a UE has the capability to use IPDL to enhance its 'SFN-SFN observed time difference –type 2' measurement.

TRUE means supported

	Support for Rx-Tx time difference type2 measurement
	MP
	
	Boolean
	TRUE means supported


11.2
PDU definitions
-- ***************************************************

--

-- RRC CONNECTION SETUP COMPLETE

--

-- ***************************************************

RRCConnectionSetupComplete ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



startList





STARTList,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


--
Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- Non critical extensions



v370NonCriticalExtensions


SEQUENCE {




rrcConnectionSetupComplete-v370ext
RRCConnectionSetupComplete-v370ext,




-- Reserved for future non critical extension




nonCriticalExtensions


SEQUENCE {




rrcConnectionSetupComplete-v380ext
RRCConnectionSetupComplete-v380ext,





-- Reserved for future non critical extension





nonCriticalExtensions


SEQUENCE {}

OPTIONAL



}

OPTIONAL



}

OPTIONAL

}

RRCConnectionSetupComplete-v370ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext
OPTIONAL

}
RRCConnectionSetupComplete-v380ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext
OPTIONAL

}
-- ***************************************************

--

-- UE CAPABILITY INFORMATION

--

-- ***************************************************

UECapabilityInformation ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier


OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList



OPTIONAL,


-- Non critical extensions



v370NonCriticalExtensions


SEQUENCE {




ueCapabilityInformation-v370ext
UECapabilityInformation-v370ext,




-- Reserved for future non critical extension




nonCriticalExtensions


SEQUENCE {




ueCapabilityInformation-v380ext
UECapabilityInformation-v380ext,





-- Reserved for future non critical extension





nonCriticalExtensions


SEQUENCE {}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

UECapabilityInformation-v370ext::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v370ext

UE-RadioAccessCapability-v370ext

OPTIONAL

}
UECapabilityInformation-v380ext::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext

UE-RadioAccessCapability-v380ext

OPTIONAL

}
11.3
Information element definitions

UE-Positioning-Capability ::=




SEQUENCE {


standaloneLocMethodsSupported

BOOLEAN,


ue-BasedOTDOA-Supported



BOOLEAN,


networkAssistedGPS-Supported

NetworkAssistedGPS-Supported,


gps-ReferenceTimeCapable


BOOLEAN,


supportForIPDL





BOOLEAN

}

UE-RadioAccessCapability ::=

SEQUENCE {


ics-Version






ICS-Version,


pdcp-Capability





PDCP-Capability,


rlc-Capability





RLC-Capability,


transportChannelCapability


TransportChannelCapability,


rf-Capability





RF-Capability,


physicalChannelCapability


PhysicalChannelCapability,


ue-MultiModeRAT-Capability


UE-MultiModeRAT-Capability,


securityCapability




SecurityCapability,


ue-positioning-Capability


UE-Positioning-Capability,


measurementCapability



MeasurementCapability

OPTIONAL

}

UE-RadioAccessCapability-v370ext::=

SEQUENCE {


ue-RadioAccessCapabBandFDDList

UE-RadioAccessCapabBandFDDList
}

UE-RadioAccessCapability-v380ext::=

SEQUENCE {


ue-PositioningCapabilityExt


UE-PositioningCapabilityExt
}

UE-PositioningCapabilityExt::=


SEQUENCE {


rx-tx-TimeDifferenceType2Capable
BOOLEAN
}
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