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10.3.7.3
Cell measured results

Includes non-frequency related measured results for a cell.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Cell Identity
	OP
	
	Cell Identity 10.3.2.2
	

	SFN-SFN observed time difference
	OP
	
	SFN-SFN observed time difference 10.3.7.63
	

	Cell synchronisation information
	OP
	
	Cell synchronisation information 10.3.7.6
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	

	>>CPICH Ec/N0
	OP
	
	Integer(0..49)
	According to CPICH_Ec/No in [19] and [20]

	>>CPICH RSCP
	OP
	
	Integer(0..91)
	According to CPICH_RSCP in [19] and [20]

	>>Pathloss
	OP
	
	Integer(46..158)
	In dB

	>TDD
	
	
	
	

	>>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	

	>>Proposed TGSN
	OP
	
	Integer (0..14)
	Proposal for the next TGSN

	>>Primary CCPCH RSCP
	OP
	
	Primary CCPCH RSCP info 10.3.7.54
	

	>>Pathloss
	OP
	
	Integer(46..158)
	In dB

	>>Timeslot list
	OP
	1 to < maxTS>
	
	

	>>>Timeslot ISCP
	MP
	
	Timeslot ISCP Info 10.3.7.65
	The UE shall report the Timeslot ISCP in the same order as indicated in the cell info 


10.3.7.45
Measured results on RACH

Contains the measured results on RACH of the quantity indicated optionally by Reporting Quantity in the system information broadcast on BCH. The list should be in the order of the value of the measurement quality (the first cell should be the best cell). The "best" FDD cell has the largest value when the measurement quantity is "Ec/No" or "RSCP". On the other hand, the "best" cell has the smallest value when the measurement quantity is "Pathloss". The "best" TDD cell has the largest value when measurement quantity is "Primary CCPCH RSCP".
	Information Element/group name
	Need
	Multi
	Type and reference
	Semantics description

	Measurement result for current cell
	
	
	
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>CHOICE measurement quantity
	MP
	
	
	

	>>>CPICH Ec/N0
	
	
	Integer(0..49)
	In dB. According to CPICH_Ec/No in [19]

	>>>CPICH RSCP
	
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19]

	>>>Pathloss
	
	
	Integer(46..158)
	In dB

	>TDD
	
	
	
	

	>>Timeslot List
	OP
	1 to 14
	
	

	>>>Timeslot ISCP
	MP
	
	Timeslot ISCP info 10.3.7.65
	The UE shall report the Timeslot ISCP in the same order as indicated in the cell info

	>>Primary CCPCH RSCP
	OP
	
	Primary CCPCH RSCP info 10.3.7.54
	

	Measurement results for monitored cells
	OP
	1 to 7
	
	

	>SFN-SFN observed time difference
	OP
	
	SFN-SFN observed time difference 10.3.7.63
	It is absent for current cell

	>CHOICE mode
	MP
	
	
	

	>>FDD
	
	
	
	

	>>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	

	>>>CHOICE measurement quantity
	OP
	
	
	It is absent for current cell

	>>>>CPICH Ec/N0
	
	
	Integer(0..49)
	In dB. According to CPICH_Ec/No in [19].

	>>>>CPICH RSCP
	
	
	Integer(-115..-40)
	In dBm. According to CPICH_RSCP_LEV in [19].

	>>>>Pathloss
	
	
	Integer(46..158)
	In dB

	>>TDD
	
	
	
	

	>>>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	

	>>>Primary CCPCH RSCP
	MP
	
	Primary CCPCH RSCP info 10.3.7.54
	


NOTE 1:
Monitored cells consist of current cell and neighbouring cells.

11.3
Information element definitions

-- ***************************************************

--

--     MEASUREMENT INFORMATION ELEMENTS (10.3.7)

--

-- ***************************************************

CellMeasuredResults ::=



SEQUENCE {


cellIdentity





CellIdentity





OPTIONAL,


sfn-SFN-ObsTimeDifference


SFN-SFN-ObsTimeDifference


OPTIONAL,


cellSynchronisationInfo


CellSynchronisationInfo


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




cpich-Ec-N0






CPICH-Ec-N0




OPTIONAL,




cpich-RSCP






CPICH-RSCP




OPTIONAL,




pathloss






Pathloss




OPTIONAL



},



tdd








SEQUENCE {




cellParametersID




CellParametersID,




proposedTGSN





TGSN





OPTIONAL,




primaryCCPCH-RSCP




PrimaryCCPCH-RSCP


OPTIONAL,




pathloss






Pathloss




OPTIONAL,




timeslotISCP-List




TimeslotISCP-List


OPTIONAL



}


}

}

-- It is not allowed to send value 50 in this version of the specification

CPICH-Ec-N0 ::=





INTEGER (0..50)

MeasuredResultsOnRACH ::=


SEQUENCE {


currentCell 





SEQUENCE {



modeSpecificInfo




CHOICE {




fdd








SEQUENCE {





measurementQuantity




CHOICE {






cpich-Ec-N0






CPICH-Ec-N0,






cpich-RSCP






CPICH-RSCP,






pathloss






Pathloss 





}




},




tdd








SEQUENCE {





timeslotISCP





TimeslotISCP-List

OPTIONAL,





primaryCCPCH-RSCP




PrimaryCCPCH-RSCP

OPTIONAL




}



}


},


monitoredCells





MonitoredCellRACH-List



OPTIONAL

}

MonitoredCellRACH-List ::=


SEQUENCE (SIZE (1..7)) OF











MonitoredCellRACH-Result

MonitoredCellRACH-Result ::=

SEQUENCE {


sfn-SFN-ObsTimeDifference


SFN-SFN-ObsTimeDifference


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




measurementQuantity




CHOICE {





cpich-Ec-N0






CPICH-Ec-N0,





cpich-RSCP






CPICH-RSCP,





pathloss






Pathloss




}















OPTIONAL



},



tdd








SEQUENCE {




cellParametersID




CellParametersID,




primaryCCPCH-RSCP




PrimaryCCPCH-RSCP



}


}

}
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