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Reason for change:
(

23.060 provides no definition and only inconsistent handling for “loss-less relocation”. Originally it was intended to use the same mechanism like in GSM-GPRS to avoid packet loss or duplication when the radio link is changed. For this purpose the next expected PDCP sequence numbers from the old radio link have to be exchanged on the new radio link to identify and discard packets which were completely transferred over the old link and which are not yet confirmed. And, it was intended to have a clear Gb and Iu mode interworking by mapping between SNDCP and PDCP sequence numbers.

23.060 currently states PDCP number are only used if RLC is acknowledged which lets us thinking this is “loss-less relocation”. In another place some text “if PDCP does not support loss-less ...” makes implicitly this “loss-less relocation” optional. Finally, in the text about the restart of the RLC there is a hint, that “loss-less relocation” may be requested for a radio bearer. There is no indication how this is performed or decided.

This CR removes this ambiguities by allocating all decisions about lossless solely in the UTRAN. Only the UTRAN and the UE know the capabilities for lossless. The CN functionality reduces to the interworking between lossless and acknowledged SNDCP for intersystem changes. This removes the problem of RAN3: how to interact with the CN if the CN requested lossless and the RAN does not support it.

Additional clarifications are provided for the handling of PDCP as well as SNDCP sequence numbers in the relocation and in the intersystem change procedures as the specification provides no complete description of the mechanisms using these sequence numbers.

Furthermore, a correction of a wrongly implemented CR (double occurrence of a paragraph in step 7) of the SRNS Relocation Procedure deleted). Additionally, some remaining occurrences of the term "relocation preparation procedure" are deleted as this term was removed by a CR from the last revision of 23.060.

NOTE: the RABs are only suspended if "delivery order required"; this may result in packet duplication if lossless is used without "delivery order required". This should not harm as packet duplication is only not allowed for "delivery order required". "delivery order" and lossless are independent of each other.

The conversion between PDCP and SNDCP numbers for the SGSN PDP context is moved from service request procedure part of intersystem change to earlier steps to maintain, that the service request procedure sends always only PDCP numbers to the RAN.

For all relocation procedures the packet transfer is ongoing after the start of SRNC relocation procedure. Clarification, that PDCP numbers confirm packets transferred before the SRNS relocation and not before start of the whole procedure.

Combined hard handover describes in step 8) two means to transfer PDCP-SNU from source to target RNC. The PDCP-SNU indication "in the RRC message which is indicated in the Target RNC to Source RNC transparent container" is obviously wrong as the source RNC does not know PDCP-SNU. This part should be deleted.

The RNC procedure for packet forwarding to the SGSN in case of Iu to Gb mode change needs alignment (one requires duplication in RNC the other not). Corrected to: duplication always by the RNC which is also done at a change between RNCs.

In step 4) of the GSM to UMTS inter SGSN change the requirement for in-sequence delivery over Iu is deleted as this is optional for the SGSN and not mandatory.




Summary of change:
(

All passages about “loss-less relocation” and PDCP numbers are changed to UTRAN only decision and functionality. The interworking in case of a change between Iu and Gb mode with the related lossless modes is adapted accordingly. And various others.




Consequences if 
(

not approved:
If the CR is not approved, it is highly probable that the SRNS Relocation or the hard handover procedures as well as intersystem changes cause duplicated packets when not allowed or not yet transferred packets are discarded in network configurations which use UE, RNC and SGSN from different vendors. Negative impact for services requiring "delivery order". Higher implementation/test effort because of inconsistencies between similar procedures or because of wrong requirements.
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(

6.9.2.2, 6.13
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 Other core specifications
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 Test specifications




 O&M Specifications





Other comments:
(



How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
6.9.2.2
Serving RNS Relocation Procedures

6.9.2.2.1
Serving SRNS Relocation Procedure

This procedure is only performed for an MS in PMM‑CONNECTED state where the Iur interface carries both the control signalling and the user data.

The Serving SRNS Relocation procedure is used to move the UTRAN to CN connection point at the UTRAN side from the source SRNC to the target RNC, from a "standing still position". In the procedure, the Iu links are relocated. If the target RNC is connected to the same SGSN as the source SRNC, an Intra-SGSN SRNS Relocation procedure is performed. If the routeing area is changed, this procedure is followed by an Intra-SGSN Routeing Area Update procedure. The SGSN detects that it is an Intra-SGSN routeing area update by noticing that it also handles the old RA. In this case, the SGSN has the necessary information about the MS and there is no need to inform the HLR about the new MS location.

Fehler! Verweisquelle konnte nicht gefunden werden. shows SRNS relocation when source SRNC and target RNC are connected to different SGSNs. Fehler! Verweisquelle konnte nicht gefunden werden. shows the situation after SRNS Relocation procedure and Routeing Area Update procedure have been completed. In the case described in Fehler! Verweisquelle konnte nicht gefunden werden. and Fehler! Verweisquelle konnte nicht gefunden werden., the MS is in state PMM-CONNECTED.
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Figure 1: Before SRNS Relocation and Routeing Area Update

Before the Serving SRNS Relocation procedure and RA update, the MS is registered in the old SGSN. The source RNC is acting as a serving RNC (SRNC).
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Figure 2: After SRNS Relocation and Routeing Area Update

After the Serving SRNS Relocation procedure and RA update, the MS is registered in the new SGSN The MS is in the state PMM‑CONNECTED towards the new SGSN, and the target RNC is acting as the serving RNC.

The Serving SRNS Relocation procedure is illustrated in Fehler! Verweisquelle konnte nicht gefunden werden.. The sequence is valid for both intra-SGSN SRNS relocation and inter-SGSN SRNS relocation.
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Figure 3: Serving SRNS Relocation Procedure

1)
The source SRNC decides to perform/initiate an SRNS relocation. At this point both uplink and downlink user data flows via the following tunnel(s): Radio Bearer between MS and source SRNC (data flows via the target RNC, which acts as a drift RNC); GTP-U tunnel(s) between source SRNC and old-SGSN; GTP-U tunnel(s) between old-SGSN and GGSN.

2)
The source SRNC sends a Relocation Required message (Relocation Type, Cause, Source ID, Target ID, Source RNC to target RNC transparent container) to the old SGSN. The source SRNC shall set the Relocation Type to "UE not involved". The Source SRNC to Target RNC Transparent Container includes the necessary information for Relocation co-ordination, security functionality and RRC protocol context information (including MS Capabilities).

3)
The old SGSN determines from the Target ID if the SRNS Relocation is intra-SGSN SRNS relocation or inter-SGSN SRNS relocation. In case of inter-SGSN SRNS relocation, the old SGSN initiates the relocation resource allocation procedure by sending a Forward Relocation Request message (IMSI, Tunnel Endpoint Identifier Signalling, MM Context, PDP Context, Target Identification, UTRAN transparent container, RANAP Cause) to the new SGSN. PDP context contains GGSN Address for User Plane and Uplink TEID for Data (to this GGSN Address and Uplink TEID for Data, the old SGSN and the new SGSN send uplink packets).  At the same time a timer is started on the MM and PDP contexts in the old SGSN (see the Routeing Area Update procedure in subclause "Location Management Procedures (UMTS only)"). The Forward Relocation Request message is applicable only in the case of inter-SGSN SRNS relocation.

4)
The new SGSN sends a Relocation Request message (Permanent NAS UE Identity, Cause, CN Domain Indicator, Source RNC to target RNC transparent container, RABs to be setup) to the target RNC.  Only the Iu Bearers of the RABs are setup between the target RNC and the new-SGSN as the existing Radio Bearers will be reallocated between the MS and the target RNC when the target RNC takes the role of the serving RNC. For each RAB requested to be established, the RABs to be setup information elements shall contain information such as RAB ID, RAB parameters, Transport Layer Address, and Iu Transport Association. The RAB ID information element contains the NSAPI value, and the RAB parameters information element gives the QoS profile. The Transport Layer Address is the SGSN Address for user data, and the Iu Transport Association corresponds to the uplink Tunnel Endpoint Identifier Data. After all necessary resources for accepted RABs including the Iu user plane are successfully allocated; the target RNC shall send the Relocation Request Acknowledge message (RABs setup, RABs failed to setup) to the new SGSN. Each RAB to be setup is defined by a Transport Layer Address which is the target RNC Address for user data, and an Iu Transport Association which corresponds to the downlink Tunnel Endpoint Identifier for user data. The target RNC may for each RAB to be set up receive simultaneously downlink user packets both from the source SRNC and from the new SGSN.

After the new SGSN receives the Relocation Request Acknowledge message, the GTP-U tunnels are established between the target RNC and the new-SGSN.

5)
When resources for the transmission of user data between the target RNC and the new SGSN have been allocated and the new SGSN is ready for relocation of SRNS, the Forward Relocation Response message (Cause, RANAP Cause, and RAB Setup Information) is sent from the new SGSN to old SGSN. This message indicates that the target RNC is ready to receive from source SRNC the forwarded downlink PDUs, i.e. the relocation resource allocation procedure is terminated successfully. RANAP Cause is information from the target RNC to be forwarded to the source SRNC. The RAB Setup Information, one information element for each RAB, contains the RNC Tunnel Endpoint Identifier and the RNC IP address for data forwarding from the source SRNC to the target RNC. If the target RNC or the new SGSN failed to allocate resources, the RAB Setup Information element contains only NSAPI indicating that the source SRNC shall release the resources associated with the NSAPI. The Forward Relocation Response message is applicable only in case of inter-SGSN SRNS relocation.
6)
The old SGSN continues the relocation of SRNS by sending a Relocation Command message (RABs to be released, and RABs subject to data forwarding) to the source SRNC. The old SGSN decides the RABs to be subject for data forwarding based on QoS, and those RABs shall be contained in RABs subject to data forwarding. For each RAB subject to data forwarding, the information element shall contain RAB ID, Transport Layer Address, and Iu Transport Association. These are the same Transport Layer Address and Iu Transport Association that the target RNC had sent to new SGSN in Relocation Request Acknowledge message, and these are used for forwarding of downlink N-PDU from source SRNC to target RNC. The source SRNC is now ready to forward downlink user data directly to the target RNC over the Iu interface. This forwarding is performed for downlink user data only.

7)
The source SRNC may, according to the QoS profile, begin the forwarding of data for the RABs to be subject for data forwarding

Note: 
The order of steps, starting from step 7 onwards, does not necessarily reflect the order of events. For instance, source RNC may starts data forwarding (step 7) and send Relocation Commit message (step 8) almost simultaneously except in the delivery order required case where step 7 triggers step 8. Target RNC may send Relocation Detect message (step 9) and UTRAN Mobility Information message (step 10) at the same time. Hence, target RNC may receive UTRAN Mobility Information Confirm message (step 10) while data forwarding (step 7) is still underway, and before the new SGSN receives Update PDP Context Response message (step 11).

The data forwarding at SRNS relocation shall be carried out through the Iu interface, meaning that the GTP-PDUs exchanged between the source SRNC and the target RNC are duplicated in the source SRNC and routed at IP layer towards the target RNC. For each radio bearer which uses lossless PDCP the GTP-PDUs related to transmitted but not yet acknowledged PDCP-PDUs are duplicated and routed at IP layer towards the target RNC together with their related downlink PDCP sequence numbers. The source RNC continues transmitting duplicates of downlink data and receiving uplink data. 
Before the serving RNC role is not yet taken over by target RNC and when downlink user plane data starts to arrive to target RNC, the target RNC may buffer or discard arriving downlink GTP-PDUs according to the related QoS profile.

8)
Before sending the Relocation Commit the uplink and downlink data transfer in the source, SRNC shall be suspended for RABs which require delivery order. The source RNC shall start the data-forwarding timer. When the source SRNC is ready, the source SRNC shall trigger the execution of relocation of SRNS by sending a Relocation Commit message (SRNS Contexts) to the target RNC over the Iur interface. The purpose of this procedure is to transfer SRNS contexts from the source RNC to the target RNC, and to move the SRNS role from the source RNC to the target RNC. SRNS contexts are sent for each concerned RAB and contain the sequence numbers of the GTP﷓PDUs next to be transmitted in the uplink and downlink directions and the next PDCP sequence numbers that would have been used to send and receive data from the MS. For PDP context(s) using delivery order not required (QoS profile), the sequence numbers of the GTP-PDUs next to be transmitted are not used by the target RNC. PDCP sequence numbers are only sent by the source RNC for radio bearers which used lossless PDCP [57]. The use of lossless PDCP is selected by the RNC when the radio bearer is set up or reconfigured.
If delivery order is required (QoS profile), consecutive GTP-PDU sequence numbering shall be maintained throughout the lifetime of the PDP context(s). Therefore, during the entire SRNS relocation procedure for the PDP context(s) using delivery order required (QoS profile), the responsible GTP-U entities (RNCs and GGSN) shall assign consecutive GTP-PDU sequence numbers to user packets belonging to the same PDP context for uplink and downlink respectively.


9)
The target RNC shall send a Relocation Detect message to the new SGSN when the relocation execution trigger is received. For SRNS relocation type "UE not involved", the relocation execution trigger is the reception of the Relocation Commit message from the Iur interface. When the Relocation Detect message is sent, the target RNC shall start SRNC operation.
10)
The target SRNC sends a UTRAN Mobility Information message. This message contains UE information elements and CN information elements. The UE information elements include among others new SRNC identity and S‑RNTI. The CN information elements contain among others Location Area Identification and Routeing Area Identification. The procedure shall be co-ordinated in all Iu signalling connections existing for the MS.


The target SRNC establishes and/or restarts the RLC, and exchanges the PDCP sequence numbers (PDCP‑SNU, PDCP‑SND) between the target SRNC and the MS. PDCP‑SND is the PDCP sequence number for the next expected in-sequence downlink packet to be received in the MS per radio bearer, which used lossless PDCP in the source RNC. PDCP‑SND confirms all mobile-terminated packets successfully transferred before the SRNC relocation. If PDCP‑SND confirms reception of packets that were forwarded from the source SRNC, these packets shall be discarded by the target SRNC. PDCP‑SNU is the PDCP sequence number for the next expected in-sequence uplink packet to be received in the RNC per radio bearer, which used lossless PDCP in the source RNC. PDCP‑SNU confirms all mobile originated packets successfully transferred before the SRNC relocation. If PDCP‑SNU confirms reception of packets that were received in the source SRNC, the MS shall discard these packets.

Upon reception of the UTRAN Mobility Information message the MS may start sending uplink user data to the target SRNC. When the MS has reconfigured itself, it sends the UTRAN Mobility Information Confirm message to the target SRNC. This indicates that the MS is also ready to receive downlink data from the target SRNC.

If the new SGSN has already received the Update PDP Context Response message from the GGSN, it shall forward the uplink user data to GGSN over this new GTP-U tunnel. Otherwise, the new SGSN shall forward the uplink user data to that GGSN IP address and TEID(s), which the new SGSN had received earlier by the Forward Relocation Request message.

The target RNC should for all RABs:

-
start uplink reception of data and start transmission of uplink GTP-PDUs towards the new SGSN.

-
start processing the already buffered and the arriving downlink GTP-PDUs and start downlink transmission towards the MS.

11)
Upon receipt of the Relocation Detect message, the CN may switch the user plane from source RNC to target SRNC. If the SRNS Relocation is an inter SGSN SRNS relocation, the new SGSN sends Update PDP Context Request messages (new SGSN Address, SGSN Tunnel Endpoint Identifier, QoS Negotiated) to the GGSNs concerned. The GGSNs update their PDP context fields and return an Update PDP Context Response (GGSN Tunnel Endpoint Identifier).

12)
When the target SRNC receives the UTRAN Mobility Information Confirm message, i.e. the new SRNC—ID + S‑RNTI are successfully exchanged with the MS by the radio protocols, the target SRNC shall initiate the Relocation Complete procedure by sending the Relocation Complete message to the new SGSN. The purpose of the Relocation Complete procedure is to indicate by the target SRNC the completion of the relocation of the SRNS to the CN. If the user plane has not been switched at Relocation Detect and upon reception of Relocation Complete, the CN shall switch the user plane from source RNC to target SRNC. If the SRNS Relocation is an inter-SGSN SRNS relocation, the new SGSN shall signal to the old SGSN the completion of the SRNS relocation procedure by sending a Forward Relocation Complete message.

13)
Upon receiving the Relocation Complete message or if it is an inter-SGSN SRNS relocation; the Forward Relocation Complete message, the old SGSN sends an Iu Release Command message to the source RNC. When the RNC data-forwarding timer has expired the source RNC responds with an Iu Release Complete.

14)
After the MS has finished the RNTI reallocation procedure and if the new Routeing Area Identification is different from the old one, the MS initiates the Routeing Area Update procedure. See subclause "Location Management Procedures (UMTS only)". Note that it is only a subset of the RA update procedure that is performed, since the MS is in PMM‑CONNECTED mode.

For an MS with GPRS‑CSI defined, CAMEL interaction may be performed, see referenced procedures in 3G TS 23.078:

C1)
CAMEL_GPRS_PDP_Context_Disconnection and CAMEL_GPRS_Detach. 

They are called in the following order:

· The CAMEL_GPRS_PDP_Context_Disconnection procedure is called several times: once per PDP context. The procedure returns as result ""Continue"".

· Then the CAMEL_GPRS_Detach procedure is called once. The procedure returns as result ""Continue"".

C2)
CAMEL_GPRS_Routeing_Area_Update_Session.

The procedure returns as result ""Continue"". 

C3)
CAMEL_GPRS_Routeing_Area_Update_Context.

This procedure is called several times: once per PDP context. It returns as result ""Continue"". 

For C2 and C3: refer to Routing Area Update procedure description for detailed message flow.

6.9.2.2.2
Combined Hard Handover and SRNS Relocation Procedure

This procedure is only performed for an MS in PMM‑CONNECTED state in case the Iur interface is not available.

The Combined Hard Handover and SRNS Relocation procedure is used to move the UTRAN to CN connection point at the UTRAN side from the source SRNC to the target RNC, while performing a hard handover decided by the UTRAN. In the procedure, the Iu links are relocated. If the target RNC is connected to the same SGSN as the source SRNC, an Intra-SGSN SRNS Relocation procedure is performed. If the routeing area is changed, this procedure is followed by an Intra-SGSN Routeing Area Update procedure. The SGSN detects that it is an intra-SGSN routeing area update by noticing that it also handles the old RA. In this case, the SGSN has the necessary information about the MS and there is no need to inform the HLR about the new MS location.

If the target RNC is connected to a different SGSN than the source SRNC, an Inter-SGSN SRNS Relocation procedure is performed. This procedure is followed by an Inter-SGSN Routeing Area Update procedure.

Fehler! Verweisquelle konnte nicht gefunden werden.shows the situation before a Combined Hard Handover and SRNS Relocation procedure when source and target RNC are connected to different SGSNs. Fehler! Verweisquelle konnte nicht gefunden werden.shows the situation after the Combined Hard Handover and SRNS Relocation procedure and RA update procedure have been completed. In the case described in Fehler! Verweisquelle konnte nicht gefunden werden. and Fehler! Verweisquelle konnte nicht gefunden werden. the MS is in PMM-CONNECTED state.


[image: image4.wmf] LA1, RA1

  MS

HLR/

AuC

 

old SGSN

 GGSN

 LA2, RA2

 

new SGSN

target RNC

source SRNC

new MSC/VLR

old MSC/VLR


Figure 4: Before Combined Hard Handover and SRNS Relocation and Routeing Area Update

Before the SRNS Relocation and Routeing Area Update the MS is registered in the old SGSN and in the old MSC/VLR. The source RNC is acting as serving RNC.
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Figure 5: After Combined Hard Handover and SRNS Relocation and Routeing Area Update

After the SRNS relocation and RA update, the MS is registered in the new SGSN and in the new MSC/VLR. The MS is in state PMM‑CONNECTED towards the new SGSN and in MM IDLE state towards the new MSC/VLR. The target RNC is acting as serving RNC.

The Combined Hard Handover and SRNS Relocation procedure for the PS domain is illustrated in Fehler! Verweisquelle konnte nicht gefunden werden.. The sequence is valid for both intra-SGSN SRNS relocation and inter-SGSN SRNS relocation.


[image: image6.wmf]MS

Target

RNC

Source

RNC

Old

SGSN

New

SGSN

GGSN

3. Forward Relocation Request

4. Relocation Request

2. Relocation Required

6. Relocation Command

5. Forward Relocation Response

4. Relocation Request Acknowledge

10. Relocation Detect

12. Relocation Complete

12. Forward Relocation Complete

8. Forward SRNS Context

8. Forward SRNS Context

8. Forward SRNS Context

7. Physical Channel Reconfiguration

7. Physical Channel Reconfiguration Complete

1. Decision to perform

    SRNS Relocation

    MS Involved

 MS detected by target RNC

 Establishment of Radio Access Bearers

 14. Routing Area Update

11. Update PDP Context Request

13. Iu Release Command

13. Iu Release Complete

C1

9. Forwarding of data

11. Update PDP Context Response

8. Forward SRNS Context Acknowledge

12. Forward Relocation Complete Acknowledge

C3

C2


Figure 6: Combined Hard Handover and SRNS Relocation Procedure

1)
Based on measurement results and knowledge of the UTRAN topology, the source SRNC decides to initiate a combined hard handover and SRNS relocation. At this point both uplink and downlink user data flows via the following tunnel(s): Radio Bearer between the MS and the source SRNC (no drift RNC available); GTP-U tunnel(s) between the source SRNC and the old SGSN; GTP-U tunnel(s) between the old SGSN and the GGSN.

2)
The source SRNC sends a Relocation Required message (Relocation Type, Cause, Source ID, Target ID, Source RNC To Target RNC Transparent Container) to the old SGSN. The source SRNC shall set Relocation Type to "UE Involved". Source RNC to Target RNC Transparent Container includes the necessary information for relocation co‑ordination, security functionality and RRC protocol context information (including MS Capabilities).

3)
The old SGSN determines from the Target ID if the SRNS relocation is intra-SGSN SRNS relocation or inter-SGSN SRNS relocation. In case of inter-SGSN SRNS relocation the old SGSN initiates the relocation resource allocation procedure by sending a Forward Relocation Request message (IMSI, Tunnel Endpoint Identifier Signalling, MM Context, PDP Context, Target Identification, UTRAN Transparent Container, RANAP Cause) to the new SGSN. PDP context contains GGSN Address for User Plane and Uplink TEID for Data (to this GGSN Address and Uplink TEID for Data, the old SGSN and the new SGSN send uplink packets). At the same time a timer is started on the MM and PDP contexts in the old SGSN (see Routeing Area Update procedure in subclause "Location Management Procedures (UMTS only)"). The Forward Relocation Request message is applicable only in case of inter-SGSN SRNS relocation

4)
The new SGSN sends a Relocation Request message (Permanent NAS UE Identity, Cause, CN Domain Indicator, Source RNC To Target RNC Transparent Container, RABs To Be Setup) to the target RNC. For each RAB requested to be established, RABs To Be Setup shall contain information such as RAB ID, RAB parameters, Transport Layer Address, and Iu Transport Association. The RAB ID information element contains the NSAPI value, and the RAB parameters information element gives the QoS profile. The Transport Layer Address is the SGSN Address for user data, and the Iu Transport Association corresponds to the uplink Tunnel Endpoint Identifier Data.


After all the necessary resources for accepted RABs including the Iu user plane are successfully allocated, the target RNC shall send the Relocation Request Acknowledge message (Target RNC To Source RNC Transparent Container, RABs Setup, RABs Failed To Setup) to the new SGSN. Each RAB to be setup is defined by a Transport Layer Address which is the target RNC Address for user data, and the Iu Transport Association which corresponds to the down-link Tunnel Endpoint Identifier for user data. The transparent container contains all radio-related information that the MS needs for the handover, i.e., a complete RRC message (e.g., Physical Channel Reconfiguration) to be sent transparently via CN and source SRNC to the MS. The target RNC may for each RAB to be set up receive simultaneously downlink user packets both from the source SRNC and from the new SGSN.

After the new SGSN receives the Relocation Request Acknowledge message, the GTP-U tunnel(s) are established between the target RNC and the new SGSN. However at this point, the target RNC has not yet established the Radio Bearer(s) with the MS yet.
5)
When resources for the transmission of user data between target RNC and new SGSN have been allocated and the new SGSN is ready for relocation of SRNS, the Forward Relocation Response (Cause, UTRAN Transparent Container, RANAP Cause, Target RNC Information) message is sent from the new SGSN to the old SGSN. This message indicates that the target RNC is ready to receive from source SRNC the forwarded downlink PDUs, i.e., the relocation resource allocation procedure is terminated successfully. UTRAN transparent container and RANAP Cause are information from the target RNC to be forwarded to the source SRNC. The Target RNC Information, one information element for each RAB to be set up, contains the RNC Tunnel Endpoint Identifier and RNC IP address for data forwarding from the source SRNC to the target RNC. The Forward Relocation Response message is applicable only in case of inter-SGSN SRNS relocation.
6) The old SGSN continues the relocation of SRNS by sending a Relocation Command message (Target RNC To Source RNC Transparent Container, RABs To Be Released, RABs Subject To Data Forwarding) to the source SRNC. The old SGSN decides the RABs to be subject for data forwarding based on QoS, and those RABs shall be contained in RABs subject to data forwarding. For each RAB subject to data forwarding, the information element shall contain RAB ID, Transport Layer Address, and Iu Transport Association. These are the same Transport Layer Address and Iu Transport Association that the target RNC had sent to new SGSN in Relocation Request Acknowledge message, and these are used for forwarding of downlink N‑PDU from the source SRNC to the target RNC. The source SRNC is now ready to forward downlink user data directly to the target RNC over the Iu interface. This forwarding is performed for downlink user data only.
7) The source SRNC may, according to the QoS profile, begin the forwarding of data for the RABs to be subject for data forwarding. 

Note: 
The order of steps, starting from step 7 onwards, does not necessarily reflect the order of events. For instance, source RNC may send RRC message to MS (step 7), Forward SRNS Context message to the old SGSN (step 8) and starts data forwarding (step 9) almost simultaneously.
The data forwarding at SRNS relocation shall be carried out through the Iu interface, meaning that the GTP-PDUs exchanged between the source SRNC and the target RNC are duplicated in the source SRNC and routed at the IP layer towards the target RNC. For each radio bearer which uses lossless PDCP the GTP-PDUs related to transmitted but not yet acknowledged PDCP-PDUs are duplicated and routed at IP layer towards the target RNC together with their related downlink PDCP sequence numbers. The source RNC continues transmitting duplicates of downlink data and receiving uplink data.

Before the serving RNC role is not yet taken over by target RNC and when downlink user plane data starts to arrive to target RNC, the target RNC may buffer or discard arriving downlink GTP-PDUs according to the related QoS profile,

8)
Before sending the Physical Channel Reconfiguration the uplink and downlink data transfer in the source, SRNC shall be suspended for RABs which require delivery order. The source RNC shall start the data-forwarding timer. When the source RNC is ready, the source SRNC shall trigger the execution of relocation of SRNS by sending to the MS the RRC message provided in the Target RNC to source RNC transparent container, e.g., a Physical Channel Reconfiguration (UE Information Elements, CN Information Elements) message. UE Information Elements include among others new SRNC identity and S‑RNTI. CN Information Elements contain among others Location Area Identification and Routeing Area Identification. 
Before the RRC message is sent (e,g, Physical Channel Reconfiguration) uplink and downlink data transfer in the source RNC shall be suspended for RABs which require to maintain the delivery order. 

When the MS has reconfigured it self, it sends e.g., a Physical Channel Reconfiguration Complete message to the target SRNC. If the Forward SRNS Context message with the sequence numbers is received, the exchange of packets with the MS may start. If this message is not yet received, the target RNC may start the packet transfer for all RABs, which do not require maintaining the delivery order.
9)
The source SRNC continues the execution of relocation of SRNS by sending a Forward SRNS Context (RAB Contexts) message to the target RNC via the old and the new SGSN, which is acknowledged by a Forward SRNS Context Acknowledge message. The purpose of this procedure is to transfer SRNS contexts from the source RNC to the target RNC, and to move the SRNS role from the source RNC to the target RNC. SRNS contexts are sent for each concerned RAB and contain the sequence numbers of the GTP PDUs next to be transmitted in the uplink and downlink directions and the next PDCP sequence numbers that would have been used to send and receive data from the MS. PDCP sequence numbers are only sent by the source RNC for the radio bearers which used losslessPDCP [57]. The use of lossless PDCP is selected by the RNC when the radio bearer is set up or reconfigured. For PDP context(s) using delivery order not required (QoS profile), the sequence numbers of the GTP-PDUs next to be transmitted are not used by the target RNC.

      If delivery order is required (QoS profile), consecutive GTP-PDU sequence numbering shall be maintained throughout the lifetime of the PDP context(s). Therefore, during the entire SRNS relocation procedure for the PDP context(s) using delivery order required (QoS profile), the responsible GTP-U entities (RNCs and GGSN) shall assign consecutive GTP-PDU sequence numbers to user packets belonging to the same PDP context  uplink and downlink, respectively.
The target RNC establishes and/or restarts the RLC and exchanges the PDCP sequence numbers (PDCP‑SNU, PDCP‑SND) between the target SRNC and the MS. PDCP‑SND is the PDCP sequence number for the next expected in-sequence downlink packet to be received in the MS per radio bearer, which used lossless PDCP in the source RNC. PDCP‑SND confirms all mobile terminated packets successfully transferred before the SRNC relocation. If PDCP‑SND confirms reception of packets that were forwarded from the source SRNC, then the target SRNC shall discard these packets. PDCP‑SNU is the PDCP sequence number for the next expected in-sequence uplink packet to be received in the RNC per radio bearer, which used lossless PDCP in the source RNC. PDCP‑SNU confirms all mobile originated packets successfully transferred before the SRNC relocation. If PDCP‑SNU confirms reception of packets that were received in the source SRNC, the MS shall discard these packets.

10)
The target RNC shall send a Relocation Detect message to the new SGSN when the relocation execution trigger is received. For SRNS relocation type "UE Involved", the relocation execution trigger may be received from the Uu interface; i.e., when target RNC detects the MS on the lower layers. When the Relocation Detect message is sent, the target RNC shall start SRNC operation.

11)
Upon reception of the Relocation Detect message, the CN may switch the user plane from the source RNC to the target SRNC. If the SRNS relocation is an inter-SGSN SRNS relocation, the new SGSN sends an Update PDP Context Request (New SGSN Address, SGSN Tunnel Endpoint Identifier, QoS Negotiated) message to the GGSNs concerned. The GGSNs update their PDP context fields and return an Update PDP Context Response (GGSN Tunnel Endpoint Identifier) message.

12)
When the target SRNC receives the Physical Channel Reconfiguration Complete message or the Radio Bearer Release Complete message, i.e. the new SRNC‑ID + S‑RNTI are successfully exchanged with the MS by the radio protocols, the target SRNC shall initiate a Relocation Complete procedure by sending the Relocation Complete message to the new SGSN. The purpose of the Relocation Complete procedure is to indicate by the target SRNC the completion of the relocation of the SRNS to the CN. If the user plane has not been switched at Relocation Detect, the CN shall upon reception of Relocation Complete switch the user plane from source RNC to target SRNC. If the SRNS Relocation is an inter-SGSN SRNS relocation, the new SGSN signals to the old SGSN the completion of the SRNS relocation procedure by sending a Forward Relocation Complete message.

13)
Upon receiving the Relocation Complete message or if it is an inter-SGSN SRNS relocation, the Forward Relocation Complete message, the old SGSN sends an Iu Release Command message to the source RNC. When the RNC data-forwarding timer has expired, the source RNC responds with an Iu Release Complete message.

14)
After the MS has finished the reconfiguration procedure and if the new Routeing Area Identification is different from the old one, the MS initiates the Routeing Area Update procedure. See subclause "Location Management Procedures (UMTS only)". Note that it is only a subset of the RA update procedure that is performed, since the MS is in PMM‑CONNECTED state.

For an MS with GPRS‑CSI defined, CAMEL interaction may be performed, see referenced procedures in 3G TS 23.078:

C1)
CAMEL_GPRS_PDP_Context_Disconnection and CAMEL_GPRS_Detach 

They are called in the following order:

· The CAMEL_GPRS_PDP_Context_Disconnection procedure is called several times: once per PDP context. The procedure returns as result "Continue".

· Then the CAMEL_GPRS_Detach procedure is called once. The procedure returns as result "Continue".

C2)
CAMEL_GPRS_Routeing_Area_Update_Session.

In Fehler! Verweisquelle konnte nicht gefunden werden., the procedure returns as result "Continue". 

C3)
CAMEL_GPRS_Routeing_Area_Update_Context.

This procedure is called several times: once per PDP context. It returns as result "Continue". 

For C2 and C3: refer to Routing Area Update procedure description for detailed message flow.

6.9.2.2.3
Combined Cell / URA Update and SRNS Relocation Procedure

This procedure is only performed for an MS in PMM‑CONNECTED state, where the Iur interface carries control signalling but no user data.

The Combined Cell / URA Update and SRNS Relocation procedure is used to move the UTRAN to CN connection point at the UTRAN side from the source SRNC to the target RNC, while performing a cell re-selection in the UTRAN. In the procedure, the Iu links are relocated. If the target RNC is connected to the same SGSN as the source SRNC, an Intra-SGSN SRNS Relocation procedure is performed. If the routeing area is changed, this procedure is followed by an Intra-SGSN Routeing Area Update procedure. The SGSN detects that it is an intra-SGSN routeing area update by noticing that it also handles the old RA. In this case, the SGSN has the necessary information about the MS and there is no need to inform the HLR about the new MS location.

Before the Combined Cell / URA Update and SRNS Relocation and the Routeing Area Update, the MS is registered in the old SGSN. The source RNC is acting as serving RNC.

After the Combined Cell / URA Update and SRNS Relocation and the Routeing Area Update, the MS is registered in the new SGSN. The MS is in state PMM‑CONNECTED towards the new SGSN, and the target RNC is acting as serving RNC.

The Combined Cell / URA Update and SRNS Relocation procedure for the PS domain is illustrated in Fehler! Verweisquelle konnte nicht gefunden werden.. The sequence is valid for both intra-SGSN SRNS relocation and inter-SGSN SRNS relocation.
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Figure 7: Combined Cell / URA Update and SRNS Relocation Procedure

1)
The MS sends a Cell Update / URA Update message to the source SRNC (if the cell is located under another RNC the message is routed via the DRNC to SRNC over the Iur). The source SRNC decides whether or not to perform a combined cell / URA update and SRNS relocation towards the target RNC. The rest of this subclause describes the case where a combined cell / URA update and SRNS relocation applies. In this case no radio bearer is established between the source SRNC and the UE. Nonetheless the following tunnel(s) are established:  GTP-U tunnel(s) between source SRNC and old-SGSN; GTP-U tunnel(s) between old-SGSN and GGSN.

2)
The source SRNC sends a Relocation Required message (Relocation Type, Cause, Source ID, Target ID, Source RNC to Target RNC Transparent Container) to the old SGSN. The source SRNC shall set Relocation Type to "UE not involved". Source RNC to Target RNC Transparent Container includes the necessary information for Relocation co-ordination, security functionality, and RRC protocol context information (including MS Capabilities). 
3)
The old SGSN determines from the Target ID if the SRNS Relocation is intra-SGSN SRNS relocation or inter-SGSN SRNS relocation. In the case of inter-SGSN SRNS relocation the old SGSN initiates the relocation resource allocation procedure by sending a Forward Relocation Request (IMSI, Tunnel Endpoint Identifier Signalling, MM Context, PDP Context, Target Identification, UTRAN Transparent Container, RANAP Cause) message to the new SGSN.  PDP context contains GGSN Address for User Plane and Uplink TEID for Data (to this GGSN Address and Uplink TEID for Data, the old SGSN and the new SGSN send uplink packets). At the same time a timer is started on the MM and PDP contexts in the old SGSN, see Routeing Area Update procedure in subclause "Location Management Procedures (UMTS only)". The Forward Relocation Request message is applicable only in case of inter-SGSN SRNS relocation. 

4)
The new SGSN sends a Relocation Request message (Permanent NAS UE Identity, Cause, CN Domain Indicator, Source RNC to Target RNC Transparent Container, RABs To Be Setup) to the target RNC. For each RAB  requested to be established, RABs To Be Setup shall contain information such as RAB ID, RAB parameters, Transport Layer Address, and Iu Transport Association. The RAB ID information element contains the NSAPI value, and the RAB parameters information element gives the QoS profile. The Transport Layer Address is the SGSN Address for user data, and the Iu Transport Association corresponds to the uplink Tunnel Endpoint Identifier Data.


After all necessary resources for accepted RABs including the Iu user plane are successfully allocated, the target RNC shall send the Relocation Request Acknowledge message (RABs setup, RABs failed to setup) to the new SGSN. Each RAB to be setup is defined by a Transport Layer Address which is the target RNC Address for user data, and a Iu Transport Association which corresponds to the downlink Tunnel Endpoint Identifier for user data. The target RNC may for each RAB to be set up receive simultaneously downlink user packets both from the source SRNC and from the new SGSN. 

After the new SGSN receives the Relocation Request Acknowledge message, the GTP-U tunnels are established between the target RNC and the new-SGSN. 

5)
When resources for the transmission of user data between the target RNC and the new SGSN have been allocated and the new SGSN is ready for relocation of SRNS, the Forward Relocation Response message (Cause, RANAP Cause, and Target RNC Information) is sent from the new SGSN to the old SGSN. This message indicates that the target RNC is ready to receive from the source SRNC the forwarded downlink packets, i.e., the relocation resource allocation procedure is terminated successfully. RANAP Cause is information from the target RNC to be forwarded to the source SRNC. The RAB Setup Information, one information element for each RAB, contains the RNC Tunnel Endpoint Identifier and RNC IP address for data forwarding from the source SRNC to the target RNC. If the target RNC or the new SGSN failed to allocate resources, the RAB Setup Information element contains only NSAPI indicating that the source SRNC shall release the resources associated with the NSAPI. The Forward Relocation Response message is applicable only in case of inter-SGSN SRNS relocation.
6)
The old SGSN continues the relocation of SRNS by sending a Relocation Command (RABs to be released, and RABs subject to data forwarding) message to the source SRNC. The old SGSN decides the RABs subject to data forwarding based on QoS, and those RABs shall be contained in RABs subject to data forwarding. For each RAB subject to data forwarding, the information element shall contain RAB ID, Transport Layer Address, and Iu Transport Association. These are the same Transport Layer Address and Iu Transport Association that the target RNC had sent to new SGSN in Relocation Request Acknowledge message, and these are used for forwarding of downlink N‑PDU from the source SRNC to the target RNC. The source SRNC is now ready to forward downlink data directly to the target RNC over the Iu interface. This forwarding is performed for downlink user data only.
7)
The source SRNC may, according to the QoS profile, begins the forwarding of data for the RABs subject to data forwarding. 

Note: 
The order of steps, starting from step 7 onwards, does not necessarily reflect the order of events. For instance, source RNC may send Relocation Commit message (step 7) and starts data forwarding (step 8) almost simultaneously. Target RNC may send Relocation Detect message (step 9) and Cell Update Confirm/URA Update Confirm message (step 10) at the same time. Hence, target RNC may receive the UTRAN Mobility Information Confirm message from MS (step 10) while data forwarding (step 8) is still underway, and before the new SGSN receives Update PDP Context Response message (step 11).

The data forwarding at SRNS relocation shall be carried out through the Iu interface, meaning that the GTP-PDUs exchanged between the source SRNC and the target RNC are duplicated in the source SRNC and routed at the IP layer towards the target RNC. For each radio bearer which uses lossless PDCP the GTP-PDUs related to transmitted but not yet acknowledged PDCP-PDUs are duplicated and routed at IP layer towards the target RNC together with their related downlink PDCP sequence numbers. The source RNC continues transmitting duplicates of downlink data and receiving uplink data.
Before the serving RNC role is not yet taken over by target RNC and when downlink user plane data starts to arrive to target RNC, the target RNC may buffer or discard arriving downlink GTP-PDUs according to the related QoS profile.

8)
Before sending the Relocation Commit the uplink and downlink data transfer in the source, SRNC shall be suspended for RABs which require delivery order. The source RNC shall start the data-forwarding timer. When the source SRNC is ready, the source SRNC shall trigger the execution of relocation of SRNS by sending a Relocation Commit message (SRNS Contexts) to the target RNC over the Iur interface. The purpose of this procedure is to transfer SRNS contexts from the source RNC to the target RNC, and to move the SRNS role from the source RNC to the target RNC. SRNS contexts are sent for each concerned RAB and contain the sequence numbers of the GTP‑PDUs next to be transmitted in the uplink and downlink directions and the next PDCP sequence numbers that would have been used to send and receive data from the MS. PDCP sequence numbers are only sent by the source RNC for radio bearers which used lossless PDCP [57]. The use of lossless PDCP is selected by the RNC when the radio bearer is set up or reconfigured. For PDP context(s) using delivery order not required (QoS profile), the sequence numbers of the GTP-PDUs next to be transmitted are not used by the target RNC.

If delivery order is required (QoS profile), consecutive GTP-PDU sequence numbering shall be maintained throughout the lifetime of the PDP context(s). Therefore, during the entire SRNS relocation procedure for the PDP context(s) using delivery order required (QoS profile), the responsible GTP-U entities (RNCs and GGSN) shall assign consecutive GTP-PDU sequence numbers to user packets belonging to the same PDP context for uplink and downlink respectively.

9)
The target RNC shall send a Relocation Detect message to the new SGSN when the relocation execution trigger is received. For SRNS relocation type "UE not involved", the relocation execution trigger is the reception of the Relocation Commit message from the Iur interface. When the Relocation Detect message is sent, the target RNC shall start SRNC operation.

10) The target SRNC sends a Cell Update Confirm / URA Update Confirm message. This message contains UE information elements and CN information elements. The UE information elements include among others new SRNC identity and S‑RNTI. The CN information elements contain among others Location Area Identification and Routeing Area Identification. The procedure shall be co-ordinated in all Iu signalling connections existing for the MS.

Upon reception of the Cell Update Confirm / URA Update Confirm message the MS may start sending uplink user data to the target SRNC. When the MS has reconfigured itself, it sends the UTRAN Mobility Information Confirm message to the target SRNC. This indicates that the MS is also ready to receive downlink data from the target SRNC.

If the new SGSN has already received the Update PDP Context Response message from the GGSN, it shall forward the uplink user data to the GGSN over this new GTP-U tunnel. Otherwise, the new SGSN shall forward the uplink user data to that GGSN IP address and TEID(s), which the new SGSN had received earlier by the Forward Relocation Request message.

The target SRNC and the MS exchange the PDCP sequence numbers; PDCP‑SNU and PDCP‑SND. PDCP‑SND is the PDCP sequence number for the next expected in-sequence downlink packet to be received in the MS per radio bearer, which used lossless PDCP in the source RNC. PDCP‑SND confirms all mobile terminated packets successfully transferred before the SRNC relocation. If PDCP‑SND confirms the reception of packets that were forwarded from the source SRNC, the target SRNC shall discard these packets. PDCP‑SNU is the PDCP sequence number for the next expected in-sequence uplink packet to be received in the RNC per radio bearer, which used lossless PDCP in the source RNC. PDCP‑SNU confirms all mobile originated packets successfully transferred before the SRNC relocation. If PDCP‑SNU confirms reception of packets that were received in the source SRNC, the target SRNC shall discard these packets.

11)
Upon receipt of the Relocation Detect message, the CN may switch the user plane from the source RNC to the target SRNC. If the SRNS Relocation is an inter-SGSN SRNS relocation, the new SGSN sends Update PDP Context Request messages (new SGSN Address, SGSN Tunnel Endpoint Identifier, QoS Negotiated) to the GGSNs concerned. The GGSNs update their PDP context fields and return an Update PDP Context Response (GGSN Tunnel Endpoint Identifier) message.

12)
When the target SRNC receives the UTRAN Mobility Information Confirm message, i.e. the new SRNC‑ID + S‑RNTI are successfully exchanged with the MS by the radio protocols, the target SRNC shall initiate the Relocation Complete procedure by sending the Relocation Complete message to the new SGSN. The purpose of the Relocation Complete procedure is to indicate by the target SRNC the completion of the relocation of the SRNS to the CN. If the user plane has not been switched at Relocation Detect, the CN shall upon reception of Relocation Complete switch the user plane from the source RNC to the target SRNC. If the SRNS Relocation is an inter SGSN SRNS relocation, the new SGSN signals to the old SGSN the completion of the SRNS relocation procedure by sending a Forward Relocation Complete message.

13)
Upon receiving the Relocation Complete message or if it is an inter-SGSN SRNS relocation, the Forward Relocation Complete message, the old SGSN sends an Iu Release Command message to the source RNC. When the RNC data-forwarding timer has expired the source RNC responds with an Iu Release Complete.

14)
After the MS has finished the Cell / URA update and RNTI reallocation procedure and if the new Routeing Area Identification is different from the old one, the MS initiates the Routeing Area Update procedure. See subclause "Location Management Procedures (UMTS only)". Note that it is only a subset of the RA update procedure that is performed, since the MS is in PMM‑CONNECTED state.

For an MS with GPRS‑CSI defined, CAMEL interaction may be performed, see referenced procedures in 3G TS 23.078:

C1)
CAMEL_GPRS_PDP_Context_Disconnection and CAMEL_GPRS_Detach 

They are called in the following order:

· The CAMEL_GPRS_PDP_Context_Disconnection procedure is called several times: once per PDP context. The procedure returns as result "Continue".

· Then the CAMEL_GPRS_Detach procedure is called once. The procedure returns as result "Continue".

C2)
CAMEL GPRS Routeing Area Update-Session

The procedure returns as result "Continue". 

C3)
CAMEL_GPRS_Routeing_Area_Update_Context.

This procedure is called several times: once per PDP context. It returns as result "Continue". 

For C2 and C3: refer to Routing Area Update procedure description for detailed message flow.

6.13.1
Intra SGSN Intersystem Change

An SGSN that supports both the Gb and Iu‑PS interfaces may support an intra-SGSN intersystem change if the radio access technology nodes serving the MS before and after the intersystem change are both served by this SGSN.

6.13.1.1
UMTS to GSM Intra SGSN Change

The intersystem change from UMTS to GSM takes place when an MS changes from UTRAN to GSM radio access. Depending on the PMM state before the intersystem change and whether the RA is changed or not, one of the following procedures is initiated by the MS:

-
When an MS in PMM‑IDLE state changes to the GSM radio access without changing the RA, the MS shall follow the selective RA update procedures, see subclause "Selective RA Update".

-
When an MS in PMM‑IDLE state changes to the GSM radio access and the RA changes, the MS shall initiate the GPRS RA update procedure, see subclause "Intra SGSN Routeing Area Update".

-
When an MS in PMM‑CONNECTED state changes to the GSM radio access , the MS shall initiate the GPRS RA update procedure independent of whether the RA has changed or not. The RA update procedure is either combined RA / LA update or only RA update.

A combined RA / LA update takes place in network operation mode I when the MS enters a new RA or when a GPRS-attached MS performs IMSI attach. The MS sends a Routeing Area Update Request message indicating that an LA update may also need to be performed, in which case the SGSN forwards the LA update to the VLR. This concerns only idle mode (see 3G TS 23.122), as no combined RA / LA updates are performed during a CS connection.
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Figure 8: UMTS to GSM Intra SGSN Change

1)
The MS or BSS or UTRAN decides to perform an intersystem change which makes the MS switch to a new cell that supports GSM radio technology, and stops transmission to the network.

2)
The MS sends a Routeing Area Update Request (old RAI, old P‑TMSI Signature, Update Type) message to the 2G+3G‑SGSN. Update Type shall indicate RA update or combined RA / LA update or, if the MS wants to perform an IMSI attach, combined RA / LA update with IMSI attached requested. The BSS shall add the Cell Global Identity including the RAC and LAC of the cell where the message was received before passing the message to the 2G+3G‑SGSN.

3)
If the MS is PMM‑CONNECTED the 2G+3G‑SGSN sends an SRNS Context Request (IMSI) message to the SRNS.

Upon reception of the SRNS Context Request message, the SRNS starts buffering and stops sending downlink PDUs to the MS . The SRNS responds with an SRNS Context Response (GTP‑SNDs, GTP‑SNUs, PDCP-SNDs, PDCP‑SNUs) message. The GTP sequence numbers are included for each PDP context indicating the next in-sequence downlink GTP-PDU to be sent to the MS and the next in-sequence GTP PDU to be tunnelled to the GGSN. For each active PDP context which uses  lossless PDCP, the SRNS also includes the uplink PDCP sequence number (PDCP‑SNU) and the downlink PDCP sequence number (PDCP-SND). PDCP‑SNU is the PDCP sequence number for the next expected in-sequence uplink packet to be received in from the MS. PDCP-SND is the PDCP sequence number for the first downlink packet for which successful transmission has not been confirmed. The 2G+3G‑SGSN shall strip off the eight most significant bits of the passed PDCP sequence numbers, thus converting them to SNDCP N‑PDU numbers of the respective 2G GPRS PDP contexts.

5)
Security functions may be executed.

6)
If the MS is PMM‑CONNECTED, the 2G+3G‑SGSN sends an SRNS Data Forward Command (RAB ID, Transport Layer Address, Iu Transport Association) message to the SRNS. This informs the SRNS that the 2G+3G‑SGSN is ready to receive data packets. Upon reception of SRNS Data Forward Command message from the 2G+3G‑SGSN the SRNS shall start the data-forwarding timer.

7)
For each RAB indicated by the SRNS Data Forward Command the SRNS starts duplicating and tunnelling the buffered GTP-PDUs back to the 2G+3G‑SGSN. For each radio bearer which uses lossless PDCP the GTP-PDUs related to transmitted but not yet acknowledged PDCP‑PDUs are duplicated and tunnelled back to the 2G+3G‑SGSN together with their related downlink PDCP sequence numbers. The 2G+3G‑SGSN converts the PDCP sequence numbers to SNDCP sequence number (by stripping off the eight most significant bits of the PDCP sequence numbers).

8)
The 2G+3G‑SGSN sends an Iu Release Command message to the SRNS. When the RNC data forwarding timer has expired, the SRNS responds with an Iu Release Complete message.

9)
If the association has to be established i.e., if Update Type indicates combined RA / LA update with IMSI attach requested, or if the LA changed with the routeing area update, then the 2G+3G‑SGSN sends a Location Update Request (new LAI, IMSI, SGSN Number, Location Update Type) to the VLR. Location Update Type shall indicate IMSI attach if Update Type in step 1 indicated combined RA / LA update with IMSI attach requested. Otherwise, Location Update Type shall indicate normal location update. The VLR number is translated from the RAI by the 2G+3G‑SGSN. The VLR creates or updates the association with the 2G+3G‑SGSN by storing the SGSN Number.

10)
If the subscriber data in the VLR is marked as not confirmed by the HLR, the new VLR informs the HLR. The HLR cancels the data in the old VLR and inserts subscriber data in the new VLR (this signalling is not modified from existing GSM signalling and is included here for illustrative purposes):

a)
The new VLR sends an Update Location (new VLR) to the HLR.

b)
The HLR cancels the data in the old VLR by sending Cancel Location (IMSI) to the old VLR.

c)
The old VLR acknowledges with Cancel Location Ack (IMSI).

d)
The HLR sends Insert Subscriber Data (IMSI, GSM subscriber data) to the new VLR.

e)
The new VLR acknowledges with Insert Subscriber Data Ack (IMSI).

f)
The HLR responds with Update Location Ack (IMSI) to the new VLR.

11)
The new VLR allocates a new VLR TMSI and responds with Location Update Accept (VLR TMSI) to the 2G+3G‑SGSN. VLR TMSI is optional if the VLR has not changed.

12)
The 2G+3G‑SGSN validates the MS's presence in the new RA. If due to roaming restrictions the MS is not allowed to be attached in the RA, or if subscription checking fails, the 2G+3G‑SGSN rejects the routeing area update with an appropriate cause. If all checks are successful, the 2G+3G‑SGSN updates MM and PDP contexts for the MS. A new P‑TMSI may be allocated. A logical link is established between the new 2G+3G‑SGSN and the MS. The establishment procedure is initiated by 2G+3G-SGSN. A Routeing Area Update Accept (P‑TMSI, P‑TMSI Signature, Receive N‑PDU Number (= converted PDCP‑SNU)) message is returned to the MS. Receive N‑PDU Number contains the acknowledgements for each NSAPI which used lossless PDCP before the start of the update procedure, thereby confirming all mobile-originated N‑PDUs successfully transferred before the start of the update procedure. If Receive N‑PDU Number confirms the reception of N‑PDUs, these N‑PDUs shall be discarded by the MS.
13)
The MS acknowledges the new P‑TMSI by returning a Routeing Area Update Complete (Receive N‑PDU Number) message to the SGSN. Receive N‑PDU Number (= converted PDCP‑SND) contains the acknowledgements for each NSAPI which used lossless PDCP before the start of the update procedure, thereby confirming all mobile-terminated N‑PDUs successfully transferred before the start of the update procedure. If Receive N‑PDU Number confirms the reception of N‑PDUs, these N‑PDUs shall be discarded by the 2G+3G-SGSN.The MS deducts Receive N‑PDU Number from PDCP‑SND by stripping off the eight most significant bits. PDCP‑SND is the PDCP sequence number for the next expected in-sequence downlink packet to be received in the MS per radio bearer, which used lossless PDCP. The new 2G-SGSN negotiates with the MS for each NSAPI the use of acknowledged or unacknowledged SNDCP regardless whether the SRNS used lossless PDCP or not.
14)
The 2G+3G‑SGSN sends a TMSI Reallocation Complete message to the VLR if the MS confirms the VLR TMSI.

15)
The 2G+3G‑SGSN and the BSS may execute the BSS Packet Flow Context procedure.

For an MS with GPRS‑CSI defined, CAMEL interaction may be performed, see referenced procedure in 3G TS 23.078:

C1)
CAMEL_GPRS_Routeing_Area_Update_Session and CAMEL_GPRS_Routeing_Area_Update_Context.

· The procedure CAMEL_GPRS_Routeing_Area_Update_Session is called once per session. In Figure 8, the procedure returns as result "Continue".

· Then, the procedure CAMEL_GPRS_Routeing_Area_Update_Context is called once per PDP context. In Figure 8, the procedure returns as result "Continue". 

6.13.1.2
GSM to UMTS Intra-SGSN Change

The intersystem change from GSM to UMTS takes place when a GPRS-attached MS changes from GSM radio access to UTRAN. Depending on the GPRS mobility management state before the intersystem change and whether the RA is changed or not, one of the following procedures is initiated by the MS:

-
When an MS in STANDBY state changes to UTRAN inside the current RA, the MS shall follow the selective RA update procedures, see subclause "Selective RA Update".

-
When an MS in STANDBY state changes to UTRAN and the RA changes, the MS shall initiate the UMTS RA update procedure, see subclause "Routeing Area Update Procedure".

-
When an MS in READY state changes to UTRAN independent of whether the RA has changed or not, the MS shall initiate the UMTS RA update procedure and afterwards initiate the RABs by the Service Request procedure, see subclause "Service Request Initiated by MS Procedure". The RA update procedure is either combined RA / LA update or only RA update.

If the network operates in mode I, an MS that is both PS-attached and CS-attached shall perform the Combined RA / LA Update procedure. This concerns only idle mode (see 3G TS 23.122), as no combined RA / LA updates are performed during a CS connection.
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Figure 9: GSM to UMTS Intra SGSN Change

1)
The MS or BSS or UTRAN decides to perform an intersystem change which makes the MS switch to a new cell that supports UMTS radio technology, and stops transmission to the network.

2)
The MS initiates an RRC connection establishment and sends a Routeing Area Update Request (P‑TMSI, Old RA, Old P‑TMSI Signature, Update Type, CM) message to the combined 2G+3G‑SGSN. Update Type shall indicate RA update or combined RA / LA update or, if the MS wants to perform an IMSI attach, combined RA / LA update with IMSI attach requested and also if the MS has a follow on request, i.e. if there is pending uplink traffic (signalling or data). The SGSN may use, as an implementation option, the follow-on request indication to release or keep the Iu connection after the completion of the RA update procedure. The SRNS shall add an identifier of the area where the message was received before passing the message to the 2G+3G‑SGSN. The 2G+3G‑SGSN stops transmission of N‑PDUs to the MS.

3)
Security functions may be executed.

4)
If the association has to be established i.e., if Update Type indicates combined RA / LA update with IMSI attach requested, or if the LA changed with the routeing area update, the 2G+3G‑SGSN sends a Location Update Request (new LAI, IMSI, SGSN Number, Location Update Type) to the VLR. Location Update Type shall indicate IMSI attach if Update Type in step 1 indicated combined RA / LA update with IMSI attach requested. Otherwise, Location Update Type shall indicate normal location update. The VLR number is translated from the RAI by the 2G+3G‑SGSN. The VLR creates or updates the association with the 2G+3G‑SGSN by storing SGSN Number.

5)
If the subscriber data in the VLR is marked as not confirmed by the HLR, the new VLR informs the HLR. The HLR cancels the data in the old VLR and inserts subscriber data in the new VLR (this signalling is not modified from existing GSM signalling and is included here for illustrative purposes):

a)
The new VLR sends an Update Location (new VLR) to the HLR.

b)
The HLR cancels the data in the old VLR by sending Cancel Location (IMSI) to the old VLR.

c)
The old VLR acknowledges with Cancel Location Ack (IMSI).

d)
The HLR sends Insert Subscriber Data (IMSI, GSM subscriber data) to the new VLR.

e)
The new VLR acknowledges with Insert Subscriber Data Ack (IMSI).

f)
The HLR responds with Update Location Ack (IMSI) to the new VLR.

6)
The new VLR allocates a new VLR TMSI and responds with Location Update Accept (VLR TMSI) to the 2G+3G‑SGSN. VLR TMSI is optional if the VLR has not changed.

7)
The 2G+3G‑SGSN validates the MS's presence in the new RA. If due to roaming restrictions the MS is not allowed to be attached in the RA, or if subscription checking fails, the 2G+3G‑SGSN rejects the routeing area update with an appropriate cause. If all checks are successful, the 2G+3G‑SGSN updates MM and PDP contexts for the MS. A new P‑TMSI may be allocated. A Routeing Area Update Accept (P‑TMSI, P‑TMSI Signature) message is returned to the MS. The 2G+3G-SGSN derives for this intersystem change the corresponding PDCP sequence numbers from the N‑PDU sequence numbers stored in the SGSN PDP contexts by adding eight most significant bits "1". These PDCP sequence numbers are stored in the SGSN PDP contexts
8)
The MS acknowledges the new P‑TMSI by returning a Routeing Area Update Complete message to the SGSN.

9)
The 2G+3G‑SGSN sends a TMSI Reallocation Complete message to the VLR if the MS confirms the VLR TMSI.

10)
If the MS has pending uplink data or signalling, it shall send a Service Request (P‑TMSI, RAI, CKSN, Service Type) message to the SGSN. Service Type specifies the requested service. Service Type shall indicate one of the following: Data or Signalling.

11)
The 2G+3G‑SGSN requests the SRNS to establish a radio access bearer by sending a RAB Assignment Request (RAB ID(s), QoS Profile(s), GTP‑SNDs, GTP‑SNUs, PDCP‑SNUs) message to the SRNS. The PDCP sequence numbers are derived from the N‑PDU sequence numbers and stored in the PDP contexts in step 7). The SRNS sends a Radio Bearer Setup Request (PDCP‑SNUs) message to the MS. The MS responds with a Radio Bearer Setup Complete (PDCP‑SNDs) message. The SRNS responds with a RAB Assignment Response message.

NOTE:
The NSAPI value is carried in the RAB ID IE.

12)
Traffic flow is resumed between the 2G+3G‑SGSN and the SRNS. N-PDUs that were already sent to the MS in acknowledged mode SNDCP and that are not yet acknowledged by the MS are tunnelled by the 2G+3G‑SGSN to the SRNS together with their related N-PDU number (SNDCP sequence number). No PDCP sequence numbers shall be indicated for these N-PDUs. The SRNS shall discard all N‑PDUs with N‑PDU sequence numbers older than the eight least significant bits of PDCP-SND received from the MS. Other N‑PDUs shall be transmitted to the MS. The MS shall discard all N‑PDUs with sequence numbers older than the eight least significant bits of the PDCP‑SNU received from the SRNS. All other N‑PDUs shall be transmitted to the SRNS. The SRNS negotiates with the MS for each radio bearer the use of lossless PDCP or not regardless whether the old 2G-SGSN used acknowledged or unacknowledged SNDCP for the related NSAPI or not.
13)
The traffic flow is resumed between the SRNS and the MS.

For an MS with GPRS‑CSI defined, CAMEL interaction may be performed, see referenced procedure in 3G TS 23.078:

C1)
CAMEL_GPRS_Routeing_Area_Update_Session and CAMEL_GPRS_Routeing_Area_Update_Context.

· The procedure CAMEL_GPRS_Routeing_Area_Update_Session is called once relative to the session. In Figure 9, the procedure returns as result "Continue". 

· Then the procedure CAMEL_GPRS_Routeing_Area_Update_Context is called once per PDP context. In Figure 9, the procedure returns as result "Continue". 

6.13.1.3
Selective RA Update

The MS shall use the following procedures when in STANDBY or PMM‑IDLE state.

Note that upon expiry of the periodic RA update timer, the MS shall carry out the periodic routeing area update procedure.

6.13.1.3.1
Uplink Signalling or Data Transmission

In STANDBY or PMM‑IDLE state the MS shall not perform an RA update procedure until uplink data or signalling information is to be sent from the MS.

If the MS is in the same access network as when it last sent data or signalling, the procedures defined for that access system shall be followed. This shall be the sending of an LLC PDU in GPRS, or for example sending of a Service Request message in Iu mode.

If the MS is in a different access network as when it last sent data or signalling, the RA update procedure shall be performed before the sending of data or signalling. The RA update procedure needs not be performed if the signalling message is a power-off detach.

6.13.1.3.2
Downlink Signalling or Data Transmission

If the 2G+3G‑SGSN receives data for an MS in STANDBY or PMM‑IDLE state, the SGSN shall page in the RA where the MS is located. This may include both 2G and 3G cells.

If the MS receives this page in the same access network as when it last sent data or signalling, the procedures defined for that access system shall be followed. This shall be the sending of an LLC PDU in a GSM cell or for example sending of a Service Request message in a UMTS cell.

If the MS receives this page in a different access network as when it last sent data or signalling, the RA update procedure shall be performed. The 2G+3G‑SGSN shall accept this RAU as a valid response.

6.13.2
Inter-SGSN Inter-system Change

6.13.2.1
UMTS to GSM Inter-SGSN Change

An inter-SGSN inter-system change from UMTS to GSM takes place when an MS in PMM‑IDLE or PMM‑CONNECTED state changes from UTRAN to GSM radio access and the GSM radio access node serving the MS is served by a different SGSN. In this case, the RA changes. Therefore, the MS shall initiate a GSM RA update procedure. The RA update procedure is either combined RA / LA update or only RA update. These RA update cases are illustrated in Figure 10.

A combined RA / LA update takes place in network operation mode I when the MS enters a new RA or when a GPRS-attached MS performs IMSI attach. The MS sends a Routeing Area Update Request indicating that an LA update may also need to be performed, in which case the SGSN forwards the LA update to the VLR. This concerns only idle mode (see 3G TS 23.122), as no combined RA / LA updates are performed during a CS connection.
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Figure 10: UMTS to GSM Inter-SGSN Change

1)
The MS or BSS or UTRAN decides to perform an inter-system change, which makes the MS switch to a new cell that supports GSM radio technology, and stops transmission to the network.

2)
The MS sends a Routeing Area Update Request (old RAI, old P‑TMSI Signature, Update Type, MS Network Capability) message to the new 2G‑SGSN. Update Type shall indicate RA update or combined RA / LA update, or, if the MS wants to perform an IMSI attach, combined RA / LA update with IMSI attach requested. The BSS shall add the Cell Global Identity including the RAC and LAC of the cell where the message was received before passing the message to the new 2G‑SGSN.

3)
The new 2G‑SGSN sends an SGSN Context Request (old RAI, TLLI, old P‑TMSI Signature, New SGSN Address) message to the old 3G‑SGSN to get the MM and PDP contexts for the MS. The old 3G-SGSN validates the old P‑TMSI Signature and responds with an appropriate error cause if it does not match the value stored in the old 3G‑SGSN. If the received old P-TMSI Signature does not match the stored value, the security functions in the new 2G-SGSN should be initiated. If the security functions authenticate the MS correctly, the new 2G-SGSN shall send an SGSN Context Request (old RAI, TLLI, MS Validated, New SGSN Address) message to the old 3G-SGSN. MS Validated indicates that the new 2G-SGSN has authenticated the MS. If the old P‑TMSI Signature was valid or if the new 2G-SGSN indicates that it has authenticated the MS correctly, the old 3G‑SGSN starts a timer. If the MS is not known in the old 3G‑SGSN, the old 3G‑SGSN responds with an appropriate error cause.

4)
If the MS is PMM‑CONNECTED the old 3G‑SGSN sends an SRNS Context Request (IMSI) message to the SRNS. Upon receipt of this message the SRNS buffers and stops sending downlink PDUs to the MS and returns an SRNS Context Response (GTP‑SNDs, GTP‑SNUs, PDCP-SNDs, PDCP‑SNUs) message. The SRNS shall include for each PDP context the next in-sequence GTP sequence number to be sent to the MS and the GTP sequence number of the next uplink PDU to be tunnelled to the GGSN. For each active PDP context which uses lossless PDCP, the SRNS also includes the uplink PDCP sequence number (PDCP‑SNU) and the downlink PDCP sequence number (PDCP-SND). PDCP‑SNU shall be the next in-sequence PDCP sequence number expected from the MS. PDCP-SND is the PDCP sequence number for the first downlink packet for which successful transmission has not been confirmed. The 3G‑SGSN shall strip off the eight most significant bits of the passed PDCP sequence numbers, thus converting them to SNDCP N‑PDU numbers, and stores the N-PDU numbers in its PDP contexts.

5) The old 3G‑SGSN responds with an SGSN Context Response (MM Context, PDP Contexts) message. For each PDP context the old 3G‑SGSN shall include the GTP sequence number for the next uplink GTP PDU to be tunnelled to the GGSN and the next downlink GTP sequence number for the next in-sequence N‑PDU to be sent to the MS. Each PDP Context also includes the SNDCP Send N‑PDU Number (the value is 0) for the next in-sequence downlink N‑PDU to be sent in acknowledged mode SNDCP to the MS and the SNDCP Receive N‑PDU Number (= converted PDCP‑SNU) for the next in-sequence uplink N‑PDU to be received in acknowledged mode SNDCP from the MS. The new 3G-SGSN shall ignore the MS Network Capability contained in MM Context of SGSN Context Response only when it has previously received an MS Network Capability in the Routeing Area Request.

6)
Security functions may be executed.

7)
The new 2G‑SGSN sends an SGSN Context Acknowledge message to the old 3G‑SGSN. This informs the old 3G‑SGSN that the new 2G‑SGSN is ready to receive data packets belonging to the activated PDP contexts. The old SGSN marks in its context that the MSC/VLR association and the information in the GGSNs and the HLR are invalid. This triggers the MSC/VLR, the GGSNs, and the HLR to be updated if the MS initiates a RA update procedure back to the old SGSN before completing the ongoing RA update procedure.

8)
If the MS is PMM‑CONNECTED, the old 3G‑SGSN sends an SRNS Data Forward Command (RAB ID, Transport Layer Address, Iu Transport Association) message to the SRNS. For each indicated RAB the SRNS starts duplicating and tunnelling the buffered GTP PDUs to the old 3G‑SGSN. For each radio bearer which uses lossless PDCP the SRNS shall start tunnelling the GTP-PDUs related to transmitted but not yet acknowledged PDCP‑PDUs to the old 3G‑SGSN together with their related downlink PDCP sequence numbers. Upon receipt of the SRNS Data Forward Command message from the 3G‑SGSN, the SRNS shall start the data-forwarding timer.

9)
The old 3G‑SGSN tunnels the GTP PDUs to the new 2G‑SGSN. In the case of GTPv1, the conversion of PDCP sequence numbers to SNDCP sequence numbers (the eight most significant bits shall be stripped off) shall be done in the new SGSN. No N-PDU sequence numbers shall be indicated for these N-PDUs. If GTPv0 is used between the SGSNs, the conversion of PDCP sequence numbers to SNDCP numbers shall be done in the old 3G-SGSN (by stripping off the eight most significant bits).

10)
The new 2G‑SGSN sends an Update PDP Context Request (new SGSN Address, TEID, QoS Negotiated) message to each GGSN concerned. Each GGSN updates its PDP context fields and returns an Update PDP Context Response (TEID) message.

11)
The new 2G‑SGSN informs the HLR of the change of SGSN by sending an Update GPRS Location (SGSN Number, SGSN Address, IMSI) message to the HLR.

12)
The HLR sends a Cancel Location (IMSI) message to the old 3G‑SGSN. The old 3G‑SGSN acknowledges with a Cancel Location Ack (IMSI) message. The old 3G‑SGSN removes the MM and PDP contexts if the timer described in step 3 is not running. If the timer is running, the MM and PDP contexts shall be removed when the timer expires.

13)
When the MS is PMM‑CONNECTED, the old 3G‑SGSN sends an Iu Release Command message to the SRNS. When the RNC data-forwarding timer has expired, the SRNS responds with an Iu Release Complete message.

14)
The HLR sends an Insert Subscriber Data (IMSI, GPRS Subscription Data) message to the new 2G‑SGSN. The 2G‑SGSN constructs an MM context and PDP contexts for the MS and returns an Insert Subscriber Data Ack (IMSI) message to the HLR.

15)
The HLR acknowledges the Update GPRS Location by returning an Update GPRS Location Ack (IMSI) message to the new 2G‑SGSN.

16) If the association has to be established i.e., if Update Type indicates combined RA / LA update with IMSI attach requested, or if the LA changed with the routeing area update, the new 2G‑SGSN sends a Location Update Request (new LAI, IMSI, SGSN Number, Location Update Type) to the VLR. Location Update Type shall indicate IMSI attach if Update Type in step 1 indicated combined RA / LA update with IMSI attach requested. Otherwise, Location Update Type shall indicate normal location update. The VLR number is translated from the RAI by the 2G‑SGSN. The 2G‑SGSN starts the location update procedure towards the new MSC/VLR upon receipt of the first Insert Subscriber Data message from the HLR in step 14). The VLR creates or updates the association with the 2G‑SGSN by storing SGSN Number.

17)
If the subscriber data in the VLR is marked as not confirmed by the HLR, the new VLR informs the HLR. The HLR cancels the old VLR and inserts subscriber data in the new VLR (this signalling is not modified from existing GSM signalling and is included here for illustrative purposes):

a)
The new VLR sends an Update Location (new VLR) to the HLR.

b)
The HLR cancels the data in the old VLR by sending Cancel Location (IMSI) to the old VLR.

c)
The old VLR acknowledges with Cancel Location Ack (IMSI).

d)
The HLR sends Insert Subscriber Data (IMSI, GSM subscriber data) to the new VLR.

e)
The new VLR acknowledges with Insert Subscriber Data Ack (IMSI).

f)
The HLR responds with Update Location Ack (IMSI) to the new VLR.

18)
The new VLR allocates a new TMSI and responds with Location Update Accept (VLR TMSI) to the 2G‑SGSN. VLR TMSI is optional if the VLR has not changed.

19)
The new 2G‑SGSN validates the MS's presence in the new RA. If due to roaming restrictions the MS is not allowed to be attached in the 2G‑SGSN, or if subscription checking fails, the new 2G‑SGSN rejects the routeing area update with an appropriate cause. If all checks are successful, the new 2G‑SGSN constructs MM and PDP contexts for the MS. A logical link is established between the new 2G‑SGSN and the MS. The establishment procedure is initiated by 2G-SGSN. The new 2G‑SGSN responds to the MS with a Routeing Area Update Accept (P‑TMSI, P‑TMSI Signature, Receive N‑PDU Number (= converted PDCP‑SNU)) message. Receive N‑PDU Number contains the acknowledgements for each NSAPI which used lossless PDCP before the start of the update procedure, thereby confirming all mobile-originated N‑PDUs successfully transferred before the start of the update procedure. If Receive N‑PDU Number confirms the reception of N‑PDUs, these N‑PDUs shall be discarded by the MS.
20)
The MS acknowledges the new P‑TMSI by returning a Routeing Area Update Complete (Receive N‑PDU Number (= converted PDCP‑SND)) message to the SGSN. Receive N‑PDU Number contains the acknowledgements for each lossless PDCP used by the MS before the start of the update procedure, thereby confirming all mobile-terminated N‑PDUs successfully transferred before the start of the update procedure. If Receive N‑PDU Number confirms the reception of N‑PDUs that were forwarded from the old 3G-SGSN, these N‑PDUs shall be discarded by the new 2G-SGSN. The MS deducts Receive N‑PDU number from PDCP‑SND by stripping off the eight most significant bits. PDCP‑SND is the PDCP sequence number for the next expected in-sequence downlink packet to be received in the MS per radio bearer, which used lossless PDCP. The new 2G-SGSN negotiates with the MS for each NSAPI the use of acknowledged or unacknowledged SNDCP regardless whether the SRNS used lossless PDCP or not.
21) The new 2G‑SGSN sends TMSI Reallocation Complete message to the new VLR if the MS confirms the VLR TMSI.

22)
The 2G‑SGSN and the BSS may execute the BSS Packet Flow Context procedure.

For an MS with GPRS‑CSI defined, CAMEL interaction may be performed, see referenced procedures in 3G TS 23.078:

C1)
CAMEL_GPRS_PDP_Context_Disconnection and CAMEL_GPRS_Detach 

They are called in the following order:

· The CAMEL_GPRS_PDP_Context_Disconnection procedure is called several times: once per PDP context. The procedure returns as result "Continue".

· Then the CAMEL_GPRS_Detach procedure is called once. The procedure returns as result "Continue".

C2)
CAMEL_GPRS_Routeing_Area_Update_Session.

The procedure returns as result "Continue". 

C3)
CAMEL_GPRS_Routeing_Area_Update_Context.

This procedure is called several times once per PDP context. It returns as result "Continue". 

6.13.2.2
GSM to UMTS Inter-SGSN Change

The inter-system change from GSM to UMTS takes place when a GPRS-attached MS changes from GSM radio access to UTRAN and the UTRAN node serving the MS is served by a different SGSN. In this case the RA changes. Therefore, the MS shall initiate a UMTS RA update procedure by establishing an RRC connection and initiating the RA update procedure. The RA update procedure is either combined RA / LA update or only RA update, these RA update cases are illustrated in Figure 12.

If the network operates in mode I, then an MS, that is both PS-attached and CS-attached, shall perform the Combined RA / LA Update procedures. This concerns only idle mode (see 3G TS 23.122), as no combined RA / LA updates are performed during a CS connection.
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Figure 12: GSM to UMTS Inter SGSN Change

1)
The MS or BSS or UTRAN decides to perform an inter-system change, which makes the MS switch to a new cell that supports UMTS radio technology, and stops transmission to the network.

2)
The MS sends a Routeing Area Update Request (P‑TMSI, old RAI, old P‑TMSI Signature, Update Type, CM, MS Network Capability) message to the new 3G‑SGSN. Update Type shall indicate RA update or combined RA / LA update, or, if the MS wants to perform an IMSI attach, combined RA / LA update with IMSI attach requested, and also if the MS has a follow-on request, i.e. if there is pending uplink traffic (signalling or data). The SGSN may use, as an implementation option, the follow-on request indication to release or keep the Iu connection after the completion of the RA update procedure. The SRNC shall add the Routeing Area Identity including the RAC and LAC of the area where the MS is located before forwarding the message to the 3G‑SGSN. This RA identity corresponds to the RAI in the MM system information sent by the SRNC to the MS.

3)
The new 3G‑SGSN uses the old RAI received from the MS to derive the old 2G‑SGSN address, and sends an SGSN Context Request (old RAI, old P‑TMSI, New SGSN Address) message to the old 2G‑SGSN to get the MM and PDP contexts for the MS. The old 2G-SGSN validates the old P‑TMSI Signature and responds with an appropriate error cause if it does not match the value stored in the old 2G‑SGSN. If the received old P-TMSI Signature does not match the stored value, the old 2G-SGSN should initiate the security functions in the new 3G-SGSN. If the security functions authenticate the MS correctly, the new 3G-SGSN shall send an SGSN Context Request (old RAI, TLLI, MS Validated, New SGSN Address) message to the old 2G-SGSN. MS Validated indicates that the new 3G-SGSN has authenticated the MS. If the old P‑TMSI Signature was valid or if the new 3G-SGSN indicates that it has authenticated the MS correctly, the old 2G‑SGSN starts a timer and stops the transmission of N‑PDUs to the MS.

4)
The old 2G‑SGSN responds with an SGSN Context Response (MM Context, PDP Contexts) message. Each PDP Context includes the GTP sequence number for the next downlink N‑PDU to be sent to the MS and the GTP sequence number for the next uplink N‑PDU to be tunnelled to the GGSN. Each PDP Context also includes the SNDCP Send N‑PDU Number for the next downlink N‑PDU to be sent in acknowledged mode SNDCP to the MS and the SNDCP Receive N‑PDU Number for the next uplink N‑PDU to be received in acknowledged mode SNDCP from the MS. The new 3G-SGSN derives the corresponding PDCP sequence numbers from these N‑PDU sequence numbers by adding eight most significant bits "1". These PDCP sequence numbers are stored in the 3G-SGSN PDP contexts.The new 3G-SGSN shall ignore the MS Network Capability contained in MM Context of SGSN Context Response only when it has previously received an MS Network Capability in the Routeing Area Request.

5)
Security functions may be executed.

6)
The new 3G‑SGSN sends an SGSN Context Acknowledge message to the old 2G‑SGSN. This informs the old 2G‑SGSN that the new 3G‑SGSN is ready to receive data packets belonging to the activated PDP contexts. The old SGSN marks in its context that the MSC/VLR association and the information in the GGSNs and the HLR are invalid. This triggers the MSC/VLR, the GGSNs, and the HLR to be updated if the MS initiates a routeing area update procedure back to the old SGSN before completing the ongoing routeing area update procedure.

7)
The old 2G‑SGSN duplicates the buffered N‑PDUs and starts tunnelling them to the new 3G‑SGSN. Additional N‑PDUs received from the GGSN before the timer described in step 3 expires are also duplicated and tunnelled to the new 3G‑SGSN. N-PDUs that were already sent to the MS in acknowledged mode SNDCP and that are not yet acknowledged by the MS are tunnelled together with their related SNDCP N-PDU sequence number. No PDCP sequence numbers shall be indicated for these N-PDUs. No N‑PDUs shall be forwarded to the new 3G‑SGSN after expiry of the timer described in step 3.

8)
The new 3G‑SGSN sends an Update PDP Context Request (new SGSN Address, TEID, QoS Negotiated) message to each GGSN concerned. Each GGSN updates its PDP context fields and returns an Update PDP Context Response (TEID) message.

9)
The new 3G‑SGSN informs the HLR of the change of SGSN by sending an Update GPRS Location (SGSN Number, SGSN Address, IMSI) message to the HLR.

10)
The HLR sends a Cancel Location (IMSI, Cancellation Type) message to the old 2G‑SGSN. The old 2G‑SGSN removes the MM and PDP contexts if the timer described in step 3 is not running. If the timer is running, the MM and PDP contexts are removed when the timer expires. The old 2G‑SGSN acknowledges with a Cancel Location Ack (IMSI) message.

11)
The HLR sends an Insert Subscriber Data (IMSI, GPRS Subscription Data) message to the new 3G‑SGSN. The 3G‑SGSN constructs an MM context for the MS and returns an Insert Subscriber Data Ack (IMSI) message to the HLR.

12)
The HLR acknowledges the Update GPRS Location by returning an Update GPRS Location Ack (IMSI) message to the new 3G‑SGSN.

13)
If the association has to be established, if Update Type indicates combined RA / LA update with IMSI attach requested, or if the LA changed with the routeing area update, the new SGSN sends a Location Update Request (new LAI, IMSI, SGSN Number, Location Update Type) to the VLR. Location Update Type shall indicate IMSI attach if Update Type in step 1 indicated combined RA / LA update with IMSI attach requested. Otherwise, Location Update Type shall indicate normal location update. The VLR number is translated from the RAI by the 3G‑SGSN. The 3G‑SGSN starts the location update procedure towards the new MSC/VLR upon receipt of the first Insert Subscriber Data message from the HLR in step 12). The VLR creates or updates the association with the 3G‑SGSN by storing SGSN Number.

14)
If the subscriber data in the VLR is marked as not confirmed by the HLR, the new VLR informs the HLR. The HLR cancels the old VLR and inserts subscriber data in the new VLR (this signalling is not modified from existing GSM signalling and is included here for illustrative purposes):

a)
The new VLR sends an Update Location (new VLR) to the HLR.

b)
The HLR cancels the data in the old VLR by sending Cancel Location (IMSI) to the old VLR.

c)
The old VLR acknowledges with Cancel Location Ack (IMSI).

d)
The HLR sends Insert Subscriber Data (IMSI, GSM subscriber data) to the new VLR.

e)
The new VLR acknowledges with Insert Subscriber Data Ack (IMSI).

f)
The HLR responds with Update Location Ack (IMSI) to the new VLR.

15)
The new VLR allocates a new TMSI and responds with Location Update Accept (VLR TMSI) to the 3G‑SGSN. VLR TMSI is optional if the VLR has not changed.

16)
The new 3G‑SGSN validate the MS's presence in the new RA. If due to roaming restrictions the MS is not allowed to be attached in the 3G‑SGSN, or if subscription checking fails, the new 3G‑SGSN rejects the routeing area update with an appropriate cause. If all checks are successful, the new 3G‑SGSN constructs MM and PDP contexts for the MS. The new 3G‑SGSN responds to the MS with a Routeing Area Update Accept (P‑TMSI, P‑TMSI signature ) message.

17)
The MS acknowledges the new P‑TMSI by returning a Routeing Area Update Complete message to the SGSN.

18)
The new 3G‑SGSN sends TMSI Reallocation Complete message to the new VLR, if the MS confirms the VLR TMSI.

19)
If the MS has uplink data or signalling pending it shall send a Service Request (P‑TMSI, RAI, CKSN, Service Type) message to the SGSN. Service Type specifies the requested service. Service Type shall indicate one of the following: Data or Signalling.

20)
If the MS has sent the Service Request, the new 3G‑SGSN requests the SRNS to establish a radio access bearer by sending a RAB Assignment Request (RAB ID(s), QoS Profile(s), GTP‑SNDs, GTP‑SNUs, PDCP‑SNUs) message to the SRNS. The PDCP sequence numbers are derived from the N‑PDU sequence numbers in step 4) and stored in the SGSN PDP contexts. The SRNS sends a Radio Bearer Setup Request (PDCP‑SNUs) message to the MS. The MS responds with a Radio Bearer Setup Complete (PDCP‑SNDs) message. The MS deducts PDCP-SND from its Receive N‑PDU Number by adding eight most significant bits "1". The SRNS responds with a RAB Assignment Response message. The SRNS shall discard all N‑PDUs tunnelled from the SGSN with N‑PDU sequence numbers older than the eight least significant bits of the PDCP‑SNDs received from the MS. Other N‑PDUs shall be transmitted to the MS. The MS shall discard all N‑PDUs with SNDCP sequence numbers older than the eight least significant bits of the PDCP‑SNUs received from the SRNS. Other N‑PDUs shall be transmitted to the SRNS. The SRNS negotiates with the MS for each radio bearer the use of lossless PDCP or not regardless whether the old 2G-SGSN used acknowledged or unacknowledged SNDCP for the related NSAPI or not.

NOTE:
The NSAPI value is carried in the RAB ID IE.

For an MS with GPRS‑CSI defined, CAMEL interaction may be performed, see referenced procedures in 3G TS 23.078:

They are called in the following order:

· The CAMEL_GPRS_PDP_Context_Disconnection procedure is called several times: once per PDP context. The procedure returns as result "Continue".

· Then the CAMEL_GPRS_Detach procedure is called once. It returns as result "Continue".

C2)
CAMEL_GPRS_Routeing_Area_Update_Session.

The procedure returns as result "Continue". 

C3)
CAMEL_GPRS_Routeing_Area_Update_Context.

This procedure is called several times: once per PDP context. It returns as result "Continue". 
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