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8.1.1.6.5
System Information Block type 5

The UE should store all relevant IEs included in this system information block. The UE shall:

-
if in connected mode, and System Information Block type 6 is indicated as used in the cell:

-
read and act on information sent in System Information Block type 6.

-
replace the TFS of the RACH with the one stored in the UE if any;
-
let the physical channel(s) of type PRACH given by the IE(s) "PRACH info" be the default in uplink for the PRACH if UE is in CELL_FACH state;

-
start to receive the physical channel of type AICH using the parameters given by the IE "AICH info" (FDD only) when given allocated PRACH is used;

-
replace the TFS of the FACH/PCH with the one stored in the UE if any;

-
select a Secondary CCPCH as specified in [4] and in subclause  8.5.19, and start to receive the physical channel of type PICH associated with the PCH carried by the selected Secondary CCPCH using the parameters given by the IE "PICH info" if UE is in Idle mode or in CELL_PCH or URA_PCH state;

-
start to monitor its paging occasions on the selected PICH if UE is in Idle mode or in CELL_PCH or URA_PCH state;

-
start to receive the selected physical channel of type Secondary CCPCH using the parameters given by the IE(s) "Secondary CCPCH info" if UE is in CELL_FACH state;

-
in TDD:

-
use the IE "TDD open loop power control" as defined in subclause 8.5.7 when allocated PRACH is used;

-
if the IE "PDSCH system information" and/or the IE "PUSCH system information" is included:

-
store each of the configurations given there with the associated identity given in the IE "PDSCH Identity" and/or "PUSCH Identity" respectively. For every configuration, for which the IE "SFN Time info" is included, the information shall be stored for the duration given there.

8.1.1.6.6
System Information Block type 6

If in connected mode, the UE should store all relevant IEs included in this system information block. The UE shall:

-
replace the TFS of the RACH with the one stored in the UE if any;
-
let the physical channel(s) of type PRACH given by the IE(s) "PRACH info" be the default in uplink if UE is in CELL_FACH state. If the IE "PRACH info" is not included, the UE shall read the corresponding IE(s) in System Information Block type 5 and use that information to configure the PRACH;

-
start to receive the physical channel of type AICH using the parameters given by the IE "AICH info" when associated PRACH is used. If the IE "AICH info" is not included, the UE shall read the corresponding IE in System Information Block type 5 and use that information (FDD only);

-
replace the TFS of the FACH/PCH with the one stored in the UE if any;

-
select a Secondary CCPCH as specified in [4] and in subclause  8.5.19, and start to receive the physical channel of type PICH associated with the PCH carried by the selected Secondary CCPCH using the parameters given by the IE "PICH info" if the UE is in CELL_PCH or URA_PCH state. If the IE "PICH info" is not included, the UE shall read the corresponding IE in System Information Block type 5 and use that information;

-
start to monitor its paging occasions on the selected PICH if the UE is in CELL_PCH or URA_PCH state;

-
start to receive the selected physical channel of type Secondary CCPCH using the parameters given by the IE(s) "Secondary CCPCH info" if the UE is in CELL_FACH state. If the IE "Secondary CCPCH info" is not included, the UE shall read the corresponding IE(s) in System Information Block type 5 and use that information;

-
in TDD: use the IE "TDD open loop power control" as defined in subclause 8.5.7;

-
in TDD: if the IE "PDSCH system information" and/or the IE "PUSCH system information" is included, store each of the configurations given there with the associated identity given in the IE "PDSCH Identity" and/or "PUSCH Identity" respectively. For every configuration, for which the IE "SFN Time info" is included, the information shall be stored for the duration given there.

If in idle mode, the UE shall not use the values of the IEs in this system information block.

 […]

8.1.1.6.11
System Information Block type 11

The UE should store all relevant IEs included in this system information block. The UE shall:

-
If IE "FACH measurement occasion info" is included:

-
act as specified in subclause 8.6.7

-
else:

-
may perform inter-frequency/inter-RAT measurements or inter-frequency/inter-RAT cell re-selection evaluation, if the UE capabilities permit such measurements while simultaneously receiving the S-CCPCH of the serving cell.

-
if in connected mode, and System Information Block type 12 is indicated as used in the cell:

-
read and act on information sent in System Information Block type 12;

-
for each measurement type:

-
start a measurement using the set of IEs specified for that measurement type;

-
associate each measurement with the identity number given by the IE "Measurement identity";

-
clear the variable CELL_INFO_LIST;

-
act upon the received IE "Intra-frequency/Inter-frequency/Inter-RAT cell info list" as described in subclause 8.6.7.3;

-
if included, store the IE "Intra-frequency reporting quantity" and the IE "Intra-frequency measurement reporting criteria" or "Periodical reporting criteria" in order to activate reporting when state CELL_DCH is entered;

-
If IE "Use of HCS" is set to "used", indicating that HCS is used, do the following:

-
If IE "HCS neighbouring cell information" is not included in the first occurrence of IE "Intra-frequency cell info list", use the default values specified for the IE "HCS neighbouring cell information" for that cell;

-
If IE "HCS neighbouring cell information" is not included in other occurrence of IE "Intra-frequency cell info list", for that cell use the same parameter values as used for the preceding IE "Intra-frequency cell info list";

-
If IE "HCS neighbouring cell information" is not included in the first occurrence of IE "Inter-frequency cell info list", use the default values specified for the IE "HCS neighbouring cell information" for that cell;

-
If IE "HCS neighbouring cell information" is not included in other occurrence of IE "Inter-frequency cell info list", for that cell use the same parameter values as used for the preceding IE "Inter-frequency cell info list";

-
If IE "HCS neighbouring cell information" is not included in the first occurrence of IE "Inter-RAT Cell info list", use the default values specified for the IE "HCS neighbouring cell information" for that cell;

-
If IE "HCS neighbouring cell information" is not included in other occurrence of IE "Inter-RAT cell info list", for that cell use the same parameter values as used for the preceding IE "Inter-RAT cell info list";





8.1.1.6.12
System Information Block type 12

If in connected mode, the UE should store all relevant IEs included in this system information block. The UE shall:

-
If IE "FACH measurement occasion info" is included:

-
act as specified in subclause 8.6.7

-
else:

-
perform neither inter-frequency/inter-RAT measurements nor inter-frequency/inter-RAT cell re-selection evaluation, independent of UE measurement capabilities.

-
for each measurement type:

-
start (or continue) a measurement using the set of IEs specified for that measurement type;

-
act upon the received IE "Intra-frequency/Inter-frequency/Inter-RAT cell info list" as described in subclause 8.6.7.3;

-
if any of the IEs "Intra-frequency measurement quantity", "Intra-frequency reporting quantity for RACH reporting", "Maximum number of reported cells on RACH" or "Reporting information for state CELL_DCH" are not included in the system information block, read the corresponding IE(s) in system information block type 11 and use that information for the intra-frequency measurement;

-
if included in this system information block or in System Information Block type11, store the IE "Intra-frequency reporting quantity" and the IE "Intra-frequency measurement reporting criteria" or "Periodical reporting criteria" in order to activate reporting when state CELL_DCH is entered;

-
if the IE "Inter-frequency measurement quantity" is not included in the system information block, read the corresponding IE in System Information Block type 11 and use that information for the inter-frequency measurement;

-
if the IE "Inter-RAT measurement quantity" is not included in the system information block, read the corresponding IE in System Information Block type 11 and use that information for the inter-RAT measurement;

-
if in state CELL_FACH, start traffic volume measurement reporting as specified in the IE "Traffic volume reporting quantity";

-
associate each measurement with the identity number given by the IE "Measurement identity";

-
If IE "Use of HCS" is set to "used", indicating that HCS is used, do the following:

-
If IE "HCS neighbouring cell information" is not included in the first occurrence of IE "Intra-frequency cell info list", use the default values specified for the IE "HCS neighbouring cell information" for that cell;

-
If IE "HCS neighbouring cell information" is not included in other occurrence of IE "Intra-frequency cell info list", for that cell use the same parameter values as used for the preceding IE "Intra-frequency cell info list";

-
If IE "HCS neighbouring cell information" is not included in the first occurrence of IE "Inter-frequency cell info list", use the default values specified for the IE "HCS neighbouring cell information" for that cell;

-
If IE "HCS neighbouring cell information" is not included in other occurrence of IE "Inter-frequency cell info list", for that cell use the same parameter values as used for the preceding IE "Inter-frequency cell info list";

-
If IE "HCS neighbouring cell information" is not included in the first occurrence of IE "Inter-RAT cell info list", use the default values specified for the IE "HCS neighbouring cell information" for that cell;

-
If IE "HCS neighbouring cell information" is not included in other occurrence of IE "Inter-RAT cell info list", for that cell use the same parameter values as used for the preceding IE "Inter-RAT cell info list".





If in idle mode, the UE shall not use the values of the IEs in this system information block.

[…]

8.1.3.2
Initiation

The UE shall initiate the procedure when upper layers in the UE requests the establishment of a signalling connection and the UE is in idle mode (no RRC connection exists), as specified in subclause 8.1.8.

Upon initiation of the procedure, the UE shall:

-
set the variable PROTOCOL_ERROR_INDICATOR to FALSE;

-
if the USIM is present:

-
set the value of "THRESHOLD" in the variable "START_THRESHOLD" to the 20 MSBs of the value stored in the USIM [50] for the maximum value of START for each CN Domain;

-
set the IE "Initial UE identity" in the variable INITIAL_UE_IDENTITY according to subclause 8.5.1;

-
set the contents of the RRC CONNECTION REQUEST message according to subclause 8.1.3.3;

-
set CFN in relation to SFN of current cell according to subclause 8.5.15;

-
perform the mapping of the Access Class to an Access Service Class as specified in subclause 8.5.13, and apply the given Access Service Class when accessing the RACH;

-
submit the RRC CONNECTION REQUEST message for transmission on the uplink CCCH;

-
set counter V300 to 1; and

-
start timer T300 when the MAC layer indicates success or failure to transmit the message;

-
select a Secondary CCPCH according to [4];

-
start receiving all FACH transport channels mapped on the selected Secondary CCPCH.

[…]

8.1.15.1
General

The counter check procedure is used by the UTRAN to perform a local authentication. The purpose of the procedure is to check that the amount of data sent in both directions (uplink and downlink) over the duration of the RRC connection is identical at the UTRAN and at the UE (to detect a possible intruder – a 'man-in-the-middle' – from operating). It should be noted that this requires that the COUNT-C values for each UL and DL radio bearer are maintained even if ciphering is not used. This procedure is only applicable to radio bearers using UM or AM mode of RLC. In this version, this procedure is not applied for radio bearers using transparent mode RLC.

[…]

8.3.6.3
Reception of Handover to UTRAN command message by the UE

The UE shall be able to receive a HANDOVER TO UTRAN COMMAND message and perform an inter-RAT handover, even if no prior UE measurements have been performed on the target UTRAN cell and/or frequency.

The UE shall act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following. The UE shall:

-
store a U-RNTI value (32 bits), which is derived by the IEs "SRNC identity" (12 bits) and "S-RNTI 2" (10 bits) included in IE "U-RNTI-short". In order to produce a full size U-RNTI value, a full size "S-RNTI" (20 bits) shall be derived by padding the IE "S-RNTI 2" with 10 zero bits in the most significant positions; and

-
initialise the variable ESTABLISHED_SIGNALLING_CONNECTIONS with the signalling connections that remains after the handover according to the specifications of the source RAT;

-
initialise the variable UE_CAPABILITIES_TRANSFERRED with the UE capabilities that have been transferred to the network up to the point prior to the handover, if any;
-
initialise the variable TIMERS_AND_CONSTANTS to the default values and start to use those timer and constants values;

-
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Predefined configuration":

-
initiate the radio bearer and transport channel configuration in accordance with the predefined parameters identified by the IE "Predefined configuration identity";

-
initiate the physical channels in accordance with the predefined parameters identified by the IE "Predefined radio configuration identity" and the received physical channel information elements;

-
store information about the established radio access bearers and radio bearers according to the IE "Predefined configuration identity"; and

-
set the IE "RAB Info Post" in the variable ESTABLISHED_RABS and the IE "Re-establishment timer" in the IE "RAB Info" in the variable ESTABLISHED_RABS to "useT314";

-
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Default configuration":

-
initiate the radio bearer and transport channel configuration in accordance with the default parameters identified by the IE "Default configuration mode" and IE "Default configuration identity";

-
initiate the physical channels in accordance with the default parameters identified by the IE "Default configuration mode" and IE "Default configuration identity" and the received physical channel information elements;

NOTE
IE "Default configuration mode" specifies whether the FDD or TDD version of the default configuration shall be used

-
set the IE "RAB Info Post" in the variable ESTABLISHED_RABS and the IE "Re-establishment timer" in the IE "RAB Info" in the variable ESTABLISHED_RABS to "useT314";

-
if IE "Specification mode" is set to "Preconfiguration":

-
use the following values for parameters that are neither signalled within the HANDOVER TO UTRAN COMPLETE message nor included within pre-defined or default configuration:

-
0 dB for the power offset P Pilot-DPDCH bearer in FDD;

-
calculate the Default DPCH Offset Value using the following formula:


-
in FDD:

Default DPCH Offset Value = (SRNTI 2 mod 600) * 512


-
in TDD:

Default DPCH Offset Value = (SRNTI 2 mod 7)

-
handle the above Default DPCH Offset Value as if an IE with that value was included in the message, as specified in subclause 8.6.6.21;
-
if IE "Specification mode" is set to "Complete specification":

-
initiate the radio bearer, transport channel and physical channel configuration in accordance with the received radio bearer, transport channel and physical channel information elements;

-
perform an open loop estimation to determine the UL transmission power according to subclause 8.5.3;

-
if ciphering has been activated and ongoing in the radio access technology from which inter- RAT handover is performed:

-
for the CN domain as in the IE "CN domain identity" which is included in the IE "RAB info" of the IE "RAB information to setup":

-
set the HFN component of the COUNT-C variable for all UL and DL radio bearers and all UL and DL signalling radio bearers that use RLC-AM and RLC-UM to the START value as stored in the USIM for that CN domain; and

-
set the remaining LSBs of the HFN component of COUNT-C to zero;

-
set the HFN component of the COUNT-C variable for all UL and DL radio bearers and all UL and DL signalling radio bearers that use the transparent mode of RLC to zero, while not incrementing the value of the HFN component of the COUNT-C variable at each CFN cycle; and

-
set the CFN component of the COUNT-C variable to the value of the CFN as calculated in subclause 8.5.15;

-
set the IE "Status" in the variable CIPHERING_STATUS to "Started";

-
apply the same ciphering (ciphered/unciphered, algorithm) as prior to inter-RAT handover, unless a change of algorithm is requested by means of the IE "Ciphering algorithm";

-
apply ciphering immediately upon reception of the HANDOVER TO UTRAN COMMAND;

If the UE succeeds in establishing the connection to UTRAN, it shall:

-
if the IE "Status" in the variable CIPHERING_STATUS is set to "Started" and transparent mode radio bearers have been established by this procedure:

-
include the IE "COUNT-C activation time" in the response message and specify a CFN value other than the default, "Now" for this IE;

-
at the CFN value as indicated in the response message in the IE "COUNT-C activation time":

-
set the HFN component of the COUNT-C variable to the START value as indicated in the IE "START list" of the response message for the relevant CN domain; and

-
set the remaining LSBs of the HFN component of COUNT-C to zero;

-
increment the HFN component of the COUNT-C variable by one;

-
set the CFN component of the COUNT-C to the value of the IE "COUNT-C activation time" of the response message. The HFN component and the CFN component completely initialise the COUNT-C variable;

-
step the COUNT-C variable, as normal, at each CFN value. The HFN component is no longer fixed in value but incremented at each CFN cycle;

-
transmit a HANDOVER TO UTRAN COMPLETE message on the uplink DCCH, using the new ciphering configuration, only if ciphering has been started;

-
when the HANDOVER TO UTRAN COMPLETE message has been submitted to lower layers for transmission,:

-
if the IE "Transport format combination subset" was not included in the HANDOVER TO UTRAN COMMAND message or in the predefined parameters;

-
set the IE "Current TFC subset" in the variable TFS_SUBSET to "Full transport format combination set";

-
set the IE "Status" in the variable CIPHERING_STATUS to "Not started";

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE;

-
set the IE "Status" in the variable INTEGRITY_ PROTECTION_INFO to "Not started";

-
set the IE "Historical status" in the variable INTEGRITY_ PROTECTION_INFO to "Never been active";

-
set the IE "Reconfiguration" in the variable INTEGRITY_ PROTECTION _INFO to FALSE;

-
set the variable CELL_UPDATE_STARTED to FALSE;

-
set the variable CONFIGURATION_INCOMPLETE to FALSE;

-
set the variable ORDERED_RECONFIGURATION to FALSE;

-
set the variable FAILURE_INDICATOR to FALSE;

-
set the variable INCOMPATIBLE_SECURITY_RECONFIGURATION to FALSE;

-
set the variable INVALID_CONFIGURATION to FALSE;

-
set the variable PROTOCOL_ERROR_INDICATOR, TFC_SUBSET to FALSE;

-
set the variable PROTOCOL_ERROR_REJECT to FALSE;

-
set the variable TGSN_REPORTED to FALSE;

-
set the variable UNSUPPORTED_CONFIGURATION to FALSE;

-
clear all optional IEs in all variables, except those optional IEs that are set in this procedure;

-
and the procedure ends.

[…]

8.6.3.4
Ciphering mode info

The IE "Ciphering mode info" defines the new ciphering configuration. If the IE "Ciphering mode info" is present and if the IE "Reconfiguration" in the variable CIPHERING_STATUS is set to FALSE, the UE shall check the IE "Ciphering mode command" as part of the IE "Ciphering mode info", and perform the following. The UE shall:

-
if the IE "Status" in the variable CIPHERING_STATUS has the value "Not Started", and if the IE "Ciphering mode command" has the value "stop":

-
ignore this attempt to change the ciphering configuration; and

-
set the variable INVALID_CONFIGURATION to TRUE;

-
else:

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to TRUE;

-
if IE "Ciphering mode command" has the value "start/restart":

-
start or restart ciphering in lower layers for all established radio bearers in the variable ESTABLISHED_RABS, using the ciphering algorithm (UEA [40]) indicated by the IE "Ciphering algorithm" as part of the new ciphering configuration. For each radio bearer, the value of the IE "RB identity" in the variable ESTABLISHED_RABS minus one shall be used as the value of BEARER in the ciphering algorithm. The new ciphering configuration shall be applied as specified below;

-
set the IE "Status" in the variable CIPHERING_STATUS to "Started";

-
if the IE "Ciphering mode command" has the value "stop", the UE shall:

-
stop ciphering and stop incrementing COUNT-C values for all UL and DL signalling radio bearers and also for UL and DL transparent RLC mode radio bearers, only at the new ciphering configuration that shall be applied as specified below;

-
set the IE "Status" in the variable CIPHERING_STATUS to "Not started";

-
in case the IE "Ciphering mode command" has the value "start/restart" or "stop", the new ciphering configuration shall be applied as follows:

-
store the (oldest currently used) ciphering configuration until activation times have elapsed for the new ciphering configuration to be applied on all signalling radio bearers and radio bearers;

-
if there are pending activation times set for ciphering by a previous procedure changing the ciphering configuration:

-
apply the ciphering configuration at this pending activation time as indicated in this procedure;

-
only need to store at most two different ciphering configurations at any given time for all signalling radio bearers and radio bearers, the old and latest ciphering configurations, per CN domain;

-
if the IE "Ciphering activation time for DPCH" is present in the IE "Ciphering mode info":

-
apply the new configuration at that time for radio bearers using RLC-TM. If the IE "Ciphering mode info" is present in a message reconfiguring RB, transport channel or physical channel, the indicated time in IE "Activation time for DPCH" corresponds to a CFN after that reconfiguration;

-
if the IE "Radio bearer downlink ciphering activation time info" is present in the IE "Ciphering mode info":

-
apply the following procedure for each radio bearer using RLC-AM and RLC-UM indicated by the IE "RB identity":

-
suspend data transmission on the radio bearer;

-
select an "RLC send sequence number" at which (activation) time the new ciphering configuration shall be applied in uplink for that radio bearer according to the following:

-
for each radio bearer and signalling radio bearer that has no pending ciphering activation time as set by a previous procedure changing the security configuration:

-
set a suitable value that would ensure a minimised delay in the change to the latest security configuration;

-
for each radio bearer and signalling radio bearer that has a pending ciphering activation time as set by a previous procedure changing the security configuration:

-
set the same value as the pending ciphering activation time;
-
consider this activation time to be elapsed when the selected activation time (as above) is equal to the "RLC send sequence number";

-
store the selected "RLC send sequence number" for that radio bearer in the entry for the radio bearer in the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
when the data transmission of that radio bearer is resumed:

-
switch to the new ciphering configuration according to the following:

-
use the old ciphering configuration for the transmitted and received RLC PDUs with RLC sequence numbers smaller than the corresponding RLC sequence numbers indicated in the IE "Radio bearer uplink ciphering activation time info" sent to UTRAN and in the received IE "Radio bearer downlink ciphering activation time info" received from UTRAN, respectively;

-
use the new ciphering configuration for the transmitted and received RLC PDUs with RLC sequence numbers greater than or equal to the corresponding RLC sequence numbers indicated in the IE "Radio bearer uplink ciphering activation time info" sent to UTRAN and in the received IE "Radio bearer downlink ciphering activation time info" received from UTRAN, respectively;

-
for a radio bearer using RLC-AM, when the RLC sequence number indicated in the IE "Radio bearer downlink ciphering activation time info" falls below the RLC receiving window and the RLC sequence number indicated in the IE "Radio bearer uplink ciphering activation time info" falls below the RLC transmission window, the UE may release the old ciphering configuration for that radio bearer;

-
if an RLC reset or re-establishment occurs before the activation time for the new ciphering configuration has been reached, ignore the activation time and apply the new ciphering configuration immediately after the RLC reset or RLC re-establishment.

If the IE "Ciphering mode info" is present and if the IE "Reconfiguration" in the variable CIPHERING_STATUS is set to TRUE, the UE shall:

-
ignore this second attempt to change the ciphering configuration; and

-
set the variable INCOMPATIBLE_SECURITY_RECONFIGURATION to TRUE.

If the IE "Ciphering mode info" is not present, the UE shall not change the ciphering configuration.

[…]

8.6.4.3
RB information to setup

If the IE "RB information to setup" is included, the UE shall apply the following actions on the radio bearer identified with the value of the IE "RB identity". The UE shall:

-
use the same START value to initialise the hyper frame number components of COUNT-C and COUNT-I variables for all the new UL and DL radio bearers to setup;

-
perform the actions for the IE "PDCP info", if present, according to subclause 8.6.4.10, applied for the radio bearer;

-
perform the actions for the IE "RLC info", according to subclause 8.6.4.9, applied for the radio bearer;

-
perform the actions for the IE "RB mapping info", according to subclause 8.6.4.8, applied for the radio bearer;

-
if the IE "Downlink RLC mode" in the IE "RLC info" is set to "TM RLC":
-
configure delivery of erroneous SDUs in lower layers according to indication from upper layer [5].
-
if the variable CIPHERING_STATUS is set to "Started"; and

-
if the IE "Uplink RLC mode" or the IE "Downlink RLC mode" in the IE "RLC info" is set to "AM RLC" or "UM RLC":

-
initialise the 20 MSB of the hyper frame number component of COUNT-C for this radio bearer with the START value for the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" part of the IE "RAB information to setup";

-
set the remaining LSB of the hyper frame number component of COUNT-C for this radio bearer to zero;

-
if the IE "Uplink RLC mode" and the IE "Downlink RLC mode" in the IE "RLC info" is set to "TM RLC":

-
if no other transparent mode RLC radio bearers exist in the variable ESTABLISHED_RABS:

-
initialise the 20 MSB of the hyper frame number component of COUNT-C for this radio bearer with the START value for the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" part of the IE "RAB information to setup";

-
set the remaining LSB of the hyper frame number component of COUNT-C for this radio bearer to zero;

-
if at least one transparent mode RLC radio bearers or signalling radio bearers exist in the variable ESTABLISHED_RABS:

-
set the MAC-d HFN component of the COUNT-C for this radio bearer with the MAC-d HFN that is common (refer to subclause 8.5.8) for the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" part of the IE "RAB information to setup";
-
start to perform ciphering on the radio bearer in lower layers, using the value of the IE "RB identity" minus one as the value of BEARER in the ciphering algorithm.

[…]

8.6.6.11
Uplink DPCH power control info

The UE shall:

-
in FDD:

-
if the IE "Uplink DPCH power control info" is included:
-
if a synchronisation procedure is performed according to [29],
-
calculate and set an initial uplink transmission power; [Editor’s note: Modified indentation]
-
start inner loop power control as specified in subclause 8.5.3; [Editor’s note: Modified indentation]
-
for the UL inner loop power control: [Editor’s note: Modified indentation]
-
use the parameters specified in the IE; [Editor’s note: Modified indentation]
-
else:

-
act on the IE "Power control algorithm" and the IE "TPC step size" if included and ignore any other IEs that are included;
-
in TDD:

-
if the IE "Uplink DPCH power control info" is included:

-
use the parameters specified in the IE for open loop power control as defined in subclause 8.5.7;
-
else:

-
use the current uplink transmission power;
-
both in FDD and TDD;

-
if the IE "Uplink DPCH power control info" is not included in a message used to enter CELL_DCH:
-
set the variable INVALID_CONFIGURATION to true;

[…]

8.6.7.12
FACH measurement occasion info

IE "FACH measurement occasion info" is used to control UE measurement activities in inter-frequency and inter-RAT cells in CELL_FACH state.

If IE "FACH measurement occasion info" is received, UE shall, when in CELL_FACH state:

-
if IE "FACH Measurement occasion length coefficient" is included:

-
if, according to its measurement capabilities, UE is not able to perform some of the indicated measurements in this IE simultaneously as receiving the SCCPCH of serving cell:

-
perform those measurements during FACH measurement occasions, see subclause 8.5.11;

-
if, according to its measurement capabilities, UE is able to perform some of the indicated measurements in this IE simultaneously as receiving the SCCPCH of serving cell:

-
UE may perform measurements also on other occasions;

-
if, according to its measurement capabilities, UE is able to perform the measurements and indicated in this IE simultaneously as receiving the SCCPCH of serving cell:

-
perform the measurements simultaneously as receiving the SCCPCH of serving cell;

-
if IE "FACH Measurement occasion length coefficient" is not included:

-
perform those indicated measurements indicated in this IE that UE, according to its measurement capabilities, is able to perform simultaneously as receiving the SCCPCH of serving cell;

-
if IE "Inter-frequency FDD measurement indicator" is set to TRUE:

-
perform measurements and evaluate cell re-selection criteria according to [4] on inter-frequency FDD cells listed in IE "Measurement control system information" in "System Information Block type 11" or "System Information Block type 12";

-
if IE "Inter-frequency FDD measurement indicator" is set to FALSE:

-
neither perform measurements nor evaluate cell re-selection criteria on inter-frequency FDD cells;
-
if IE "Inter-frequency TDD measurement indicator" is set to TRUE:

-
perform measurements and evaluate cell re-selection criteria according to [4] on inter-frequency TDD cells listed in IE "Measurement control system information" in "System Information Block type 11" or "System Information Block type 12";

-
if IE "Inter-frequency TDD measurement indicator" is set to FALSE:

-
neither perform measurements nor evaluate cell re-selection criteria on inter-frequency TDD cells;

-
if IE "Inter-RAT measurement indicators" is included:

-
perform measurements and evaluate cell re-selection criteria according to [4] on those cells of listed Inter-RAT types that are present in IE "Measurement control system information" in "System Information Block type 11" or "System Information Block type 12".

[…]

10.2.48.8.4
System Information Block type 1

The system information block type 1 contains NAS system information as well as UE timers and counters to be used in idle mode and in connected mode.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CN information elements
	
	
	
	

	CN common GSM-MAP NAS system information
	MP
	
	NAS system information (GSM-MAP) 10.3.1.9
	

	CN domain system information list
	MP
	1 to <maxCNdomains>
	
	Send CN information for each CN domain.

	>CN domain system information
	MP
	
	CN domain system information 10.3.1.2
	

	UE information 
	
	
	
	

	UE Timers and constants in idle mode
	MD
	
	UE Timers and constants in idle mode 10.3.3.44
	Default value means that for all timers and constants

- For parameters with need MD, the defaults specified in 10.3.3.44 apply and

- For parameters with need OP, the parameters are absent

	UE Timers and constants in connected mode
	MD
	
	UE Timers and constants in connected mode 10.3.3.43
	Default value means that for all timers and constants

- For parameters with need MD, the defaults specified in 10.3.3.43 apply and

- For parameters with need OP, the parameters are absent


 […]

10.2.48.8.16
System Information Block type 13

The system information block type 13 contains ANSI-41 system information.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Other information elements
	
	
	
	

	CN Information Elements
	
	
	
	

	CN Domain system information list
	MP
	1 to <maxCNdomains>
	
	Send CN information for each CN domain.

	>CN Domain system information
	MP
	
	CN Domain system information 10.3.1.2
	

	UE Information
	
	
	
	

	UE timers and constants in idle mode
	MD
	
	UE timers and constants in idle mode 10.3.3.44
	Default value means that for all timers and constants

- For parameters with need MD, the defaults specified in 10.3.3.44 apply and

- For parameters with need OP, the parameters are absent

	Capability update requirement
	MD
	
	Capability update requirement 10.3.3.2
	Default value is defined in subclause 10.3.3.2


 […]

10.3.3.44
UE Timers and Constants in idle mode

This information element specifies timer- and constant values used by the UE in idle mode.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	T300
	MP
	
	Integer(100, 200... 2000 by step of 200, 3000, 4000, 6000, 8000)
	Value in milliseconds. Default value is 1000. Use of Default is described in 10.2.48.8.4 and in 10.2.48.8.16

	N300
	MP
	
	Integer(0..7)
	Default value is 3. Use of Default is described in 10.2.48.8.4 and in 10.2.48.8.16

	T312
	MP
	
	Integer(0 .. 15)
	Value in seconds. Default value is 1. Use of Default is described in 10.2.48.8.4 and in 10.2.48.8.16.

	N312
	MP
	
	Integer (1, 50, 100, 200, 400, 600, 800, 1000)
	Default value is 1. Use of Default is described in 10.2.48.8.4 and in 10.2.48.8.16


 […]

10.3.6.6
ASC setting

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Available signature Start Index
	MP
	
	Integer(0..15)
	

	>>Available signature End Index
	MP
	
	Integer(0..15)
	

	>>Assigned Sub-Channel Number
	MP
	
	Bitstring(4)
	This IE defines the subchannel assignment as specified in 8.6.6.29.

The bits are numbered b0 to b3, where b0 is the least significant bit.

	>TDD
	
	
	
	

	>>Available Channelisation codes indices
	MD
	
	Bitstring(8)
	Each bit indicates availability of a channelisation code index, where the channelisation code indices are numbered "channelisation code index 0" to "channelisation code index 7". The value 1 of a bit indicates that the channelisation code index is available for the ASC this IE is associated to. The value 0 of a bit indicates that the channelisation code index is not available for the ASC this IE is associated to. Default is that all channelisation codes defined in PRACH Info are available.

	>>CHOICE subchannel size
	MP
	
	
	

	>>>Size1
	
	
	
	

	>>>>Available Subchannels
	MP
	
	null
	Indicates that all Subchannels are available.

	>>>Size2
	
	
	
	

	>>>>Available Subchannels
	MD
	
	Bitstring (2)
	NOTE 1

	>>>Size4
	
	
	
	

	>>>>Available Subchannels
	MD
	
	Bitstring (4)
	NOTE 1

	>>>Size8
	
	
	
	

	>>>>Available Subchannels
	MD
	
	Bitstring (8)
	NOTE 1


NOTE 1:
Each bit indicates availability of a subchannel, where the subchannels are numbered subchannel 0, subchannel 1 etc. The value 1 of a bit indicates that the subchannel is available for the ASC this IE is associated with. The value 0 of a bit indicates that the subchannel is not available for the ASC this IE is associated with. Default value of the IE is that all subchannels within the size are available for the ASC this IE is associated with.
[…]

10.3.7.33
Intra-frequency cell info list

Contains the measurement object information for an intra-frequency measurement.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE Intra-frequency cell removal
	OP
	
	
	

	>Remove all intra-frequency cells
	
	
	
	No data

	>Remove some intra-frequency cells
	
	
	
	

	>>Removed intra-frequency cells
	MP
	1 to <maxCellMeas>
	
	

	>>>Intra-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas> - 1)
	

	>Remove no intra-frequency cells
	
	
	
	

	New intra-frequency cell 
	OP
	1 to <maxCellMeas>
	
	This information element must be present when "Intra-frequency cell info list" is included in the system information

	>Intra-frequency cell id
	OP
	
	Integer(0 .. <maxCellMeas> - 1)
	

	>Cell info
	MP
	
	Cell info 10.3.7.2
	

	Cell for measurement
	CV-BCHopt
	1 to <maxCellMeas>
	
	

	>Intra-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas>-1)
	


	Condition
	Explanation

	BCHopt
	This IE is not needed when sent in SYSTEM INFORMATION. Otherwise, the IE is Optional


[…]

11.3
Information element definitions

TPC-StepSizeFDD ::= 

INTEGER (0..1)

-- Actual value = IE value + 1
[…]

14.12.4.1
HANDOVER TO UTRAN INFO
This RRC information container is sent between network nodes when preparing for an inter RAT handover to UTRAN.


Direction: source RAT(target RNC

	Information Element/Group Name
	Need
	Multi
	Type and reference
	Semantics description

	UE Information elements
	
	
	
	

	UE radio access capability
	OP
	
	UE radio access capability 10.3.3.42
	

	UE radio access capability extension
	OP
	
	UE radio access capability extension 10.3.3.42a
	

	Non RRC IEs
	
	
	
	

	UE system specific capability
	OP
	
	UE system specific capability 14.13.2.4
	

	UE security information
	OP
	
	UE security information 14.13.2.2
	

	Pre-defined configuration status information
	OP
	
	Pre-defined configuration status information 14.13.2.3
	


14.12.4.2
SRNS RELOCATION INFO
This RRC information container is sent between network nodes when preparing for an SRNS relocation.

[…]

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 12

