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8.2
Radio Bearer control procedures

8.2.1
Radio bearer establishment

See subclause 8.2.2 Reconfiguration procedures.

8.2.2
Reconfiguration procedures
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Figure 22: Radio Bearer Establishment, normal case
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Figure 23: Radio Bearer Establishment, failure case
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Figure 24: Radio bearer reconfiguration, normal flow


[image: image4.wmf]UE

UTRAN

RADIO BEARER RECONFIGURATION

RADIO BEARER

RECONFIGURATION FAILURE


Figure 25: Radio bearer reconfiguration, failure case
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Figure 26: Radio Bearer Release, normal case
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Figure 27: Radio Bearer Release, failure case
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Figure 28: Transport channel reconfiguration, normal flow
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Figure 29: Transport channel reconfiguration, failure case
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Figure 30: Physical channel reconfiguration, normal flow
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Figure 31: Physical channel reconfiguration, failure case

8.2.2.1
General

Reconfiguration procedures include the following procedures:

-
the radio bearer establishment procedure;

-
radio bearer reconfiguration procedure;

-
the radio bearer release procedure;

-
the transport channel reconfiguration procedure; and

-
the physical channel reconfiguration procedure.

The radio bearer establishment procedure is used to establish new radio bearer(s).

The radio bearer reconfiguration procedure is used to reconfigure parameters for a radio bearer.

The radio bearer release procedure is used to release radio bearer(s).

The transport channel reconfiguration procedure is used to reconfigure transport channel parameters.

The physical channel reconfiguration procedure is used to establish, reconfigure and release physical channels.

While performing any of the above procedures, these procedures may perform a hard handover - see subclause 8.3.5.

8.2.2.2
Initiation

To initiate any one of the reconfiguration procedures, UTRAN should:

-
configure new radio links in any new physical channel configuration;

-
start transmission and reception on the new radio links;

-
for a radio bearer establishment procedure:

-
transmit a RADIO BEARER SETUP message on the downlink DCCH using AM or UM RLC;

-
for a radio bearer reconfiguration procedure:

-
transmit a RADIO BEARER RECONFIGURATION message on the downlink DCCH using AM or UM RLC;

-
for a radio bearer release procedure:

-
transmit a RADIO BEARER RELEASE message on the downlink DCCH using AM or UM RLC;

-
for a transport channel reconfiguration procedure:

-
transmit a TRANSPORT CHANNEL RECONFIGURATION message on the downlink DCCH using AM or UM RLC;

-
for a physical channel reconfiguration procedure:

-
transmit a PHYSICAL CHANNEL RECONFIGURATION message on the downlink DCCH using AM or UM RLC;

-
if the reconfiguration procedure is simultaneous with SRNS relocation procedure:

-
include the IE "Downlink counter synchronisation info"; and

-
if ciphering and/or integrity protection are activated:

-
include new ciphering and/or integrity protection configuration information to be used after reconfiguration;

-
use the downlink DCCH using AM RLC;

-
if transport channels are added, reconfigured or deleted in uplink and/or downlink:

-
set TFCS according to the new transport channel(s).

-
if transport channels are added or deleted in uplink and/or downlink, and RB Mapping Info applicable to the new configuration has not been previously provided to the UE, the UTRAN should:

-
send the RB Mapping Info for the new configuration.

In the Radio Bearer Reconfiguration procedure UTRAN may indicate that uplink transmission shall be stopped or continued on certain radio bearers. Uplink transmission on a signalling radio bearer used by the RRC signalling (signalling radio bearer RB1 or signalling radio bearer RB2) should not be stopped.

NOTE 1:

The RADIO BEARER RECONFIGURATION message always includes the IE "RB information to reconfigure", even if UTRAN does not require the reconfiguration of any RB. In these cases, UTRAN may include only the IE "RB identity" within the IE "RB information to reconfigure".

NOTE 2:

The RADIO BEARER RECONFIGURATION message always includes the IE "Downlink information per radio link list", even if UTRAN does not require the reconfiguration of any RL. In these cases, UTRAN may re-send the currently assigned values for the mandatory IEs included within the IE "Downlink information per radio link list ". Moreover, the RADIO BEARER RECONFIGURATION message always includes the IE "Primary CPICH Info" (FDD) or IE "Primary CCPCH Info" (TDD). This implies that in case UTRAN applies the RADIO BEARER RECONFIGURATION message to move the UE to CELL_FACH state, it has to indicate a cell. However, UTRAN may indicate any cell; the UE anyhow performs cell selection and notifies UTRAN if it selects another cell than indicated by UTRAN.

If the IE "Activation Time" is included, UTRAN should set it to a value taking the UE performance requirements into account.

UTRAN should take the UE capabilities into account when setting the new configuration.

If the message is used to initiate a transition from CELL_DCH to CELL_FACH state, the UTRAN may assign a common channel configuration of a given cell and C-RNTI to be used in that cell to the UE.

8.2.2.3
Reception of RADIO BEARER SETUP or RADIO BEARER RECONFIGURATION or RADIO BEARER RELEASE or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message by the UE

The UE shall be able to receive any of the following messages:

-
RADIO BEARER SETUP message; or

-
RADIO BEARER RECONFIGURATION message; or

-
RADIO BEARER RELEASE message; or

-
TRANSPORT CHANNEL RECONFIGURATION message; or

-
PHYSICAL CHANNEL RECONFIGURATION message

and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency.

If the UE receives:

-
a RADIO BEARER SETUP message; or

-
a RADIO BEARER RECONFIGURATION message; or

-
a RADIO BEARER RELEASE message; or

-
a TRANSPORT CHANNEL RECONFIGURATION message; or

-
a PHYSICAL CHANNEL RECONFIGURATION message

it shall:

-
set the variable ORDERED_RECONFIGURATION to TRUE;

-
perform the physical layer synchronisation procedure as specified in [29];

-
act upon all received information elements as specified in subclause 8.6, unless specified in the following and perform the actions below.
-
if optional IEs are not included in the message and the received message is a reconfiguration message, continue to use the setting for the corresponding IEs enabled prior to the present message unless sated otherwise in subclause 8.6.
The UE may first release the physical channel configuration used at reception of the reconfiguration message. The UE shall then:

-
in FDD, if the IE "PDSCH code mapping" is included but the IE "PDSCH with SHO DCH Info" is not included and if the DCH has only one link in its active set:

-
act upon the IE "PDSCH code mapping" as specified in subclause 8.6 and:

-
infer that the PDSCH will be transmitted from the cell from which the downlink DPCH is transmitted;

-
enter a state according to subclause 8.6.3.3.

In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

-
handle the message as if IE "RB information to reconfigure" was absent.

NOTE:

The RADIO BEARER RECONFIGURATION message always includes the IE "RB information to reconfigure". UTRAN has to include it even if it does not require the reconfiguration of any RB.

If after state transition the UE enters CELL_DCH state, the UE shall, after the state transition:

-
remove any C-RNTI from MAC;

-
clear the variable C_RNTI.

If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

-
if the IE "UL DPCH Info" is absent, not change its current UL Physical channel configuration;

-
if the IE "DL DPCH Info for each RL" is absent, not change its current DL Physical channel configuration.

If after state transition the UE enters CELL_FACH state, the UE shall, after the state transition:

-
if the IE "Frequency info" is included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4] on that frequency;

-
if the IE "Frequency info" is not included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4];

-
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

-
when the cell update procedure completed successfully:

-
if the UE is in CELL_PCH or URA_PCH state:

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission";

-
proceed as below;

-
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in system information block type 1;

-
select PRACH according to subclause 8.5.17;

-
select Secondary CCPCH according to subclause 8.5.19;

-
use the transport format set given in system information;

-
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

-
ignore that IE and stop using DRX;

-
if the contents of the variable C_RNTI is empty:

-
perform a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

-
when the cell update procedure completed successfully:

-
if the UE is in CELL_PCH or URA_PCH state:

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission";

-
proceed as below;

The UE shall transmit a response message as specified in subclause 8.2.2.4, setting the information elements as specified below. The UE shall:

-
if the received reconfiguration message included the IE "Downlink counter synchronisation info":

-
re-establish RB2;

-
increment by one the downlink and uplink HFN values for RB2;

-
calculate the START value according to subclause 8.5.9;

-
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info";

-
if the received reconfiguration message did not include the IE "Downlink counter synchronisation info":

-
if the variable START_VALUE_TO_TRANSMIT is set:

-
include and set the IE "START" to the value of that variable;

-
if the variable START_VALUE_TO_TRANSMIT is not set and the IE "New U-RNTI" is included:

-
calculate the START value according to subclause 8.5.9;

-
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info";

-
if the received reconfiguration message contained the IE "Ciphering mode info":

-
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the received reconfiguration message contained the IE "Integrity protection mode info" with the IE "Integrity protection mode command" set to "Modify":

-
include and set the IE "Integrity protection activation info" to the value of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
if the received reconfiguration message did not contain the IE "Ciphering activation time for DPCH" in IE "Ciphering mode info":

-
if prior to this procedure there exist no transparent mode RLC radio bearers:

-
if, at the conclusion of this procedure, the UE will be in CELL_DCH state; and

-
if, at the conclusion of this procedure, at least one transparent mode RLC radio bearer exists:

-
include the IE "COUNT-C activation time" and specify a CFN value other than the default, "Now", for this IE;

-
if prior to this procedure there exists at least one transparent mode RLC radio bearer:

-
if, at the conclusion of this procedure, no transparent mode RLC radio bearers exist:

-
include the IE "COUNT-C activation time" in the response message and specify a CFN value other than the default, "Now", for this IE;
-
set the IE "RRC transaction identifier" to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
if the variable PDCP_SN_INFO is not empty:

-
include the IE "RB with PDCP information list" and set it to the value of the variable PDCP_SN_INFO;

-
in TDD, if the procedure is used to perform a handover to a cell where timing advance is enabled, and the UE can calculate the timing advance value in the new cell (i.e. in a synchronous TDD network):

-
set the IE "Uplink Timing Advance" according to subclause 8.6.6.26;

-
if the IE "Integrity protection mode info" was present in the received reconfiguration message:

-
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted response message;

If after state transition the UE enters CELL_PCH or URA_PCH state, the UE shall, after the state transition and transmission of the response message:

-
if the IE "Frequency info" is included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4] on that frequency;

-
if the IE "Frequency info" is not included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4];

-
prohibit periodical status transmission in RLC;

-
remove any C-RNTI from MAC;

-
clear the variable C_RNTI;

-
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in system information block type 1;

-
select Secondary CCPCH according to subclause 8.5.19;

-
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

-
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2;

-
if the UE enters CELL_PCH state from CELL_DCH state, and the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "cell reselection";

-
when the cell update procedure completed successfully:

-
the procedure ends;

-
if the UE enters CELL_PCH state from CELL_FACH state, and the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE:
-
initiate a cell update procedure according to subclause 8.3.1 using the cause "cell reselection";
-
when the cell update procedure is successfully completed:
-
the procedure ends;
-
if the UE enters URA_PCH state, and after cell selection the criteria for URA update caused by "URA reselection" according to subclause 8.3.1 is fulfilled:

-
initiate a URA update procedure according to subclause 8.3.1 using the cause "URA reselection";

-
when the URA update procedure is successfully completed:

-
the procedure ends.

______________________________________NEXT CHANGE__________________________

8.6.6.12
Secondary CPICH info

If the IE Secondary CPICH info is included, the UE:

-
may use the channelisation code according to IE "channelisation code", with scrambling code according to IE "DL scrambling code" in the IE "Secondary CPICH info", for channel estimation of that radio link;

-
may use the pilot bits on DPCCH for channel estimation.
If the IE Secondary CPICH info is not included, the UE:

· shall not use any previously stored configuration corresponding to the usage of the Secondary CPCIH info.
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