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Scenario

In the MAC specification 25.321 it is described how to choose the uplink TFC from the uplink TFCS. When the TFC has been chosen the MAC will send this information together with the data to be transmitted to the physical layer. The UE also receives the minimum allowed SF via RRC signalling. The physical layer will then choose the SF out of the allowed SFs (taking into account the minimum SF configured by higher layers) that is needed in order to send the data to the NodeB according to 25.212 (4.2.7.1.1 Determination of SF and number of PhCHs needed, see ANNEX A). If too much puncturing would be needed according to the puncturing limit in order to send a given TFC on the minimum SF the UE will result in the situation that no SF can be chosen for transmission. In 25.212 no handling of this situation is foreseen.

Proposed solution

The above described scenario could be avoided by adding a sentence to the MAC specification that the MAC should only choose a TFC that allows to choose a SF that is bigger or equal as the minimum SF allowed for UL transmission. This is most likely in line with the most UE implementations. A proposition of a corresponding CR is attached to this document.

ANNEX A

4.2.7.1.1
Determination of SF and number of PhCHs needed
In uplink, puncturing can be applied to match the CCTrCH bit rate to the PhCH bit rate. The bit rate of the PhCH(s) is limited by the UE capability and restrictions imposed by UTRAN, through limitations on the PhCH spreading factor. The maximum amount of puncturing that can be applied is 1-PL, PL is signalled from higher layers. The number of available bits in the radio frames of one PhCH for all possible spreading factors is given in [2]. Denote these values by N256, N128, N64, N32, N16, N8, and N4, where the index refers to the spreading factor. The possible number of bits available to the CCTrCH on all PhCHs, Ndata, then are { N256, N128, N64, N32, N16, N8, N4, 2(N4, 3(N4, 4(N4, 5(N4, 6(N4}.

For a RACH CCTrCH SET0 represents the set of Ndata values allowed by the UTRAN, as set by the minimum SF provided by higher layers. SET0 may be a sub-set of { N256, N128, N64, N32 }. SET0 does not take into account the UE’s capability. 

For other CCTrCHs, SET0 denotes the set of  Ndata values allowed by the UTRAN and supported by the UE, as part of the UE’s capability. SET0 can be a subset of { N256, N128, N64, N32, N16, N8, N4, 2(N4, 3(N4, 4(N4, 5(N4, 6(N4}. Ndata, j for the transport format combination j is determined by executing the following algorithm:
SET1 = { Ndata in SET0 such that 
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If SET1 is not empty and the smallest element of SET1 requires just one PhCH then 

Ndata,j = min SET1 

else

SET2 = { Ndata in SET0 such that 
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Sort SET2 in ascending order

Ndata = min SET2

While Ndata is not the max of SET2 and the follower of Ndata requires no additional PhCH do

Ndata = follower of Ndata in SET2 

End while

Ndata,j = Ndata
End if
For a RACH CCTrCH, if Ndata,j is not part of the UE’s capability then the TFC j cannot be used. 
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11.4
Transport format combination selection in UE

RRC can control the scheduling of uplink data by giving each logical channel a priority between 1 and 8, where 1 is the highest priority and 8 the lowest. TFC selection in the UE shall be done in accordance with the priorities indicated by RRC. Logical channels have absolute priority, i.e. the UE shall maximise the transmission of higher priority data.
The UE shall continuously monitor the state for each TFC based on its required transmit power versus the maximum UE transmit power. A given TFC can be in any of the following states:

-
Supported state;

-
Excess-power state;

-
Blocked state.

The following diagram illustrates the state transitions for the state of a given TFC:
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Figure 11.4.1: State transitions for the state of a given TFC

The state transition criteria and the associated requirements are described in [12]. The UE shall consider that the Blocking criterion is never met for TFCs included in the minimum set of TFCs (see [7]).

Every time the set of supported TFCs changes, the available bitrate shall be indicated to upper layers for each logical channel in order to facilitate the adaptation of codec data rates when codecs supporting variable-rate operation are used. The details of the computation of the available bitrate and the interaction with the application layer are not further specified.
Before selecting a TFC, i.e. at every boundary of the shortest TTI, the set of valid TFCs shall be established. All TFCs in the set of valid TFCs shall:

1. belong to the TFCS.
2. be compatible with the minimum SF configured
2.
not be in the Blocked state.

3.
be compatible with the RLC configuration.

4.
not require RLC to produce padding PDUs (see [6] for definition).
5.
not carry more bits than can be transmitted in a TTI (e.g. when the number of bits that can be transmitted in a TTI is reduced due to compressed frames when compressed mode by higher layer scheduling is used).
Additionally, the UE may remove from the set of valid TFCs, TFCs in Excess-power state in order to maintain the quality of service for sensitive applications (e.g. speech).

If the TFCS selected by UTRAN does not follow the guidelines specified in [7] the UE may ignore constraint number 4 mentioned above in determining the set of valid TFCs.

The chosen TFC shall be selected from within the set of valid TFCs and shall satisfy the following criteria in the order in which they are listed below:

1.
No other TFC shall allow the transmission of more highest priority data than the chosen TFC.

2.
No other TFC shall allow the transmission of more data from the next lower priority logical channels. Apply this criterion recursively for the remaining priority levels.

3.
No other TFC shall have a lower bit rate than the chosen TFC.

The above rules for TFC selection in the UE shall apply to DCH, and the same rules shall apply for TF selection on RACH and CPCH.
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