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10.3.7.39
Intra-frequency measurement reporting criteria

The triggering of the event-triggered reporting for an intra-frequency measurement. All events concerning intra-frequency measurements are labelled 1x where x is a, b, c….

Event 1a: A Primary CPICH enters the Reporting Range (FDD only).

Event 1b: A Primary CPICH leaves the Reporting Range (FDD only).

Event 1c: A Non-active Primary CPICH becomes better than an active Primary CPICH (FDD only).

Event 1d: Change of best cell (FDD only).

Event 1e: A Primary CPICH becomes better than an absolute threshold (FDD only).

Event 1f: A Primary CPICH becomes worse than an absolute threshold (FDD only).

Event 1g: Change of best cell in TDD.

Event 1h: Timeslot ISCP below a certain threshold (TDD only).

Event 1i: Timeslot ISCP above a certain threshold (TDD only).

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Parameters required for each event
	OP
	1 to <maxMeasEvent>
	
	

	>Intra-frequency event identity
	MP
	
	Intra-frequency event identity 10.3.7.34
	

	>Triggering condition 1
	CV–clause 0
	
	Enumerated(Active set cells, Monitored set cells, Active set cells and monitored set cells)
	Indicates which cells can trigger the event

	>Triggering condition 2
	CV–clause 6
	
	Enumerated(Active set cells, Monitored set cells, Active set cells and monitored set cells, Detected set cells, Detected set cells and monitored set cells)
	Indicates which cells can trigger the event

	>Reporting Range Constant
	CV–clause 2
	
	Real(0..14.5 by step of 0.5)
	In dB. In event 1a,1b. 

	>Cells forbidden to affect Reporting range
	CV–clause 1
	1 to <maxCellMeas>
	
	In event 1a,1b

	>>CHOICE mode
	MP
	
	
	

	>>>FDD
	
	
	
	

	>>>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	

	>>>TDD
	
	
	
	

	>>>>Primary CCPCH info
	MP
	
	Primary CCPCH info 10.3.6.57
	

	>W
	CV–clause 2
	
	Real(0.0..2.0 by step of 0.1)
	

	>Hysteresis
	MP
	
	Real(0..7.5 by step of 0.5)
	In dB.

	>Threshold used frequency
	CV-clause 3
	
	Integer

(-115..165)


	Range used depend on measurement quantity.

CPICH RSCP -115..-25 dBm

CPICH Ec/No -24..0 dB

Pathloss 30..165dB

ISCP -115..-25 dBm

	>Reporting deactivation
 threshold
	CV–clause 4
	
	Integer(0, 1, 2, 3, 4, 5, 6, 7)
	In event 1a

Indicates the maximum number of cells allowed in the active set in order for event 1a to occur.

0 means not applicable

.

	>Replacement activation
 threshold
	CV-clause 5
	
	Integer(0, 1, 2, 3, 4, 5, 6, 7)
	In event 1c

Indicates the minimum number of cells allowed in the active set in order for event 1c to occur.

0 means not applicable

	>Time to trigger
	MP
	
	Time to trigger 10.3.7.64
	Indicates the period of time between the timing of event detection and the timing of sending Measurement Report. Time in ms

	>Amount of reporting
	CV–clause 7
	
	Integer(1, 2, 4, 8, 16, 32, 64, Infinity)
	In case the IE "Intra-frequency reporting criteria" is included in the IE "Inter-frequency measurement", this IE is not needed.

	>Reporting interval
	CV–clause 7
	
	Integer(0, 250, 500, 1000, 2000, 4000, 8000, 16000)
	Indicates the interval of periodical reporting when such reporting is triggered by an event. Interval in milliseconds.

0 means no periodical reporting. In case the IE "Intra-frequency reporting criteria" is included in the IE "Inter-frequency measurement", this IE is not needed.

	>Reporting cell status
	OP
	
	Reporting cell status 10.3.7.61
	


	Condition
	Explanation

	Clause 0
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1b" or "1f", otherwise the IE is not needed.

	Clause 1
	The IE is optional if the IE "Intra-frequency event identity" is set to "1a" or "1b", otherwise the IE is not needed.

	Clause 2
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1a" or "1b", otherwise the IE is not needed.

	Clause 3
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to , "1e", "1f", "1h" or "1i", otherwise the IE is not needed.

	Clause 4
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1a", otherwise the IE is not needed.

	Clause 5
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1c", otherwise the IE is not needed.

	Clause 6
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1a" or "1e", otherwise the IE is not needed. 

	Clause 7
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1a", 1b or "1c", otherwise the IE is not needed. 
Note: In case of “1b”, the IE is not explicitly signalled.  Instead, the UE shall assume these IEs have the same value as “1a”.
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