SEITE  
Page 



3GPP TSG-RAN WG 1 Meeting #22 
R1-01-1259

Korea, Jeju, Nov 19th – Nov 23rd 

CR-Form-v4

CHANGE REQUEST



(

25.225
CR
038
(

rev
1
(

Current version:
4.2.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

(U)SIM
X
ME/UE
X
Radio Access Network
X
Core Network




Title:
(

Introduction of new “UE GPS code phase” measurement




Source:
(

Siemens AG




Work item code:
(



Date: (

20.11.2001







Category:
(

F

Release: (

REL-4


Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(

Inconsistency between WG2 TS25.305, 25.331 and TS 25.225. WG4 can only proceed with the development of performance requirements for the A-GPS method, if this measurement is defined in TSG RAN WG1, see LS in R1-01-1004




Summary of change:
(

Introduction of a new UE measurement.


Changes in Revision 1 of the CR:

· Range information removed

· Applicability of “Connected Inter” state removed


Isolated Impact Analysis:

This proposed change corrects specific isolated functionality where a component of this functionality was missing in the specifications. This CR, would not affect implementations behaving as indicated in the CR, would affect implementations supporting the corrected functionality otherwise.




Consequences if 
(

not approved:
Misalignment between WG1 and WG2, delay of the work in WG4.




Clauses affected:
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New section 5.1.15
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 O&M Specifications





Other comments:
(



5.1.14
Timing Advance (TADV) for 1.28 Mcps TDD 

Definition
The ‘timing advance (TADV)’ is the time difference 


TADV = TRX - TTX

Where

TRX:
calculated beginning time of the first uplink time slot in the first subframe used by the UE with the UE timing according to the reception of a certain downlink time slot (for the timing it is assumed that the time slots within a sub-frame are scheduled like given in the frame structure described in 25.221 chapter 6.1)

TTX:
time of the beginning of the same uplink time slot by the UE (for the timing it is assumed that the time slots within a sub-frame are scheduled like given in the frame structure described in 25.221 chapter 6.1)




Note:
This measurement can be used for UE positioning.

5.1.15
UE GPS code phase

Definition
The whole and fractional phase of the spreading code of the ith GPS satellite signal. The reference point for the GPS code phase shall be the antenna connector of the UE.

Applicable for
connected mode (intra-frequency)
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