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Reason for change:
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In 25211-390, section 5.3.2, table 11 and section 5.3.3.4, table 18, there is a note:

"* If TFCI bits are not used, then DTX shall be used in TFCI field."
However, 25.331 specifies whether the TFCI bits exist and is unclear on whether DTX shall be used in TFCI field.
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A comment is added for the tfci-Existence in ASN.1 definitions: "For spreading factor less than or equal to 64, tfci-Existence may be set to FALSE to indicate that DTX shall be used in TFCI field."
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11.3
Information element definitions
-- ***************************************************

--

--     PHYSICAL CHANNEL INFORMATION ELEMENTS (10.3.6)

--

-- ***************************************************

DL-DPCH-InfoCommon ::=



SEQUENCE {


cfnHandling






CHOICE {



maintain






NULL,



initialise






SEQUENCE {




cfntargetsfnframeoffset



Cfntargetsfnframeoffset



OPTIONAL



}


},


modeSpecificInfo




CHOICE {



fdd







SEQUENCE {




dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo


OPTIONAL,




powerOffsetPilot-pdpdch



PowerOffsetPilot-pdpdch,



dl-rate-matching-restriction

Dl-rate-matching-restriction

OPTIONAL,




spreadingFactorAndPilot



SF512-AndPilot,


-- TABULAR: The number of pilot bits is nested inside the spreading factor.




positionFixedOrFlexible



PositionFixedOrFlexible,




-- For spreading factor less than or equal to 64, tfci-Existence may be set to FALSE to 




-- indicate that DTX shall be used in TFCI field.



tfci-Existence





BOOLEAN



},



tdd








SEQUENCE {




dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo


OPTIONAL


}


}

}

DL-DPCH-InfoCommonPredef ::=

SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




spreadingFactorAndPilot



SF512-AndPilot,


-- TABULAR: The number of pilot bits is nested inside the spreading factor.




positionFixedOrFlexible



PositionFixedOrFlexible,




-- For spreading factor less than or equal to 64, tfci-Existence may be set to FALSE to 




-- indicate that DTX shall be used in TFCI field.



tfci-Existence





BOOLEAN



},



tdd








SEQUENCE {




commonTimeslotInfo




CommonTimeslotInfo



}


}

}

SecondaryCCPCH-Info ::=



SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




-- This IE is not used in this version of the specification and should be ignored.




dummy1






PCPICH-UsageForChannelEst,




-- This IE is not used in this version of the specification.  It should not




-- be sent and if received it should be ignored.




dummy2






SecondaryCPICH-Info



OPTIONAL,




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




-- For spreading factor less than or equal to 64, tfci-Existence may be set to FALSE to 




-- indicate that DTX shall be used in TFCI field.



tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




individualTimeslotInfo


IndividualTimeslotInfo,




channelisationCode



SCCPCH-ChannelisationCodeList



}


}

}
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