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8
Elements for layer-to-layer communication

The interaction between the RLC sublayer and other layers are described in terms of primitives where the primitives represent the logical exchange of information and control between the RLC sublayer and other layers. The primitives shall not specify or constrain the implementation.

8.1
Primitives between RLC and upper layers

The primitives between RLC and upper layers are shown in Table 8.1.

Table 8.1: Primitives between RLC and upper layers

Generic Name
Parameters


Req.
Ind.
Resp.
Conf.

RLC-AM-DATA
Data, CNF, MUI, UE-ID type indicator
Data, DiscardInfo
Not Defined
MUI

RLC-UM-DATA
Data, Use special LI, UE-ID type indicator
Data
Not Defined
Not Defined

RLC-TM-DATA
Data, UE-ID type indicator
Data, Error_Indicator
Not Defined
Not Defined

CRLC-CONFIG
E/R, Stop (UM/AM only), Continue (UM/AM only), Ciphering Elements (UM/AM only),

TM_parameters (TM only), UM_parameters (UM only), AM_parameters (AM only)
Not Defined
Not Defined
Not Defined

CRLC-SUSPEND (UM/AM only)
N
Not Defined
Not Defined
VT(US) (UM only), VT(S) (AM only)

CRLC-RESUME (UM/AM only)
No Parameter
Not Defined
Not Defined
Not Defined

CRLC-STATUS
Not Defined
EVC
Not Defined
Not Defined

Each Primitive is defined as follows:

RLC-AM-DATA-Req/Ind/Conf

-
RLC-AM-DATA-Req is used by upper layers to request transmission of an RLC SDU in acknowledged mode.

-
RLC-AM-DATA-Ind is used by the AM RLC entity to deliver to upper layers an RLC SDU that has been transmitted in acknowledged mode and to indicate to upper layers of the discarded RLC SDU in the peer RLC AM entity.

-
RLC-AM-DATA-Conf is used by the AM RLC entity to confirm to upper layers the reception of an RLC SDU by the peer-RLC AM entity.

RLC-UM-DATA-Req/Ind

-
RLC-UM-DATA-Req is used by upper layers to request transmission of an RLC SDU in unacknowledged mode.

-
RLC-UM-DATA-Ind is used by the UM RLC entity to deliver to upper layers an RLC SDU that has been transmitted in unacknowledged mode.

RLC-TM-DATA-Req/Ind

-
RLC-TM-DATA-Req is used by upper layers to request transmission of an RLC SDU in transparent mode.

-
RLC-TM-DATA-Ind is used by the TM RLC entity to deliver to upper layers an RLC SDU that has been transmitted in transparent mode.

CRLC-CONFIG-Req

This primitive is used by upper layers to establish, re-establish, release, stop, continue or modify the RLC. Ciphering elements are included for UM and AM operation.

CRLC-SUSPEND-Req/Conf

-
CRLC-SUSPEND-Req is used by upper layers to suspend the UM or AM RLC entity.

-
CRLC-SUSPEND-Conf is used by the UM or AM RLC entity to confirm that the entity is suspended.

CRLC-RESUME-Req

This primitive is used by upper layers to resume the UM or AM RLC entity after the UM or AM RLC entity has been suspended.

CRLC-STATUS-Ind

It is used by an RLC entity to send status information to upper layers.

8.2
Primitive parameters

Following parameters are used in the primitives:

1)
The parameter Data is the RLC SDU that is mapped onto the Data field in RLC PDUs. When AM or UM RLC entities are used, the length of the Data parameter is a multiple of 8 bits, otherwise (TM RLC entity) the length of Data parameter is a bit-string whose length may not be a multiple of 8 bits.

2)
The parameter Confirmation Request (CNF) indicates whether the transmitting side of the AM RLC entity needs to confirm the reception of the RLC SDU by the peer-RLC AM entity. If required, once all AMD PDUs that make up the RLC SDU are positively acknowledged by the receiving AM RLC entity, the transmitting AM RLC entity notifies upper layers.

3)
The parameter Message Unit Identifier (MUI) is an identity of the RLC SDU, which is used to indicate which RLC SDU that is confirmed with the RLC-AM-DATA-Conf. primitive.

4)
The parameter E/R indicates establishment, re-establishment, release or modification of an RLC entity, where re-establishment is applicable to AM and UM RLC entities only. If re-establishment is requested, the state variables and configurable parameters are initialised according to subclause 9.7.7. If release is requested, all protocol parameters, variables and timers are released and the RLC entity enters the NULL state. If modification is requested, the protocol parameters indicated by upper layers (e.g. ciphering parameters) are only modified, while keeping the other protocol parameters, such as the protocol variables, protocol timers and protocol state unchanged. AM RLC entities are always re-established if the AMD PDU size is changed. The modification of other protocol parameters does not require a re-establishment.
5)
The parameter Event Code (EVC) indicates the reason for the CRLC-STATUS-Ind e.g., unrecoverable errors such as data link layer loss or recoverable status events such as reset.

6)
The parameter Ciphering Elements are only applicable for UM and AM operations. These parameters are Ciphering Mode, Ciphering Key, Transmitting Activation Time (Sequence Number to activate a new ciphering configuration at the Sender), Receiving Activation Time (Sequence Number to activate a new ciphering configuration at the Receiver) and HFN (Hyper Frame Number).

7)
The AM_parameters are only applicable for AM operation. These parameters are AMD PDU size, In-sequence Delivery Indication (indicating that RLC SDUs are delivered to upper layers in sequence or that they can be delivered out of sequence), Timer values (see subclause 9.5), Protocol parameter values (see subclause 9.6), Polling triggers (see subclause 9.7.1), Status triggers (see subclause 9.7.2), Periodical Status blocking configuration (see subclause 9.7.2), SDU discard mode (see subclause 9.7.3), Minimum WSN (see subclause 9.2.2.11.3), and Send MRW. The Minimum WSN is always greater than or equal to the number of transport blocks in the smallest transport block set. The Send MRW indicates that the information of each discarded RLC SDU is sent to the Receiver, and the MRW SUFI is sent to the Receiver even if no segments of the RLC SDU to be discarded were submitted to a lower layer, Lossless AM Service (see subclause 9.7.7 and 11.4) indicating that RLC SDUs are not discarded during re-establishment and reset.
8)
The parameter DiscardInfo indicates to upper layer the discarded RLC SDU in the peer-RLC AM entity. It is applicable only when in-sequence delivery is configured and it is to be used when upper layers require the reliable data transfer.

9)
The Stop parameter is applicable to AM and UM RLC entities only and indicates to the RLC entity to (see subclause 9.7.6):

-
not transmit nor receive any RLC PDUs.

10)
The Continue parameter is applicable to AM and UM RLC entities only and indicates to the RLC entity to continue transmission and reception of RLC PDUs.
11)
The UM_parameters are only applicable for UM operation. It contains Timer_Discard value (see subclause 9.5) and largest UMD PDU size (see subclause 9.2.2.8).

12)
The TM_parameters are only applicable for TM operation. It contains e.g. segmentation indication (see subclauses 9.2.2.9 and 11.1.2.1), Timer_Discard value (see subclause 9.5) and delivery of erroneous SDU indication (see subclause 11.1.3).
13)
The N parameter indicates that an RLC entity will not send a PDU with "Sequence Number">=VT(S)+N for AM and "Sequence Number">=VT(US)+N for UM, where N is a non-negative integer.

14)
The VT(S) parameter indicates the value of the Send State Variable for the case of the AM.
15)
The VT(US) parameter indicates the value of the UM Data State Variable, for the case of the UM.
16)
The Error_Indicator parameter indicates that the RLC SDU is erroneous (see subclause 11.1.3).
17)
The parameter UE-ID type indicator indicates the RNTI type (U-RNTI or C-RNTI) to be used for the associated RLC SDU. This parameter is not required at the UE.
18)
The parameter Use special LI indicates that the LI indicating that an RLC SDU begins in the beginning of an RLC PDU is to be used (see subclause 9.2.2.8).
9.7.7
RLC re-establishment function for acknowledged and unacknowledged mode

The upper layers may re-establish an RLC entity.

The RLC re-establishment function is applicable for AM and UM and is used when upper layers request an RLC entity to be re-established.

When an RLC entity is re-established by upper layers, the RLC entity shall:

-
reset the state variables to their initial value;

-
set the configurable parameters to their configured value;

-
set the hyper frame number (HFN) in UL and DL to the value configured by upper layers;

-
if the RLC entity is operating in unacknowledged mode:

-
if it is a receiving UM RLC entity:
-
discard all UMD PDUs;

-
if it is a transmitting UM RLC entity:
-
discard the RLC SDUs for which one or more segments have been submitted to a lower layer;

-
otherwise if the RLC entity is operating in acknowledged mode:
-
if the parameter Lossless AM Service is set:

-
discard all AMD PDUs and control PDUs in the receiving side, reload the AM transmission buffer with all SDUs that have either not been transmitted and/or have not been acknowledged by the peer AM RLC entity.

-
if the parameter Lossless AM Service is not set
-
discard all AMD PDUs and control PDUs in both the receiving side and the transmitting side of the RLC entity.
NOTE:
If the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC, the RLC entity may delay the re-establishment function until the end of the next TTI.
11.4
RLC reset procedure

11.4.1
General

The RLC reset procedure is used to reset two RLC peer entities, which are operating in acknowledged mode. Figure 11.4 below illustrates the elementary procedure for an RLC reset. During the reset procedure the hyper frame numbers (HFN) in UTRAN and UE are synchronised. Two HFNs used for ciphering needs to be synchronised, DL HFN in downlink and UL HFN in uplink. In the reset procedure, the highest UL HFN and DL HFN used by the RLC entity in the transmitting sides, i.e. the HFNs associated with AMD PDUs of "Sequence Number"=VT(S)-1 if at least one AMD PDU had been transmitted or of "Sequence Number"=0 if no AMD PDU had been transmitted, are exchanged between UE and UTRAN.

The RESET PDUs and the RESET ACK PDUs have higher priority than AMD PDUs.
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Figure 11.4: RLC reset procedure

11.4.2
Initiation

The Sender shall:

-
if one of the following triggers is detected:

1)
"No_Discard after MaxDAT number of retransmissions" is configured and VT(DAT) equals the value MaxDAT (see subclause 9.7.3.4);

2)
VT(MRW) equals the value MaxMRW;

3)
A STATUS PDU including "erroneous Sequence Number" is received (see clause 10);

-
stop transmitting any AMD PDU or STATUS PDU;

-
submit a RESET PDU to the lower layer;

-
start the timer Timer_RST and increase VT(RST) with 1.

NOTE:
If the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC, the RLC entity may delay the RLC reset procedure until the end of the next TTI.

When a reset procedure has been initiated it can only be ended upon reception of a RESET ACK PDU with the same RSN value as in the corresponding RESET PDU, or upon request of re-establishment or release from upper layer, a reset procedure is not interrupted by the reception of a RESET PDU from the peer entity.

11.4.2.1
RESET PDU contents to set

The Sender shall:

-
set the HFNI field to the currently highest used HFN (DL HFN when the RESET PDU is sent by UTRAN or UL HFN when the RESET PDU is sent by the UE);

-
set the RSN field to the sequence number of the RESET PDU. The sequence number of the first RESET PDU after the AM entity is established or re-established shall be "0". This sequence number is incremented every time a new RESET PDU is transmitted, but not when a RESET PDU is retransmitted.

11.4.3
Reception of the RESET PDU by the Receiver

Upon reception of a RESET PDU the Receiver shall:

-
if the RSN value in the RESET PDU is the same as the RSN value in the last received RESET PDU:

-
either only submit a RESET ACK PDU to the lower layer with the contents set exactly as in the last transmitted RESET ACK PDU (i.e., in this case the RLC entity is not reset); or

-
perform the actions specified below as if the RSN value was different from the RSN value in the last received RESET PDU.

-
otherwise, if the RESET PDU is the first RESET PDU received since the entity was (re-)established or the RSN value is different from the RSN value in the last received RESET PDU:

-
submit a RESET ACK PDU to the lower layer with the content set as specified in subclause 11.4.3.1;

-
reset the state variables described in subclause 9.4 except VT(RST) to their initial values;

-
stop all the timers described in subclause 9.5 except Timer_RST;

-
reset configurable parameters to their configured values;
-
discard all RLC PDUs in the receiving side of the AM RLC entity;
-
if the parameter Lossless AM Service is set:

-
queue all SDUs that have not been acknowledged by the peer AM RLC entity for transmission;

-
if the parameter Lossless AM Service is not set:
-
discard all RLC SDUs that were transmitted before the reset in the transmitting side of the AM RLC entity;
-
set the HFN (DL HFN when the RESET PDU is received in UE or UL HFN when the RESET PDU is received in UTRAN) equal to the HFNI field in the received RESET PDU;

-
increase with one the UL HFN and DL HFN, and the updated HFN values shall be used for the first transmitted and received AMD PDUs after the reset procedure.
NOTE:
If the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC, the RLC entity may delay the RLC SDUs discard in the transmitting side of the AM RLC entity until the end of the next TTI.

11.4.3.1
RESET ACK PDU contents to set

The Receiver shall:

-
set the hyper frame number indicator field (HFNI) to the currently highest used HFN (DL HFN when the RESET ACK PDU is sent by UTRAN or UL HFN when the RESET ACK PDU is sent by the UE);

-
set the RSN field to the same value as in the corresponding received RESET PDU.
11.4.4
Reception of the RESET ACK PDU by the Sender

Upon reception of a RESET ACK PDU, the Sender shall:

-
if the Sender has already transmitted a RESET PDU which has not been yet acknowledged by a RESET ACK PDU:

-
if the received RSN value is the same as the one in the corresponding RESET PDU:

-
set the HFN value (DL HFN when the RESET ACK PDU is received in UE or UL HFN when the RESET ACK PDU is received in UTRAN) to the HFNI field of the received RESET ACK PDU;

-
reset the state variables described in subclause 9.4 to their initial values;
-
stop all the timers described in subclause 9.5;
-
reset configurable parameters to their configured values;
-
discard all RLC PDUs in the receiving side of the AM RLC entity;

-
if the parameter Lossless AM Service is set:

-
queue all SDUs that have not been acknowledged by the peer AM RLC entity for transmission;

-
if the parameter Lossless AM Service is not set:
-
discard all RLC SDUs that were transmitted before the reset in the transmitting side of the AM RLC entity;
-
increase with one the UL HFN and DL HFN, and the updated HFN values shall be used for the first transmitted and received AMD PDUs after the reset procedure;
-
otherwise (if the received RSN value is not the same as the one in the corresponding RESET PDU):

-
discard the RESET ACK PDU;

-
otherwise (if the Sender has not transmitted a RESET PDU which has not been yet acknowledged by a RESET ACK PDU):

-
discard the RESET ACK PDU.
NOTE:
If the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC, the RLC entity may delay the RLC SDUs discard in the transmitting side until the end of the next TTI.
11.4.5
Abnormal cases

11.4.5.1
Timer_RST timeout

If Timer_RST expires before the reset procedure is terminated, the Sender shall:

-
if VT(RST)<MaxRST-1:

-
set the RESET PDU as previously transmitted (even if additional SDUs were discarded in the mean-time);
-
transmit RESET PDU;

-
increment VT(RST) by one;

-
restart Timer_RST.

11.4.5.2
Unrecoverable error (VT(RST) ( MaxRST)
The Sender shall:

-
if VT(RST) becomes larger than or equal to MaxRST:

-
indicate unrecoverable error to upper layer.

11.4.5.3
Reception of the RESET PDU by the Sender

Upon reception of a RESET PDU, the Sender shall:

-
submit a RESET ACK PDU to the lower layer with the content set as specified in subclause 11.4.3.1;

-
reset the state variables described in subclause 9.4 except VT(RST) to their initial values;
-
stop all the timers described in subclause 9.5 except Timer_RST;
-
reset configurable parameters to their configured values;
-
discard all RLC PDUs in the receiving side of the AM RLC entity;

-
if the parameter Lossless AM Service is set:

-
queue all SDUs that have not been acknowledged by the peer AM RLC entity for transmission;

-
if the parameter Lossless AM Service is not set:
-
discard all RLC SDUs that were transmitted before the reset in the transmitting side of the AM RLC entity;
-
set the HFN (DL HFN when the RESET PDU is received in UE or UL HFN when the RESET PDU is received in UTRAN) equal to the HFNI field in the received RESET PDU;

-
increase with one the UL HFN and DL HFN, and the updated HFN values shall be used for the first transmitted and received AMD PDUs after the reset procedure.
NOTE:
If the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC, the RLC entity may delay the RLC SDUs discard in the transmitting side until the end of the next TTI.
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