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The original revision of this CR introduces the following changes
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Consequences if 
(

not approved:
Ambiguity in the standard remains which may result in failure of some hard handover scenario’s






Clauses affected:
(

8.3.5.1.2, 8.3.5.2.2, 8.5.15, 8.6.6.21, 13.4.4 (removed)




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(



How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

8.3.5
Hard handover

When performing hard handover with change of frequency, the UE shall:

-
stop all intra-frequency and inter-frequency measurements on the cells listed in the variable CELL_INFO_LIST until a MEASUREMENT CONTROL message is received from UTRAN.

8.3.5.1
Timing re-initialised hard handover

8.3.5.1.1
General

The purpose of the timing re-initialised hard handover procedure is to remove all the RL(s) in the active set and establish new RL(s) along with a change in the UL transmission timing and the CFN in the UE according to the SFN of the target cell.(see subclause 8.5.15).
This procedure is initiated when UTRAN does not know the target SFN timing before hard handover.

8.3.5.1.2
Initiation

Timing re-initialised hard handover initiated by the UTRAN is normally performed by using the procedure "Physical channel reconfiguration" (subclause 8.2.6), but may also be performed by using either one of the following procedures:

-
"radio bearer establishment" (subclause 8.2.1);

-
"Radio bearer reconfiguration" (subclause 8.2.2);

-
"Radio bearer release" (subclause 8.2.3); or

-
"Transport channel reconfiguration" (subclause 8.2.4).

If IE "Timing indication" has the value "initialise", UE shall:

-
execute the Timing Re-initialised hard handover procedure by following the procedure indicated in the subclause relevant to the procedure chosen by the UTRAN.
In this case of a timing re-initialised hard handover, UTRAN should include the IE "Default DPCH Offset Value" and:

-
in FDD mode:

-
set "Default DPCH Offset Value" and "DPCH frame offset" respecting the following relation

(Default DPCH Offset Value) mod 38400 = DPCH frame offsetj
-
where j indicates the first radio link listed in the message and the IE values used are the Actual Values of the IEs as defined in clause 11.

If the IE "Default DPCH Offset Value" is included, the UE shall:

-
in FDD mode:

-
if the above relation between "Default DPCH Offset Value" and "DPCH frame offset" is not respected:

-
set the variable INVALID_CONFIGURATION to true.

If the IE "Default DPCH Offset Value" is not included, the UE shall:

-
set the variable INVALID_CONFIGURATION to true.














8.3.5.2
Timing-maintained hard handover

8.3.5.2.1
General

The purpose of the Timing-maintained hard handover procedure is to remove all the RL(s) in the active set and establish new RL(s) while maintaining the UL transmission timing and the CFN in the UE.
This procedure can be initiated only if UTRAN knows the target SFN timing before hard handover. The target SFN timing can be known by UTRAN in the following 2 cases:

-
UE reads SFN when measuring "Cell synchronisation information" and sends it to the UTRAN in MEASUREMENT REPORT message.

-
UTRAN internally knows the time difference between the cells.

8.3.5.2.2
Initiation

Timing-maintained hard handover initiated by the network is normally performed by using the procedure "Physical channel reconfiguration" (subclause 8.2.6), but may also be performed by using either one of the following procedures:

-
"radio bearer establishment" (subclause 8.2.1);

-
"Radio bearer reconfiguration" (subclause 8.2.2);

-
"Radio bearer release" (subclause 8.2.3); or

-
"Transport channel reconfiguration" (subclause 8.2.4).

If IE "Timing indication" has the value "maintain", UE shall initiate the Timing-maintained hard handover procedure by following the procedure indicated in the subclause relevant to the procedure chosen by the UTRAN. In this case UTRAN should not include the IE "Default DPCH Offset Value".




If the IE "Default DPCH Offset Value" is included, the UE shall:

-
ignore the IE "Default DPCH Offset Value".




8.5.15
CFN calculation

The DOFF used in the formulas in this clause concerns the value of IE "Default DPCH Offset Value" received in the message that instructs the UE to enter CELL_DCH state or to perform timing re- initialised hard handover.

8.5.15.1
Initialisation for CELL_DCH state after state transition
When the UE receives any of the messages causing the UE to perform a state transition to CELL_DCH, the UE shall set the CFN in relation to the SFN of the first radio link listed in the IE "Downlink information per radio link list" included in that message according to the following formula:

-
for FDD:


CFN = (SFN - (DOFF div 38400)) mod 256


where the formula gives the CFN of the downlink DPCH frame which starts at the same time as or which starts during the PCCPCH frame with the given SFN.
-
for TDD:


CFN = (SFN - DOFF) mod 256.
8.5.15.2
Initialisation in CELL_DCH state at hard handover

When the UE is in CELL_DCH state and receives any of the messages causing the UE to perform a hard handover, the UE shall check the IE "Timing indication" in that message and:

-
if IE "Timing indication" has the value "initialise" (i.e. timing re-initialised hard handover):

-
read SFN on target cell identified by the first radio link listed in the IE "Downlink information per radio link list" included in that message;

-
set the CFN according to the following formula:

-
for FDD:


CFN = (SFN - (DOFF div 38400)) mod 256


where the formula gives the CFN of the downlink DPCH frame which starts at the same time as or which starts during the PCCPCH frame with the given SFN.

-
for TDD:

CFN = (SFN - DOFF) mod 256.
-
if IE "Timing indication" has the value "maintain" (i.e. timing-maintained hard handover), the UE shall keep CFN with no change due to the hard handover, and only increase CFN (mod 256) by 1 every frame.
8.5.15.3
Initialisation for CELL_FACH

When the UE performs cell selection, re-selection or changes to CELL_FACH state the UE shall set CFN for all common or shared channels according to:


CFN = SFN mod 256


where the formula gives the CFN of the downlink common or shared channel frame which starts at the same time as or which starts during the PCCPCH frame with the given SFN.

After the initialisation, the CFN in the UE is increased (mod 256) by 1 every frame.
8.5.15.4
Initialisation after intersystem handover to UTRAN

Upon inter RAT handover to UTRAN the UE shall, regardless of the value received within IE "Timing indication" (if received):

-
read SFN on target cell and set the CFN according to the following formula:

-
for FDD:


CFN = (SFN - (DOFF div 38400)) mod 256


where the formula gives the CFN of the downlink DPCH frame which starts at the same time as or which starts during the PCCPCH frame with the given SFN.
-
for TDD:


CFN = (SFN - DOFF) mod 256.

8.6.6.21
Default DPCH Offset Value

The UE shall:

-
if the IE "Default DPCH Offset Value" is included:

-
use its value to determine Frame Offset and Chip Offset from the SFN timing in a cell;



After transition from CELL_DCH state to other states, the UE shall:

-
erase the value stored in variable DOFF.
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