Error! No text of specified style in document.
10
Error! No text of specified style in document.

3GPP TSG RAN Meeting #15 
R1-02-0496
Jeju, Korea, 5 – 8, March, 2002
	CR-Form-v5

	CHANGE REQUEST

	

	(

	25.211
	CR
	145
	(

rev
	1
	(

Current version:
	3.9.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	x
	Radio Access Network
	X
	Core Network
	

	

	Title:
(

	Deferring of closed loop mode 2 transmit diversity from R99

	
	

	Source:
(

	Nokia

	
	

	Work item code:
(

	TEI
	
	Date: (

	21.02.2002

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	R99

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	At the joint RAN1-RAN2 meeting deferral of closed loop mode 2 transmit diversity to REL4 was proposed. The agreed way forward was to submit the CR to RAN1 for checking and then leave the final decision to RAN plenary.



	
	

	Summary of change:
(

	It is specified that closed loop mode 2 transmit diversity is removed from R99. However it is proposed to be kept in further releases.

	
	

	Consequences if 
(

not approved:
	

	
	

	Clauses affected:
(

	5.3.1, 5.3.1.2, 5.3.2.2

	
	

	Other specs
(

	
	 Other core specifications
(

	25.101, 25.211, 25.331

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR is considered to have isolated impact: Would not affect any other features besides closed loop mode 2 transmit diversity


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change reques

Table 9: Slot format of the control part of CPCH message part
	Slot Format #i
	Channel Bit Rate (kbps)
	Channel Symbol Rate (ksps)
	SF
	Bits/ Frame
	Bits/ Slot
	Npilot
	NTPC
	NTFCI
	NFBI

	0
	15
	15
	256
	150
	10
	6
	2
	2
	0

	1
	15
	15
	256
	150
	10
	5
	2
	2
	1


Figure 7 shows the frame structure of the uplink common packet physical channel. Each frame of length 10 ms is split into 15 slots, each of length T slot = 2560 chips, corresponding to one power-control period. 
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Figure 7: Frame structure for uplink Data and Control Parts Associated with PCPCH

The data part consists of 10*2k bits, where k = 0, 1, 2, 3, 4, 5, 6, corresponding to spreading factors of 256, 128, 64, 32, 16, 8, 4 respectively.

5.3
Downlink physical channels

5.3.1
Downlink transmit diversity

Closed loop mode 2 transmit diversity is not supported in this release.

Table 10 summarizes the possible application of open and closed loop transmit diversity modes on different downlink physical channel types. Simultaneous use of STTD and closed loop modes on the same physical channel is not allowed. In addition, if Tx diversity is applied on any of the downlink physical channels it shall also be applied on P-CCPCH and SCH. Regarding CPICH transmission in case of transmit diversity, see subclause 5.3.3.1.

With respect to the usage of Tx diversity on different radio links within an active set, the following rules apply:

-
Different Tx diversity modes (STTD and closed loop) shall not be used on the radio links within one active set.

-
No Tx diversity on one or more radio links shall not prevent UTRAN to use Tx diversity on other radio links within the same active set. However, the UE shall operate this Tx diversity mode on all radio links.
Furthermore, the transmit diversity mode used for a PDSCH frame shall be the same as the transmit diversity mode used for the DPCH associated with this PDSCH frame. The transmit diversity mode on the associated DPCH may not change during a PDSCH frame and within the slot prior to the PDSCH frame. This includes any change between no Tx diversity, open loop, closed loop mode 1 or closed loop mode 2.

Table 10: Application of Tx diversity modes on downlink physical channel types
"X" – can be applied, "–" – not applied

	Physical channel type
	Open loop mode
	Closed loop

	
	TSTD
	STTD
	Mode

	P-CCPCH
	–
	X
	–

	SCH
	X
	–
	–

	S-CCPCH
	–
	X
	–

	DPCH
	–
	X
	X

	PICH
	–
	X
	–

	PDSCH
	–
	X
	X

	AICH
	–
	X
	–

	CSICH
	–
	X
	–

	AP-AICH
	-
	X
	-

	CD/CA-ICH
	-
	X
	-

	DL-DPCCH for CPCH
	-
	X
	X


5.3.1.1
Open loop transmit diversity

5.3.1.1.1
Space time block coding based transmit antenna diversity (STTD)

The open loop downlink transmit diversity employs a space time block coding based transmit diversity (STTD).

The STTD encoding is optional in UTRAN. STTD support is mandatory at the UE.

If higher layers signal that neither P-CPICH nor S-CPICH can be used as phase reference for the downlink DPCH for a radio link in a cell, the UE shall assume that STTD is not used for the downlink DPCH (and the associated PDSCH if applicable) in that cell.

STTD encoding is applied on blocks of 4 consecutive channel bits. A block diagram of a generic STTD encoder for channel bits b0, b1, b2, b3 is shown in the figure 8 below. Channel coding, rate matching and interleaving is done as in the non-diversity mode. The bit bi is real valued {0} for DTX bits and {1, -1} for all other channel bits.
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Figure 8: Generic block diagram of the STTD encoder

5.3.1.1.2
Time Switched Transmit Diversity for SCH (TSTD)

Transmit diversity, in the form of Time Switched Transmit Diversity (TSTD), can be applied to the SCH. TSTD for the SCH is optional in UTRAN, while TSTD support is mandatory in the UE. TSTD for the SCH is described in subclause 5.3.3.5.1.

5.3.1.2
Closed loop transmit diversity

Closed loop mode 2 transmit diversity is not supported in this release.

Closed loop transmit diversity is described in [5]. Both closed loop transmit diversity modes shall be supported at the UE and may be supported in the UTRAN.

5.3.2
Dedicated downlink physical channels

There is only one type of downlink dedicated physical channel, the Downlink Dedicated Physical Channel (downlink DPCH). 

Within one downlink DPCH, dedicated data generated at Layer 2 and above, i.e. the dedicated transport channel (DCH), is transmitted in time-multiplex with control information generated at Layer 1 (known pilot bits, TPC commands, and an optional TFCI). The downlink DPCH can thus be seen as a time multiplex of a downlink DPDCH and a downlink DPCCH, compare subclause 5.2.1.

Figure 9 shows the frame structure of the downlink DPCH. Each frame of length 10 ms is split into 15 slots, each of length Tslot = 2560 chips, corresponding to one power-control period.
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Figure 9: Frame structure for downlink DPCH

The parameter k in figure 9 determines the total number of bits per downlink DPCH slot. It is related to the spreading factor SF of the physical channel as SF = 512/2k. The spreading factor may thus range from 512 down to 4. 

The exact number of bits of the different downlink DPCH fields (Npilot, NTPC, NTFCI, Ndata1 and Ndata2) is given in table 11. What slot format to use is configured by higher layers and can also be reconfigured by higher layers.

There are basically two types of downlink Dedicated Physical Channels; those that include TFCI (e.g. for several simultaneous services) and those that do not include TFCI (e.g. for fixed-rate services). These types are reflected by the duplicated rows of table 11. It is the UTRAN that determines if a TFCI should be transmitted and it is mandatory for all UEs to support the use of TFCI in the downlink. The mapping of TFCI bits onto slots is described in [3].

In compressed frames, a different slot format is used compared to normal mode. There are two possible compressed slot formats that are labelled A and B. Slot format B shall be used in frames compressed by spreading factor reduction and slot format A shall be used in frames compressed by puncturing or higher layer scheduling. The channel bit and symbol rates given in table 11 are the rates immediately before spreading.

Table 11: DPDCH and DPCCH fields

	Slot Format #i
	Channel Bit Rate (kbps)
	Channel Symbol Rate (ksps)
	SF
	Bits/ Slot
	DPDCH Bits/Slot
	DPCCH
Bits/Slot
	Transmitted slots per radio frame

NTr

	
	
	
	
	
	NData1
	NData2
	NTPC
	NTFCI
	NPilot
	

	0
	15
	7.5
	512
	10
	0
	4
	2
	0
	4
	15

	0A
	15
	7.5
	512
	10
	0
	4
	2
	0
	4
	8-14

	0B
	30
	15
	256
	20
	0
	8
	4
	0
	8
	8-14

	1
	15
	7.5
	512
	10
	0
	2
	2
	2
	4
	15

	1B
	30
	15
	256
	20
	0
	4
	4
	4
	8
	8-14

	2
	30
	15
	256
	20
	2
	14
	2
	0
	2
	15

	2A
	30
	15
	256
	20
	2
	14
	2
	0
	2
	8-14

	2B
	60
	30
	128
	40
	4
	28
	4
	0
	4
	8-14

	3
	30
	15
	256
	20
	2
	12
	2
	2
	2
	15

	3A
	30
	15
	256
	20
	2
	10
	2
	4
	2
	8-14

	3B
	60
	30
	128
	40
	4
	24
	4
	4
	4
	8-14

	4
	30
	15
	256
	20
	2
	12
	2
	0
	4
	15

	4A
	30
	15
	256
	20
	2
	12
	2
	0
	4
	8-14

	4B
	60
	30
	128
	40
	4
	24
	4
	0
	8
	8-14

	5
	30
	15
	256
	20
	2
	10
	2
	2
	4
	15

	5A
	30
	15
	256
	20
	2
	8
	2
	4
	4
	8-14

	5B
	60
	30
	128
	40
	4
	20
	4
	4
	8
	8-14

	6
	30
	15
	256
	20
	2
	8
	2
	0
	8
	15

	6A
	30
	15
	256
	20
	2
	8
	2
	0
	8
	8-14

	6B
	60
	30
	128
	40
	4
	16
	4
	0
	16
	8-14

	7
	30
	15
	256
	20
	2
	6
	2
	2
	8
	15

	7A
	30
	15
	256
	20
	2
	4
	2
	4
	8
	8-14

	7B
	60
	30
	128
	40
	4
	12
	4
	4
	16
	8-14

	8
	60
	30
	128
	40
	6
	28
	2
	0
	4
	15

	8A
	60
	30
	128
	40
	6
	28
	2
	0
	4
	8-14

	8B
	120
	60
	64
	80
	12
	56
	4
	0
	8
	8-14

	9
	60
	30
	128
	40
	6
	26
	2
	2
	4
	15

	9A
	60
	30
	128
	40
	6
	24
	2
	4
	4
	8-14

	9B
	120
	60
	64
	80
	12
	52
	4
	4
	8
	8-14

	10
	60
	30
	128
	40
	6
	24
	2
	0
	8
	15

	10A
	60
	30
	128
	40
	6
	24
	2
	0
	8
	8-14

	10B
	120
	60
	64
	80
	12
	48
	4
	0
	16
	8-14

	11
	60
	30
	128
	40
	6
	22
	2
	2
	8
	15

	11A
	60
	30
	128
	40
	6
	20
	2
	4
	8
	8-14

	11B
	120
	60
	64
	80
	12
	44
	4
	4
	16
	8-14

	12
	120
	60
	64
	80
	12
	48
	4
	8*
	8
	15

	12A
	120
	60
	64
	80
	12
	40
	4
	16*
	8
	8-14

	12B
	240
	120
	32
	160
	24
	96
	8
	16*
	16
	8-14

	13
	240
	120
	32
	160
	28
	112
	4
	8*
	8
	15

	13A
	240
	120
	32
	160
	28
	104
	4
	16*
	8
	8-14

	13B
	480
	240
	16
	320
	56
	224
	8
	16*
	16
	8-14

	14
	480
	240
	16
	320
	56
	232
	8
	8*
	16
	15

	14A
	480
	240
	16
	320
	56
	224
	8
	16*
	16
	8-14

	14B
	960
	480
	8
	640
	112
	464
	16
	16*
	32
	8-14

	15
	960
	480
	8
	640
	120
	488
	8
	8*
	16
	15

	15A
	960
	480
	8
	640
	120
	480
	8
	16*
	16
	8-14

	15B
	1920
	960
	4
	1280
	240
	976
	16
	16*
	32
	8-14

	16
	1920
	960
	4
	1280
	248
	1000
	8
	8*
	16
	15

	16A
	1920
	960
	4
	1280
	248
	992
	8
	16*
	16
	8-14


* If TFCI bits are not used, then DTX shall be used in TFCI field.

NOTE 1:
Compressed mode is only supported through spreading factor reduction for SF=512 with TFCI.

NOTE 2:
Compressed mode by spreading factor reduction is not supported for SF=4. 

NOTE 3:
If the Node B receives an invalid combination of data frames for downlink transmission, the procedure specified in [15], sub-clause 5.1.2,may require the use of DTX in both the DPDCH and theTFCI field of the DPCCH.

The pilot bit patterns are described in table 12. The shadowed column part of pilot bit pattern is defined as FSW and FSWs can be used to confirm frame synchronization. (The value of the pilot bit pattern other than FSWs shall be "11".) In table 12, the transmission order is from left to right.
In downlink compressed mode through spreading factor reduction, the number of bits in the TPC and Pilot fields are doubled. Symbol repetition is used to fill up the fields. Denote the bits in one of these fields in normal mode by x1, x2, x3, …, xX. In compressed mode the following bit sequence is sent in corresponding field: x1, x2, x1, x2, x3, x4, x3, x4,…, xX,.
Table 12: Pilot bit patterns for downlink DPCCH with Npilot = 2, 4, 8 and 16

	
	Npilot = 2
	Npilot = 4 (*1)
	Npilot = 8
(*2)
	Npilot = 16

(*3)

	Symbol #
	0
	0
	1
	0
	1
	2
	3
	0
	1
	2
	3
	4
	5
	6
	7

	Slot #0

1

2

3

4

5

6

7

8

9

10

11

12

13

14
	11

00

01

00

10

11

11

10

01

11

01

10

10

00

00
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	11

00

01

00

10

11

11

10

01

11

01

10

10

00

00
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	11

00

01

00

10

11

11

10

01

11

01

10

10

00

00
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	10

10

01

00

01

10

00

00

10

11

01

11

00

11

11
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	11

00

01

00

10

11

11

10

01

11

01

10

10

00

00
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	10

10

01

00

01

10

00

00

10

11

01

11

00

11

11
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	11

11

10

01

11

01

10

10

00

00

11

00

01

00

10
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	10

00

00

10

11

01

11

00

11

11

10

10

01

00

01


NOTE *1:

This pattern is used except slot formats 2B and 3B.

NOTE *2:

This pattern is used except slot formats 0B, 1B, 4B, 5B, 8B, and 9B.

NOTE *3:

This pattern is used except slot formats 6B, 7B, 10B, 11B, 12B, and 13B.

NOTE:

For slot format nB where n = 0, …, 15, the pilot bit pattern corresponding to Npilot/2 is to be used and symbol repetition shall be applied.
The relationship between the TPC symbol and the transmitter power control command is presented in table 13.

Table 13: TPC Bit Pattern

	TPC Bit Pattern
	Transmitter power control command

	NTPC = 2
	NTPC = 4
	NTPC = 8
	

	11
00
	1111

0000
	11111111

00000000
	1

0


Multicode transmission may be employed in the downlink, i.e. the CCTrCH (see [3]) is mapped onto several parallel downlink DPCHs using the same spreading factor. In this case, the Layer 1 control information is transmitted only on the first downlink DPCH. DTX bits are transmitted during the corresponding time period for the additional downlink DPCHs, see figure 10.

In case there are several CCTrCHs mapped to different DPCHs transmitted to the same UE different spreading factors can be used on DPCHs to which different CCTrCHs are mapped. Also in this case, Layer 1 control information is only transmitted on the first DPCH while DTX bits are transmitted during the corresponding time period for the additional DPCHs. 

Note:
support of multiple CCTrChs of dedicated type is not part of the current release.
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Figure 10: Downlink slot format in case of multi-code transmission

5.3.2.1
STTD for DPCH

The pilot bit pattern for the DPCH channel transmitted on antenna 2 is given in table 14.
-
For Npilot = 8, 16 the shadowed part indicates pilot bits that are obtained by STTD encoding the corresponding (shadowed) bits in Table 12. The non-shadowed pilot bit pattern is orthogonal to the corresponding (non-shadowed) pilot bit pattern in table 12. 
-
For Npilot = 4, the diversity antenna pilot bit pattern is obtained by STTD encoding both the shadowed and non-shadowed pilot bits in table 12.
-
For Npilot  = 2, the diversity antenna pilot pattern is obtained by STTD encoding the two pilot bits in table 12 with the last two bits (data or DTX) of the second data field (data2) of the slot. Thus for Npilot = 2 case, the last two bits of the second data field (data 2) after STTD encoding, follow the diversity antenna pilot bits in Table 14.
STTD encoding for the DPDCH, TPC, and TFCI fields is done as described in subclause 5.3.1.1.1. For the SF=512 DPCH, the first two bits in each slot, i.e. TPC bits, are not STTD encoded and the same bits are transmitted with equal power from the two antennas. The remaining four bits are STTD encoded.
For compressed mode through spreading factor reduction and for Npilot > 4, symbol repetition shall be applied to the pilot bit patterns of table 14, in the same manner as described in 5.3.2. For slot formats 2B and 3B, i.e. compressed mode through spreading factor reduction and Npilot = 4, the pilot bits transmitted on antenna 2 are STTD encoded, and thus the pilot bit pattern is as shown in the most right set of table 14.
Table 14: Pilot bit patterns of downlink DPCCH for antenna 2 using STTD

	
	Npilot = 2 (*1)
	Npilot = 4 (*2)
	Npilot = 8
(*3)
	Npilot = 16

(*4)
	Npilot = 4 (*5)

	Symbol #
	0
	0
	1
	0
	1
	2
	3
	0
	1
	2
	3
	4
	5
	6
	7
	0
	1

	Slot #0

1

2

3

4

5

6

7

8

9

10

11

12

13

14
	01

10

11

10

00

01

01

00

11

01

11

00

00

10

10
	01

10

11

10

00

01

01

00

11

01

11

00

00

10

10
	10

10

10

10

10

10

10

10

10

10

10

10

10

10

10
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	00

00

11

10

11

00

10

10

00

01

11

01

10

01

01
	00

00

00

00

00

00

00

00

00

00

00

00

00

00

00
	10

01

00

01

11

10

10

11

00

10

00

11

11

01

01
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	00

00

11

10

11

00

10

10

00

01

11

01

10

01

01
	00

00

00

00

00

00

00

00

00

00

00

00

00

00

00
	10

01

00

01

11

10

10

11

00

10

00

11

11

01

01
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	00

10

10

00

01

11

01

10

01

01

00

00

11

10

11
	00

00

00

00

00

00

00

00

00

00

00

00

00

00

00
	10

10

11

00

10

00

11

11

01

01

10

01

00

01

11
	01

10

11

10

00

01

01

00

11

01

11

00

00

10

10
	10
01
00
01
11
10

10

11
00
10

00
11
11
01
01


NOTE *1:
The pilot bits precede the last two bits of the data2 field.

NOTE *2:
This pattern is used except slot formats 2B and 3B.

NOTE *3:
This pattern is used except slot formats 0B, 1B, 4B, 5B, 8B, and 9B.

NOTE *4:
This pattern is used except slot formats 6B, 7B, 10B, 11B, 12B, and 13B.

NOTE *5:
This pattern is used for slot formats 2B and 3B.

NOTE:
For slot format nB where n = 0, 1, 4, 5, 6, …, 15, the pilot bit pattern corresponding to Npilot/2 is to be used and symbol repetition shall be applied.
5.3.2.2
Dedicated channel pilots with closed loop mode transmit diversity

Closed loop mode 2 transmit diversity is not supported in this release.

In closed loop mode 1 different pilot patterns (orthogonal when Npilot > 2) are used between the transmit antennas. Pilot patterns defined in the table 12 will be used on antenna 1 and pilot patterns defined in the table 15 on antenna 2. This is illustrated in the figure 11 a which indicates the difference in the pilot patterns with different shading.

Table 15: Pilot bit patterns of downlink DPCCH for antenna 2 using closed loop mode 1

	
	Npilot = 2 
	Npilot = 4 (*1)
	Npilot = 8
(*2)
	Npilot = 16

(*3)
	Npilot = 4 (*4)

	Symbol #
	0
	0
	1
	0
	1
	2
	3
	0
	1
	2
	3
	4
	5
	6
	7
	0
	1

	Slot #0

1

2

3

4

5

6

7

8

9

10

11

12

13

14
	01

10

11

10

00

01

01

00

11

01

11

00

00

10

10
	01

10

11

10

00

01

01

00

11

01

11

00

00

10

10
	10

10

10

10

10

10

10

10

10

10

10

10

10

10

10
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	00

00

11

10

11

00

10

10

00

01

11

01

10

01

01
	00

00

00

00

00

00

00

00

00

00

00

00

00

00

00
	10

01

00

01

11

10

10

11

00

10

00

11

11

01

01
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	00

00

11

10

11

00

10

10

00

01

11

01

10

01

01
	00

00

00

00

00

00

00

00

00

00

00

00

00

00

00
	10

01

00

01

11

10

10

11

00

10

00

11

11

01

01
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	00

10

10

00

01

11

01

10

01

01

00

00

11

10

11
	00

00

00

00

00

00

00

00

00

00

00

00

00

00

00
	10

10

11

00

10

00

11

11

01

01

10

01

00

01

11
	01

10

11

10

00

01

01

00

11

01

11

00

00

10

10
	10
01
00
01
11
10

10

11
00
10

00
11
11
01
01


NOTE *1:
This pattern is used except slot formats 2B and 3B.

NOTE *2:
This pattern is used except slot formats 0B, 1B, 4B, 5B, 8B, and 9B.

NOTE *3:
This pattern is used except slot formats 6B, 7B, 10B, 11B, 12B, and 13B.

NOTE *4:
This pattern is used for slot formats 2B and 3B.

NOTE:
For slot format nB where n = 0, 1, 4, 5, 6, …, 15, the pilot bit pattern corresponding to Npilot/2 is to be used and symbol repetition shall be applied.
In closed loop mode 2 same pilot pattern is used on both of the antennas (see figure 11 b). The pattern to be used is according to the table 12.
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Figure 11: Slot structures for downlink dedicated physical channel diversity transmission.
Structure (a) is used in closed loop mode 1.
Structure (b) is used in closed loop mode 2.
Different shading of the pilots indicate orthogonality of the patterns

5.3.2.3
DL-DPCCH for CPCH

The downlink DPCCH for CPCH is a special case of downlink dedicated physical channel of the slot format #0 in table 11. The spreading factor for the DL-DPCCH is 512. Figure 12 shows the frame structure of DL-DPCCH for CPCH. 
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