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Reason for change:
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The reporting range constant in the formula for event 1B is incorrect. It should be R1b instead of R.




Summary of change:
(

The reporting range constant is corrected from R to R1b in the formula of event 1B.

This CR has probably no impact on any UE or network implementation, it should have been clear before which constant was meant. Still it might be a better to correct this (more or less editorial) error.
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14.1.2.2
Reporting event 1B: A primary CPICH leaves the reporting range

When an intra-frequency measurement configuring event 1b is set up, the UE shall:

1>
create a variable TRIGGERED_1B_EVENT related to that measurement, which shall initially be empty;

1>
delete this variable when the measurement is released.
When event 1B is configures in the UE, the UE shall:

1>
if "Measurement quantity" is "pathloss" and Equation 1 below is fulfilled for one or more primary CPICHs, or if "Measurement quantity" is "CPICH Ec/N0" or "CPICH RSCP", and Equation 2 below is fulfilled for one or more primary CPICHs, for each of these primary CPICHs:

2>
if all required reporting quantities are available for that cell, and if the equations have been fulfilled for a time period indicated by "Time to trigger", and if that primary CPICH is part of cells allowed to trigger the event according to "Triggering condition 1", and if that primary CPICH is not included in the "cells triggered" in the variable TRIGGERED_1B_EVENT:

3>
include that primary CPICH in the "cells recently triggered" in the variable TRIGGERED_1B_EVENT.

1>
if any primary CPICHs are stored in the "cells recently triggered" in the variable TRIGGERED_1B_EVENT:

2>
send a measurement report with IEs set as below:

3>
set in "intra-frequency measurement event results": "Intrafrequency event identity" to "1b"; and

3>
include in "cell measurement event results" all entries of "cells recently triggered" in the variable TRIGGERED_1B_EVENT that are part of the active set in ascending order according to the configured measurement quantity taking into account the cell individual offset for each of those cells;

3>
set the IE "measured results" and the IE "additional measured results" according to subclause 8.4.2.

2>
move all entries from IE "cells recently triggered" to "cells triggered" in the variable TRIGGERED_1B_EVENT.

1>
if "Measurement quantity" is "pathloss" and Equation 3 below is fulfilled for a primary CPICH, or if "Measurement quantity" is "CPICH Ec/N0" or "CPICH RSCP", and Equation 4 below is fulfilled for a primary CPICH:

2>
if that primary CPICH is included in the "cells triggered" in the variable TRIGGERED_1B_EVENT:

3>
remove the entry of that primary CPICH from "cells triggered" in the variable TRIGGERED_1B_EVENT.

Equation 1 (Triggering condition for pathloss)
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Equation 2 (Triggering condition for all the other measurement quantities)
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Equation 3 (Leaving triggering condition for pathloss)
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Equation 4 (Leaving triggering condition for all the other measurement quantities)
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The variables in the formula are defined as follows:

MOld is the measurement result of the cell leaving the reporting range.

CIOOld  is the individual cell offset for the cell leaving the reporting range if an individual cell offset is stored for that cell. Otherwise it is equal to 0.

Mi is a measurement result of a cell not forbidden to affect reporting range in the active set.

NA is the number of cells not forbidden to affect reporting range in the current active set.

For pathloss

MBest is the measurement result of the cell not forbidden to affect reporting range in the active set with the lowest measurement result, not taking into account any cell individual offset.

for other measurements quantities.

MBest is the measurement result of the cell not forbidden to affect reporting range in the active set with the highest measurement result, not taking into account any cell individual offset.

W is a parameter sent from UTRAN to UE.

R1b is the reporting range constant.

H1b is the hysteresis parameter for the event 1b.

If the measurement results are pathloss or CPICH-Ec/No then MOld, Mi and MBest are expressed as ratios.

If the measurement result is CPICH-RSCP then MOld, Mi and MBest are expressed in mW.
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