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	1. It is not clearly specified when the compressed mode patterns associated to a particular inter-frequency or inter-RAT measurements have to be deleted.

2. The inter-RAT and inter-frequency measurements are treated differently when entering CELL_FACH. In particular, the inter-RAT measurements are always deleted when entering CELL_FACH, while the inter-frequency measurements are deleted, except when the transition to CELL_FACH is due to a reconfiguration message which included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects the indicated cell. There is no apparent reason for this discrepancy. The inter-RAT procedure seems to be the sensible one (delete always), since there is no specific procedure that instructs the UE to delete the inter-frequency measurements when reselecting a new cell in CELL_FACH, and, anyhow, the UE has to receive a new "DPCH info" whenever going back to CELL_DCH. 

	
	

	Summary of change:
(

	1. It is proposed to delete the compressed mode patterns at the same time when the corresponding inter-frequency or inter-RAT measurements have to be deleted.

2. It is proposed to align the inter-frequency procedures to the inter-RAT procedures, so that the UE shall always delete the inter-frequency measurements when transitioning to the CELL_FACH state.
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This change clarifies the inter-frequency and inter-RAT procedures. 
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8.4.1.6.2
Inter-frequency measurement

Upon transition from CELL_DCH to CELL_FACH/ CELL_PCH/URA_PCH state, the UE shall:

1>
stop the inter-frequency type measurement reporting assigned in a MEASUREMENT CONTROL message;




1>
delete the measurements of type inter-frequency associated with the variable MEASUREMENT_IDENTITY and delete the corresponding compressed mode patterns;
1>
begin monitoring cells listed in the IE "inter-frequency cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

1>
in CELL_FACH state:

2>
perform measurements on other frequencies according to the IE "FACH measurement occasion info".

8.4.1.6.3
Inter-RAT measurement

Upon transition from CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH state, the UE shall:

1>
stop the inter-RAT type measurement reporting assigned in a MEASUREMENT CONTROL message;

1>
delete the measurements of type inter-RAT associated with the variable MEASUREMENT_IDENTITY and delete the corresponding compressed mode patterns;

1>
begin monitoring cells listed in the IE "inter-RAT cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

1>
in CELL_FACH state:

2>
perform measurements on other systems according to the IE "FACH measurement occasion info".
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