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9.7.1
Polling function for acknowledged mode

The Polling function is used by the Sender to request the peer RLC entity for a status report. The "Polling bit" in the AMD PDU indicates the poll request. There are several triggers for initiating the Polling function. Which of the triggers shall be used is configured by upper layers for each RLC entity. The following triggers can be configured:

1)
Last PDU in buffer.


When an AMD PDU to be transmitted for the first time is submitted to lower layer, the Sender shall: 

-
if the AMD PDU is the last AMD PDU scheduled for transmission according to subclause 11.3.2 (i.e. no data received from upper layer remains to be segmented into AMD PDUs); or

-
if the AMD PDU is the last AMD PDU that is allowed to transmit according to subclause 11.3.2.2:

-
trigger a poll for this AMD PDU. 

2)
Last PDU in Retransmission buffer.


When a retransmitted AMD PDU is submitted to lower layer, the Sender shall:

-
if the AMD PDU is the last AMD PDU scheduled for retransmission according to subclause 11.3.2; or

-
if the AMD PDU is the last of the AMD PDUs scheduled for retransmission that are allowed to transmit according to subclause 11.3.2.2:

-
trigger a poll for this AMD PDU.

3)
Poll timer.


The timer Timer_Poll is started and stopped according to subclause 9.5 a). When the timer Timer_Poll expires the Sender triggers the Polling function.

4)
Every Poll_PDU PDU.


The Sender triggers the Polling function for every Poll_PDU PDU. Both retransmitted and new AMD PDUs shall be counted.

5)
Every Poll_SDU SDU.


The Sender triggers the Polling function for every Poll_SDU SDU. The poll shall be triggered for the first transmission of the last AMD PDU that contains segments of the RLC SDU.

6)
Window based.


The Sender triggers the Polling function when the condition described in subclause 9.6 d) ("Poll_Window") is fulfilled.

7)
Timer based.


The Sender triggers the Polling function periodically.

UTRAN should configure RLC to avoid deadlock situations.

The Poll Prohibit function is used by the Sender to delay the initiation of the Polling function. Usage of the Poll Prohibit function is configured by upper layers. The Poll Prohibit function consists of starting the timer Timer_Poll_Prohibit according to subclause 9.5 b) and delaying the Polling function according to the following rules:

When the Polling function is triggered, the Sender shall:

-
if polling is not prohibited (see subclause 9.5 b)); and

-
if there is one or more AMD PDUs to be transmitted or there are AMD PDUs not acknowledged by the Receiver:

-
initiate the Polling function by setting the polling bit according to subclause 11.3.2.1.1.

-
otherwise (if there is no PDU to be transmitted and all PDUs have already been acknowledged):

-
not initiate the Polling function.
Upon expiry of the timer Timer_Poll_Prohibit, the Sender shall:

-
if the Polling function was triggered at least once while the timer Timer_Poll_Prohibit was active; and

-
if there is one or more AMD PDUs to be transmitted or there are AMD PDUs not acknowledged by the Receiver:

-
initiate the Polling function once by setting the polling bit according to subclause 11.3.2.1.1.
-
otherwise (if there is no PDU to be transmitted and all PDUs have already been acknowledged):

-
not initiate the Polling function.
9.7.2
STATUS transmission for acknowledged mode

The Receiver transmits status reports to the Sender in order to inform the Sender about which AMD PDUs have been received and not received. Each status report consists of one or several STATUS PDUs. The Receiver shall trigger the transmission of a status report when receiving a poll request. Additionally, the following triggers for transmission of status reports are configurable by upper layers:
1)
Detection of missing PDU(s).


If the Receiver detects one or several missing AMD PDUs it shall trigger the transmission of a status report to the Sender.

2)
Timer based status report transfer.


The Receiver triggers the transmission of a status report to the Sender periodically. The timer Timer_Status_Periodic controls the time period according to subclause 9.5 g). When "Periodical Status blocking" is configured by upper layers, the trigger shall not be active.

3)
The EPC mechanism.


The timer Timer_EPC is started according to subclause 9.5 c) and the state variable VR(EP) is set and decreased according to subclause 9.7.4. If not all AMD PDUs requested for retransmission have been received before the variable VR(EP) equalled zero, a new status report is triggered by the Receiver. A more detailed description of the EPC mechanism is given in subclause 9.7.4.

There are two functions that can prohibit the Receiver from sending a status report containing any of the SUFIs LIST, BITMAP, RLIST or ACK. Status reports containing other SUFIs are not prohibited. Upper layers control which functions should be used for each RLC entity. If any of the following functions is used the transmission of the status report shall be delayed, even if any of the triggering conditions above are fulfilled:

1)
STATUS prohibit.


The timer Timer_Status_Prohibit is started according to subclause 9.5 f). The Receiver is not allowed to transmit a status report while acknowledgement is prohibited (see subclause 9.5 f)). If a status report was triggered during this time, the status report is transmitted after the timer Timer_Status_Prohibit has expired, as described below.

2)
The EPC mechanism.


If the "EPC mechanism" is active and the transmission of a status report is triggered it shall be delayed until the "EPC mechanism" has ended, as described below.
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