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5.1.1
Mapping of PID values

Depending on the configuration by upper layers (i.e. PDCP PDU type to be used and header compressor protocol), the PDCP sublayer shall be able to:
-
identify different types of header compression protocols; and 
-
if RFC2507:
-
distinguish different header compression protocol packet types within a header compression protocol;
-
if RFC3095:
-
distinguish different contexts for a header compression protocol.
The above requirements are realised by utilising the PID field in the PDCP PDU.

The mapping of the PID values shall follow the general rules listed below:

-
PID values shall be mapped to the different packet types independently at each PDCP entity;

-
PID value "0" shall indicate "no compression". PID value "0" shall be used in a PDCP PDU containing in its Data field a PDCP SDU that is unchanged by the Sender and that shall not be decompressed by the Receiver.;

-
PID values are mapped in ascending order, starting from 1, for every configured header compression protocol, in the order of configuration by upper layer. The first available PID value is assigned to the first packet type of the header compression protocol as defined in the specification for this header compression protocol. PID values are mapped for all the specified packet types defined for the header compression protocol and in the order defined in subclause 5.1.2.2, 5.1.3.2 and 5.1.3.3 for the respective header compression protocol;

-
PID values are re-mapped for the PDCP entity after any reconfiguration of the header compression protocols for that entity.

The following table illustrates an example of the PID value mapping to the packet types when five arbitrary header compression methods are configured for one PDCP entity: RFC 2507[6], Methods A and B, RFC 3095 [8] and Method C. Method A, Method B and Method C are imaginary header compression protocols introduced for the purpose of illustration.

Table 1: Example of the PID value mapping table

	PID

Value
	Optimisation method
	Packet type

	0
	No header compression
	-

	1
	RFC 2507
	Full header

	2
	RFC 2507
	Compressed TCP

	3
	RFC 2507
	Compressed TCP nondelta

	4
	RFC 2507
	Compressed non TCP

	5
	RFC 2507
	Context state

	6
	Method A
	Packet Type 1 of Method A

	7
	Method A
	Packet Type 2 of Method A

	8
	Method B
	Packet Type 1 of Method B

	9
	Method B
	Packet Type 2 of Method B

	10
	RFC 3095
	CID 0

	11
	RFC 3095
	CID 1

	12
	RFC 3095
	CID 2

	13
	Method C
	Packet Type 1 of Method C

	14
	Method C
	Packet Type 2 of Method C

	15...31
	Unassigned value
	-


8.3.2
PID

Length: 5 bits.

The PID field indicates the used header compression and packet type or a context identifier.

	Bit
	Description

	00000
	No header compression

	00001-11111
	Dynamically negotiated header compression identifier, as described in subclause 5.1.1


The PID field value indicates the used header compression protocol type and packet type or CID. A specific header compression protocol may utilize a certain range of consecutive values from the PID field value space for different packet types. The Receiving PDCP entity performs the necessary operation (e.g. header decompression) according to the PID field value. 

8.3.3
Data

The Data field may include either one of the following:

-
Uncompressed PDCP SDU;

-
Header compressed PDCP SDU;

-
Header compression protocol feedback information.










8.3.4
Sequence number

Length: 16 bits

PDCP SDU sequence number.

9
Handling of unknown, unforeseen and erroneous protocol data

9.1
Invalid PDU type

If a PDCP entity receives a PDCP PDU with a PDU Type set to Reserved (see subclause 8.3.1), it shall:

-
discard the PDCP PDU.

If a PDCP entity is not configured for lossless SRNS Relocation and receives a PDCP SeqNum PDU, it shall:


-
discard the PDCP SeqNum PDU.
9.2
Invalid PID value

If a PDCP entity receives a PDCP PDU with a PID value that is not mapped with a valid packet type (see subclause 5.1.1), it shall:

-
discard the PDCP PDU.
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