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1. Overall Description:

Whilst discussion of R2-020871, is was noted that when triggering either GSM to UMTS handover or (in some cases) SRNC relocation. It is possible that a mobile which is both PS and CS attached may not have the PS Iu connection established after the handover is completed and thus the handover procedure may prohibit the re-establishment of the PS service. It was to clarified that the RNC (in some cases) should trigger the RRC “UTRAN mobility information” procedure to the UE giving the new RA. This is relayed to upper layers (i.e. NAS). From this, a PMM procedure is triggered (i.e. RA update) which in turns re-establishes the Iu-ps connection and re-synchronises the mobility entities in the CN.

UTRAN need not be aware that the mobile was PS attached before the handover was triggered. This means that UTRAN has to systematically trigger the RRC UTRAN mobility information procedure to give the new RA to the UE. RAN2 would like to inform CN1 of this as this could lead to confusion at the NAS layer (for example, in a mobile that doesn’t support the PS services, or a mobile that is not PS attached).

RAN2 assume that NAS should just discard the information and should not assume any malfunction.

2. Actions:

To CN1 & RAN3 groups.

ACTION: 
RAN2 request CN1 & RAN3 to be aware of the behaviour of the AS layer and that CN1 & RAN3 should make any necessary changes to their specifications (if any).

3. Date of Next RAN2 Meetings:

