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8.4.1.6.2
Inter-frequency measurement

Upon transition from CELL_DCH to CELL_FACH/ CELL_PCH/URA_PCH state, the UE shall:

1>
stop the inter-frequency type measurement reporting assigned in a MEASUREMENT CONTROL message;

1>
if the transition is due to a reconfiguration message which included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects a cell other than that indicated by this IE; or

1>
if the transition is due to a reconfiguration message which does not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD); or

1>
if the transition is not due to a reconfiguration message:

2>
delete the measurements of type inter-frequency associated with the variable MEASUREMENT_IDENTITY and delete the corresponding compressed mode pattern;
1>
begin monitoring cells listed in the IE "inter-frequency cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

1>
in CELL_FACH state:

2>
perform measurements on other frequencies according to the IE "FACH measurement occasion info".

8.4.1.6.3
Inter-RAT measurement

Upon transition from CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH state, the UE shall:

1>
stop the inter-RAT type measurement reporting assigned in a MEASUREMENT CONTROL message;

1>
delete the measurements of type inter-RAT associated with the variable MEASUREMENT_IDENTITY and delete the corresponding compressed mode pattern;

1>
begin monitoring cells listed in the IE "inter-RAT cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

1>
in CELL_FACH state:

2>
perform measurements on other systems according to the IE "FACH measurement occasion info".

[…]

8.4.1.6a
Actions in CELL_FACH/CELL_PCH/URA/PCH state upon cell re-selection

Upon cell reselection while in CELL_FACH/CELL_PCH/URA/PCH state and the cell reselection has occurred after the measurement control information was stored, the UE shall:

1>
delete all measurements of type intra-frequency, inter-frequency, and inter-RAT associated with the variable MEASUREMENT_IDENTITY;

1>
delete all compressed mode patterns associated to inter-frequency and inter-RAT measurements;

1>
delete the traffic volume measurements that have not been set up or modified through a MEASUREMENT CONTROL message.

[…]

10.3.6.34
DPCH Compressed Mode Status Info

This information element indicates status information of the compressed mode used by the UE in order to perform inter-frequency and inter-RAT measurements.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	TGPS reconfiguration CFN
	MP
	
	Integer (0..255)
	

	Transmission gap pattern sequence
	MP
	1 to <maxTGPS>
	
	

	>TGPSI
	MP
	
	TGPSI 10.3.6.82
	Transmission Gap Pattern Sequence Identifier



	>TGPS Status Flag
	MP
	
	Enumerated(active, inactive)
	This flag indicates the current status of the Transmission Gap Pattern Sequence, whether it shall be active or inactive.

	>TGCFN
	CV-Active
	
	Integer (0..255)
	Connection Frame Number of the first frame of the first pattern within the Transmission Gap Pattern Sequence.


	Condition
	Explanation

	Active
	This IE is mandatory present when the value of the IE "TGPS Status Flag" is "Active" and not needed otherwise.


[…]
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