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4.2.3.2
MAC-d entity – UE Side

Figure 4.2.3.2.1 shows the UE side MAC-d entity.

The following functionality is covered:
-
Transport Channel type switching

-
Transport Channel type switching is performed by this entity, based on decision taken by RRC. This is related to a change of radio resources. If requested by RRC, MAC shall switch the mapping of one designated logical channel between common and dedicated transport channels.
-
C/T MUX:
-
The C/T MUX is used when multiplexing of several dedicated logical channels onto one transport channel (other than HS-DSCH) or one MAC-d flow (HS-DSCH) is used. An unambiguous identification of the logical channel is included.

-
Ciphering:

-
Ciphering for transparent mode data to be ciphered is performed in MAC-d. Details about ciphering can be found in [10].

-
Deciphering:

-
Deciphering for ciphered transparent mode data is performed in MAC-d. Details about ciphering can be found in [10].

-
UL TFC selection:

-
Transport format and transport format combination selection according to the transport format combination set (or transport format combination subset) configured by RRC is performed.

4.2.4.2
MAC-d entity – UTRAN Side

Figure 4.2.4.2.1 shows the UTRAN side MAC-d entity.

The following functionality is covered:
-
Transport Channel type switching:
-
Transport Channel type switching is performed by this entity, based on decision taken by RRC; this is related to a change of radio resources. If requested by RRC, MAC shall switch the mapping of one designated logical channel between common and dedicated transport channels.
-
C/T MUX box;

-
the function includes the C/T field when multiplexing of several dedicated logical channels onto one transport channel (other than HS-DSCH) or one MAC-d flow (HS-DSCH) is used.

-
Priority setting;

-
This function is responsible for priority setting on data received from DCCH / DTCH;

-
Ciphering;

-
Ciphering for transparent mode data to be ciphered is performed in MAC-d. Details about ciphering can be found in [10].
-
Deciphering;
-
Deciphering for ciphered transparent mode data is performed in MAC-d. Details about ciphering can be found in [10].

-
DL Scheduling/Priority handling;
-
in the downlink, scheduling and priority handling of transport channels is performed within the allowed transport format combinations of the TFCS assigned by the RRC.

-
Flow Control;
-
a flow control function exists toward MAC-c/sh to limit buffering between MAC-d and MAC-c/sh entities. This function is intended to limit layer 2 signalling latency and reduce discarded and retransmitted data as a result of FACH or DSCH congestion. For the Iur interface this is specified in [11]. A flow control function also exists towards MAC-hs in case of configuration without MAC-c/sh, see subclause 4.2.4.2.

9.2.1
MAC PDU: Parameters of the MAC PDU header (non HS-DSCH) and MAC-d PDU header (HS-DSCH)
The following fields are defined for the MAC header for transport channels other than HS-DSCH and for the MAC-d PDU header for HS-DSCH:
-
Target Channel Type Field
The TCTF field is a flag that provides identification of the logical channel class on FACH and RACH transport channels, i.e. whether it carries BCCH, CCCH, CTCH, SHCCH or dedicated logical channel information. The size and coding of TCTF for FDD and TDD are shown in tables 9.2.1.1, 9.2.1.2, 9.2.1.3, 9.2.1.4 and 9.2.1.5. Note that the size of the TCTF field of FACH for FDD is either 2 or 8 bits depending of the value of the 2 most significant bits and for TDD is either 3 or 5 bits depending on the value of the 3 most significant bits. The TCTF of the RACH for TDD is either 2 or 4 bits depending on the value of the 2 most significant bits.
Table 9.2.1.1: Coding of the Target Channel Type Field on FACH for TDD

	TCTF 
	Designation

	000
	BCCH

	001
	CCCH

	010
	CTCH

	01100
	DCCH or DTCH

over FACH

	01101-

01111
	Reserved

(PDUs with this coding will be discarded by this version of the protocol)

	100
	SHCCH

	101-111
	Reserved

(PDUs with this coding will be discarded by this version of the protocol)


Table 9.2.1.2: Coding of the Target Channel Type Field on FACH for FDD

	TCTF 
	Designation

	00
	BCCH

	01000000
	CCCH

	01000001-01111111
	Reserved

(PDUs with this coding will be discarded by this version of the protocol)

	10000000
	CTCH

	10000001-

10111111
	Reserved

(PDUs with this coding will be discarded by this version of the protocol)

	11
	DCCH or DTCH

over FACH


Table 9.2.1.3: Coding of the Target Channel Type Field on USCH or DSCH (TDD only)

	TCTF 
	Designation

	0
	SHCCH

	1
	DCCH or DTCH over USCH or DSCH


Table 9.2.1.4: Coding of the Target Channel Type Field on RACH for FDD

	TCTF 
	Designation

	00
	CCCH

	01
	DCCH or DTCH

over RACH

	10-11
	Reserved

(PDUs with this coding will be discarded by this version of the protocol)


Table 9.2.1.5: Coding of the Target Channel Type Field on RACH for TDD

	TCTF 
	Designation

	00
	CCCH

	0100
	DCCH or DTCH

Over RACH

	0101-

0111
	Reserved

(PDUs with this coding will be discarded by this version of the protocol)

	10
	SHCCH

	11
	Reserved

(PDUs with this coding will be discarded by this version of the protocol)


-
C/T field
The C/T field provides identification of the logical channel instance when multiple logical channels are carried on the same transport channel (other than HS-DSCH) or same MAC-d flow (HS-DSCH). The C/T field is used also to provide identification of the logical channel type on dedicated transport channels and on FACH and RACH when used for user data transmission. The size of the C/T field is fixed to 4 bits for both common transport channels and dedicated transport channels. Table 9.2.1.5a shows the 4-bit C/T field.

Table 9.2.1.5a: Structure of the C/T field

	C/T field
	Designation

	0000
	Logical channel 1

	0001
	Logical channel 2

	...
	... 

	1110
	Logical channel 15

	1111
	Reserved

(PDUs with this coding will be discarded by this version of the protocol)


-
UE-Id
The UE-Id field provides an identifier of the UE on common transport channels. The following types of UE-Id used on MAC are defined:

-
UTRAN Radio Network Temporary Identity (U-RNTI) may be used in the MAC header of DCCH when mapped onto common transport channels in downlink direction; the U-RNTI is never used in uplink direction;

-
Cell Radio Network Temporary Identity (C-RNTI) is used on DTCH and DCCH in uplink, and may be used on DCCH in downlink and is used on DTCH in downlink when mapped onto common transport channels, except when mapped onto DSCH transport channel;
-
In FDD, DSCH Radio Network Temporary Identity (DSCH-RNTI) is used on DTCH and DCCH in downlink when mapped onto DSCH transport channel;-
the UE id to be used by MAC is configured through the MAC control SAP. The lengths of the UE-id field of the MAC header are given in table 9.2.1.6.

Table 9.2.1.6: Lengths of UE Id field

	UE Id type 
	Length of UE Id field

	U-RNTI
	32 bits

	C-RNTI
	16 bits

	DSCH-RNTI
	16 bits


-
UE-Id Type
The UE-Id Type field is needed to ensure correct decoding of the UE-Id field in MAC Headers.
Table 9.2.1.7: UE-Id Type field definition

	UE-Id Type field 2 bits
	UE-Id Type

	00
	U-RNTI

	01
	C-RNTI or DSCH-RNTI

	10
	Reserved

(PDUs with this coding will be discarded by this version of the protocol)

	11
	Reserved

(PDUs with this coding will be discarded by this version of the protocol)
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