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	In subclause 8.5.16, it is unclear when the period of CTCH allocation (N) is chosen to be greater than 256, what value of N should be broadcast in the system information. Note that the tabular and ASN.1 restrict N to be between 1 and 256.
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	In subclause 8.5.16, the condition N <= MaxSFN – K is changed to N <= 256 so that the CTCH occasions can be determined correctly. The semantics description in subclause 10.3.8.3 is also corrected.
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8.5.16
Configuration of CTCH occasions

The CTCH, carrying CBS data is mapped onto only one S-CCPCH. If more than one CTCH is defined, the first CTCH that is configured in the list of S-CCPCHs is the one that is used for CBS data.

The CTCH occasions are identified by the first radio frame of the TTI that can contain CTCH data. The CTCH occasions are fixed on the system frame number cycle 0 .. 4095 (i.e. no modulo calculation) and thus repeated cyclically.

The CTCH occasions are determined by a set of parameters.

MTTI:
number of radio frames within the TTI of the FACH used for CTCH

N:
period of CTCH allocation on S-CCPCH, integer number of radio frames, 
MTTI  256, where N is a multiple of MTTI (see [27] and [31]).
 N 

K:
CBS frame offset, integer number of radio frames 0  N-1 where K is a multiple of MTTI .
 K 
The CTCH occasions are calculated as follows:


SFN = (K + m N), m = 0, 1,..., M, with M chosen that K+MN  MaxSFN.
MaxSFN:
maximum system frame number = 4095 (see [10]).
The parameters N and K are broadcast as system information.

10.3.8.3
CBS DRX Level 1 information

This information element contains the CBS discontinuous reception information to be broadcast for CBS DRX Level 1 calculations in the UE.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Period of CTCH allocation (N)
	MP
	
	Integer (1..256)
	MTTI ( N ( 256,
N multiple of MTTI

	CBS frame offset (K) 
	MP
	
	Integer (0..255)
	0 ( K ( N-1, 
K multiple of MTTI
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