TSG-RAN WG2 meeting #31





R2-021844

Arlanda (Stockholm), Sweden, 19 - 23 August 2002
Title:

CR-list and CRs agreed at the 30th TSG-RAN WG2 meeting


(Torino, Italy, 24 - 27 June 2002).



Source:

ETSI MCC.
1
Release '99 and Rel-4/Rel-5 Category A CRs

1.1
TS 25.331

	TDoc
	Source
	TS
	CR
	Rev
	Phase
	Subject
	Cat

	R2-021690
	Motorola
	25.331
	1502
	-
	R99
	UE behaviour when active set cells are not in CELL_INFO_LIST
	F

	R2-021691
	Motorola
	25.331
	1503
	-
	Rel-4
	UE behaviour when active set cells are not in CELL_INFO_LIST
	A

	R2-021692
	Motorola
	25.331
	1504
	-
	Rel-5
	UE behaviour when active set cells are not in CELL_INFO_LIST
	A

	R2-021693
	Ericsson
	25.331
	1505
	-
	R99
	Applicability of IE "Cells for measurement"
	F

	R2-021694
	Ericsson
	25.331
	1506
	-
	Rel-4
	Applicability of IE "Cells for measurement"
	A

	R2-021695
	Ericsson
	25.331
	1507
	-
	Rel-5
	Applicability of IE "Cells for measurement"
	A

	R2-021697
	Ericsson
	25.331
	1508
	-
	R99
	Clarification on the use of UE radio access capability extensions
	F

	R2-021698
	Ericsson
	25.331
	1509
	-
	Rel-4
	Clarification on the use of UE radio access capability extensions
	A

	R2-021699
	Ericsson
	25.331
	1510
	-
	Rel-5
	Clarification on the use of UE radio access capability extensions
	A

	R2-021700
	ASUSTeK
	25.331
	1511
	-
	R99
	Correction to RRC connection procedure
	F

	R2-021701
	ASUSTeK
	25.331
	1512
	-
	Rel-4
	Correction to RRC connection procedure
	A

	R2-021702
	ASUSTeK
	25.331
	1513
	-
	Rel-5
	Correction to RRC connection procedure
	A

	R2-021703
	ASUSTeK
	25.331
	1514
	-
	R99
	Correction to the variable TGPS_IDENTITY
	F

	R2-021704
	ASUSTeK
	25.331
	1515
	-
	Rel-4
	Correction to the variable TGPS_IDENTITY
	A

	R2-021705
	ASUSTeK
	25.331
	1516
	-
	Rel-5
	Correction to the variable TGPS_IDENTITY
	A

	R2-021706
	Ericsson
	25.331
	1517
	-
	R99
	Unit at L3 filtering
	F

	R2-021599
	Ericsson
	25.331
	1518
	-
	Rel-4
	Unit at L3 filtering
	A

	R2-021600
	Ericsson
	25.331
	1519
	-
	Rel-5
	Unit at L3 filtering
	A

	R2-021707
	Ericsson
	25.331
	1520
	-
	R99
	missing IEs in RLC info
	F

	R2-021603
	Ericsson
	25.331
	1521
	-
	Rel-4
	missing IEs in RLC info
	A

	R2-021604
	Ericsson
	25.331
	1522
	-
	Rel-5
	missing IEs in RLC info
	A

	R2-021750
	Siemens
	25.331
	1526
	1
	R99
	Corrections of UE internal measurement reporting events
	F

	R2-021751
	Siemens
	25.331
	1527
	1
	Rel-4
	Corrections of UE internal measurement reporting events
	A

	R2-021752
	Siemens
	25.331
	1528
	1
	Rel-5
	Corrections of UE internal measurement reporting events
	A

	R2-021716
	Siemens
	25.331
	1529
	-
	R99
	UE behaviour upon reception of reconfiguration
	F

	R2-021717
	Siemens
	25.331
	1530
	-
	Rel-4
	UE behaviour upon reception of reconfiguration
	A

	R2-021718
	Siemens
	25.331
	1531
	-
	Rel-5
	UE behaviour upon reception of reconfiguration
	A

	R2-021719
	Motorola
	25.331
	1532
	-
	R99
	Application of integrity keys in case of a pending CN domain switch during a SRNS relocation
	F

	R2-021638
	Motorola
	25.331
	1533
	-
	Rel-4
	Application of integrity keys in case of a pending CN domain switch during a SRNS relocation
	A

	R2-021639
	Motorola
	25.331
	1534
	-
	Rel-5
	Application of integrity keys in case of a pending CN domain switch during a SRNS relocation
	A

	R2-021709
	TTPCom, Nortel Networks
	25.331
	1535
	-
	R99
	Clarifications for Quality Measurements
	F

	R2-021720
	IPWireless
	25.331
	1538
	-
	R99
	Correction of DPCH constant value in TDD default radio configuration
	F

	R2-021723
	IPWireless
	25.331
	1539
	-
	Rel-4
	Correction of DPCH constant value in TDD default radio configuration
	A

	R2-021724
	IPWireless
	25.331
	1540
	-
	Rel-5
	Correction of DPCH constant value in TDD default radio configuration
	A

	R2-021728
	Ericsson
	25.331
	1541
	-
	R99
	UE internal measurement information in broadcast
	F

	R2-021729
	Ericsson
	25.331
	1542
	-
	Rel-4
	UE internal measurement information in broadcast
	A

	R2-021730
	Ericsson
	25.331
	1543
	-
	Rel-5
	UE internal measurement information in broadcast
	A

	R2-021733
	Qualcomm Europe
	25.331
	1544
	-
	R99
	Observed time difference to GSM reporting indicator
	F

	R2-021596
	Qualcomm Europe
	25.331
	1545
	-
	Rel-4
	Observed time difference to GSM reporting indicator
	A

	R2-021597
	Qualcomm Europe
	25.331
	1546
	-
	Rel-5
	Observed time difference to GSM reporting indicator
	A


2
Release 5 CRs

2.1
TS 25.331

	TDoc
	Source
	TS
	CR
	Rev
	Phase
	Subject
	Cat
	WI

	R2-021738
	Ericsson
	25.331
	1547
	-
	Rel-5
	Correction on Radio link timing
	F
	TEI-5


1

