Page 1



3GPP TSG-RAN WG2 Meeting #31 
Tdoc (
R2-021896

Stockholm, Sweden, 19th – 23rd August 2002

	CR-Form-v7

	CHANGE REQUEST

	

	(

	25.331
	CR
	CRNum
	(

rev
	-
	(

Current version:
	3.11.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Clarification to minimum SF

	
	

	Source:
(

	TTPCom Ltd

	
	

	Work item code:
(

	TEI
	
	Date: (

	07/08/2002

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	R99

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	It is not currently clear whether the minimum spreading factor indicated by UTRAN (minSF) is also enforced during compressed frames by SF reduction. In discussion document R2-012575, the assumption is that this minimum SF for compressed frames by SF reduction is actually minSF/2

	
	

	Summary of change:
(

	In the IE “spreading factor”, text is added to indicate that this is the minimum spreading factor for compressed frames is the value indicated by this IE divided by 2.

Impact Analysis:

Impact is isolated only to the minimum spreading factor allowed to be used at the UE during compressed frames:

· Correction to a function where the specification was

· Unclear

Would not affect implementations behaving as indicated in the CR, may affect implementations supporting the corrected functionality otherwise.

	
	

	Consequences if 
(

not approved:
	Unclear that the minimum spreading factor during compressed frames is lower than during normal frames.
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	Other comments:
(

	1. Unclear how the UE should behave regarding Reporting cell status for periodic intra-frequency measurement specified in SIB11/12.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

10.3.6.88
Uplink DPCH info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Uplink DPCH power control info
	OP
	
	Uplink DPCH power control info 10.3.6.91
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Scrambling code type
	MP
	
	Enumerated(short, long)
	

	>>Scrambling code number
	MP
	
	Integer(0..16777215)
	

	>>Number of DPDCH
	MD
	
	Integer(1..maxDPDCH)
	Default value is 1.

Number of DPDCH is 1 in HANDOVER TO UTRAN COMMAND

	>>Spreading factor
	MP
	
	Integer(4, 8, 16, 32, 64, 128, 256)
	Minimum allowed SF of the channelisation code for data part for uncompressed frames. For compressed frames the minimum allowed SF is this value divided by 2.

	>>TFCI existence
	MD
	
	Boolean
	TRUE means existence. Default value is "TRUE"

	>>Number of FBI bits
	OP
	
	Integer (1, 2)
	In bits.



	>>Puncturing Limit
	MP
	
	Real(0.40 ..1 by step of 0.04)
	

	>TDD
	
	
	
	

	>>Uplink Timing Advance Control
	OP
	
	Uplink Timing Advance Control 10.3.6.96
	

	>>UL CCTrCH List
	OP 
	1 to <maxCCTrCH>
	
	UL physical channels to establish or reconfigure list.

	>>>TFCS ID
	MD
	
	Integer(1..8)
	Default value is 1. 

	>>>UL target SIR 
	MP
	
	Real (-11 .. 20 by step of 0.5dB)
	In dB

	>>>Time info
	MP
	
	Time info 10.3.6.83
	

	>>>Common timeslot info
	MD
	
	Common timeslot info 10.3.6.10
	Default is the current Common timeslot info

	>>>Uplink DPCH timeslots and codes
	MD
	
	Uplink Timeslots and Codes 10.3.6.94
	Default is to use the old timeslots and codes.

	>>UL CCTrCH List to Remove
	OP
	1..<maxCCTrCH>
	
	UL physical channels to remove list

	>>>TFCS ID
	MP
	
	Integer(1..8)
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