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8.6.4.10
PDCP Info

For RFC 3095:

1>
the chosen MAX_CID shall not be greater than the value "Maximum number of ROHC context sessions" as indicated in the IE "PDCP Capability";

1>
the configuration for the PACKET_SIZES_ALLOWED is FFS.

If IE "PDCP info" is included, the UE shall:

1>
if the radio bearer is connected to a CS domain radio access bearer:

2>

set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "PDCP PDU header" is set to the value "absent":

2>
if the IE "Support for lossless SRNS relocation" is true:

3>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "PDCP PDU header" is set to the value "present":

2>
if the IE "Support for lossless SRNS relocation" is false:

3>
if the IE "Header compression information" is absent:

4>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "Header compression information" is absent:

2>
not use Header compression after the successful completion of this procedure;

2>
remove any stored configuration for the IE "Header compression information".

1>
configure the PDCP entity for that radio bearer accordingly;

1> configure the RLC entity for that radio bearer according to the value of the IE "Support for lossless SRNS relocation"

1>
if the IE "PDCP PDU header" is set to a value different from the previously stored configuration; or

1>
if the IE "Support for lossless SRNS relocation" is set to a value different from the previously stored configuration; or

1>
if the IE "Header compression information" changes the header compression algorithm from that used by the previously stored configuration:

2>
re-establish the RLC entity for that radio bearer;

2>
for each AM RLC radio bearer in the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS that has been re-established:

3>
if the IE "Status" in the variable CIPHERING_STATUS of this CN domain is set to "Started":

4>
if this IE was included in CELL UPDATE CONFIRM:

5>
set the HFN values for the corresponding RLC entity equal to the value of the IE "START" included in the last transmitted CELL UPDATE message for this CN domain.

4>
if this IE was included in a reconfiguration message:

5>
set the HFN values for the corresponding RLC entity equal to the value of the IE "START" that will be included in the reconfiguration complete message for this CN domain.

8.6.4.11
PDCP SN Info

If the IE "PDCP SN Info" is included, the UE shall:

1>
transfer the sequence number to the PDCP entity for the radio bearer;

1>
configure the RLC entity for the radio bearer to stop;

1>
include the current PDCP receive sequence number and the radio bearer identity for the radio bearer in the variable PDCP_SN_INFO.
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