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8.6.6.26
UL Timing Advance Control (TDD only)

If the IE "UL Timing Advance Control" is present, the UE shall:

1>
if IE "Uplink Timing Advance Control" has the value "disabled":

2>
reset timing advance to 0;

2>
disable calculated timing advance following handover;

2>
in case of handover:

3>
start uplink transmissions in the target cell without applying timing advance.

1>
if IE "Uplink Timing Advance Control" has the value "enabled":

2> in 3.84 Mcps TDD:

3>
in case of no cell change:

4>
evaluate and apply the timing advance value for uplink transmission as indicated in IE "Uplink Timing Advance" at the CFN indicated in the IE "Activation Time".

:



3>
in case of cell change:
4>
use the IE "Uplink Timing Advance" as TAold and apply TAnew for uplink transmission in the target cell at the CFN indicated in the IE "Activation Time" as specified in [33];

4>
include the value of the applied timing advance in the IE "Timing Advance" in the COMPLETE message.

2>
in 1.28 Mcps TDD:

3>
if the IE "Synchronisation parameters" is included:
4>
initiate a sequence of UpPCH SYNC_UL code transmissions using a code selected from the set specified and continue until a timing correction is received in the specified FPACH (received for WT sub-frames following the sub-frame in which the transmission was made) or until Max SYNC_UL transmissions have been completed. The power used for each SYNC_UL transmission is as specified in 8.5.7. Each transmission is made in the first sub-frame possible following the end of each FPACH reception interval using the timing specified in [33]. A new code is selected for each transmission. Detection that the FPACH relates to the transmitted SYNC_UL code is described in [33].
4>
if a timing correction is received within Max SYNC_UL transmissions the procedure is completed. The assigned uplink resources may then be used, commencing at the first possible TTI boundary or the SFN in which the assignment commences whichever is the later. The timing of the uplink transmission is described in [33].

4>
if no timing correction has been received within Max SYNC_UL transmissions, the synchronisation procedure has failed. If the assigned resources are DCH, the UE should not transmit using these resources and should respond as if a physical channel failure has occurred as specified in 8.1.3.7, or 8.2.2.7, or 8.3.1.7, or 8.3.6.5. If the assigned resources are USCH then the UE should ignore the USCH allocation.

3>
if the IE "Synchronisation parameters" is not included:
4>
in case of no cell change:

5>
continue to use the current uplink timing.

4>
in case of cell change:
5>
evaluate and apply the timing correction TAnew for uplink transmissions using the procedure specified in [33].
10.3.6.37
Individual timeslot info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Timeslot number
	MP
	
	Timeslot number 10.3.6.84
	Timeslot within a frame
	

	TFCI existence
	MP
	
	Boolean
	TRUE indicates that the TFCI exists. It shall be coded in the first physical channel of this timeslot.
	

	Midamble Shift and burst type
	MP
	
	Midamble shift and burst type 10.3.6.41
	
	

	CHOICE TDD option
	MP
	
	
	
	REL-4

	>3.84 Mcps TDD
	
	
	
	(no data)
	REL-4

	>1.28 Mcps TDD
	
	
	
	
	REL-4

	>>Modulation
	MP
	
	Enumerated(QPSK, 8PSK)
	
	REL-4

	>>SS-TPC Symbols
	MP
	
	Enumerated(0, 1, 16/SF)
	Denotes amount of SS and TPC bits send in this timeslot
	REL-4

	>>Additional SS Symbols
	OP
	
	Integer(1..15)
	Specifies number of additional SS symbols as specified in [33]
	REL-4


10.3.6.96
Uplink Timing Advance Control

NOTE:
Only for TDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Timing Advance
	MP
	
	
	
	

	>Disabled
	
	
	Null
	Indicates that no timing advance is applied
	

	>Enabled
	
	
	
	
	

	>>CHOICE TDD option
	MP
	
	
	
	REL-4

	>>>3.84 Mcps TDD
	
	
	
	
	REL-4

	>>>>UL Timing Advance
	MD
	
	Uplink Timing Advance 10.3.6.95
	Absolute timing advance value to be used to avoid large delay spread at the NodeB.

Default value is the existing value for uplink timing advance.
	

	>>>>Activation Time
	OP
	
	Activation Time 10.3.3.1
	Frame number timing advance is to be applied. This IE is required when a new UL Timing Advance adjustment is specified and Activation Time is not otherwise specified in the RRC message.
	

	>>1.28 Mcps TDD
	
	
	
	(no data)
	REL-4

	>>>Uplink synchronisation parameters
	MD
	
	
	Default: Uplink synchronisation step size is 1.
Uplink synchronisation frequency is 1.
	REL-4

	>>>>Uplink synchronisation step size
	MP
	
	Integer(1..8)
	This parameter specifies the step size to be used for the adjustment of the uplink transmission timing
	REL-4

	>>>>Uplink synchronisation frequency
	MP
	
	Integer(1..8)
	This parameter specifies the frequency of the adjustment of the uplink transmission timing
	REL-4

	>>>Synchronisation parameters
	OP
	
	
	
	

	>>>>SYNC_UL codes bitmap
	MP
	
	Bitstring(8)
	Each bit indicates availability of a SYNC_UL code, where the SYNC_UL codes are numbered "code 0" to "code 7".

The value 1 of a bit indicates that the corresponding SYNC_UL code can be used.

The value 0 of a bit indicates that the corresponding SYNC_UL code can not be used.
	REL-4

	>>>>FPACH info
	MP
	
	FPACH info 10.3.6.35a
	
	REL-4

	>>>>PRXUpPCHdes
	MP
	
	Integer(-120…-58 by step of 1)
	In dBm
	REL-4

	>>>>SYNC_UL procedure
	MD
	
	
	Default is:

Max SYNC_UL Transmission is 2.

Power Ramp Step is 2.
	REL-4

	>>>>>Max SYNC_UL Transmissions
	MP
	
	Integer(1,2,4,8)
	Maximum numbers of SYNC_UL transmissions in a power ramping sequence.
	REL-4

	>>>>>Power Ramp Step
	MP
	
	Integer(0,1,2,3)
	In dB
	REL-4


11.3
Information element definitions

[...]
IndividualTimeslotInfo ::=


SEQUENCE {


timeslotNumber





TimeslotNumber,


tfci-Existence





BOOLEAN,


midambleShiftAndBurstType


MidambleShiftAndBurstType

}

IndividualTimeslotInfo-LCR-r4 ::=
SEQUENCE {


timeslotNumber





TimeslotNumber-LCR-r4,


tfci-Existence





BOOLEAN,


midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,


modulation






ENUMERATED { mod-QPSK, mod-8PSK },


ss-TPC-Symbols





ENUMERATED { zero, one, sixteenOverSF },


additionalSS-TPC-Symbols


INTEGER(1..15)

OPTIONAL
}

IndividualTimeslotInfo-LCR-r4-ext ::=

SEQUENCE {

-- timeslotNumber and tfci-Existence is taken from IndividualTimeslotInfo.

-- midambleShiftAndBurstType in IndividualTimeslotInfo shall be ignored.


midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,


modulation






ENUMERATED { mod-QPSK, mod-8PSK },


ss-TPC-Symbols





ENUMERATED { zero, one, sixteenOverSF }

}

IndividualTS-Interference ::=

SEQUENCE {


timeslot






TimeslotNumber,


ul-TimeslotInterference



TDD-UL-Interference

}

[...]

SSDT-Information-r4 ::=



SEQUENCE {


s-Field







S-Field,


codeWordSet






CodeWordSet,


ssdt-UL







SSDT-UL-r4







OPTIONAL

}

-- SSDT-UL-r4 is used to extend the

-- SSDT-Information IE from Release 4 onwards.

SSDT-UL-r4 ::=





ENUMERATED {











ul, ul-AndDL }

SynchronisationParameters-r4 ::=
SEQUENCE {


sync-UL-CodesBitmap




BIT STRING {












code7(0),












code6(1),












code5(2),












code4(3),












code3(4),












code2(5),












code1(6),












code0(7)












} (SIZE (8))






fpach-Info






FPACH-Info-r4,

-- Actual value prxUpPCHdes = IE value - 120


prxUpPCHdes






INTEGER (0..62),

sync-UL-Procedure




SYNC-UL-Procedure-r4




OPTIONAL

}

SYNC-UL-Procedure-r4 ::=


SEQUENCE {


max-SYNC-UL-Transmissions


ENUMERATED { tr1, tr2, tr4, tr8 },


powerRampStep





INTEGER (0..3)

}

[...]
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