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9.2.2.8
Length Indicator (LI)

A "Length Indicator" is used to indicate the last octet of each RLC SDU ending within the PDU.

Except for the predefined values reserved for special purposes and listed in the tables below, the "Length Indicator" shall:

-
be set to the number of octets between the end of the RLC header and up to and including the last octet of an RLC SDU segment;

-
be included in the PDUs that they refer to.

The size of the "Length Indicator" may be either 7 bits or 15 bits. The value of a "Length Indicator" shall not exceed the values specified in subclauses 11.2.4.2 and 11.3.4.5 respectively for UMD and AMD PDUs.

The "Length Indicators" which refer to the same PDU shall:

-
not be reordered in case of retransmission;

-
be in the same order as the RLC SDUs that they refer to.

For AM:

-
if the "AMD PDU size" is ( 126 octets:

-
7-bit "Length Indicators" shall be used.

-
else:

-
15-bit "Length Indicators" shall be used.

-
the size of the "Length Indicator" is always the same for all AMD PDUs, for one RLC entity.

For UM:

-
if the "largest UMD PDU size" is ( 125 octets:

-
7-bit "Length Indicators" shall be used.

-
else:

-
15-bit "Length Indicators" shall be used.

-
between modifications of the "largest UMD PDU size", the size of the "Length Indicator" is the same for all UMD PDUs;

-
if the RLC SDU begins in the beginning of the RLC PDU; and
-
if the RLC PDU is transmitted in uplink; and
-
if the "Length Indicators" indicating that a RLC SDU ended exactly in the end or one octet short (only when 15-bit "Length Indicators" is used) of the previous RLC PDU are not present:

-
if 7-bit "Length Indicator" is used:

-
the "Length Indicator" with value "111 1100" shall be used;

-
if 15-bit "Length Indicator" is used:

-
the "Length Indicator" with value "111 1111 1111 1100" shall be used.

-
in downlink:

-
if 7-bit "Length Indicator" is used:

-
the Receiver shall be prepared to receive the "Length Indicator" with value "111 1100";

-
the Receiver shall follow the discard rules in subclause 11.2.3 both when the "Length Indicator" with value "111 1100" is present and when it is absent.

-
if 15-bit "Length Indicator" is used:

-
the Receiver shall be prepared to receive the "Length Indicator" with value "111 1111 1111 1100";

-
the Receiver shall follow the discard rules in subclause 11.2.3 both when the "Length Indicator" with value "111 1111 1111 1100" is present and when it is absent.
In the case where the end of the last segment of an RLC SDU exactly ends at the end of a PDU and there is no "Length Indicator" that indicates the end of the RLC SDU:
-
if 7-bit "Length Indicator" is used:

-
a "Length Indicator" with value "000 0000" shall be placed as the first "Length Indicator" in the following PDU;

-
if 15-bit "Length Indicator" is used:

-
a "Length Indicator" with value "000 0000 0000 0000" shall be placed as the first "Length Indicator" in the following PDU.

In the case where a PDU contains a 15-bit "Length Indicator" indicating that an RLC SDU ends with one octet left in the PDU, the last octet of this PDU shall:

-
be padded by the Sender and ignored by the Receiver though there is no "Length Indicator" indicating the existence of Padding; and

-
not be filled with the first octet of the next RLC SDU data.

In the case where 15-bit "Length Indicators" are used in a PDU and the last segment of an RLC SDU is one octet short of exactly filling the PDU:

-
if a 15-bit "Length Indicator" is used for the following PDU:

-
the "Length Indicator" with value "111 1111 1111 1011" shall be placed as the first "Length Indicator" in the following PDU;

-
the remaining one octet in the current PDU shall be padded by the Sender and ignored at the Receiver though there is no "Length Indicator" indicating the existence of Padding;

-
if a 7-bit "Length Indicator" is used for the following PDU:

-
if RLC is configured for UM mode:

-
the "Length Indicator" with value "000 0000" shall be placed as the first "Length indicator" in the following PDU and its "Sequence Number" shall be incremented by 2 before it is transmitted.

For UM and AM RLC:

-
if a 7 bit "Length Indicator" is used in a RLC PDU and one or more padding octets are present in the RLC PDU after the end of the last RLC SDU:

-
indicate the presence of padding by including a "Length Indicator" with value "1111111" as the last "Length Indicator" in the PDU.

-
if a 15 bit "Length Indicator" is used in a RLC PDU and two or more padding octets are present in the RLC PDU after the end of the last RLC SDU:

-
indicate the presence of padding by including a "Length Indicator" with value "111 1111 1111 1111" as the last "Length Indicator" in the PDU.

NOTE:
After the "Length Indicator" indicating the presence of padding has been included in the RLC PDU, the length of the padding may be zero.
If a "Length Indicator" is still awaiting transmission and there is no RLC SDU available, an RLC PDU consisting of this "Length Indicator", the appropriate padding "Length Indicator" and padding may be transmitted.

Predefined values of the "Length Indicator" are used to indicate padding. The values that are reserved for special purposes are listed in the tables below depending on the size of the "Length Indicator". Only predefined "Length Indicator" values can refer to the padding space. These values shall only be placed after all other "Length Indicators" for a PDU.

STATUS PDUs can be piggybacked on the AMD PDU by using part or all of the padding space. A predefined "Length Indicator" shall be used to indicate the presence of a piggybacked STATUS PDU. This "Length Indicator" replaces the padding "Length Indicator". The piggybacked STATUS PDU shall be appended immediately following the PDU data. When only part of the padding space is used, the end of the piggybacked STATUS PDU is indicated by one of the SUFI fields NO_MORE or ACK. Thus no additional "Length Indicator" is required to show that there is still padding in the AMD PDU.

If "SDU discard with explicit signalling" is configured:

-
an AMD PDU can contain a maximum number of 15 "Length Indicators" indicating the end of 15 corresponding SDUs; and

-
the rest of the AMD PDU space shall be used as padding or as piggybacked STATUS PDU.

Length: 7 bits

	Bit
	Description

	0000000
	The previous RLC PDU was exactly filled with the last segment of an RLC SDU and there is no "Length Indicator" that indicates the end of the RLC SDU in the previous RLC PDU.

	1111100
	UMD PDU: The first data octet in this RLC PDU is the first octet of an RLC SDU. AMD PDU: Reserved (PDUs with this coding will be discarded by this version of the protocol).

	1111101
	Reserved (PDUs with this coding will be discarded by this version of the protocol).

	1111110
	AMD PDU: The rest of the RLC PDU includes a piggybacked STATUS PDU. UMD PDU: Reserved (PDUs with this coding will be discarded by this version of the protocol).

	1111111
	The rest of the RLC PDU is padding. The padding length can be zero.


Length: 15bits

	Bit
	Description

	000000000000000
	The previous RLC PDU was exactly filled with the last segment of an RLC SDU and there is no "Length Indicator" that indicates the end of the RLC SDU in the previous RLC PDU.

	111111111111011
	The last segment of an RLC SDU was one octet short of exactly filling the previous RLC PDU and there is no "Length Indicator" that indicates the end of the RLC SDU in the previous RLC PDU. The remaining one octet in the previous RLC PDU is ignored.

	111111111111100
	UMD PDU: The first data octet in this RLC PDU is the first octet of an RLC SDU. AMD PDU: Reserved (PDUs with this coding will be discarded by this version of the protocol).

	111111111111101
	Reserved (PDUs with this coding will be discarded by this version of the protocol).

	111111111111110
	AMD PDU: The rest of the RLC PDU includes a piggybacked STATUS PDU. UMD PDU: Reserved (PDUs with this coding will be discarded by this version of the protocol).

	111111111111111
	The rest of the RLC PDU is padding. The padding length can be zero.


11.4
RLC reset procedure

11.4.1
General

The RLC reset procedure is used to reset two RLC peer entities, which are operating in acknowledged mode. Figure 11.4 below illustrates the elementary procedure for an RLC reset. During the reset procedure the hyper frame numbers (HFN) in UTRAN and UE are synchronised. Two HFNs used for ciphering needs to be synchronised, DL HFN in downlink and UL HFN in uplink. In the reset procedure, the highest UL HFN and DL HFN used by the RLC entity in the transmitting sides, i.e. the HFNs associated with AMD PDUs of "Sequence Number"=VT(S)-1 if at least one AMD PDU had been transmitted or of "Sequence Number"=0 if no AMD PDU had been transmitted, are exchanged between UE and UTRAN.

The RESET PDUs and the RESET ACK PDUs have higher priority than AMD PDUs.
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Figure 11.4: RLC reset procedure

11.4.2
Initiation

The Sender shall:

-
if one of the following triggers is detected:

1)
"No_Discard after MaxDAT number of retransmissions" is configured and VT(DAT) equals the value MaxDAT (see subclause 9.7.3.4);

2)
VT(MRW) equals the value MaxMRW;

3)
A STATUS PDU including "erroneous Sequence Number" is received (see clause 10);

-
stop transmitting any AMD PDU or STATUS PDU;

-
increment VT(RST) by 1;

-
if VT(RST) = MaxRST:

-
perform the actions specified in subclause 11.4.4a.

-
else (if VT(RST) < MaxRST):
-
submit a RESET PDU to the lower layer;

-
start the timer Timer_RST.

NOTE:
If the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC, the RLC entity may delay the RLC reset procedure until the end of the next TTI.

When a reset procedure has been initiated it can only be ended upon reception of a RESET ACK PDU with the same RSN value as in the corresponding RESET PDU, or upon request of re-establishment or release from upper layer, a reset procedure is not interrupted by the reception of a RESET PDU from the peer entity.

11.4.2.1
RESET PDU contents to set

The Sender shall:

-
set the HFNI field to the currently highest used HFN (DL HFN when the RESET PDU is sent by UTRAN or UL HFN when the RESET PDU is sent by the UE);

-
set the RSN field to the sequence number of the RESET PDU. The sequence number of the first RESET PDU after the AM entity is established or re-established shall be "0". This sequence number is incremented every time a new RESET PDU is transmitted, but not when a RESET PDU is retransmitted.

11.4.3
Reception of the RESET PDU by the Receiver

Upon reception of a RESET PDU the Receiver shall:

-
if the RSN value in the RESET PDU is the same as the RSN value in the last received RESET PDU:

-
only submit a RESET ACK PDU to the lower layer with the contents set exactly as in the last transmitted RESET ACK PDU (i.e., in this case the RLC entity is not reset).

-
if the RESET PDU is the first RESET PDU received since the entity was (re-)established or the RSN value is different from the RSN value in the last received RESET PDU:
-
submit a RESET ACK PDU to the lower layer with the content set as specified in subclause 11.4.3.1;

-
reset the state variables described in subclause 9.4 except VT(RST) to their initial values;

-
stop all the timers described in subclause 9.5 except Timer_RST;

-
reset configurable parameters to their configured values;

-
discard all RLC PDUs in the receiving side of the AM RLC entity;

-
discard all RLC SDUs that were transmitted before the reset in the transmitting side of the AM RLC entity;
-
set the HFN (DL HFN when the RESET PDU is received in UE or UL HFN when the RESET PDU is received in UTRAN) equal to the HFNI field in the received RESET PDU;

-
increase with one the UL HFN and DL HFN, and the updated HFN values shall be used for the first transmitted and received AMD PDUs after the reset procedure.
NOTE:
If the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC, the RLC entity may delay the RLC SDUs discard in the transmitting side of the AM RLC entity until the end of the next TTI.
11.4.3.1
RESET ACK PDU contents to set

The Receiver shall:

-
set the hyper frame number indicator field (HFNI) to the currently highest used HFN (DL HFN when the RESET ACK PDU is sent by UTRAN or UL HFN when the RESET ACK PDU is sent by the UE);

-
set the RSN field to the same value as in the corresponding received RESET PDU.

11.4.4
Reception of the RESET ACK PDU by the Sender

Upon reception of a RESET ACK PDU, the Sender shall:

-
if the Sender has already transmitted a RESET PDU which has not been yet acknowledged by a RESET ACK PDU:

-
if the received RSN value is the same as the one in the corresponding RESET PDU:

-
set the HFN value (DL HFN when the RESET ACK PDU is received in UE or UL HFN when the RESET ACK PDU is received in UTRAN) to the HFNI field of the received RESET ACK PDU;

-
reset the state variables described in subclause 9.4 to their initial values;

-
stop all the timers described in subclause 9.5;

-
reset configurable parameters to their configured values;

-
discard all RLC PDUs in the receiving side of the AM RLC entity;

-
discard all RLC SDUs that were transmitted before the reset in the transmitting side of the AM RLC entity;
-
increase with one the UL HFN and DL HFN, and the updated HFN values shall be used for the first transmitted and received AMD PDUs after the reset procedure;

-
otherwise (if the received RSN value is not the same as the one in the corresponding RESET PDU):

-
discard the RESET ACK PDU;

-
otherwise (if the Sender has not transmitted a RESET PDU which has not been yet acknowledged by a RESET ACK PDU):

-
discard the RESET ACK PDU.
NOTE:
If the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC, the RLC entity may delay the RLC SDUs discard in the transmitting side until the end of the next TTI.
11.4.4a
Reached maximum number of attempts

If VT(RST) = MaxRST, the Sender shall:

-
terminate the ongoing RLC RESET procedure;

-
stop the timer Timer_RST if it was started;

-
indicate unrecoverable error to upper layer.
11.4.5
Abnormal cases

11.4.5.1
Timer_RST timeout

If Timer_RST expires before the reset procedure is terminated, the Sender shall:

-
increment VT(RST) by one;
-
if VT(RST)<MaxRST:

-
set the RESET PDU as previously transmitted (even if additional SDUs were discarded in the mean-time);

-
transmit the RESET PDU;

-
restart Timer_RST.
-
else (if VT(RST) = MaxRST):

-
perform the actions specified in subclause 11.4.4a.
11.4.5.2
Void

11.4.5.3
Reception of the RESET PDU by the Sender

Upon reception of a RESET PDU, the Sender shall:

-
submit a RESET ACK PDU to the lower layer with the content set as specified in subclause 11.4.3.1;

-
reset the state variables described in subclause 9.4 except VT(RST) to their initial values;

-
stop all the timers described in subclause 9.5 except Timer_RST;

-
reset configurable parameters to their configured values;

-
discard all RLC PDUs in the receiving side of the AM RLC entity;

-
discard all RLC SDUs that were transmitted before the reset in the transmitting side of the AM RLC entity;
-
set the HFN (DL HFN when the RESET PDU is received in UE or UL HFN when the RESET PDU is received in UTRAN) equal to the HFNI field in the received RESET PDU;


NOTE:
If the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC, the RLC entity may delay the RLC SDUs discard in the transmitting side until the end of the next TTI.
�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

_998769768.doc


Sender







Receiver







RESET







RESET ACK




















