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1. Overall Description:

During the implementation of the RLC and MAC test cases T1 has noted some concerns about the ability to apply these test cases to relevant UEs. Most of the RLC and MAC test cases apply to all UEs, including basic circuit switched ones. These test cases use a RAB configuration based upon a 64kbps packet switched service (Interactive or background / UL:64 DL 64 kbps / PS RAB + UL:3.4 DL 3.4 kbps SRBs), but modified for the specific requirements of RLC testing. These RAB combinations are specified in TS 34.108 clauses 6.11.1 to 6.11.4.
T1 would like some comment from RAN2 as to whether it is reasonable to expect all UEs to support this RAB configuration.
If this RAB configuration cannot be applied to all UEs then T1 would further ask the advice of RAN2 to find a configuration that meets the requirements of RLC testing and can be applied to all UEs, including Circuit Switched equipment. Specifically the RAB combination needs to be able to support UM and AM RLC modes in the User Plane.

The RLC test cases are all run with the radio bearer in loopback mode, so NAS signaling is not required to establish the connection..

2. Actions:

To RAN2 group.

ACTION: 
T1 asks RAN2 group to review the RAB combination parameters in TS 34.108 clauses 6.11.1 to 6.11.4 (attached) and indicate back to T1 if these RAB combinations should be supported by all UEs. As some of the effected test cases are in the GCF highest priority package, we would be grateful if a response could be received at the earliest opportunity.

 ACTION: 
If the RAB combination cannot be supported by all UEs, T1 requests RAN2 to suggest some modifications to the parameters that would allow the RAB combination to apply to all UEs.

3. Date of Next TSG-??? Meetings:

TSG-T1/SIG Meeting #26

5th – 7th November 2002
Luton, U.K.
TSG-T1 Meeting #17

4th – 8th November 2002
Luton, U.K.
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