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	Reason for change:
(

	The text describing the IE "Maximum allowed UL TX power" is contradicting the description in TS 25.214.

According to 25.214, the UE shall keep it's output power at or below the indicated value while 24.331 implies that the UE shall keep it's output power below the indicated value, i.e. the UE shall never reach the maximum allowed UL TX power.



	
	

	Summary of change:
(

	It is clarified that the UE shall keep the UL TX power at or below the maximum allowed UL TX power.

Impact:

The change affects UE implementations, which do not follow WG1 specifications, but it does not affect network implementations (only adjustment of the parameter would be needed).

If the change is not taken into account on both sides, and the network and UE use different definitions of the maximum allowed UL TX power, then the output power of the UE might be higher (or lower) than what the network expects. 
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not approved:
	Contradiction in the specification remains. The output power of UEs might be higher or lower than what the network expects. This could lead to an increased interference or to gaps in the network coverage.
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8.6.6.8
Maximum allowed UL TX power

If the IE "Maximum allowed UL TX power" is included in the Handover to UTRAN Command, in any other dedicated message or in System Information Block type 3 or in System Information Block 4, the UE shall:

1>
store and use the value until it is updated.

If the IE "Maximum allowed UL TX power" was not included in any dedicated message, the UE shall:

1>
use the value previously stored, when received in an earlier dedicated message, Handover to UTRAN Command message or received in System Information Block type 3 or in System Information Block 4.

For all cases, the UE shall:

1>
keep the UE uplink transmit power at or below the indicated power value;

1>
if the current UE uplink transmit power is above the indicated power value:

2>
decrease the power to a level at or below the power value.

The maximum UE transmitter power is defined as the lower of the maximum output power of the UE power class and the maximum allowed UL TX power indicated in this IE. The maximum UE transmitter power shall not be exceeded.
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