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Introduction

It has been brought (presumably!) to RAN WG2's attention that there may be potential ambiguities in the specification in the following instance:

1. The UE receives new security keys

2. A SMC message is received which simultaneously causes a HFN roll-over.

Note: Similar scenario is at work in the case where a SMC is received for the second Iu-cs/ps connection (aka CN domain switch case - and highlighted in the Annex). The actions relevant to the DL case related to the new keys are highlighted in blue below.

It has been claimed that the UE actions in this instance are unclear, in particular does the UE first perform some of the actions in 8.5.10.1 and then actions in 8.1.12.3.1 and then the remaining actions in 8.5.10.1? Or does it set the HFN as required in 8.1.12.3.1, and then perform all the actions in 8.5.10.1? 

The eventual consequence of incorrect UE actions due to these claimed ambiguities are the failure of the SMC procedure and eventual loss of connection due to consistent HFN synchronization loss. Hence a discussion of this situation is in order.

The contribution explains the actions as mandated in the specification today and concludes that the actions per the current specification are indeed very clear for the UE. In offline discussions various reasons were offered for this ambiguity and hence the contribution attempts to address all of them - for a particular implementation only one of the potential reasons may be causing the issue.
UE Actions

The potential ambiguity relates to the specific sequence of events undertaken by the UE when performing integrity check.

Consider the simple example of RB2. The received SECURITY MODE COMMAND message has RRC SN = 0 while the Downlink RRC sequence number in the UE variable is 15. 

Note: Similar logic applies for the case of the other SRBs as well as for the UL case - the only difference in the case of the other SRBs is that in this case activation times "in the future" may apply (i.e. the actions describe below are performed at a later point specified by the activation time for the corresponding SRB) whereas for RB2 the activation time for the new integrity protection configuration is "now". Hence for ease of explanation, RB2 is used in the following discussion.

1. It is unambiguously clear in the specifications today that both entities, the UE and UTRAN, use the new keys for performing the IP check on this received message. And the actions relevant to the UE are specified in 8.1.12.3.1 - specifically the UE needs to set the HFN to zero. That the HFN needs to be set to zero prior to performing integrity check is not questioned.

2. In 8.1.12.3.1 it is stated that the UE shall "set the Downlink RRC HFN"….to zero" - the operative action is set - not "use". 

3. The relevant actions in the specification, for the UE in the downlink, that deal with the specific procedure of IP check are detailed in subclauses 8.5.10.1 and 8.5.10.3. Specifically the actions as listed in 8.5.10.1 state the following:

" If the UE receives an RRC message on signalling radio bearer with RB identity n, the "Status" in the variable INTEGRITY_ PROTECTION_INFO has the value "Started" and the IE 'Integrity check info' is present the UE shall:
1>
check the value of the IE "RRC message sequence number" included in the IE "Integrity check info";

2>
if the "Downlink RRC Message sequence number" is not present in the variable INTEGRITY_PROTECTION_INFO:

3>
initialise the "Downlink RRC Message sequence number" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO with the value of the IE "RRC message sequence number" included in the IE "Integrity check info" of the received message.

2>
if the "Downlink RRC Message sequence number" is present in the variable INTEGRITY_PROTECTION_INFO:

3>
if the RRC message sequence number is lower than the "Downlink RRC Message sequence number" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO:

4>
increment "Downlink RRC HFN" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO with one.
3>
if the RRC message sequence number is equal to the "Downlink RRC Message sequence number" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO:

4>
discard the message.

1> calculate an expected message authentication code in accordance with subclause 8.5.10.3;

…………"

Thus it is clear that the UE needs to perform the actions in 8.5.10.1 to perform the IP check, first incrementing the HFN if necessary and then followed immediately after by MAC comparison. The UE continues with the actions related to updating of the RRC SN depending on the success or failure of the MAC check. No exceptions to this rule are specified. Nowhere is it also suggested that the UE shall first increment the HFN per 8.5.10.1, then jump to set it to zero as per 8.1.12.3.1 and then come back to calculate the MAC. 

The blue highlighted text above states that the UE shall increment the HFN if the RRC SN (here in this example SN= 0) is less than the value in the UE variable (here SN =15, thereby signalling a HFN rollover) - regardless of whether it was set to some value just prior to entering this subclause (implicitly stated by its absence).  Hence in this instance, following the execution of the actions in subclause above a correctly implemented UE will have a HFN value for RB2 equal to 1 (not zero). 

Note that there is nothing alarming or strange about the HFN being incremented soon after being set to zero (action in 8.1.12.3.1). Such a course of action is routinely undertaken when initiating Integrity Protection - in this case the RRC SN is "set" to zero and then soon after for the very first message it is set to 1. i.e. when initiating IP, the first message has RRC SN =1 (not zero). Thus any potential suggestion that such an action of incrementing the HFN soon after setting it to zero is strange is without any basis whatsoever. Moreover, if the RRC SN in the UE variable was 14 instead of 15 the HFN would have been incremented in the next message anyway - i.e. without waiting for a full round of 16 RRC messages. That there is nothing wrong with the immediate increment is also apparent from the fact that we do not re-initialize RRC SN to zero in this case.

In fact it is obviously more strange to first increment the HFN and then go to 8.1.12.3.1 to set it to zero and come back again to 8.5.10.1 to perform the necessary actions on the RRC SN depending on the result of the MAC check. Note: it is either this particular sequence of apparent implementation or a potential misunderstanding of the action meant by "set" or both that seem to be the genesis of the current discussion in RAN WG2.

The above actions as stated in the specification today have a very healthy consequence - the UE actions in all cases are identical. No special treatment or exceptions are specified for various cases - first message, new keys, domain switch, etc. In all instances, the UE actions are identical - set the HFN correctly, go to 8.5.10.1, perform all actions specified therein including those in 8.5.10.3 and then set DL RRC SN depending on MAC check. This is in fact exactly how a specification should be - simple (!!*!!*!*) and consistent for the particular feature unless required otherwise - and a different behavior is definitely not warranted in this particular instance. Of course, the UE sets the HFN values to different values (zero, START) in different instances - but this is a consequence of the security principles adopted by 3GPP, not due to any fancy RAN WG2 intentions.

Thus the specification is very clear on this issue today. 

Additional Points to consider

1. As may have been seen (in a different proposal), adding in a requirement in 8.5.10.1 necessitating an exception to UE behavior in certain instances is definitely a new requirement - not an essential correction and hence not backwards compatible, especially when it can be shown that the specification as stated today is correct. There is nothing in the specification today that even remotely suggests that the action of "incrementing" the HFN is an optional one for the UE (if that is the cuase of the problem) or that the sequence of actions is not clear (i.e. that the UE shall do something else before checking the MAC as opposed to the sequence of actions specified in 8.5.10.1) - thus it would not be the case that something that was implicitly understood is now being merely explicitly stated. It is agreed without challenge by all that the UE needs to set the HFN to zero before checking the IP of the message and this can only mean - "set the HFN and then perform all the actions in 8.5.10.1 in one go".

2. The RRC specification is written with the understanding that the actions of the UE are a combination of actions in the message-relevant procedural text and the actions in the "common" subclauses - 8.5.x and 8.6.z. An implementer needs to look at both and then arrive at the appropriate sequence - for instance in the case of 8.2.2.x the UE performs the actions in 8.5.x and 8.6.z as appropriate unless stated otherwise in 8.2.2.y. However, in this particular instance the issue is even more straightforward - i.e. we can safely ignore in totality, even the potential for ambiguous sequence of actions - the UE has to first set the HFN correctly before checking the IP - not doing so and then attempting to perform the IP check would definitely cause IP failure. And then the actions in the sections dealing with the IP check procedure (8.5.10.1) clearly mandate an increment of the HFN immediately followed by MAC check- there is no suggestion that the UE should selectively perform a few of the actions. A possible sequence of actions where:

-
the UE first enters 8.5.10.1

-
performs  a few of the actions there (namely first three or four bullets)

-
then stops without performing the action in the bullet stating that the UE shall check the MAC, 

-
re-enters 8.1.12.3.1 due to new keys being received, 

-
sets the HFN to zero 

-
and then comes back to 8.5.10.1 at the point where it left off earlier to perform the remaining actions regarding MAC check (pointer to 8.5.10.3 which is common for UL and DL), 

-
and then finishes with the setting of the RRC SN depending on the MAC check result;

seems to be needlessly complex and patently incorrect.

3. Creating exceptions to the currently specified well-established sequence of actions for specific instances is unwise due to the resultant added complexity in an already complex feature - security. Most importantly, it is unnecessary for it resolves nothing. There is nothing to resolve. 

4. At this stage, we should aim to ease UE implementation if at all - not further complicate it with new side tracks, loops, etc.  in the code to handle specific cases.

5. Where possible, and if at all required in the first place, we should aim to clarify, not add specific new requirements - especially those which are not backwards compatible. This is all the more relevant in instances where the specification is shown to be clear. 

Conclusion

It is shown that there is no scope for ambiguity in the specification regarding the actions the UE needs to perform in the case highlighted. Hence, it is proposed that the proposal to add new requirements for the UE in 8.5.10.1, specifically requiring it to ignore the increment of HFN step, be deemed unnecessary. 

To assist potentially incorrect implementations it can be proposed that an action may be added, if really felt essential, that essentially conveys the following message:

"the UE shall (following the setting of the HFN for COUNT-I in 8.1.12.3 or 8.1.12.3.1)

-
perform all steps in 8.5.10.1 in the order specified(without interruption) ". 

However, it is clear that even such a statement, other than sounding very bizarre, is rather unnecessary since nothing in the specification suggests anything otherwise today nor is there any precedent for such an action. And hence as a first step no action is proposed - though this discussion will of course be minuted.

ANNEX

8.1.12
Security mode control
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Figure 8.1.12-1: Security mode control procedure

8.1.12.1
General

The purpose of this procedure is to trigger the stop or start of ciphering or to command the restart of the ciphering with a new ciphering configuration, for the radio bearers of one CN domain and for all signalling radio bearers.

It is also used to start integrity protection or to modify the integrity protection configuration for all signalling radio bearers.

8.1.12.2
Initiation

8.1.12.2.1
Ciphering configuration change

To start/restart ciphering, UTRAN sends a SECURITY MODE COMMAND message on the downlink DCCH in AM RLC using the most recent ciphering configuration. If no such ciphering configuration exists then the SECURITY MODE COMMAND is not ciphered. UTRAN should not transmit a SECURITY MODE COMMAND to signal a change in ciphering algorithm.

When configuring ciphering, URAN should ensure that the UE needs to store at most two different ciphering configurations (keyset and algorithm) per CN domain, in total over all radio bearers at any given time. For signalling radio bearers the total number of ciphering configurations that need to be stored is at most three. Prior to sending the SECURITY MODE COMMAND, for the CN domain indicated in the IE "CN domain identity" in the SECURITY MODE COMMAND, UTRAN should:

1>
suspend all radio bearers using RLC-AM or RLC-UM and all signalling radio bearers using RLC-AM or RLC-UM, except the signalling radio bearer used to send the SECURITY MODE COMMAND message on the downlink DCCH in RLC-AM, and except signalling radio bearer RB0, according to the following:

2>
not transmit RLC PDUs with sequence number greater than or equal to the number in IE "Radio bearer downlink ciphering activation time info" on all suspended radio bearers and all suspended signalling radio bearers.

1>
set, for the signalling radio bearer used to send the SECURITY MODE COMMAND, the "RLC send sequence number" in IE "Radio bearer downlink ciphering activation time info" in the IE "Ciphering mode info", at which time the new ciphering configuration shall be applied;

1>
if a transparent mode radio bearer for this CN domain exists:

2>
include the IE "Ciphering activation time for DPCH" in IE "Ciphering mode info", at which time the new ciphering configuration shall be applied;

1>
set, for each suspended radio bearer and signalling radio bearer that has no pending ciphering activation time set by a previous security mode control procedure, an "RLC send sequence number" in IE "Radio bearer downlink ciphering activation time info" in the IE "Ciphering mode info", at which time the new ciphering configuration shall be applied;

1>
set, for each suspended radio bearer and signalling radio bearer that has a pending ciphering activation time set by a previous security mode control procedure, the "RLC send sequence number" in IE "Radio bearer downlink ciphering activation time info" in the IE "Ciphering mode info" to the value used in the previous security mode control procedure, at which time the latest ciphering configuration shall be applied;

1>
if Integrity protection has already been started for the UE:

2>
if for the CN domain indicated in the IE "CN domain identity" in the SECURITY MODE COMMAND, a new security key set (new ciphering and integrity protection keys) has been received from upper layers since the transmission of the last SECURITY MODE COMMAND message for that CN domain:

3>
include the IE "Integrity protection mode info" in the SECURITY MODE COMMAND.

2>
if the IE "CN domain identity" in the SECURITY MODE COMMAND is different from the IE "CN domain identity" that was sent in the previous SECURITY MODE COMMAND message to the UE:

3>
include the IE "Integrity protection mode info" in the SECURITY MODE COMMAND.

1>
transmit the SECURITY MODE COMMAND message on RB2.

8.1.12.2.2
Integrity protection configuration change

To start or modify integrity protection, UTRAN sends a SECURITY MODE COMMAND message on the downlink DCCH in AM RLC using the new integrity protection configuration. UTRAN should not "modify" integrity protection for a CN domain to which a SECURITY MODE COMMAND configuring integrity protection has been previously sent for an ongoing signalling connection unless the application of new integrity keys needs to be signalled to the UE. UTRAN should not transmit a SECURITY MODE COMMAND to signal a change in integrity protection algorithm.

When configuring Integrity protection, UTRAN should:

1>
ensure that the UE needs to store at most three different Integrity protection configurations (keysets) at any given time. This includes the total number of Integrity protection configurations for all signalling radio bearers;

1>
if Ciphering has already been started for the UE for the CN domain to be set in the IE "CN domain identity" in the SECURITY MODE COMMAND:

2>
if for the CN domain indicated in the IE "CN domain identity" in the SECURITY MODE COMMAND, a new security key set (new ciphering and integrity protection keys) has been received from upper layers since the transmission of the last SECURITY MODE COMMAND message for that CN domain:

3>
include the IE "Ciphering mode info" in the SECURITY MODE COMMAND.

1>
if Ciphering has already been configured for the UE for a CN domain different from the CN domain to be set in the IE "CN domain identity" in the SECURITY MODE COMMAND:

2>
include the IE "Ciphering mode info" in the SECURITY MODE COMMAND.

Prior to sending the SECURITY MODE COMMAND, for the CN domain indicated in the IE "CN domain identity" in the SECURITY MODE COMMAND, UTRAN should:

1>
if this is the first SECURITY MODE COMMAND sent for this RRC connection:

2>
if new keys have been received:

3>
initialise the hyper frame numbers as follows:

4>
set all bits of the hyper frame numbers of the COUNT-I values for all signalling radio bearers to zero.

2>
else (if new keys have not been received):

3>
use the value "START" in the most recently received IE "START list" or IE "START" that belongs to the CN domain indicated in the IE "CN domain identity" to initialise all hyper frame numbers of COUNT-I for all the signalling radio bearers by:

4>
setting the 20 most significant bits of the hyper frame numbers for all signalling radio bearers to the value "START" in the most recently received IE "START list" or IE "START" for that CN domain;

4>
setting the remaining bits of the hyper frame numbers equal to zero.

1>
else (this is not the first SECURITY MODE COMMAND sent for this RRC connection):

2>
if new keys have been received:

3>
initialise the hyper frame number for COUNT-I for RB2 as follows:

4>
set all bits of the HFN of the COUNT-I value for RB2 to zero.

2>
if new keys have not been received:

3>
initialise the hyper frame number for COUNT-I for RB2 as follows:

4>
set the 20 most significant bits of the HFN of the downlink and uplink COUNT-I to the value of the most recently received IE "START" or IE "START LIST" for the CN domain to be set in the IE "CN Domain Identity";

4>
set the remaining bits of the HFN of the downlink and uplink COUNT-I to zero.

1>
if the IE "Integrity protection mode command" has the value "Start":

2>
prohibit the transmission of signalling messages with any RRC SN on all signalling radio bearers, except RB2;

2>
set the FRESH value in the IE "Integrity protection initialisation number", included in the IE "Integrity protection mode info".

1>
if the IE "Integrity protection mode command" has the value "Modify":

2>
for each signalling radio bearer RBn, except RB2:

3>
prohibit the transmission of signalling messages with RRC SN greater or equal to the RRC sequence number in entry for signalling radio bearer n in the "RRC message sequence number list" in the IE "Downlink integrity protection activation info", included in the IE "Integrity protection mode info".

2>
set, for each signalling radio bearer RBn, that has no pending integrity protection activation time set by a previous security mode control procedure, an RRC sequence number in entry for signalling radio bearer n in the "RRC message sequence number list" in the IE "Downlink integrity protection activation info", included in the IE "Integrity protection mode info", at which time the new integrity protection configuration shall be applied;

2>
set, for each signalling radio bearer RBn, that has a pending integrity protection activation time set by a previous security mode control procedure, the RRC sequence number in entry for signalling radio bearer n in the "RRC message sequence number list" in the IE "Downlink integrity protection activation info", included in the IE "Integrity protection mode info", to the value used in the previous security mode control procedure, at which time the latest integrity protection configuration shall be applied.

1>
transmit the SECURITY MODE COMMAND message on RB2 using the new integrity protection configuration.

8.1.12.3
Reception of SECURITY MODE COMMAND message by the UE

Upon reception of the SECURITY MODE COMMAND message, the UE shall:

1>
if neither IE "Ciphering mode info" nor IE "Integrity protection mode info" is included in the SECURITY MODE COMMAND:

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "Security capability" is the same as indicated by variable UE_CAPABILITY_TRANSFERRED, and the IE "GSM security capability" (if included in the SECURITY MODE COMMAND) is the same as indicated by the variable UE_CAPABILITY_TRANSFERRED:

2>
set the variable LATEST_CONFIGURED_CN_DOMAIN equal to the IE "CN domain identity";

2>
set the IE "Status" in the variable SECURITY_MODIFICATION for the CN domain indicated in the IE "CN domain identity" in the received SECURITY MODE COMMAND to the value "Affected";

2>
set the IE "Status" in the variable SECURITY_MODIFICATION for all CN domains other than the CN domain indicated in the IE "CN domain identity" to "Not affected";

2>
set the IE "RRC transaction identifier" in the SECURITY MODE COMPLETE message to the value of "RRC transaction identifier" in the entry for the SECURITY MODE COMMAND message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
if the SECURITY MODE COMMAND message contained the IE "Ciphering mode info":

3>
perform the actions as specified in subclause 8.6.3.4.

2>
if the SECURITY MODE COMMAND message contained the IE "Integrity protection mode info":

3>
perform the actions as specified in subclause 8.6.3.5.

1>
prior to sending the SECURITY MODE COMPLETE message:

2>
use the old ciphering configuration for this message;

2>
if the SECURITY MODE COMMAND message contained the IE "Ciphering mode info":

3>
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

3>
for each radio bearer and signalling radio bearer that belongs to the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN:

4>
start or continue incrementing the COUNT-C values for all RLC-AM and RLC-UM signalling radio bearers at the ciphering activation time as specified in the procedure;

4>
start or continue incrementing the COUNT-C values common for all transparent mode radio bearers for this CN domain at the ciphering activation time as specified in the procedure;

4>
continue incrementing the COUNT-C values for all RLC-AM and RLC-UM radio bearers.

3>
if no new security key set (new ciphering and integrity protection keys) has been received from the upper layers [40] for the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN:

4>
for ciphering on signalling radio bearers using RLC-AM and RLC-UM in the downlink, at the RLC sequence number indicated in IE "Radio bearer downlink ciphering activation time info" in the IE "Ciphering mode info" included in the SECURITY MODE COMMAND, for each signalling radio bearer:

5>
set the 20 most significant bits of the HFN component of the downlink COUNT-C to the value "START" in the most recently transmitted IE "START list" or IE "START" that belongs to the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN;

5>
set the remaining bits of the hyper frame numbers to zero.

3>
if new keys have been received:

4>
perform the actions in subclause 8.1.12.3.1.

2>
if the SECURITY MODE COMMAND message contained the IE "Integrity protection mode info":

3>
include and set the IE "Uplink integrity protection activation info" to the value of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO for each signalling radio bearer;

3>
if no new security key set (new ciphering and integrity protection keys) has been received from the upper layers [40] for the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN, for RB2:

4>
in the downlink, for the received SECURITY MODE COMMAND message:

5>
set the 20 most significant bits of the IE "Downlink RRC HFN" in the variable INTEGRITY_PROTECTION_INFO of the downlink COUNT-I to the value "START" in the most recently transmitted IE "START list" or IE "START" that belongs to the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN;

5>
set the remaining bits of the IE "Downlink RRC HFN" to zero.
4>
in the uplink, for the transmitted response message, SECURITY MODE COMPLETE:

5>
set the 20 most significant bits of the IE "Uplink RRC HFN" in the variable INTEGRITY_PROTECTION_INFO of the uplink COUNT-I to the value "START" in the most recently transmitted IE "START list" or IE "START" that belongs to the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN;

5>
set the remaining bits of the IE "Uplink RRC HFN" to zero.
3>
if no new security key set (new ciphering and integrity protection keys) has been received from the upper layers [40] for the CN domain indicated in the variable LATEST_CONFIGURED_CN_DOMAIN, for each signalling radio bearer other than RB2:

4>
if the IE "Integrity protection mode command" has the value "start":

5>
in the downlink, for this signalling radio bearer:

6>
set the 20 most significant bits of IE "Downlink RRC HFN" in the variable INTEGRITY_PROTECTION_INFO of the downlink COUNT-I to the value START transmitted in the most recently transmitted IE "START list" or IE "START" that belongs to the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN;

6>
set the remaining bits of the IE "Downlink RRC HFN" in the variable INTEGRITY_PROTECTION_INFO of the downlink COUNT-I to zero;

4>
else:

5>
in the downlink, for the first message for which the RRC sequence number in a received RRC message for this signalling radio bearer is equal to or greater than the activation time as indicated in IE "Downlink integrity protection activation info" as included in the IE "Integrity protection mode info", for this signalling radio bearer:

6>
set the 20 most significant bits of the IE "Downlink RRC HFN" in the variable INTEGRITY_PROTECTION_INFO of the downlink COUNT-I to the value "START" in the most recently transmitted IE "START list" or IE "START" that belongs to the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN;

6>
set the remaining bits of the IE "Downlink RRC HFN" to zero.
3>
if new keys have been received:

4>
perform the actions in subclause 8.1.12.3.1.

2>
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted SECURITY MODE COMPLETE message;

2>
transmit the SECURITY MODE COMPLETE message on the uplink DCCH in AM RLC;

1>
when the successful delivery of the SECURITY MODE COMPLETE message has been confirmed by RLC:

2>
if the SECURITY MODE COMMAND message contained the IE "Ciphering mode info":

3>
if no new security key set (new ciphering and integrity protection keys) has been received from the upper layers [40] for the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN:

4>
for ciphering on signalling radio bearers using RLC-AM and RLC-UM in the uplink, at the RLC sequence number indicated in IE "Radio bearer uplink ciphering activation time info" included in the SECURITY MODE COMPLETE, for each signalling radio bearer:

5>
set the HFN component of the uplink COUNT-C to the value "START" in the most recently transmitted IE "START list" or IE "START" that belongs to the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN;

5>
set the remaining bits of the hyper frame numbers to zero.

3>
if new keys have been received:

4>
perform the actions in subclause 8.1.12.3.1.

3>
resume data transmission on any suspended radio bearer and signalling radio bearer mapped on RLC-AM or RLC-UM;

3>
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

3>
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO.

2>
if the SECURITY MODE COMMAND message contained the IE "Integrity protection mode info":

3>
if no new security key set (new ciphering and integrity protection keys) has been received from the upper layers [40] for the CN domain indicated in the variable LATEST_CONFIGURED_CN_DOMAIN, for each signalling radio bearer other than RB2:

4>
if the IE "Integrity protection mode command" has the value "start":

5>
in the uplink, for this signalling radio bearer:

6>
set the 20 most significant bits of IE "Uplink RRC HFN" in the variable INTEGRITY_PROTECTION_INFO of the uplink COUNT-I to the value START transmitted in the most recently transmitted IE "START list" or IE "START" that belongs to the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN;

6>
set the remaining bits of the IE "Uplink RRC HFN" in the variable INTEGRITY_PROTECTION_INFO of the uplink COUNT-I to zero.

4>
else:

5>
in the uplink, for the first transmitted RRC message for this signalling radio bearer with RRC sequence number equal to the activation time as indicated in IE "Uplink integrity protection activation info" included in the transmitted SECURITY MODE COMPLETE, for this signalling radio bearer:

6>
set the 20 most significant bits of the IE "Uplink RRC HFN" in the variable INTEGRITY_PROTECTION_INFO of the uplink COUNT-I to the value "START" in the most recently transmitted IE "START list" or IE "START" that belongs to the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN;

6>
set the remaining bits of the IE "Uplink RRC HFN" to zero.

3>
if new keys have been received:

4>
perform the actions in subclause 8.1.12.3.1.
3>
allow the transmission of RRC messages on all signalling radio bearers with any RRC SN;

3>
set "Uplink RRC Message sequence number" for signalling radio bearer RB0 in the variable INTEGRITY_PROTECTION_INFO to a value such that next RRC message to be sent on uplink RB0 will use the new integrity protection configuration;

3>
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

3>
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO.

2>
clear the variable SECURITY_MODIFICATION;

2>
notify upper layers upon change of the security configuration;

2>
and the procedure ends.

1>
if the IE "Security capability" is not the same as indicated by the variable UE_CAPABILITY_TRANSFERRED, or the IE "GSM security capability" (if included in the SECURITY MODE COMMAND) is not the same as indicated by the variable UE_CAPABILITY_TRANSFERRED, or if the IE "GSM security capability" is not included in the SECURITY MODE COMMAND and is included in the variable UE_CAPABILITY_TRANSFERRED:

2>
release all its radio resources;

2>
indicate the release of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

2>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

2>
clear the variable ESTABLISHED_RABS;

2>
clear the variable SECURITY_MODIFICATION;

2>
enter idle mode;

2>
perform actions when entering idle mode as specified in subclause 8.5.2;

2>
and the procedure ends.

8.1.12.3.1
New ciphering and integrity protection keys

If a new security key set (new ciphering and integrity protection keys) has been received from the upper layers [40] for the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN, the UE shall:

1>
set the START value for the CN domain indicated in the variable LATEST_CONFIGURED_CN_DOMAIN to zero;

1>
if the SECURITY MODE COMMAND message contained the IE "Integrity protection mode info":

2>
for integrity protection in the downlink on each signalling radio bearer except RB2:
3>
if IE "Integrity protection mode command" has the value "start":

4>
for the first received message on this signalling radio bearer:

5>
start using the new integrity key;

5>
for this signalling radio bearer:

6>
set the IE "Downlink RRC HFN" in the variable INTEGRITY_PROTECTION_INFO of the downlink COUNT-I to zero.

3>
else:

4>
for the first message for which the RRC sequence number in a received RRC message for this signalling radio bearer is equal to or greater than the activation time as indicated in IE "Downlink integrity protection activation info" as included in the IE "Integrity protection mode info":

5>
start using the new integrity key;

5>
for this signalling radio bearer:

6>
set the IE "Downlink RRC HFN" in the variable INTEGRITY_PROTECTION_INFO of the downlink COUNT-I to zero.
2>
for integrity protection in the uplink on each signalling radio bearer except RB2:

3>
for the first message for which the RRC sequence number in a to be transmitted RRC message for this signalling radio bearer is equal to the activation time as indicated in IE "Uplink integrity protection activation info" included in the transmitted SECURITY MODE COMPLETE message:

4>
start using the new integrity key;

4>
for this signalling radio bearer:

5>
set the IE "Uplink RRC HFN" in the variable INTEGRITY_PROTECTION_INFO of the uplink COUNT-I to zero.

2>
for integrity protection in the downlink on signalling radio bearer RB2:
3>
at the received SECURITY MODECOMMAND:

4>
start using the new integrity key;

4>
set the IE "Downlink RRC HFN" in the variable INTEGRITY_PROTECTION_INFO of the downlink COUNT-I to zero.
2>
for integrity protection in the uplink on signalling radio bearer RB2 :

3>
at the transmitted SECURITY MODE COMPLETE:

4>
start using the new integrity key;

4>
set the IE "Uplink RRC HFN" in the variable INTEGRITY_PROTECTION_INFO of the uplink COUNT-I to zero.

1>
if the SECURITY MODE COMMAND message contained the IE "Ciphering mode info":

2>
for each signalling radio bearer and for each radio bearer for the CN domain indicated in the variable LATEST_CONFIGURED_CN_DOMAIN:

3>
if the IE "Status" in the variable CIPHERING_STATUS has the value "Started" for this CN domain, then for ciphering on radio bearers using RLC-TM:

4>
at the CFN as indicated in the IE "Ciphering activation time for DPCH" in the IE "Ciphering mode info":

5>
start using the new key in uplink and downlink;

5>
set the HFN component of the COUNT-C to zero.

3>
if the IE "Status" in the variable CIPHERING_STATUS has the value "Started" for this CN domain, then for ciphering on radio bearers and signalling radio bearers using RLC-AM and RLC-UM:

4>
in the downlink, at the RLC sequence number indicated in IE "Radio bearer downlink ciphering activation time info" in the IE "Ciphering mode info":

5>
start using the new key;

5>
set the HFN component of the downlink COUNT-C to zero.

4>
in the uplink, at the RLC sequence number indicated in IE "Radio bearer uplink ciphering activation time info":

5>
start using the new key;

5>
set the HFN component of the uplink COUNT-C to zero.

1>
consider the value of the latest transmitted START value to be zero.

8.1.12.4
Void

8.1.12.4a
Incompatible simultaneous security reconfiguration

If the variable INCOMPATIBLE_SECURITY_RECONFIGURATION becomes set to TRUE of the received SECURITY MODE COMMAND message, the UE shall:

1>
transmit a SECURITY MODE FAILURE message on the uplink DCCH using AM RLC, using the ciphering and integrity protection configurations prior to the reception of this SECURITY MODE COMMAND;

1>
set the IE "RRC transaction identifier" in the SECURITY MODE FAILURE message to the value of "RRC transaction identifier" in the entry for the SECURITY MODE COMMAND message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
set the IE "failure cause" to the cause value "incompatible simultaneous reconfiguration";

1>
when the response message has been submitted to lower layers for transmission:

2>
set the variable INCOMPATIBLE_SECURITY_RECONFIGURATION to FALSE;

2>
continue with any ongoing processes and procedures as if the invalid SECURITY MODE COMMAND message has not been received;

2>
and the procedure ends.

8.1.12.4b
Cell update procedure during security reconfiguration

If:

-
a cell update procedure according to subclause 8.3.1 is initiated; and

-
the received SECURITY MODE COMMAND message causes either,

-
the IE "Reconfiguration" in the variable CIPHERING_STATUS to be set to TRUE; and/or

-
the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to be set to TRUE:

the UE shall:

1>
abort the ongoing integrity and/or ciphering reconfiguration;

1>
resume data transmission on any suspended radio bearer and signalling radio bearer mapped on RLC-AM or RLC-UM;

1>
allow the transmission of RRC messages on all signalling radio bearers with any RRC SN;

1>
when the response message has been submitted to lower layers for transmission:

2>
if the SECURITY MODE COMMAND message contained the IE "Ciphering mode info":

3>
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

3>
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

2>
if the SECURITY MODE COMMAND message contained the IE "Integrity protection mode info":

3>
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

3>
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO.

2>
continue with any ongoing processes and procedures as if the invalid SECURITY MODE COMMAND message has not been received; and

2>
clear the variable SECURITY_MODIFICATION;

2>
the procedure ends.

8.1.12.4c
Invalid configuration

If the variable INVALID_CONFIGURATION is set to TRUE due to the received SECURITY MODE COMMAND message, the UE shall:

1>
transmit a SECURITY MODE FAILURE message on the DCCH using AM RLC after setting the IEs as specified below:

2>
set the IE "RRC transaction identifier" in the SECURITY MODE FAILURE message to the value of "RRC transaction identifier" in the entry for the SECURITY MODE COMMAND message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to the cause value "invalid configuration".

1>
when the response message has been submitted to lower layers for transmission:

2>
set the variable INVALID_CONFIGURATION to FALSE;

2>
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE;

2>
continue with any ongoing processes and procedures as if the invalid SECURITY MODE COMMAND message has not been received;

2>
and the procedure ends.

8.1.12.5
Reception of SECURITY MODE COMPLETE message by the UTRAN

UTRAN should apply integrity protection on the received SECURITY MODE COMPLETE message and all subsequent messages with the new integrity protection configuration, if changed. When UTRAN has received a SECURITY MODE COMPLETE message and the integrity protection has successfully been applied, UTRAN should:

1>
if the IE "Ciphering mode info" was included in the SECURITY MODE COMMAND message:

2>
if new keys were received for the CN domain set in the IE "CN Domain Identity" in the SECURITY MODE COMMAND:

3>
set, at the downlink and uplink activation time, all the bits of the hyper frame numbers of the downlink and uplink COUNT-C values respectively for all radio bearers for this CN domain and all signalling radio bearers to zero.

2>
else (if new keys were not received):

3>
use, at the downlink and uplink activation time, the value "START" in the most recently received IE "START list" or IE "START" that belongs to the CN domain as indicated in the IE "CN domain identity" to initialise all hyper frame numbers of the downlink and uplink COUNT-C values respectively for all the signalling radio bearers as follows:

4>
set the 20 most significant bits of the hyper frame numbers of the COUNT-C for all signalling radio bearers to the value "START" in the most recently received IE "START list" or IE "START" for that CN domain;

4>
set the remaining bits of the hyper frame numbers equal to zero.

1>
if the IE "Integrity protection mode info" was included in the SECURITY MODE COMMAND message:

2>
if this was not the first SECURITY MODE COMMAND message for this RRC connection:

3>
if new keys have been received for the CN domain set in the IE "CN Domain Identity" included in the transmitted SECURITY MODE COMMAND message:

4>
initialise, at the downlink and uplink activation time, all hyper frame numbers of the downlink and uplink COUNT-I values respectively for all the signalling radio bearers other than RB2 as follows:

5>
set all bits of the hyper frame numbers of the uplink and downlink COUNT-I to zero.

3>
if no new keys have been received for the CN domain set in the IE "CN Domain Identity" included in the transmitted SECURITY MODE COMMAND message:

4>
use, at the downlink and uplink activation time, the value "START" in the most recently received IE "START list" or IE "START" that belongs to the CN domain as indicated in the IE "CN domain identity" to initialise all hyper frame numbers of the downlink and uplink COUNT-I values respectively for all the signalling radio bearers other than RB2 as follows:

5>
set the 20 most significant bits of the hyper frame numbers of the downlink and uplink COUNT-I respectively for all signalling radio bearers to the value "START" in the most recently received IE "START list" or IE "START" for that CN domain;

5>
set the remaining bits of the hyper frame numbers equal to zero.

1>
send an indication to upper layers that the new security configuration has been activated;

1>
resume, in the downlink, all suspended radio bearers and all signalling radio bearers;

1>
allow the transmission of RRC messages on all signalling radio bearers with any RRC SN;

1>
if the IE "Integrity protection mode command" included in the SECURITY MODE COMMAND had the value "Start":

2>
start applying integrity protection in the downlink for all signalling radio bearers.

1>
if the IE "Integrity protection mode command" included in the SECURITY MODE COMMAND had the value "Modify":

2>
start applying the new integrity protection configuration in the downlink at the RRC sequence number, for each signalling radio bearers RBn, except for signalling radio bearer RB2, indicated by the entry for signalling radio bearer n in the "RRC message sequence number list" in the IE "Downlink integrity protection activation info";

2>
continue applying the new integrity configuration for signalling radio bearer RB2;

2>
apply the new integrity protection configuration on the received signalling messages with RRC SN greater than or equal to the number associated with the signalling radio bearer in IE "Uplink integrity protection activation info".

1>
apply the old ciphering configuration for the transmission of RLC PDUs with RLC sequence number less than the number indicated in the IE "Radio bearer downlink ciphering activation time info" included in the IE "Ciphering mode info";

1>
apply the new ciphering configuration for the transmission of RLC PDUs with RLC sequence number greater than or equal to the number indicated in IE "Radio bearer downlink ciphering activation time info" included in the IE "Ciphering mode info";

1>
apply the old integrity protection configuration on the received signalling messages with RRC SN smaller than the number associated with the signalling radio bearer in IE "Uplink integrity protection activation info";

1>
for radio bearers using RLC-AM or RLC-UM:

2>
use the old ciphering configuration for received RLC PDUs with RLC sequence number less than the RLC sequence number indicated in the IE "Radio bearer uplink ciphering activation time info" sent by the UE;

2>
use the new ciphering configuration for received RLC PDUs with RLC sequence number greater than or equal to the RLC sequence number indicated in the IE "Radio bearer uplink ciphering activation time info" sent by the UE;

2>
if an RLC reset or re-establishment occurs after the SECURITY MODE COMPLETE message has been received by UTRAN before the activation time for the new ciphering configuration has been reached, ignore the activation time and apply the new ciphering configuration immediately after the RLC reset or RLC re-establishment.

1>
for radio bearers using RLC-TM:

2>
use the old ciphering configuration for the received RLC PDUs before the CFN as indicated in the IE "Ciphering activation time for DPCH" in the IE "Ciphering mode info" as included in the SECURITY MODE COMMAND;

2>
use the new ciphering configuration for the received RLC PDUs at the CFN as indicated in the IE "Ciphering activation time for DPCH" in the IE "Ciphering mode info" as included in the SECURITY MODE COMMAND.

1>
and the procedure ends.

8.1.12.6
Invalid SECURITY MODE COMMAND message

If the SECURITY MODE COMMAND message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 9, the UE shall perform procedure specific error handling as follows:

1>
transmit a SECURITY MODE FAILURE message on the uplink DCCH using AM RLC;

1>
set the IE "RRC transaction identifier" in the SECURITY MODE FAILURE message to the value of "RRC transaction identifier" in the entry for the SECURITY MODE COMMAND message in the table "Rejected transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
set the IE "failure cause" to the cause value "protocol error";

1>
include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION;

1>
when the response message has been submitted to lower layers for transmission:

2>
continue with any ongoing processes and procedures as if the invalid SECURITY MODE COMMAND message has not been received;

2>
and the procedure ends.

-------------------------------------------------------

8.5.8
Maintenance of Hyper Frame Numbers

The MSBs of both the ciphering sequence numbers (COUNT-C) and integrity sequence numbers (COUNT-I), for the ciphering and integrity protection algorithms, respectively [40], are called the Hyper Frame Numbers (HFN).

For integrity protection, the UE shall:

1>
maintain COUNT-I as specified in subclause 8.5.10.

The following hyper frame numbers types are defined:


MAC-d HFN:
24 MSB of COUNT-C for data sent over RLC TM


RLC UM HFN:
25 MSB of COUNT-C for data sent over RLC UM


RLC AM HFN:
20 MSB of COUNT-C for data sent over RLC AM


RRC HFN:
28 MSB of COUNT-I

For non-transparent mode RLC signalling radio bearers and radio bearers, the UE shall:

1>
maintain one uplink and one downlink COUNT-C per signalling radio bearer and per radio bearer and one uplink and one downlink COUNT-I per signalling radio bearer.

For all transparent mode RLC signalling radio bearers and radio bearers of each CN domain, the UE shall:

1>
maintain one COUNT-C, common for all signalling radio bearers and radio bearers in uplink and downlink;

1>
maintain one uplink and one downlink COUNT-I per signalling radio bearer.

NOTE:
In this release of the specification there is only an uplink transparent mode COUNT-I, which is used for signalling radio bearer RB0.

COUNT-C and COUNT-I are defined in [40], with the following supplement for COUNT-C: for transparent mode RLC radio bearers with a transmission time interval of x radio frames (x = 2, 4, 8), the MAC PDU is carried by L1 in x consecutive radio frames due to radio frame segmentation. In this case, the CFN of the first radio frame in the TTI shall be used as the CFN component of COUNT-C for ciphering of all data in the TTI [15].

8.5.9
START value calculation

In connected mode, the START value for CN domain 'X' is calculated as

Let STARTX = the START value for CN domain 'X' prior to the calculation below:


STARTX' = MSB20 ( MAX {COUNT-C, COUNT-I | radio bearers and signalling radio bearers using the most recently configured CKX and IKX}) + 2.

-
if STARTX'= the maximum value = 1048575 then STARTX = STARTX';

-
if the current STARTX < STARTX' then STARTX = STARTX', otherwise STARTX is unchanged.

NOTE:
Here, "most recently configured" means that if there is more than one key in use for a CN domain, due to non-expiry of the ciphering and/or integrity protection activation time for any signalling radio bearers and/or radio bearers, do not include the COUNT-I/COUNT-C for these signalling radio bearers and/or radio bearers in the calculation of the START X'.

COUNT-C corresponding to non-ciphered radio bearers (i.e. RBs with ciphering status set to "not started") shall not be included in the calculation of the STARTX'. If a radio bearer is released and the radio bearer was ciphered, the values of the COUNT-C at the time the radio bearer is released shall be taken into account in the calculation of the STARTX'.

8.5.10
Integrity protection

If the "Status" in the variable INTEGRITY_ PROTECTION_INFO has the value "Started" then the UE shall:

1>
perform integrity protection (and integrity checking) on all RRC messages, with the following exceptions:

HANDOVER TO UTRAN COMPLETE

Paging Type 1

PUSCH CAPACITY REQUEST

PHYSICAL SHARED CHANNEL ALLOCATION
RRC Connection Request

RRC Connection Setup

RRC Connection Setup Complete

RRC Connection Reject

RRC CONNECTION RELEASE (CCCH only)
SYSTEM INFORMATION

SYSTEM INFORMATION CHANGE INDICATION

If the "Status" in the variable INTEGRITY_ PROTECTION_INFO has the value "Not started" then integrity protection (and integrity checking) shall not be performed on any RRC message.

For each signalling radio bearer, the UE shall use two RRC hyper frame numbers:

-
"Uplink RRC HFN";

-
"Downlink RRC HFN".

and two message sequence numbers:

-
"Uplink RRC Message sequence number";

-
"Downlink RRC Message sequence number".

The above information is stored in the variable INTEGRITY_PROTECTION_INFO per signalling radio bearer (RB0- RB4).

Upon the first activation of integrity protection for an RRC connection, UE and UTRAN initialise the "Uplink RRC Message sequence number" and "Downlink RRC Message sequence number" for all signalling radio bearers as specified in subclauses 8.6.3.5 and 8.5.10.1.

The RRC message sequence number (RRC SN) is incremented for every integrity protected RRC message.

If the IE "Integrity Protection Mode Info" is present in a received message, the UE shall:

1>
perform the actions in subclause 8.6.3.5 before proceeding with the integrity check of the received message.

8.5.10.1
Integrity protection in downlink

If the UE receives an RRC message on signalling radio bearer with RB identity n, the "Status" in the variable INTEGRITY_ PROTECTION_INFO has the value "Started" and the IE 'Integrity check info' is present the UE shall:

1>
check the value of the IE "RRC message sequence number" included in the IE "Integrity check info";

2>
if the "Downlink RRC Message sequence number" is not present in the variable INTEGRITY_PROTECTION_INFO:

3>
initialise the "Downlink RRC Message sequence number" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO with the value of the IE "RRC message sequence number" included in the IE "Integrity check info" of the received message.

2>
if the "Downlink RRC Message sequence number" is present in the variable INTEGRITY_PROTECTION_INFO:

3>
if the RRC message sequence number is lower than the "Downlink RRC Message sequence number" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO:

4>
increment "Downlink RRC HFN" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO with one.
3>
if the RRC message sequence number is equal to the "Downlink RRC Message sequence number" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO:

4>
discard the message.

1>
calculate an expected message authentication code in accordance with subclause 8.5.10.3;
1>
compare the expected message authentication code with the value of the received IE "message authentication code" contained in the IE "Integrity check info";

2>
if the expected message authentication code and the received message authentication code are the same, the integrity check is successful:

3>
update the "Downlink RRC Message sequence number" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO with the value of the IE "RRC message sequence number" included in the IE "Integrity check info" of the received RRC message.

2>
if the calculated expected message authentication code and the received message authentication code differ:

3>
if the IE "RRC message sequence number" included in the IE "Integrity check info" is lower than the "Downlink RRC Message sequence number" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO (in this case the "Downlink RRC HFN" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO was incremented by one, as stated above):

4>
decrement "Downlink RRC HFN" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO by one.

3>
discard the message.

If the UE receives an RRC message on signalling radio bearer with identity n, the "Status" in the variable INTEGRITY_ PROTECTION_INFO has the value "Started" and the IE 'Integrity check info' is not present the UE shall:

1>
discard the message.

UTRAN may transmit several copies of the same message in the downlink to increase the probability of proper reception of the message by the UE. In such a case, the RRC SN for these repeated messages should be the same.

8.5.10.2
Integrity protection in uplink

Prior to sending an RRC message using the signalling radio bearer with radio bearer identity n, and the "Status" in the variable INTEGRITY_ PROTECTION_INFO has the value "Started" the UE shall:

1>
increment "Uplink RRC Message sequence number" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO with 1, even if the message is a retransmission of a previously transmitted message. When "Uplink RRC Message sequence number" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO becomes 0, the UE shall increment "Uplink RRC HFN" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO with 1;

1>
calculate the message authentication code in accordance with subclause 8.5.10.3;

1>
replace the "Message authentication code" in the IE "Integrity check info" in the message with the calculated message authentication code;

1>
replace the "RRC Message sequence number" in the IE "Integrity check info" in the message with contents set to the new value of the "Uplink RRC Message sequence number" for signalling radio bearer RBn in the variable INTEGRITY_PROTECTION_INFO.

In the response message for the procedure ordering the security reconfiguration, the UE indicates the activation time, for each signalling radio bearer except for the signalling radio bearer that was used for this security reconfiguration procedure. When the new integrity configuration is to be applied in uplink, UTRAN should start to apply the new integrity protection configuration according to the activation time for each signalling radio bearer (except for the signalling radio bearer which is used to send the message that is reconfiguring the security configuration) where the new configuration is to be applied starting from and including reception of the response message).

8.5.10.3
Calculation of message authentication code
The UE shall calculate the message authentication code in accordance with [40]. The input parameter MESSAGE [40] for the integrity algorithm shall be constructed by:

1>
setting the "Message authentication code" in the IE "Integrity check info" in the message to the value of the IE "RB identity" for the signalling radio bearer;

1>
setting the "RRC Message sequence number" in the IE "Integrity check info" in the message to zero;

1>
encoding the message;

1>
appending RRC padding (if any) as a bit string to the encoded bit string as the least significant bits.

For usage on an RRC message transmitted or received on the radio bearer with identity n, the UE shall:

1>
construct the input parameter COUNT-I [40] by appending the following IEs from the IE "Signalling radio bearer specific integrity protection information" for radio bearer n in the variable INTEGRITY_PROTECTION_INFO:

2>
for uplink:

3>
"Uplink RRC HFN", as the MSB, and "Uplink RRC Message sequence number", as LSB.

2>
for downlink:

3>
"Downlink RRC HFN", as the MSB, and the IE "RRC message sequence number" included in the IE "Integrity check info", as LSB.

-----------------------------------------

8.6.3.4
Ciphering mode info

The IE "Ciphering mode info" defines the new ciphering configuration. At any given time, the UE needs to store at most two different ciphering configurations (keyset and algorithm) per CN domain at any given time in total for all radio bearers and three configurations in total for all signalling radio bearers.

If the IE "Ciphering mode info" is present and if the IE "Reconfiguration" in the variable CIPHERING_STATUS is set to TRUE, the UE shall:

1>
ignore this second attempt to change the ciphering configuration; and

1>
set the variable INCOMPATIBLE_SECURITY_RECONFIGURATION to TRUE.

If the IE "Ciphering mode info" is present and if the IE "Reconfiguration" in the variable CIPHERING_STATUS is set to FALSE, the UE shall:

1>
if none of the IE "Status" in the variable CIPHERING STATUS has the value "Started", and this IE "Ciphering mode info" was included in a message that is not the message SECURITY MODE COMMAND; or

1>
if the IE "Ciphering Mode Info" was received in the message SECURITY MODE COMMAND and there does not exist exactly one ciphering activation time in the IE "Radio bearer downlink ciphering activation time info" for each established RLC-AM and RLC-UM radio bearers included in the IE "RB information" in the IE "ESTABLISHED_RABS" for the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN; or

1>
if the IE "Ciphering Mode Info" was received in the message SECURITY MODE COMMAND and the IE "Ciphering activation time for DPCH" is not included in the message, and there exist radio bearers using RLC-TM according to the IE "RB information" in the IE "ESTABLISHED_RABS" for the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN; or

1>
if the IE "Ciphering Mode Info" was received in the message SECURITY MODE COMMAND and there does not exist exactly one ciphering activation time in the IE "Radio bearer downlink ciphering activation time info" for each established signalling radio bearer included in the IE "Signalling radio bearer information" in the IE "ESTABLISHED_RABS":

2>
ignore this attempt to change the ciphering configuration;

2>
set the variable INVALID_CONFIGURATION to TRUE;

2>
perform the actions as specified in subclause 8.1.12.4c.

1>
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to TRUE;

1>
set the IE "Status" in the variable CIPHERING_STATUS of the CN domains for which the IE "Status" of the variable SECURITY_MODIFICATION is set to "Affected" to "Started";

1>
apply the new ciphering configuration in the lower layers for all RBs that belong to a CN domain for which the IE "Status" of the variable SECURITY_MODIFICATION is set to "Affected" and all signalling radio bearers:

2>
using the ciphering algorithm (UEA [40]) indicated by the IE "Ciphering algorithm" as part of the new ciphering configuration;

2>
for each radio bearer that belongs to a CN domain for which the IE "Status" of the variable SECURITY_MODIFICATION is set to "Affected" and all signalling radio bearers:

3>
using the value of the IE "RB identity" in the variable ESTABLISHED_RABS minus one as the value of BEARER [40] in the ciphering algorithm.

1>
apply the new ciphering configuration as follows:

2>
consider an activation time in downlink to be pending:

3>
for UM-RLC until an UMD PDU with sequence number equal to or larger than activation time –1 has been received;

3>
for AM-RLC until all AMD PDUs with sequence numbers up to and including activation time –1 have been received;

3>
for TM-RLC until the CFN indicated in the activation time has been reached.

2>
if there are pending activation times in downlink set for ciphering by a previous procedure changing the ciphering configuration for a radio bearer or signalling radio bearer:

3>
apply the ciphering configuration included in the current message at this pending activation time.

2>
if the ciphering configuration is pending for a radio bearer or signalling radio bearer due to a previously received SECURITY MODE COMMAND and the current received message includes the IE "DL Counter Synch Info" or the current received message is a RADIO BEARER RECONFIGURATION message and includes the IE "New U-RNTI":

3>
if the previous SECURITY MODE COMMAND was received due to new keys being received:

4>
consider the new ciphering configuration to include the received new keys; and

4>
initialise the HFN values of the COUNT-C for the corresponding radio bearers or signalling radio bearers according to subclause 8.1.12.

3>
else:

4>
consider the new ciphering configuration to include the keys associated with the LATEST_CONFIGURED_CN_DOMAIN; and

4>
initialise the HFN values of the COUNT-C for the corresponding radio bearers or signalling radio bearers according to subclause 8.1.12 using the START value associated with the LATEST_CONFIGURED_CN_DOMAIN to be transmitted in the response to the current message.

3>
apply the new ciphering configuration in uplink and downlink immediately following RLC re-establishment.
2>
if the IE "Ciphering activation time for DPCH" is present in the IE "Ciphering mode info" and the UE was in CELL_DCH state prior to this procedure:

3>
for radio bearers using RLC-TM:

4>
apply the old ciphering configuration for CFN less than the number indicated in the IE "Ciphering activation time for DPCH";

4>
apply the new ciphering configuration for CFN greater than or equal to the number indicated in IE "Ciphering activation time for DPCH".

2>
if the IE "Radio bearer downlink ciphering activation time info" is present:

3>
apply the following procedure for each radio bearer and signalling radio bearers using RLC-AM or RLC-UM indicated by the IE "RB identity":

4>
suspend uplink transmission on the radio bearer or the signalling radio bearer (except for the SRB where the response message is transmitted) according to the following:

5>
do not transmit RLC PDUs with sequence number greater than or equal to the uplink activation time, where the uplink activation time is selected according to the rules below.

4>
select an "RLC send sequence number" at which (activation) time the new ciphering configuration shall be applied in uplink for that radio bearer according to the following:

5>
for each radio bearer and signalling radio bearer that has no pending ciphering activation time in uplink as set by a previous procedure changing the security configuration:

6>
set a suitable value that would ensure a minimised delay in the change to the latest security configuration.

5>
for each radio bearer and signalling radio bearer that has a pending ciphering activation time in uplink as set by a previous procedure changing the security configuration:

6>
set the same value as the pending ciphering activation time.

5>
consider this activation time in uplink to be elapsed when the selected activation time (as above) is equal to the "RLC send sequence number";

4>
store the selected "RLC send sequence number" for that radio bearer in the entry for the radio bearer in the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

4>
switch to the new ciphering configuration according to the following:

5>
use the old ciphering configuration for the transmitted and received RLC PDUs with RLC sequence numbers smaller than the corresponding RLC sequence numbers indicated in the IE "Radio bearer uplink ciphering activation time info" sent to UTRAN and in the received IE "Radio bearer downlink ciphering activation time info" received from UTRAN, respectively;

5>
use the new ciphering configuration for the transmitted and received RLC PDUs with RLC sequence numbers greater than or equal to the corresponding RLC sequence numbers indicated in the IE "Radio bearer uplink ciphering activation time info" sent to UTRAN and in the received IE "Radio bearer downlink ciphering activation time info" received from UTRAN, respectively;

5>
for a radio bearer using RLC-AM, when the RLC sequence number indicated in the IE "Radio bearer downlink ciphering activation time info" falls below the RLC receiving window and the RLC sequence number indicated in the IE "Radio bearer uplink ciphering activation time info" falls below the RLC transmission window, the UE may release the old ciphering configuration for that radio bearer;

5>
if an RLC reset or re-establishment occurs before the activation time for the new ciphering configuration has been reached, ignore the activation time and apply the new ciphering configuration immediately after the RLC reset or RLC re-establishment.

If the IE "Ciphering mode info" is not present, the UE shall:

1>
not change the ciphering configuration.

8.6.3.5
Integrity protection mode info

The IE "Integrity protection mode info" defines the new integrity protection configuration. At any given time, the UE needs to store at most three different integrity protection configurations (keysets) in total for all signalling radio bearers for all CN domains.

If the IE "Integrity protection mode info" is present and if the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO is set to TRUE, the UE shall:

1>
ignore this second attempt to change the integrity protection configuration; and

1>
set the variable INCOMPATIBLE_SECURITY_RECONFIGURATION to TRUE.

If the IE "Integrity protection mode info" is present and if the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO is set to FALSE, the UE shall:

1>
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to TRUE;

1>
if IE "Integrity protection mode command" has the value "start" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Not started", and this IE was included in the message SECURITY MODE COMMAND:

2>
initialise the information for all signalling radio bearers in the variable INTEGRITY_PROTECTION_INFO according to the following:

3>
set the IE "Uplink RRC Message sequence number" in the variable INTEGRITY_PROTECTION_INFO to zero;

3>
do not set the IE "Downlink RRC Message sequence number" in the variable INTEGRITY_PROTECTION_INFO;

3>
set the variable INTEGRITY_PROTECTION_ACTIVATION_INFO to zero for each signalling radio bearer in the IE "ESTABLISHED_RABS".

2>
set the IE "Status" in the variable INTEGRITY_PROTECTION_INFO to the value "Started";

2>
perform integrity protection on the received message, applying the new integrity protection configuration, as described in subclause 8.5.10.1 by:

3>
using the algorithm (UIA [40]) indicated by the IE "Integrity protection algorithm" contained in the IE "Integrity protection mode info";

3>
using the IE "Integrity protection initialisation number", contained in the IE "Integrity protection mode info" as the value of FRESH [40].

2>
start applying the new integrity protection configuration in the downlink for each signalling radio bearer in the IE "ESTABLISHED_RABS" except RB2 at the next received RRC message;

2>
start applying the new integrity protection configuration in the downlink for signalling radio bearer RB2 from and including the received SECURITY MODE COMMAND message;

2>
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted SECURITY MODE COMPLETE message;

2>
start applying the new integrity protection configuration in the uplink for signalling radio bearers other than RB2 at the uplink activation time included in the IE "Uplink integrity protection activation info".

1>
if IE "Integrity protection mode command" has the value "start" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Started" and this IE was not included SECURITY MODE COMMAND:

NOTE:
This case is used in SRNS relocation

2>
perform integrity protection on the received message, applying the new integrity protection configuration, as described in subclause 8.5.10.1 by:

3>
using the algorithm (UIA [40]) indicated by the IE "Integrity protection algorithm" contained in the IE "Integrity protection mode info";

3>
using the IE "Integrity protection initialisation number", contained in the IE "Integrity protection mode info" as the value of FRESH [40].

2>
let RBm be the signalling radio bearer where the reconfiguration message was received and let RBn be the signalling radio bearer where the response message is transmitted;

2>
prohibit transmission of RRC messages on all signalling radio bearers in the IE "ESTABLISHED_RABS" except on RB0 and the radio bearer where the response message is transmitted;

2>
if for a signalling radio bearer, a security configuration triggered by a previous SECURITY MODE COMMAND is pending, due to the activation time for the signalling radio bearer not having elapsed:

3>
if the previous SECURITY MODE COMMAND was received due to new keys being received:

4>
consider the new integrity protection configuration to include the received new keys; and

4>
initialise the HFN of the COUNT-I values of the corresponding signalling radio bearers according to subclause 8.1.12.

3>
else:

4>
consider the new Integrity Protection configuration to include the keys associated with the LATEST_CONFIGURED_CN_DOMAIN associated with the previously received SECURITY MODE COMMAND; and

4>
initialise the HFN of the COUNT-I values of the corresponding signalling radio bearers according to subclause 8.1.12 using the START value associated with the LATEST_CONFIGURED_CN_DOMAIN to be transmitted in the response to the current message.

2>
start applying the new integrity protection configuration in the downlink for each signalling radio bearer in the IE "ESTABLISHED_RABS" except RBm at the next received RRC message disregarding any pending activation times for the corresponding signalling radio bearer;

2>
start applying the new integrity protection configuration in the downlink for signalling radio bearer RBm from and including the received configuration message;

2>
start applying the new integrity protection configuration in the uplink for signalling radio bearer RBn from and including the transmitted response message;

2>
start applying the new integrity protection configuration in the uplink for signalling radio bearers other than RBn from the first message onwards.

NOTE:
The UTRAN should ignore the information included in the IE "Uplink integrity protection info".

1>
if IE "Integrity protection mode command" has the value "modify" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Started" and this IE was included in SECURITY MODE COMMAND:

2>
store the (oldest currently used) integrity protection configuration until activation times have elapsed for the new integrity protection configuration to be applied on all signalling radio bearers;

2>
if there are pending activation times set for integrity protection by a previous procedure changing the integrity protection configuration:

3>
apply the integrity protection configuration at this pending activation time as indicated in this procedure.

2>
start applying the new integrity protection configuration in the downlink at the RRC sequence number, for each signalling radio bearer n, indicated by the entry for signalling radio bearer n in the "RRC message sequence number list" in the IE "Downlink integrity protection activation info", included in the IE "Integrity protection mode info";

2>
perform integrity protection on the received message, applying the new integrity protection configuration, as described in subclause 8.5.10.1;

3>
if present, use the algorithm indicated by the IE "Integrity protection algorithm" (UIA [40]);

2>
set the content of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO according to the following:

3>
for each established signalling radio bearer, stored in the variable ESTABLISHED_RABS:

4>
select a value of the RRC sequence number at which (activation) time the new integrity protection configuration shall be applied in uplink for that signalling radio bearer according to the following:

5>
for each signalling radio bearer that has no pending activation time as set for integrity protection by a previous procedure changing the integrity protection configuration:

6>
set a suitable value that would ensure a minimised delay in the change to the latest integrity protection configuration.

5>
for signalling radio bearer that has a pending activation time as set for integrity protection by a previous procedure changing the integrity protection configuration:

6>
set the same value as the pending activation time for integrity protection;

5>
consider this (pending) activation time to be elapsed when the selected activation time (as above) is equal to the next RRC sequence number to be used, which means that the last RRC message using the old integrity protection configuration has been submitted to lower layers.

4>
for signalling radio bearer RB0:

5>
set the value of the included RRC sequence number to greater than or equal to the current value of the RRC sequence number for signalling radio bearer RB0 in the variable INTEGRITY_PROTECTION_INFO, plus the value of the constant N302 plus one.

4>
prohibit the transmission of RRC messages on all signalling radio bearers, except for RB2, with RRC SN greater than or equal to the value in the "RRC message sequence number list" for the signalling radio bearer in the IE "Uplink integrity protection activation info" of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO.

2>
start applying the new integrity protection configuration in the uplink at the RRC sequence number, for each RBn, except for signalling radio bearer RB2, indicated by the entry for signalling radio bearer n in the "RRC message sequence number list" in the IE "Uplink integrity protection activation info", included in the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

2>
start applying the new integrity protection configuration in the uplink at the RRC sequence number for signalling radio bearer RB2, as specified for the procedure initiating the integrity protection reconfiguration;

2>
start applying the new integrity protection configuration in the downlink at the RRC sequence number, for each RBn, except for signalling radio bearer RB2, indicated by the entry for signalling radio bearer n in the "RRC message sequence number list" in the IE "Downlink integrity protection activation info";

NOTE:
For signalling radio bearers that have a pending activation time as set for integrity protection by a previous procedure changing the integrity protection configuration, UTRAN should set this value in IE "Downlink integrity protection activation info".

2>
start applying the new integrity protection configuration in the downlink at the RRC sequence number for signalling radio bearer RB2, as specified for the procedure initiating the integrity protection reconfiguration.

If IE "Integrity protection mode command" has the value "Start" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Not started", and the IE "Integrity protection mode command info" was not included in the message SECURITY MODE COMMAND; or

If IE "Integrity protection mode command" has the value "Start" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Not started", and the IE "Integrity protection mode info" was included in the message SECURITY MODE COMMAND, and the IE "Integrity protection algorithm" is not included; or

If the IE "Integrity protection mode command" has the value "Modify" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Not Started"; or

If IE "Integrity protection mode command" has the value "Start" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Started", and the IE "Integrity protection mode command info" was included in the message SECURITY MODE COMMAND; or

If the IE "Integrity protection mode command" has the value "Modify" and there does not exist exactly one integrity protection activation time in the IE "Downlink integrity protection activation info" for each established signalling radio bearer included in the IE "Signalling radio bearer information" in the IE "ESTABLISHED_RABS"; or

If IE "Integrity protection mode command" has the value "Modify" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Started", and the IE "Integrity protection mode info" was not included in the message SECURITY MODE COMMAND:

the UE shall:

1>
ignore this attempt to change the integrity protection configuration; and

1>
set the variable INVALID_CONFIGURATION to TRUE.

If the IE "Integrity protection mode info" is not present, the UE shall:

1>
not change the integrity protection configuration.

8.6.3.6
Void

8.6.3.7
Void

8.6.3.8
Integrity check info

If the IE "Integrity check info" is present the UE shall:

1>
act as described in subclause 8.5.10.1.
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