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1
Introduction

This document provides some information on the MAC data PDU format for MTCH and MCCH channels.
2
Discussion

Derived from the MBMS MAC architecture in TS 25.346 the MAC headers of MTCH and MCCH channels consist of the following header fields:

The TCTF field provides identification of the logical channel class (i.e. MTCH or MCCH) on FACH. New TCTF values need to be introduced for MTCH and MCCH.

The MBMS-Id field provides an identifier of the MBMS service on common transport channels (i.e. FACH). The MBMS service identifier is the m-RNTI. The MBMS-Id field is not part of the MCCH MAC header because messages on MCCH should be identified by an MBMS identity in a higher layer message (similar to CCCH).

Note: If FACH is the only transport channel to use for MBMS is ffs.
3
Conclusion

The text proposal in section 4 should be seen as a clarification of the MBMS transport channel format and a future input to the release 6 MAC protocol specification.

If agreed it is proposed to incorporate the presented MBMS transport channel structure to section 6.2 of TS 25.346.

4
Text proposal

6.1 Transport Channels

MAC Header for MTCH

The MAC header for MTCH in figure XYZ1.

a)
MTCH mapped to FACH:

-
TCTF has to be included.

b)
MTCH mapped to FACH, where MTCH is the only channel.
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Figure XYZ1: MAC Data PDU format for MTCH

MAC Header for MCCH

The MAC header for MCCH in figure XYZ2.

a)
MCCH mapped to FACH:

-
TCTF has to be included.

b)
MCCH mapped to FACH, where MCCH is the only channel.
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Figure XYZ2: MAC Data PDU format for MCCH
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