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8.3.7.4
Successful completion of the inter-RAT handover

Upon successfully completing the handover, UTRAN should:

1>
release the radio connection; and

1>
remove all context information for the concerned UE.

Upon successfully completing the handover, the UE shall:











1>
if there are any NAS messages with the IE "CN domain identity" set to "CS domain" for which the successful delivery of the INITIAL DIRECT TRANSFER message or UPLINK DIRECT TRANSFER message on signalling radio bearer RB3 or signalling radio bearer RB4 that have not yet been confirmed by RLC:

2>
retransmit those NAS messages to the network on the newly established radio connection to the target radio access technology.

1>
clear or set variables upon leaving UTRA RRC connected mode as specified in subclause 13.4.

NOTE:
The release of the UMTS radio resources is initiated from the target RAT.

8.5.2
Actions when entering idle mode from connected mode

When entering idle mode from connected mode, the UE shall:

1>
clear or set variables upon leaving UTRA RRC connected mode as specified in subclause 13.4;

1>
attempt to select a suitable cell to camp on.

When leaving connected mode according to [4], the UE shall:

1>
perform cell selection.

While camping on a cell, the UE shall:

1>
acquire system information according to the system information procedure in subclause 8.1;

1>
perform measurements according to the measurement control procedure specified in subclause 8.4; and

1>
if the UE is registered:

2>
be prepared to receive paging messages according to the paging procedure in subclause 8.2.

If IE "PLMN identity" within variable SELECTED_PLMN has the value "GSM-MAP", the UE shall:

1>
delete any NAS system information received in connected mode;

1>
acquire the NAS system information in system information block type 1; and

1>
proceed according to subclause 8.6.1.2.

When entering idle mode, the UE shall:

1>
if the USIM is present, for each CN domain:

2>
if a new security key set was received for this CN domain but was not used either for integrity protection or ciphering during this RRC connection:

3>
set the START value for this domain to zero; and

3>
store this START value for this domain in the USIM.

2>
else:

3>
if the current "START" value, according to subclause 8.5.9 for a CN domain, is greater than or equal to the value "THRESHOLD" of the variable START_THRESHOLD:

4>
delete the ciphering and integrity keys that are stored in the USIM for that CN domain;

4>
inform the deletion of these keys to upper layers.

3>
else:

4>
store the current "START" value for this CN domain on the USIM.

1>
else:

2>
if the SIM is present, for each CN domain:

3>
if a new security key set was received for this CN domain but was not used either for integrity protection or ciphering during this RRC connection:

4>
set the START value for this domain to zero; and

4>
store this START value for this domain in the UE
3>
else, the UE shall:

4>
if the current "START" value, according to subclause 8.5.9 for this CN domain, is greater than or equal to the value "THRESHOLD" of the variable START_THRESHOLD:

5>
delete the Kc key for this CN domain;

4>
delete the ciphering and integrity keys that are stored in the UE for that CN domain;

5>
set the "START" values for this CN domain to zero and store it in the UE;

5>
inform the deletion of the key to upper layers.

4>
else:

5>
store the current "START" value for this CN domain in the UE.
8.5.x
Actions when entering another RAT from connected mode

When entering another RAT from connected mode (due to Inter-RAT handover from UTRAN, Inter-RAT cell change order from UTRAN or Inter-RAT cell reselection from UTRAN), after successful completion of the procedure causing the transition to the other RAT, the UE shall:

1>
if the USIM is present, for each CN domain:

2>
if a new security key set was received for this CN domain but was not used either for integrity protection or ciphering during this RRC connection: 

3>
set the START value for this domain to zero and;

3>
store this START value for this domain in the USIM;
2> else

3>
store the current START value for every CN domain in the USIM [50];

1>
if the SIM is present, for each CN domain:

2>
if a new security key was received for this CN domain but was not used either for integrity protection or ciphering during this RRC connection: 

3>
set the START value for this domain to zero and;

3>
store this START value for this domain in the USIM;
2> else

3>
store the current START value for this CN domain in the UE;:
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