Page 1



3GPP TSG-RAN WG2 Meeting #34 
Tdoc (
R2-030577

Sophia Antipolis, France, 17-21 February 2003

	CR-Form-v7

	CHANGE REQUEST

	

	(

	25.331
	CR
	1882
	(

rev
	-
	(

Current version:
	3.13.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Correction to Inter-RAT Measurement Report

	
	

	Source:
(

	Motorola

	
	

	Work item code:
(

	TEI
	
	Date: (

	10/02/2003

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	R99

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	The UTRAN can set the IE 'BSIC verification' for an inter-RAT measurement to either 'required' or 'not required'. In the IE 'inter-RAT measured results' the UE has a choice between reporting a cell as 'verified' in which case the cell id is signalled, or reporting the cell as 'not verified' in which case the ARFCN is signalled. However, the specification does not currently state all the conditions under which the UE should report the cell as 'verified' or 'not-verified'. Section 14.3.1.x states the measured results should be set according to section 8.4.2 but this section is very general and does not give details on setting individual IEs.

If the UTRAN has set the IE 'BSIC verification' to 'required', then section 8.6.7.5 does state that for periodical reporting the UE is permitted to report cells that are either 'verified' or 'non verified' in the IE 'inter-RAT measured results'. However, for the case of event triggered reporting the specification does not clearly state how the UE should signal the cells in the measured results.

Furthermore, if the UTRAN has set the IE 'BSIC verification' to 'not required', but the UE has been able to verify the BSIC then it is not clear if the UE is permitted to report these cells as 'verified'.

Note the for event triggered reporting, it is very clearly stated which cells are permitted to trigger events and how the UE should set contents of the IE 'inter-RAT event results'.

	
	

	Summary of change:
(

	

It is proposed that when the IE 'BSIC verification' is set to 'required' then the UE only reports BSIC verified cells in the IE 'inter-RAT measured results'. This applies for both for periodic and event triggered reporting. However, due to the late addition of this requirement, the behaviour is not mandated in the current release, but will be mandated in subsequent releases. This is added to section 8.6.7.5

When the IE 'BSIC verification' is set to 'not required' then the UE is permitted to report cells as BSIC verified if it has been able to verify the BSIC of the cell. This is added to section 8.6.7.5.

The references in section 14.3.1.x are updated to also reference 8.6.7.5 where the setting of 'inter RAT measured results' is now described.


Isolated Impact Analysis
Functionality corrected: Inter RAT Measurements

Isolated impact statement: Correction to a function where specification was not sufficiently explicit. Would not affect implementations behaving like indicated in the CR, would affect implementations supporting the corrected functionality otherwise.

	
	

	Consequences if 
(

not approved:
	If the CR is not approved it will not be clear from the spec how the UE is intended to report cells in the 'inter-RAT measured results'. If the UE sends a cell as 'verified' with a cell id when the UTRAN is expecting cells to be reported as 'non verified' with an ARFCN (or vice versa) then the UTRAN could fail to interpret the measurement report correctly thus preventing an inter-RAT handover from taking place.

	
	

	Clauses affected:
(

	8.6.7.5, 14.3.1.1, 14.3.1.2, 14.3.1.3, 14.3.1.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

8.6.7.5
Inter-RAT measurement quantity

If the IE "Inter-RAT measurement quantity" is received in a MEASUREMENT CONTROL message and CHOICE system is GSM, the UE shall:

1>
if IE "BSIC verification required" is set to "required", for cells that match any of the BCCH ARFCN and BSIC combinations in the list of inter-RAT cells that the UE has received in IE "Inter-RAT cell info list", and that has a "verified" BSIC:

2>
report measurement quantities according to IE "inter-RAT reporting quantity" taking into account the restrictions defined in subclause 8.6.7.6;

2>
trigger inter-RAT events according to IE "inter-RAT measurement reporting criteria"; and

2>
perform event evaluation for event-triggered reporting after BSIC has been verified for a GSM cell as defined in [19]; and

2>
trigger periodical reports according to the given "Reporting interval"; and
2> when a periodical measurement report is triggered the UE may include non BSIC verified GSM cells in the IE "Inter-RAT measured results list"; and
3>
indicate non-verified BSIC for a GSM cell in the IE  "Inter-RAT measured results list" as defined in subclause 8.6.7.6.
2> when a periodical measurement report is triggered the UE shall include BSIC verified GSM cells in the IE "Inter-RAT measured results list"; and

3>
indicate verified BSIC for a GSM cell in the IE "Inter-RAT measured results list" as defined in subclause 8.6.7.6.

2>
when an event triggered measurement report is triggered:

3>
 the UE should include only BSIC verified GSM cells in the IE "Inter-RAT measured results list"; and
4>
indicate verified BSIC for a GSM cell in the IE "Inter-RAT measured results list" as
 defined in subclause 8.6.7.6.
3>
if the GSM cell that triggered the measurement report in included in the IE "Inter-RAT measured results list" the UE shall indicate verified BSIC for this GSM cell as defined in subclause 8.6.7.6.
1>
if IE "BSIC verification required" is set to "not required", for cells that match any of the BCCH ARFCN in the list of inter-RAT cells that the UE has received in IE "Inter-RAT cell info list", regardless if the BSIC is "verified" or "non-verified":

2>
report measurement quantities according to IE "inter-RAT reporting quantity";

2>
trigger inter-RAT events according to IE "inter-RAT measurement reporting criteria";
2> when an event triggered or periodical measurement report is triggered include GSM cells in the IE "Inter-RAT measured results list" regardless of whether the BSIC of the GSM cell has been verified or not; and

3>
for any GSM cell that has not been verified, indicate non-verified BSIC for a GSM cell in the "Inter-RAT measured results list" IE as defined in subclause 8.6.7.6.

3>
for any GSM cell that has been verified, indicate verified BSIC for a GSM cell in the "Inter-RAT measured results list" IE as defined in subclause 8.6.7.6.
1>
if the IE "Measurement quantity" is set to "pathloss":

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.
NOTE:
The requirements for a cell to be considered "verified" or "non-verified" can be found in [19].

8.6.7.6
Inter-RAT reporting quantity

If the IE "Inter-RAT reporting quantity" is received by the UE, the UE shall:

1>
store the content of the IE to the variable MEASUREMENT_IDENTITY.

If the IE "Inter-RAT measurement quantity" is received and CHOICE system is GSM, the UE shall check each quantity in the GSM choice. The UE shall include measured results in MEASUREMENT REPORT as specified in the IE "Inter-RAT reporting quantity" with the following restrictions:

1>
if the UE has not confirmed the BSIC of the measured cell:

2>
if no compressed mode pattern sequence specified with measurement purpose "Initial BSIC identification" is active and according to its capabilities the UE requires compressed mode to measure this, the UE is not required to include the "inter-RAT cell id" nor "Observed time difference to GSM cell" in the IE "Inter-RAT measured results list", when a MEASUREMENT REPORT is triggered.

1>
if the UE has confirmed the BSIC of the measured cell, then:

2>
if no compressed mode pattern sequence specified with measurement purpose "Initial BSIC identification" nor "BSIC re-confirmation" is active and according to its capabilities the UE requires compressed mode to measure this, the UE is not required to include the "inter-RAT cell id" nor "Observed time difference to GSM cell" in the IE "Inter-RAT measured results", when a MEASUREMENT REPORT is triggered. If no compressed mode pattern sequence with measurement purpose "GSM carrier RSSI measurements" is active and according to its capabilities the UE requires compressed mode to measure this, the UE may include "inter-RAT cell id" or "Observed time difference to GSM cell" in MEASUMENT REPORT without "GSM carrier RSSI" even if it is defined in the IE "Inter-RAT reporting quantity".
1>
if the IE "UTRAN estimated quality" is set to "TRUE":

2>
ignore that IE.

1>
if IE "Observed time difference to GSM cell Reporting indicator " is set to "TRUE":

2>
include optional IE "Observed time difference to GSM cell" with the value set to the time difference to that GSM cell for the GSM cells that have a BSIC that is "verified", and that match any of the BCCH ARFCN and BSIC combinations in the list of inter-RAT cells that the UE has received in IE "Inter-RAT cell info list". Observed time difference to GSM cells with "non-verified" BSIC shall not be included.

1>
if IE "GSM Carrier RSSI" is set to "TRUE":

2>
include optional IE "GSM Carrier RSSI" with a value set to the measured RXLEV to that GSM cell in IE "Inter-RAT measured results list". If no compressed mode pattern sequence specified with measurement purpose "GSM carrier RSSI measurements" is active and according to its capabilities the UE requires compressed mode to measure this, the UE is not required to include the "GSM carrier RSSI" in the IE " Inter-RAT measured results list ", when a MEASUREMENT REPORT is triggered.

1>
if the BSIC of reported GSM cell is "verified":

2>
set the CHOICE BSIC to "Verified BSIC" and IE "inter-RAT cell id" to the value that GSM cell had in the IE "Inter-RAT cell info list".

1>
if the BSIC of reported GSM cell is "non-verified":

2>
set the CHOICE BSIC to "Non verified BSIC" and the IE "BCCH ARFCN" to the value of that GSM cells ARFCN.

The requirements for a cell to be considered "verified" or "non-verified" can be found in [19].
14.3.1.1
Event 3a: The estimated quality of the currently used UTRAN frequency is below a certain threshold and the estimated quality of the other system is above a certain threshold.

When an inter-RAT measurement configuring event 3a is set up, the UE shall:

1>
create a variable TRIGGERED_3A_EVENT related to that measurement, which shall initially be empty;

1>
delete this variable when the measurement is released.

When event 3a is configured in the UE within a measurement, the UE shall:

1>
if the other RAT is GSM, and if IE "BSIC verification required" is set to "required":

2>
if equations 1 and 2 below have both been fulfilled for a time period indicated by "Time to trigger" from the same instant, respectively for the used UTRAN frequency and for one or several GSM cells that match any of the BCCH ARFCN and BSIC combinations considered in that inter-RAT measurement:

3>
if the Inter-RAT cell id of any of those GSM cells is not stored in the variable TRIGGERED_3A_EVENT:

4>
store the Inter-RAT cell ids of the GSM cells that triggered the event and that were not previously stored in the variable TRIGGERED_3A_EVENT into that variable.

4>
send a measurement report with IEs set as below:

5>
in "inter-RAT measurement event result": "inter-RAT event identity" to "3a", "CHOICE BSIC" to "verified BSIC" and "Inter-RAT cell id" to the GSM cells that triggered the event (best one first), taking into account the cell individual offset of the GSM cells;

5>
"measured results" and possible "additional measured results" according to 8.6.7.5 and 8.4.2 respectively, not taking into account the cell individual offset.

2>
if equation 4 is fulfilled for a GSM cell whose inter-RAT cell id is stored in the variable TRIGGERED_3A_EVENT:

3>
remove the inter-RAT cell id of that GSM cell from the variable TRIGGERED_3A_EVENT.

2>
if equation 3 is fulfilled for the used frequency in UTRAN:

3>
clear the variable TRIGGERED_3A_EVENT.

1>
if the other RAT is GSM, and if IE "BSIC verification required" is set to "not required":

2>
if equations 1 and 2 below have been fulfilled for a time period indicated by "Time to trigger" from the same instant, respectively for the used UTRAN frequency and for one or several BCCH ARFCNs considered in that inter-RAT measurement:

3>
if any of those BCCH ARFCNs is not stored into the variable TRIGGERED_3A_EVENT:

4>
store the BCCH ARFCNs that triggered the event and that were not previously stored in the variable TRIGGERED_3A_EVENT into that variable;

4>
send a measurement report with IEs set as below:

5>
in "inter-RAT measurement event result": "inter-RAT event identity" to "3a", "CHOICE BSIC" to "non verified BSIC" and "BCCH ARFCN" to BCCH ARFCNs that triggered the event (best one first), taking into account the cell individual offset of the GSM cells;

5>
"measured results" and possible "additional measured results" according to 8.6.7.5 and 8.4.2 respectively, not taking into account the cell individual offset.

2>
if equation 4 is fulfilled for a BCCH ARFCN that is stored in the variable TRIGGERED_3A_EVENT:

3>
remove that BCCH ARFCN from the variable TRIGGERED_3A_EVENT.

2>
if equation 3 is fulfilled for the used frequency in UTRAN:

3>
clear the variable TRIGGERED_3A_EVENT.

Triggering conditions:

Equation 1:
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The variables in the formula are defined as follows:

QUsed is the quality estimate of the used UTRAN frequency.

TUsed is the absolute threshold that applies for the used frequency in that measurement.

H3a is the hysteresis parameter for event 3a.

Equation 2:
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The variables in the formula are defined as follows:

MOther RAT is the measurement quantity for the cell of the other system.

CIOOther RAT is the cell individual offset for the cell of the other system.

TOther RAT is the absolute threshold that applies for the other system in that measurement.

H3a is the hysteresis parameter for event 3a.

Leaving triggered state conditions:

Equation 3:
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The variables in the formula are defined as follows:

QUsed is the quality estimate of the used UTRAN frequency.

TUsed is the absolute threshold that applies for the used frequency in that measurement.

H3a is the hysteresis parameter for event 3a.

Equation 4:
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The variables in the formula are defined as follows:

MOther RAT is the measurement quantity for the cell of the other system. MOther RAT is expressed in dBm.

CIOOther RAT is the cell individual offset for the cell of the other system.

TOther RAT is the absolute threshold that applies for the other system in that measurement.

H3a is the hysteresis parameter for event 3a.

14.3.1.2
Event 3b: The estimated quality of other system is below a certain threshold

When an inter-RAT measurement configuring event 3b is set up, the UE shall:

1>
create a variable TRIGGERED_3B_EVENT related to that measurement, which shall initially be empty;

1>
delete this variable when the measurement is released.

When event 3b is configured in the UE within a measurement, the UE shall:

1>
if the other RAT is GSM, and if IE "BSIC verification required" is set to "required":

2>
if equation 1 below has been fulfilled for a time period indicated by "time to trigger" for one or several GSM cells that match any of the BCCH ARFCN and BSIC combinations considered in that inter-RAT measurement:

3>
if the inter-RAT cell id of any of those GSM cell is not stored in the variable TRIGGERED_3B_EVENT:

4>
store the inter-RAT cell ids of the GSM cells that triggered the event and that were not previously stored in the variable TRIGGERED_3B_EVENT into that variable;

4>
send a measurement report with IEs set as below:

5>
set in "inter-RAT measurement event result": "inter-RAT event identity" to "3b", "CHOICE BSIC" to "verified BSIC" and "Inter-RAT cell id" to the GSM cells that triggered the event (worst one first), taking into account the cell individual offset of the GSM cells;

5>
set the IE "measured results" and the IE "additional measured results" according to 8.6.7.5 and 8.4.2 respectively, not taking into account the cell individual offset.

2>
if equation 2 below is fulfilled for a GSM cell whose inter-RAT cell id is stored in the variable TRIGGERED_3B_EVENT:

3>
remove the inter-RAT cell id of that GSM cell from the variable TRIGGERED_3B_EVENT.

1>
if the other RAT is GSM, and if IE "BSIC verification required" is set to "not required":

2>
if equation 1 below has been fulfilled for a time period indicated by "time to trigger" for one or several of the BCCH ARFCNs considered in that inter-RAT measurement:

3>
if any of those BCCH ARFCN is not stored into the variable TRIGGERED_3B_EVENT:

4>
store the BCCH ARFCNs that triggered the event and that were not previously stored in the variable TRIGGERED_3B_EVENT into that variable;

4>
send a measurement report with IEs set as below:

5>
set in "inter-RAT measurement event result": "inter-RAT event identity" to "3b", "CHOICE BSIC" to "non verified BSIC" and "BCCH ARFCN" to BCCH ARFCNs that triggered the event (worst one first), taking into account the cell individual offset of the GSM cells;

5>
set the IE "measured results" and the IE "additional measured results" according to 8.6.7.5 and 8.4.2 respectively, not taking into account the cell individual offset.

2>
if equation 2 below is fulfilled for a BCCH ARFCN that is stored in the variable TRIGGERED_3B_EVENT:

3>
remove that BCCH ARFCN from the variable TRIGGERED_3B_EVENT.

Triggering condition:

Equation 1:
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The variables in the formula are defined as follows:

MOther RAT is the measurement quantity for the cell of the other system.

CIOOther RAT is the cell individual offset for the cell of the other system.

TOther RAT is the absolute threshold that applies for the other system in that measurement.

H3b is the hysteresis parameter for event 3b.

Leaving triggered state condition:

Equation 2:
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The variables in the formula are defined as follows:

MOther RAT is the measurement quantity for the cell of the other system. MOther RAT is expressed in dBm.

CIOOther RAT is the cell individual offset for the cell of the other system.

TOther RAT is the absolute threshold that applies for the other system in that measurement.

H3b is the hysteresis parameter for event 3b.

14.3.1.3
Event 3c: The estimated quality of other system is above a certain threshold

When an inter-RAT measurement configuring event 3c is set up, the UE shall:

1>
create a variable TRIGGERED_3C_EVENT related to that measurement, which shall initially be empty;

1>
delete this variable when the measurement is released.

When event 3c is configured in the UE within a measurement, the UE shall:

1>
if the other RAT is GSM, and if IE "BSIC verification required" is set to "required":

2>
if equation 1 below has been fulfilled for a time period indicated by "time to trigger" for one or several GSM cells that match any of the BCCH ARFCN and BSIC combinations considered in that inter-RAT measurement:

3>
if the inter-RAT cell id of any of those GSM cell is not stored in the variable TRIGGERED_3C_EVENT:

4>
store the Inter-RAT cell ids of the GSM cells that triggered the event and that were not previously stored in the variable TRIGGERED_3C_EVENT into that variable;

4>
send a measurement report with IEs set as below:

5>
set in "inter-RAT measurement event result": "inter-RAT event identity" to "3c", "CHOICE BSIC" to "verified BSIC" and "Inter-RAT cell id" to the GSM cells that triggered the event (best one first), taking into account the cell individual offset of the GSM cells;

5>
set the IE "measured results" and the IE "additional measured results" according to 8.6.7.5 and 8.4.2 respectively, not taking into account the cell individual offset.

2>
if equation 2 below is fulfilled for a GSM cell whose inter-RAT cell id is stored in the variable TRIGGERED_3C_EVENT:

3>
remove the inter-RAT cell id of that GSM cell from the variable TRIGGERED_3C_EVENT.

1>
if the other RAT is GSM, and if IE "BSIC verification required" is set to "not required":

2>
if equation 1 below has been fulfilled for a time period indicated by "time to trigger" for one or several of the BCCH ARFCNs considered in that inter-RAT measurement:

3>
if any of those BCCH ARFCN is not stored into the variable TRIGGERED_3C_EVENT:

4>
store the BCCH ARFCNs that triggered the event and that were not previously stored in the variable TRIGGERED_3C_EVENT into that variable;

4>
send a measurement report with IEs set as below:

5>
set in "inter-RAT measurement event result": "inter-RAT event identity" to "3c", "CHOICE BSIC" to "non verified BSIC" and "BCCH ARFCN" to BCCH ARFCNs that triggered the event (best one first), taking into account the cell individual offset of the GSM cells;

5>
set the IE "measured results" and the IE "additional measured results" according to 8.6.7.5 and 8.4.2 respectively, not taking into account the cell individual offset.

2>
if equation 2 is fulfilled for a BCCH ARFCN that is stored in the variable TRIGGERED_3C_EVENT:

3>
remove that BCCH ARFCN from the variable TRIGGERED_3C_EVENT.

Triggering condition:

Equation 1:
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The variables in the formula are defined as follows:

MOther RAT is the measurement quantity for the cell of the other system. MOther RAT is expressed in dBm.

CIOOther RAT is the cell individual offset for the cell of the other system.

TOther RAT is the absolute threshold that applies for the other system in that measurement.

H3c is the hysteresis parameter for event 3c.

Leaving triggered state condition:

Equation 2:
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The variables in the formula are defined as follows:

MOther RAT is the measurement quantity for the cell of the other system. MOther RAT is expressed in dBm.

CIOOther RAT is the cell individual offset for the cell of the other system.

TOther RAT is the absolute threshold that applies for the other system in that measurement.

H3c is the hysteresis parameter for event 3c.

14.3.1.4
Event 3d: Change of best cell in other system

When an inter-RAT measurement configuring event 3d is set up, the UE shall:

1>
create a variable BEST_CELL_3D_EVENT related to that measurement;

1>
delete this variable when the measurement is released.

When event 3d is configured in the UE within a measurement, the UE shall:

1>
if the other RAT is GSM, and if IE "BSIC verification required" is set to "required":

2>
when the measurement is initiated or resumed:

3>
store in the variable BEST_CELL_3D_EVENT the Inter-RAT cell id of the GSM cell that has the best measured quantity among the GSM cells that match any of the BCCH ARFCN and BSIC combinations considered in that inter-RAT measurement, not taking into account the cell individual offset of the GSM cells;

3>
send a measurement report with IE set as below:

4>
set in "inter-RAT measurement event result": "inter-RAT event identity" to "3d", "CHOICE BSIC" to "verified BSIC" and "Inter-RAT cell id" to the GSM cell that is stored in the variable BEST_CELL_3D_EVENT;

4>
set the IE "measured results" and the IE "additional measured results" according to subclause 8.6.7.5 and 8.4.2 respectively, not taking into account the cell individual offset.

2>
if equation 1 has been fulfilled for a time period indicated by "time to trigger" for a GSM cell that is different from the one stored in BEST_CELL_3D_EVENT and that matches any of the BCCH ARFCN and BSIC combinations considered in that inter-RAT measurement:

3>
store the Inter-RAT cell id of that GSM cell in the variable BEST_CELL_3D_EVENT;

3>
send a measurement report with IEs set as below:

4>
set in "inter-RAT measurement event result": "inter-RAT event identity" to "3d", "CHOICE BSIC" to "verified BSIC" and "Inter-RAT cell id" to the GSM cell is now stored in BEST_CELL_3D_EVENT;

4>
set the IE "measured results" and the IE "additional measured results" according to subclause 8.6.7.5 and 8.4.2 respectively, not taking into account the cell individual offset.

1>
if the other RAT is GSM, and if IE "BSIC verification required" is set to "not required":

2>
when the measurement is initiated or resumed:

3>
store in the variable BEST_CELL_3D_EVENT the BCCH ARFCN of the GSM cell that has the best measured quantity among the BCCH ARFCNs considered in that inter-RAT measurement;

3>
send a measurement report with IE set as below:

4>
set in "inter-RAT measurement event result": "inter-RAT event identity" to "3d", "CHOICE BSIC" to "non verified BSIC" and "BCCH ARFCN" to the BCH ARFCN that is stored in the variable BEST_CELL_3D_EVENT;

4>
set the IE "measured results" and the IE "additional measured results" according to subclause 8.6.7.5 and 8.4.2 respectively, not taking into account the cell individual offset.

2>
if equation 1 below has been fulfilled for a time period indicated by "time to trigger" for one of the BCCH ARFCNs considered in that inter-RAT measurement and different from the one stored in BEST_CELL_3D_EVENT:

3>
store the BCCH ARFCN of that GSM cell in the variable BEST_CELL_3D_EVENT;

3>
send a measurement report with IEs set as below:

4>
set in "inter-RAT measurement event result": "inter-RAT event identity" to "3d", "CHOICE BSIC" to "non verified BSIC" and "BCCH ARFCN" to the BCCH ARFCN that is now stored in the variable BEST_CELL_3D_EVENT;

4>
set the IE "measured results" and the IE "additional measured results" according to subclause 8.4.2, not taking into account the cell individual offset.

Equation 1:
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The variables in the formula are defined as follows:

MNew is the measurement quantity for a GSM cell that is not stored in the variable BEST_CELL_3D_EVENT.

MBest is the measurement quantity for a GSM cell that is stored in the variable BEST_CELL_3D_EVENT.

H3d is the hysteresis parameter for event 3d.
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