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Introduction

This document discusses the support of positioning in CELL_PCH and URA_PCH RRC states. At RAN2#25, CR 1185r3 to Release 99 with several UE positioning related corrections were agreed. However, when this CR was discussed at RAN#14, it was recognised that introducing positioning in CELL_PCH and URA_PCH might have impact on requirements and should also be discussed in RAN4. A revision 4 of CR 1185 was therefore produced at the RAN plenary in document RP-010941 and that CR was approved instead. The CR introduced a new UE capability for positioning which indicates if the UE supports UE positioning in CELL_PCH and URA_PCH states or not. Also if it is supported, it is stated that the requirements are found in the release 5 version of 25.133.

Since requirements were missing at the time, it was in the discussions at the RAN plenary stated that this capability should be removed from Rel-5 to make positioning in CELL_PCH and URA_PCH mandatory, from Rel-5 onwards.

Positioning service vs. RRC states

When UTRAN orders a UE to perform positioning measurements this is related to a service requiring the UE to get positioned. The RRC state that the UE is currently using relates to activity level, for e.g. a packet service, and mobility handling from a network strategy point of view. E.g. if the user data activity level is very low the UE is best placed in CELL_PCH or URA_PCH states where the power consumption of the UE is also very low.

These two different mechanisms (positioning service and RRC state) as such have no intended inter relation. The current situation in R’99, Rel-4 and even in Rel-5 where there is a connection between a function related to positioning on one hand and activity level and power saving  on the other hand is not satisfactory. 

It is even so that for a UE that indicates no support of positioning in CELL_PCH and URA_PCH there is not any good options for UTRAN to at the same time save power in the UE and have a positioning service active. The only possible solution is to keep the UE in CELL_FACH or CELL_DCH state while the positioning is running. This will severely impact battery consumption compared to utilising CELL_PCH and URA_PCH states since CELL_FACH and CELL_DCH are not at all as power efficient as the PCH states. It should also be noted that a positioning service can run for a very long time, of course dependent on which service is utilising the position information.

Moving the UE back and force to CELL_FACH in order to only do a positioning request is probably not a good solution either. This would also lead to an increase in battery consumption compared to a case when the UE can do positioning in CELL_PCH and URA_PCH. This is because state transitions includes additional signalling which consumes power, in addition to that the UE will only start to do the positioning when entering CELL_FACH which also might degrade or delay the positioning related measurements.

In order for a UE to support positioning measurements in CELL_PCH and URA_PCH states the UE need to be able to:

· Do the actual measurements – This is the same as in e.g. CELL_FACH so there is no difference in power consumption compared to the alternatives, which is staying in CELL_FACH all the time or go back and force between CELL_PCH or URA_PCH and CELL_FACH. It is even so that most frequent periodicity of positioning measurements is lower in CELL_PCH and URA_PCH compared to CELL_FACH. This also means that it is possible to achieve better accuracy in CELL_FACH, but very frequent positioning measurements in CELL_FACH is not very realistic either.

· Read some additional SIBs – UEs not supporting positioning measurements in CELL_PCH and URA_PCH also today need to read several SIBs in CELL_PCH and URA_PCH state. Reading SIBs is however, usually only done once when entering a cell and when SIBs are updated. Updating of SIBs is done in the same manner for all SIBs that have a value tag i.e. with an indication from the network, so no difference for positioning SIBs compared to other SIBs. Then the question is how often positioning SIBs need to be updated. This is however, an optimisation issue on how up to date information is used by the UE on one hand and the extra load in the network and additional power consumed by all UEs needing to re-read some SIBs on the other hand.

Affected specifications

In RAN4 requirements for positioning measurements in CELL_PCH and URA_PCH need to be addressed. This is however, not directly related to the mandatory support for Rel-5 UEs, since also R’99 and Rel-4 specifications point to the Rel-5 25.133 requirements for CELL_PCH and URA_PCH positioning measurements.

In RAN2 the specifications 25.306 and 25.331 need to be updated in Rel-5 related to the capability “Support for UE Positioning measurement validity in CELL_PCH and URA_PCH RRC states”.

Proposal

It is proposed that the intention from RAN2#25 and RAN#14 is followed to make positioning in CELL_PCH and URA_PCH mandatory for Rel-5 UEs. Below are CRs to 25.306 and 25.331 making the only allowed value to be signalled for the capability “Support for UE Positioning measurement validity in CELL_PCH and URA_PCH RRC states “ to be true.
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4.8
UE positioning related parameters
Standalone location method(s) supported

Defines if a UE can measure its location by some means unrelated to UTRAN (e.g. if the UE has access to a standalone GPS receiver).

OTDOA UE based method supported

Defines if a UE supports the OTDOA UE based schemes.

Network Assisted GPS support

Defines if a UE supports either of the two types of assisted GPS schemes, namely "Network based", "UE based", "Both", or "none".

GPS reference time capable

Defines if a UE has the capability to measure GPS reference time as defined in [6].

Support for IPDL

Defines if a UE has the capability to use IPDL to enhance its "SFN-SFN observed time difference –type 2" measurement.

Support for Rx-Tx time difference type 2

Defines if a UE has the capability to perform the Rx-Tx time difference type 2 measurement.

Support for UE Positioning measurement validity in CELL_PCH and URA_PCH RRC states
Defines if the UE Positioning measurement are valid in CELL_PCH and URA_PCH RRC states.

5.1
Value ranges

Table 5.1: UE radio access capability parameter value ranges

	
	UE radio access capability parameter
	Value range

	PDCP parameters
	Support for RFC 2507
	Yes/No

	
	Support for RFC 3095
	Yes/No

	
	Support for RFC 3095 context relocation
	Yes/No

	
	Support for loss-less SRNS relocation
	Yes/No

	
	Maximum header compression context space
	512, 1024, 2048, 4096, 8192 bytes

	
	Maximum number of ROHC context sessions
	2, 4, 8, 12, 16, 24, 32, 48, 64, 128, 256, 512, 1024, 16384

	
	Support for Reverse Decompression
	Not supported, 1..65535

	RLC and MAC-hs parameters
	Total RLC AM and MAC-hs buffer size
	2, 10, 50, 100, 150, 200, 300, 400, 500, 750, 1000 kBytes

	
	Maximum number of AM entities
	3, 4, 5, 6, 8, 16, 30

	
	Maximum RLC AM window size
	2047, 4095

	PHY parameters
	Transport channel parameters in downlink
	Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum sum of number of bits of all turbo coded transport blocks being received at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum number of simultaneous transport channels
	4, 8, 16, 32

	
	
	Maximum number of simultaneous CCTrCH 
	1, 2, 3, 4, 5, 6, 7, 8

	
	
	Maximum total number of transport blocks received within TTIs that end within the same 10 ms interval
	4, 8, 16, 32, 48, 64, 96, 128, 256, 512

	
	
	Maximum number of TFC
	16, 32, 48, 64, 96, 128, 256, 512, 1024

	
	
	Maximum number of TF
	32, 64, 128, 256, 512, 1024

	
	
	Support for turbo decoding
	Yes/No

	
	Transport channel parameters in uplink
	Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum sum of number of bits of all convolutionally coded transport blocks being transmitted at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum sum of number of bits of all turbo coded transport blocks being transmitted at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum number of simultaneous transport channels
	2, 4, 8, 16, 32

	
	
	Maximum number of simultaneous CCTrCH of DCH type (TDD only) 
	1, 2, 3, 4, 5, 6, 7, 8

	
	
	Maximum total number of transport blocks transmitted within TTIs that start at the same time
	2, 4, 8, 16, 32, 48, 64, 96, 128, 256, 512

	
	
	Maximum number of TFC
	4, 8, 16, 32, 48, 64, 96, 128, 256, 512, 1024

	
	
	Maximum number of TF
	32, 64, 128, 256, 512, 1024

	
	
	Support for turbo encoding
	Yes/No

	
	FDD Physical channel parameters in downlink
	Maximum number of DPCH/PDSCH codes to be simultaneously received
	1, 2, 3, 4, 5, 6, 7, 8

	
	
	Maximum number of physical channel bits received in any 10 ms interval (DPCH, PDSCH, S-CCPCH)
	600, 1200, 2400, 3600, 4800, 7200, 9600, 14400, 19200, 28800, 38400, 48000, 57600, 67200, 76800

	
	
	Support for SF 512
	Yes/No

	
	
	Support of PDSCH
	Yes/No

	
	
	Support of HS-PDSCH
	Yes/No

	
	
	Simultaneous reception of SCCPCH and DPCH
	Yes/No

	
	
	Simultaneous reception of SCCPCH, DPCH and PDSCH
	Yes/No

	
	
	Maximum number of simultaneous S-CCPCH radio links
	1

NOTE:
Only the value 1 is part of this release of the specification 

	
	
	Support of dedicated pilots for channel estimation
	Yes

	
	
	Support of dedicated pilots for channel estimation of HS-DSCH
	Yes/No

	
	FDD Physical channel parameters in uplink
	Maximum number of DPDCH bits transmitted per 10 ms
	600, 1200, 2400, 4800, 9600, 19200, 28800, 38400, 48000, 57600

	
	
	Support of PCPCH
	Yes/No

	
	TDD 3.84 Mcps physical channel parameters in downlink
	Maximum number of timeslots per frame
	1..14

	
	
	Maximum number of physical channels per frame
	1, 2, 3..224

	
	
	Minimum SF
	16, 1

	
	
	Support of PDSCH
	Yes/No

	
	
	Support of HS-PDSCH
	Yes/No

	
	
	Maximum number of physical channels per timeslot
	1..16

	
	TDD 3.84 Mcps physical channel parameters in uplink
	Maximum Number of timeslots per frame
	1..14

	
	
	Maximum number of physical channels per timeslot
	1, 2

	
	
	Minimum SF
	16, 8, 4, 2, 1

	
	
	Support of PUSCH
	Yes/No

	
	TDD 1.28 Mcps physical channel parameters in downlink
	Maximum number of timeslots per subframe
	1..6

	
	
	Maximum number of physical channels per subframe
	1, 2, 3, …, 96

	
	
	Minimum SF
	16, 1

	
	
	Support of PDSCH
	Yes/No

	
	
	Support of HS-PDSCH
	Yes/No

	
	
	Maximum number of physical channels per timeslot
	1..16

	
	
	Support 8PSK
	Yes/No

	
	TDD 1.28 Mcps physical channel parameters in uplink
	Maximum number of timeslots per subframe
	1..6

	
	
	Maximum number of physical channels per timeslot
	1, 2

	
	
	Minimum SF
	16, 8, 4, 2, 1

	
	
	Support of 8PSK
	Yes/No

	
	
	Support of PUSCH
	Yes/No

	RF parameters
	FDD RF parameters
	UE power class


	3, 4

NOTE:
Only power classes 3 and 4 are part of this release of the specification

	
	
	Tx/Rx frequency separation


	190 Mhz
174.8 MHz to 205.2 MHz
134.8 MHz to 245.2 MHz

	RF parameters
	TDD 3.84 Mcps RF parameters
	UE power class
	2, 3

NOTE:
Only power classes 2 and 3 are part of this release of the specification



	
	
	Radio frequency bands
	a), b), c), a+b), a+c), b+c), a+b+c)

	
	TDD 1.28 Mcps RF parameters 
	UE power class
	2, 3

	
	
	Radio frequency bands
	a), b), c), a+b), a+c), b+c), a+b+c)

	Multi-mode related parameters
	Support of UTRA FDD
	Yes/No

	
	Support of UTRA TDD 3.84 Mcps
	Yes/No

	
	Support of UTRA TDD 1.28 Mcps
	Yes/No

	Multi-RAT related parameters
	Support of GSM
	Yes/No (per GSM frequency band)

	
	Support of multi-carrier
	Yes/No

	
	Support of UTRAN to GERAN Network Assisted Cell Change
	Yes/No

	Security parameters
	Support of ciphering algorithm UEA0
	Yes

	
	Support of ciphering algorithm UEA1
	Yes

	
	Support of integrity protection algorithm UIA1
	Yes

	UE positioning related parameters
	Standalone location method(s) supported
	Yes/No

	
	Network assisted GPS support
	Network based / UE based / Both/ None

	
	GPS reference time capable
	Yes/No

	
	Support for IPDL
	Yes/No

	
	Support for OTDOA UE based method
	Yes/No

	
	Support for Rx-Tx time difference type 2 measurement
	Yes/No

	
	Support for UE Positioning measurement validity in CELL_PCH and URA_PCH RRC states
	Yes

	Measurement related capabilities 
	Need for downlink compressed mode
	Yes/No (per frequency band, UTRA mode and RAT)

	
	Need for uplink compressed mode
	Yes/No (per frequency band, UTRA mode and RAT)

	General capabilities
	Access Stratum release indicator
	R99, REL-4, REL-5

	DL capabilities with simultaneous HS-DSCH
	DL capability with simultaneous HS-DSCH configuration
	32 kbps, 64 kbps, 128 kbps, 384 kbps


5.2.1
Combinations of common UE Radio Access Parameters
for UL and DL

NOTE:
Measurement-related capabilities are not included in the combinations. These capabilities are independent from the supported RABs.

Table 5.2.1.1: UE radio access capability parameter combinations,
parameters common for UL and DL

	Reference combination of UE Radio Access capability parameters common for UL and DL
	32 kbps class
	64 kbps class
	128 kbps class
	384 kbps class
	768 kbps class
	2048 kbps class

	PDCP parameters
	
	
	
	
	
	

	Support for RFC 2507
	No
	No/Yes
NOTE 1
	No/Yes
NOTE 1
	No/Yes
NOTE 1
	No/Yes
NOTE 1
	No/Yes
NOTE 1

	Support for RFC 3095
	No/Yes
NOTE 1
	No/Yes
NOTE 1
	No/Yes
NOTE 1
	No/Yes
NOTE 1
	No/Yes
NOTE 1
	No/Yes
NOTE 1

	Support for RFC 3095 context relocation
	No/Yes
NOTE 1

	Support for loss-less SRNS relocation
	No/Yes
NOTE 1

	Maximum header compression context space
	Not applicable for conformance testing



	Maximum number of ROHC context sessions
	Not applicable for conformance testing

	Support for Reverse decompression
	No/Yes

NOTE 1

	RLC parameters
	
	
	
	
	
	

	Total RLC AM buffer size (kbytes)
	10
	10
	50
	50
	100
	500

	Maximum number of AM entities

	4
	4
	5
	6
	8
	8

	Maximum RLC AM window size
	2047/4095

NOTE 1
	2047/4095

NOTE 1
	2047/4095

NOTE 1
	2047/4095

NOTE 1
	2047/4095

NOTE 1
	2047/4095

NOTE 1

	Multi-mode related parameters
	

	Support of UTRA FDD
	Yes/No

NOTE 1

	Support of UTRA TDD 3.84 Mcps
	Yes/No

NOTE 1

	Support of UTRA TDD 1.28 Mcps
	Yes/No

NOTE 1

	Multi-RAT related parameters
	

	Support of GSM
	Yes/No
NOTE 1

	Support of multi-carrier
	Yes/No

NOTE 1

	Support of UTRAN to GERAN Network Assisted Cell Change
	Yes/No



	Security parameters
	

	Support of ciphering algorithm UEA0
	Yes

	Support of ciphering algorithm UEA1
	Yes

	Support of integrity protection algorithm UIA1
	Yes

	UE positioning related parameters
	

	Standalone location method(s) supported
	Yes/No

NOTE 1

	Network assisted GPS support
	Network based / UE based / Both/ None

NOTE 1

	GPS reference time capable
	Yes/No

NOTE 1

	Support for IPDL
	Yes/No

NOTE 1

	Support for OTDOA UE based method
	Yes/No

NOTE 1

	Support for Rx-Tx time difference type 2 measurement
	Yes/No

NOTE 1

	Support for UE Positioning measurement validity in CELL_PCH and URA_PCH RRC states
	Yes
NOTE 1
NOTE 2

	RF parameters for FDD
	

	UE power class
	3 / 4
NOTE 1

	Tx/Rx frequency separation
	190 MHz

	RF parameters for TDD 3.84 Mcps
	

	Radio frequency bands
	A / b / c / a+b / a+c / b+c / a+b+c

NOTE 1

	UE power class
	2 / 3

NOTE 1

	RF parameters for TDD 1.28 Mcps
	

	Radio frequency bands
	A / b / c / a+b / a+c / b+c/ a+b+c

NOTE 1

	UE power class
	2 / 3

NOTE 1


NOTE 1:
Options represent different combinations that should be supported with Conformance Tests.
NOTE 2:
A UE conforming to this release of the specification shall set the Support for UE Positioning measurement validity in CELL_PCH and URA_PCH to TRUE.
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8.4.1.6.7
UE positioning measurement




Upon transition from CELL_DCH to CELL_FACH, or upon transition from CELL_DCH to CELL_PCH or URA_PCH, the UE shall:

1>
retrieve each set of measurement control information of measurement type "UE positioning" stored in the variable MEASUREMENT_IDENTITY; and

2>
if the optional IE "measurement validity" for this measurement has not been included:

3>
delete the measurement associated with the variable MEASUREMENT_IDENTITY.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "CELL_DCH":

3>
stop measurement reporting;

3>
store the measurement associated with the variable MEASUREMENT_IDENTITY to be used after the next transition to CELL_DCH state.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states":

3>
upon transition from CELL_DCH to CELL_PCH or URA_PCH:

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning" stored in the variable MEASUREMENT_IDENTITY is set to "UE positioning reporting criteria" and the value of the IE "Measurement interval" included in this IE is less than 64 seconds:

5>
consider the value of the IE "Measurement interval " as being 64 seconds;

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning" stored in the variable MEASUREMENT_IDENTITY is set to "Periodical Reporting Criteria" and the value of the IE "Reporting interval" included in this IE is less than 64 seconds:

5>
consider the value of the IE "Reporting Interval" as being 64 seconds

3>
continue measurement reporting according to its UE positioning measurement reporting capability..

2>
if the IE "measurement validity" has been included and the IE "UE state" has been assigned to value "all states except CELL_DCH":

3>
upon transition from CELL_DCH to CELL_PCH or URA_PCH:

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning" stored in the variable MEASUREMENT_IDENTITY is set to "UE positioning reporting criteria" and the value of the IE "Measurement interval " included in this IE is less than 64 seconds:

5>
consider the value of the IE "Measurement interval " as being 64 seconds.

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning" stored in the variable MEASUREMENT_IDENTITY is set to "Periodical Reporting Criteria" and the value of the IE "Reporting interval" included in this IE is less than 64 seconds:

5>
consider the value of the IE "Reporting Interval" as being 64 seconds.

3>
resume this measurement and associated reporting according to its UE Positioning measurement reporting capability.

1>
if the transition is due to a reconfiguration message which included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects a cell other than that indicated by this IE; or

1>
if the transition is due to a reconfiguration message which does not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD); or

1>
if the transition is not due to a reconfiguration message:

2>
delete the assistance data included in the variable UE_POSITIONING_OTDOA_DATA_UE_BASED, UE_POSITIONING_OTDOA_DATA_UE_ASSISTED and UE_POSITIONING_GPS_DATA.

1>
if the IE "Positioning Methods" stored in the variable MEASUREMENT_IDENTITY is set to "OTDOA" or "OTDOA or GPS":

2>
if the IE "Method type" stored in the variable MEASUREMENT_IDENTITY is set to "UE-based" or "UE assisted preferred but UE-based allowed" or "UE-based preferred but UE-assisted allowed":

3>
begin monitoring assistance data received in System Information Block type 15.4 and System Information Block type 15.5 according to subclause 8.1.1.6.15.

2>
if the IE "Method type" stored in the variable MEASUREMENT_IDENTITY is set to "UE-assisted":

3>
begin monitoring assistance data received in System Information Block type 15.4 according to subclause 8.1.1.6.15.

1>
if the UE is in CELL_FACH state:

2>
if the IE "UE positioning OTDOA neighbour cell list for UE assisted" stored in the variable UE_POSITIONING_OTDOA_DATA_UE_ASSISTED or UE_POSITIONING_OTDOA_DATA_UE_BASED contains neighbour cells on other frequencies than the current frequency:

3>
perform measurements on other frequencies according to the IE "FACH measurement occasion info".

The UE may:

1>
if the IE "Positioning Methods" stored in the variable MEASUREMENT_IDENTITY is set to "GPS" or "OTDOA or GPS":

2>
begin monitoring assistance data received in System Information Block type 15 and/or System Information Block type 15.1 and/or System Information Block type 15.2 and/or System Information Block type 15.3 according to subclause 8.1.1.6.15.
10.3.3.45
UE positioning capability

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Standalone location method(s) supported
	MP
	
	Boolean
	Defines if a UE can measure its location by some means unrelated to UTRAN

TRUE means supported

	UE based OTDOA supported
	MP
	
	Boolean
	TRUE means supported

	Network Assisted GPS support
	MP
	
	Enumerated ('Network based', 'UE based', 'Both', 'None')
	Defines if the UE supports network based or UE based GPS methods.

	Support for GPS timing of cell frames measurement
	MP
	
	Boolean
	Defines if a UE has the capability to perform the UE GPS timing of cell frames measurement [7].

TRUE means capable

	Support for IPDL
	MP
	
	Boolean
	Defines if a UE has the capability to use IPDL to enhance its 'SFN-SFN observed time difference –type 2' measurement.

TRUE means supported

	Support for Rx-Tx time difference type2 measurement
	MP
	
	Boolean
	TRUE means supported

	Support for UP measurement validity in CELL_PCH and URA_PCH states
	MD
	
	Enumerated

(true)
	Absence of this element means not supported and presence means supported.
. This IE shall always be included (true) in this version of the protocol.



-------------- Next relevant ASN.1 part ----------------

UE-RadioAccessCapability-v380ext ::=
SEQUENCE {


ue-PositioningCapabilityExt-v380

UE-PositioningCapabilityExt-v380
}

UE-RadioAccessCapability-v3a0ext ::=
SEQUENCE {


ue-PositioningCapabilityExt-v3a0

UE-PositioningCapabilityExt-v3a0
}
UE-PositioningCapabilityExt-v380 ::=
SEQUENCE {


rx-tx-TimeDifferenceType2Capable

BOOLEAN
}

-------------- Next relevant ASN.1 part ----------------

UE-PositioningCapabilityExt-v380 ::=
SEQUENCE {


rx-tx-TimeDifferenceType2Capable

BOOLEAN
}

UE-PositioningCapabilityExt-v3a0 ::=
SEQUENCE {


validity-CellPCH-UraPCH




ENUMERATED { true }
}

UE-RadioAccessCapabBandFDDList ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF












UE-RadioAccessCapabBandFDD
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