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10.3.6.23a
Downlink HS-PDSCH Information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	HS-SCCH Info
	OP
	
	HS-SCCH Info 10.3.6.36a
	
	REL-5

	Measurement Feedback Info
	OP
	
	Measurement Feedback Info 10.3.6.40a
	
	REL-5

	CHOICE mode
	MP
	
	
	
	REL-5

	>TDD
	
	
	
	
	

	>>CHOICE TDD option
	MP
	
	
	
	REL-5

	>>>3.84 Mcps
	
	
	
	
	

	>>>>HS-DSCH Timeslot Configuration
	OP
	
	10.3.6.xx
	
	REL-5

	>>> 1.28 Mcps
	
	
	
	
	

	>>>> HS-PDSCH Midamble Configuration
	MP
	
	
	
	

	>>>>> Midamble Allocation Mode
	MP
	
	Enumerated(Default midamble, Common midamble, UE specific midamble)
	This midamble allocation mode applies to all HS-PDSCH resources assigned to the UE. 
	REL-5

	>>>>> Midamble Configuration
	MP
	
	Integer(2, 4, 6, 8, 10, 12, 14, 16)
	This configuration applies to all HS-PDSCH resources assigned to the UE.
	REL-5

	>>>>> Midamble Shift
	CV-UE
	
	Integer(0..15)
	This shift, when present, applies to all HS-PDSCH  resources assigned to the UE.
	REL-5

	>FDD
	
	
	
	(No data)
	


	Condition
	Explanation

	UE
	This IE is mandatory present when the value of the IE "Midamble Allocation Mode" is "UE specific midamble" and not needed otherwise.
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